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4.3.1.1.25
FDD reference test frequencies for operating band 25

Table 4.3.1.1.25-1: Test frequencies for E-UTRA channel bandwidth for operating band 25

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	26047
	1850.7
	8047
	1930.7

	
	3
	26055
	1851.5
	8055
	1931.5

	
	5
	26065
	1852.5
	8065
	1932.5

	
	10
	26090
	1855
	8090
	1935

	
	15 [1]
	26115
	1857.5
	8115
	1937.5

	
	20 [1]
	26140
	1860
	8140
	1940

	Mid Range
	1.4/3/5/10

15 [1]/20 [1]
	26365
	1882,5
	8365
	1962.5

	High Range
	1.4
	26683
	1914.3
	8683
	1994.3

	
	3
	26675
	1913.5
	8675
	1993.5

	
	5
	26665
	1912.5
	8665
	1992.5

	
	10
	26640
	1910
	8640
	1990

	
	15 [1]
	26615
	1907.5
	8615
	1987.5

	
	20 [1]
	26590
	1905
	8590
	1985

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.
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4.3.1.3.2
HRPD test frequencies for Band Class 1

Table 4.3.1.3.2-1: Test frequencies for HRPD in Band Class 1

	Test Frequency ID
	Bandwidth

[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	25
	1851.25
	1931.25

	Mid Range
	1.25
	600
	1880.00
	1960.00

	High Range
	1.25
	1175
	1908.75
	1988.75
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Table 4.4.2-1: Definition of test frequencies and simulated cells

	Test frequency
	RAT
	Operating band
	Range
	Simulated cells

	f1
	E-UTRA
	Operating band under test
	Mid

(Note 1, Note 5,

Note 8)
	Cell 1, Cell 2, Cell 4, Cell 11 (Note 4)

	f2
	E-UTRA
	Operating band under test
	High

(Note 1, Note 6,

Note 8)
	Cell 3, Cell 12, Cell 23

	f3
	E-UTRA
	Operating band under test
	Low

(Note 1, Note 7,

Note 8)
	Cell 6, Cell 13

	f4
	E-UTRA
	Operating band under test
	(Note 1)
	Cell 14

	f5
	E-UTRA
	Operating band for inter-band cells
	Mid

(Note 1)
	Cell 10, Cell 30, Cell 31

	f6
	E-UTRA
	Operating band for inter-band cells
	High

(Note 1)
	Cell 28, Cell 29

	f7
	E-UTRA
	Operating band for inter-band cells
	Low

(Note 1)
	 

	f8
	UTRA
	Operating band for UTRA cells
	Mid

(Note 2)
	Cell 5, Cell 7

	f9
	UTRA
	Operating band for UTRA cells
	High

(Note 2)
	Cell 8

	f10
	UTRA
	Operating band for UTRA cells
	Low

(Note 2)
	Cell 9

	f11
	GERAN
	Operating band for GERAN cells
	Mid

(Note 3)
	Cell 24

	f12
	GERAN
	Operating band for GERAN cells
	High

(Note 3)
	Cell 25

	f13
	GERAN
	Operating band for GERAN cells
	Low

(Note 3)
	Cell 26

	f14
	CDMA2000 HRPD
	Operating band for CDMA2000 HRPD cells
	Mid

(Note XY)
	Cell 15, Cell 16

	f15
	CDMA2000 HRPD
	Operating band for CDMA2000 HRPD cells
	High
	Cell 17

	f16
	CDMA2000 HRPD
	Operating band for CDMA2000 HRPD cells
	Low
(Note XY)
	Cell 18

	f17
	CDMA2000 1xRTT
	Operating band for CDMA2000 1xRTT cells
	Mid
	Cell 19, Cell 20

	f18
	CDMA2000 1xRTT
	Operating band for CDMA2000 1xRTT cells
	High
	Cell 21



	f19
	CDMA2000 1xRTT
	Operating band for CDMA2000 1xRTT cells
	Low
	Cell 22

	f20
	WLAN
	Operating band for WLAN AP's
	Mid
	Cell 27

	Note 1:      For signalling test, see clause 6.2.3.

Note 2:      See TS 34.108 [5] clause 5.1.

Note 3:      For signalling test, see clause 6.3.1.4. For RRM test, see clause 7.2.2.1.

Note 4:      For signalling test, simultaneous co-existence of Cell 2 with Cell 11 is not allowed.

Note 5:      For RRM test with intra-band contiguous CA, the set of contiguous component carriers are “Mid”, with the test frequencies specified in clauses 4.3.1.1.xA for FDD and 4.3.1.2.xA for TDD

Note 6:      For RRM test with intra-band contiguous CA, the set of contiguous component carriers are “High”, with the test frequencies specified in clauses 4.3.1.1.xA for FDD and 4.3.1.2.xA for TDD

Note 7:      For RRM test with intra-band contiguous CA, the set of contiguous component carriers are “Low”, with the test frequencies specified in clauses 4.3.1.1.xA for FDD and 4.3.1.2.xA for TDD.

Note 8:      For RRM test with intra-band non-contiguous CA, the test frequencies for the set of non-contiguous component carriers are specified in clauses 4.3.1.1.xA for FDD and 4.3.1.2.xA for TDD without any regard to range. Thus “Low”, “Mid” and “High” information in this table does not apply. Unless otherwise stated, test point with maximum Wgap is chosen.

Note XY:     For signalling test with band combination E-UTRA band 25 and HRPD band Class 1, F14 is ‘low' and F16 is ‘Mid’’.
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