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4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	

	<Many rows skipped here>

	8.16.35
	E-UTRAN TDD-FDD 3 DL CA activation and deactivation of known SCell in non-DRX with PCell in FDD
	Rel-12
	C69
	UE supporting E-UTRA FDD and TDD and 3DL CA with FDD as PCell
	
	

	8.16.36
	E-UTRAN TDD-FDD 3 DL CA activation and deactivation of known SCell in non-DRX with PCell in TDD
	Rel-12
	C70
	UE supporting E-UTRA FDD and TDD and 3DL CA with TDD as PCell
	
	

	8.16.37
	3DL FDD CA activation and deactivation of known SCell in non-DRX
	Rel-10
	C71
	UE supporting E-UTRA FDD and 3DL with intra-band contiguous CA, or 3DL with inter-band CA, or 3DL with intra-band contiguous and inter-band CA
	
	

	
	
	Rel-11
	C72
	UE supporting E-UTRA FDD and 3DL with intra-band non-contiguous and inter-band CA, or 3DL with intra-band non-contiguous and intra-band contiguous CA
	
	

	8.16.38
	3DL TDD CA activation and deactivation of known SCell in non-DRX
	Rel-10
	C73
	UE supporting E-UTRA TDD and 3DL with intra-band contiguous CA, or 3DL with inter-band CA, or 3DL with intra-band contiguous and inter-band CA
	
	

	
	
	Rel-11
	C74
	UE supporting E-UTRA TDD and 3DL with intra-band non-contiguous and inter-band CA, or 3DL with intra-band non-contiguous and intra-band contiguous CA
	
	

	8.16.39
	E-UTRA TDD-FDD 3DL CA Activation and Deactivation of Unknown SCell in Non-DRX with PCell in FDD
	Rel-12
	C69
	UE supporting E-UTRA FDD and TDD and 3DL CA with FDD as PCell
	
	

	8.16.40
	E-UTRA TDD-FDD 3DL CA Activation and Deactivation of Unknown SCell in Non-DRX with PCell in TDD
	Rel-12
	C70
	UE supporting E-UTRA FDD and TDD and 3DL CA with TDD as PCell
	
	

	8.16.41
	3DL FDD CA activation and deactivation of unknown SCell in non-DRX
	Rel-10
	C91
	UE supporting E-UTRA FDD and 3DL with intra-band contiguous CA, or 3DL with inter-band CA, or 3DL with intra-band contiguous and inter-band CA and Feature Group Indicator 25
	
	

	
	
	Rel-11
	C92
	UE supporting E-UTRA FDD and 3DL with intra-band non-contiguous and inter-band CA, or 3DL with intra-band non-contiguous and intra-band contiguous CA and Feature Group Indicator 25
	
	

	<Many rows skipped here>

	8.19.1
	E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions
	Rel-9
	C41
	UE supporting E-UTRA TDD and cdma2000 1xRTT and Feature Group Indicator 15
	
	

	9.9.1.2
	FDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Rel-10
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.2.1
	TDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Rel-10 and Rel-11 only
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.9.2.1_1
	TDD Intra Frequency Serving Cell Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.9.2.2
	TDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Rel-10
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
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