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<Text Skipped>
4.6
Default RRC message and information elements contents

This clause contains the default values of common RRC messages and information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this specification. All the messages and information elements are listed in alphabetical order.

4.6.1
Contents of RRC messages

<Text Skipped>
–
UECapabilityInformation
Table 4.6.1-23: UECapabilityInformation

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          rat-Type
	Set according to specific message content
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              accessStratumRelease
	Same as indicated in TC applicability of 36.523-2
	
	

	              ue-Category
	Not checked
	
	

	              pdcp-Parameters SEQUENCE {
	
	
	

	                supportedROHC-Profiles SEQUENCE {
	
	
	

	                  profile0x0001
	Not checked
	
	

	                  profile0x0001
	true
	
	ROHC

	                  profile0x0002
	Not checked
	
	

	                  profile0x0002
	true
	
	ROHC

	                  profile0x0003
	Not checked
	
	

	                  profile0x0004
	Not checked
	
	

	                  profile0x0006
	Not checked
	
	

	                  profile0x0101
	Not checked
	
	

	                  profile0x0102
	Not checked
	
	

	                  profile0x0103
	Not checked
	
	

	                  profile0x0104
	Not checked
	
	

	                }
	
	
	

	                maxNumberROHC-ContextSessions
	Not checked
	
	

	              }
	
	
	

	              phyLayerParameters
	Not checked
	
	

	              rf-Parameters
	Not checked
	
	

	              measParameters
	Not checked
	
	

	              featureGroupIndicators
	
	
	

	                -- FGI 1
	Not checked
	
	

	                -- FGI 2
	Not checked
	
	

	                -- FGI 3
	Not checked
	
	

	                -- FGI 4
	Not checked
	
	

	                -- FGI 5
	Not checked
	
	

	                -- FGI 6
	Not checked
	
	

	                -- FGI 7
	Not checked
	
	

	                -- FGI 8
	Not checked
	
	

	                -- FGI 9
	Not checked
	
	

	                -- FGI 10
	Not checked
	
	

	                -- FGI 11
	Not checked
	
	

	                -- FGI 12
	Not checked
	
	

	                -- FGI 13
	Not checked
	
	

	                -- FGI 14
	Not checked
	
	

	                -- FGI 15
	Not checked
	
	

	                -- FGI 16
	Not checked
	
	

	                -- FGI 17
	Not checked
	
	

	                -- FGI 18
	Not checked
	
	

	                -- FGI 19
	Not checked
	
	

	                -- FGI 20
	Not checked
	
	

	                -- FGI 21
	Not checked
	
	

	                -- FGI 22
	Not checked
	
	

	                -- FGI 23
	Not checked
	
	

	                -- FGI 24
	Not checked
	
	

	                -- FGI 25
	Not checked
	
	

	                -- FGI 26
	Not checked
	
	

	                -- FGI 27
	Not checked
	
	

	                -- FGI 28
	Not checked
	
	

	                -- FGI 29
	Not checked
	
	

	                -- FGI 30
	Not checked
	
	

	 -- FGI 31
	Not checked
	
	

	 -- FGI 32
	‘0’B (Undefined)
	
	

	              interRAT-Parameters SEQUENCE {
	
	
	

	                utraFDD
	Not checked
	
	

	                utraTDD128
	Not checked
	
	

	                utraTDD384
	Not checked
	
	

	                utraTDD768
	Not checked
	
	

	                geran
	Not checked
	
	

	                cdma2000-HRPD
	Not checked
	
	

	                cdma2000-1xRTT
	Not checked
	
	

	                cdma2000-1xRTT
	Not checked
	
	

	              }
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                phyLayerParameters-v920
	Not checked
	
	

	                interRAT-ParametersGERAN-v920
	Not checked
	
	

	                interRAT-ParametersUTRA-v920
	Not checked
	
	

	                interRAT-ParametersCDMA2000-v920
	Not checked
	
	

	                deviceType-r9
	Not checked
	
	

	                csg-ProximityIndicationParameters-r9
	Not checked
	
	

	                neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                son-Parameters-r9
	Not checked
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  lateNonCriticalExtension SEQUENCE {
	
	
	

	                      featureGroupIndRel9Add-r9
	
	
	

	                        -- FGI 33
	Not checked
	
	

	                        -- FGI 34
	Not checked
	
	

	                        -- FGI 35
	Not checked
	
	

	                        -- FGI 36
	Not checked
	
	

	                        -- FGI 37
	Not checked
	
	

	                        -- FGI 38
	Not checked
	
	

	                        -- FGI 39
	Not checked
	
	

	                        -- FGI 40
	Not checked
	
	

	                        -- FGI 41
	Not checked
	
	

	                        -- FGI 42-64
	‘0’B (Undefined)
	
	

	                      fdd-Add-UE-EUTRA-Capabilities-r9 SEQUENCE {
	
	
	

	                        phyLayerParameters-r9
	Not checked
	
	

	                        featureGroupIndicators-r9
	
	BITSTRING 32
	

	                          -- FGI 1F
	Not checked
	
	

	                          -- FGI 2F
	Not checked
	
	

	                          -- FGI 3F
	Not checked
	
	FDD = TDD

	                          -- FGI 4F
	Not checked
	
	

	                          -- FGI 5F
	Not checked
	
	FDD = TDD

	                          -- FGI 6F
	Not checked
	
	FDD = TDD

	                          -- FGI 7F
	Not checked
	
	FDD = TDD

	                          -- FGI 8F
	Not checked
	
	

	                          -- FGI 9F
	Not checked
	
	

	                          -- FGI 10F
	Not checked
	
	

	                          -- FGI 11F
	Not checked
	
	

	                          -- FGI 12F
	Not checked
	
	

	                          -- FGI 13F
	Not checked
	
	FDD = TDD

	                          -- FGI 14F
	Not checked
	
	FDD = TDD

	                          -- FGI 15F
	Not checked
	
	

	                          -- FGI 16F
	Not checked
	
	FDD = TDD

	                          -- FGI 17F
	Not checked
	
	FDD = TDD

	                          -- FGI 18F
	Not checked
	
	FDD = TDD

	                          -- FGI 19F
	Not checked
	
	

	                          -- FGI 20F
	Not checked
	
	FDD = TDD

	                          -- FGI 21F
	Not checked
	
	FDD = TDD

	                          -- FGI 22F
	Not checked
	
	

	                          -- FGI 23F
	Not checked
	
	

	                          -- FGI 24F
	Not checked
	
	

	                          -- FGI 25F
	Not checked
	
	FDD = TDD

	                          -- FGI 26F
	Not checked
	
	

	                          -- FGI 27F
	Not checked
	
	

	                          -- FGI 28F
	Not checked
	
	

	                          -- FGI 29F
	Not checked
	
	

	                          -- FGI 30F
	Not checked
	
	FDD = TDD

	                          -- FGI 31F
	Not checked
	
	FDD = TDD

	                          -- FGI 32F
	‘0’B (Undefined) if present
	
	

	                        featureGroupIndRel9Add-r9
	
	BITSTRING 32
	

	                          -- FGI 33F
	Not checked
	
	

	                          -- FGI 34F
	Not checked
	
	

	                          -- FGI 35F
	Not checked
	
	

	                          -- FGI 36F
	Not checked
	
	

	                          -- FGI 37F
	Not checked
	
	

	                          -- FGI 38F
	Not checked
	
	

	                          -- FGI 39F
	Not checked
	
	

	                          -- FGI 40F
	Not checked
	
	

	                          -- FGI 41F
	Not checked
	
	

	                          -- FGI 42F-64F
	‘0’B (Undefined) if present
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersUTRA-r9
	Not checked
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersCDMA2000-r9
	Not checked
	
	

	                        neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                      }
	
	
	

	                      tdd-Add-UE-EUTRA-Capabilities-r9 SEQUENCE {
	
	
	

	                        phyLayerParameters-r9
	Not checked
	
	

	                        featureGroupIndicators-r9
	
	BITSTRING 32
	

	                          -- FGI 1T
	Not checked
	
	

	                          -- FGI 2T
	Not checked
	
	

	                          -- FGI 3T
	Not checked
	
	FDD = TDD

	                          -- FGI 4T
	Not checked
	
	

	                          -- FGI 5T
	Not checked
	
	FDD = TDD

	                          -- FGI 6T
	Not checked
	
	FDD = TDD

	                          -- FGI 7T
	Not checked
	
	FDD = TDD

	                          -- FGI 8T
	Not checked
	
	

	                          -- FGI 9T
	Not checked
	
	

	                          -- FGI 10T
	Not checked
	
	

	                          -- FGI 11T
	Not checked
	
	

	                          -- FGI 12T
	Not checked
	
	

	                          -- FGI 13T
	Not checked
	
	FDD = TDD

	                          -- FGI 14T
	Not checked
	
	FDD = TDD

	                          -- FGI 15T
	Not checked
	
	

	                          -- FGI 16T
	Not checked
	
	FDD = TDD

	                          -- FGI 17T
	Not checked
	
	FDD = TDD

	                          -- FGI 18T
	Not checked
	
	FDD = TDD

	                          -- FGI 19T
	Not checked
	
	

	                          -- FGI 20T
	Not checked
	
	FDD = TDD

	                          -- FGI 21T
	Not checked
	
	FDD = TDD

	                          -- FGI 22T
	Not checked
	
	

	                          -- FGI 23T
	Not checked
	
	

	                          -- FGI 24T
	Not checked
	
	

	                          -- FGI 25T
	Not checked
	
	FDD = TDD

	                          -- FGI 26T
	Not checked
	
	

	                          -- FGI 27T
	Not checked
	
	

	                          -- FGI 28T
	Not checked
	
	

	                          -- FGI 29T
	Not checked
	
	

	                          -- FGI 30T
	Not checked
	
	FDD = TDD

	                          -- FGI 31T
	Not checked
	
	FDD = TDD

	                          -- FGI 32T
	‘0’B (Undefined) if present
	
	

	                        featureGroupIndRel9Add-r9
	
	BITSTRING 32
	

	                          -- FGI 33T
	Not checked
	
	

	                          -- FGI 34T
	Not checked
	
	

	                          -- FGI 35T
	Not checked
	
	

	                          -- FGI 36T
	Not checked
	
	

	                          -- FGI 37T
	Not checked
	
	

	                          -- FGI 38T
	Not checked
	
	

	                          -- FGI 39T
	Not checked
	
	

	                          -- FGI 40T
	Not checked
	
	

	                          -- FGI 41T
	Not checked
	
	

	                          -- FGI 42T-64T
	‘0’B (Undefined) if present
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersUTRA-r9
	Not checked
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersCDMA2000-r9
	Not checked
	
	

	                        neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                      }
	
	
	

	                      nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                        interRAT-ParametersUTRA-v9c0
	Not checked
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                          phyLayerParameters-v9d0
	Not checked
	
	

	                          nonCriticalExtension SEQUENCE {
	
	
	

	                            rf-Parameters-v9e0
	Not checked
	
	

	                            nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                  }
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    ue-Category-v1020
	Not checked
	
	

	                    phyLayerParameters-v1020
	Not checked
	
	

	                    rf-Parameters-v1020
	Not checked
	
	

	                    measParameters-v1020
	Not checked
	
	

	                    featureGroupIndRel10-r10
	
	BITSTRING 32
	

	                      -- FGI 101
	Not checked
	
	

	                      -- FGI 102
	Not checked
	
	

	                      -- FGI 103
	Not checked
	
	

	                      -- FGI 104
	Not checked
	
	

	                      -- FGI 105
	Not checked
	
	

	                      -- FGI 106
	Not checked
	
	

	                      -- FGI 107
	Not checked
	
	

	                      -- FGI 108
	Not checked
	
	

	                      -- FGI 109
	Not checked
	
	

	                      -- FGI 110
	Not checked
	
	

	                      -- FGI 111
	Not checked
	
	

	                      -- FGI 112
	Not checked
	
	

	                      -- FGI 113
	Not checked
	
	

	                      -- FGI 114
	Not checked
	
	

	                      -- FGI 115
	Not checked
	
	

	                      -- FGI 116
	Not checked
	
	

	                      -- FGI 117-132
	‘0’B (Undefined) if present
	
	

	                    interRAT-ParametersCDMA2000-v1020
	Not checked
	
	

	                    ue-BasedNetwPerfMeasParameters-r10
	Not checked
	
	

	                    interRAT-ParametersUTRA-TDD-v1020
	Not checked
	
	

	                    nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                      fdd-Add-UE-EUTRA-Capabilities-v1060
	Not checked
	
	

	                      tdd-Add-UE-EUTRA-Capabilities-v1060
	Not checked
	
	

	                      rf-Parameters-v1060
	Not checked
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        rf-Parameters-v1090
	Not checked
	
	

	                        nonCriticalExtension SEQUENCE { 
	
	
	

	                          pdcp-Parameters-v1130
	Not checked
	
	

	                          phyLayerParameters-v1130
	Not checked
	
	

	                          rf-Parameters-v1130
	Not checked
	
	

	                          measParameters-v1130
	Not checked
	
	

	                          interRAT-ParametersCDMA2000-v1130
	Not checked
	
	

	                          otherParameters-r11
	Not checked
	
	

	                          fdd-Add-UE-EUTRA-Capabilities-v1130
	Not checked
	
	

	                          tdd-Add-UE-EUTRA-Capabilities-v1130
	Not checked
	
	

	                          nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                           phyLayerParameters-v1170
	Not checked
	
	

	                           ue-Category-v1170
	Not checked
	
	

	                          nonCriticalExtension SEQUENCE {
	
	
	

	                           rf-Parameters-v1180
	Not checked
	
	

	                           mbms-Parameters-r11
	Not checked
	
	

	                           fdd-Add-UE-EUTRA-Capabilities-v1180
	Not checked
	
	

	                           tdd-Add-UE-EUTRA-Capabilities-v1180
	Not checked
	
	

	                           nonCriticalExtension SEQUENCE {
	
	
	

	                            ue-Category-v11a0
	Not checked
	
	

	                            measParameters-v11a0
	Not checked
	
	

	                           nonCriticalExtension SEQUENCE {
	
	
	

	                            phyLayerParameters-v1250
	Not checked
	
	

	                            rf-Parameters-v1250
	Not checked
	
	

	                            rlc-Parameters-r12
	Not checked
	
	

	                            ue-BasedNetwPerfMeasParameters-v1250
	Not checked
	
	

	                            ue-Category-v1250
	Not checked
	
	

	                            wlan-IW-Parameters-r12
	Not checked
	
	

	                            measParameters-v1250
	Not checked
	
	

	                            dc-Parameters-r12
	Not checked
	
	

	                            mbms-Parameters-v1250
	Not checked
	
	

	                            mac-Parameters-r12
	Not checked
	
	

	                            fdd-Add-UE-EUTRA-Capabilities-v1250
	Not checked
	
	

	                            tdd-Add-UE-EUTRA-Capabilities-v1250
	Not checked
	
	

	                            sl-Parameters-r12
	Not checked
	
	

	                            nonCriticalExtension
 SEQUENCE {
	
	
	

	                            […]
	Not checked
	
	

	                          nonCriticalExtension 
SEQUENCE {
	
	
	

	                            […]
	Not checked
	
	

	                          nonCriticalExtension
 SEQUENCE {
	
	
	

	                            […]
	
	
	

	                          nonCriticalExtension
 SEQUENCE {
	
	
	

	                            […]
	
	
	

	                            measParameters-v13xy
	Not Checked
	
	

	                            measParameters-v13xy SEQUENCE {
	
	
	

	                              […]
	
	
	

	                              rssi-AndChannelOccupancyReporting-r13
	Not Checked
	
	

	                              rssi-AndChannelOccupancyReporting-r13
	supported
	
	LAA

	                            }
	
	
	

	                              […]
	
	
	

	                            laa-Parameters-r13
	Not checked
	
	

	                            laa-Parameters-r13 SEQUENCE {
	
	
	LAA

	                              crossCarrierSchedulingLAA-DL-r13
	Not checked
	
	

	                              csi-RS-DRS-RRM-MeasurementsLAA-r13
	Not checked
	
	

	                              downlinkLAA-r13
	supported
	
	LAA

	                              endingDwPTS-r13
	Not checked
	
	

	                              secendSlotStartingPosition-r13
	Not checked
	
	

	                              tm9-LAA-r13
	Not checked
	
	

	                              tm10-LAA-r13
	Not checked
	
	

	                            }
	
	
	

	                          nonCriticalExtension SEQUENCE {}
	
	
	

	                           }
	
	
	

	                           }
	
	
	

	                           }
	
	
	

	                           }
	
	
	

	                            }
	
	
	

	                           }
	
	
	

	                          }
	
	
	

	                         }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	ROHC
	 Support of ROHC profile0x0001 and ROHC profile0x0002 (TS 36.523-2 table A.4.4-1/40 and A.4.4-1/41).

	FDD = TDD
	UE is not allowed to signal different values for FDD and TDD, is not checked per default

	LAA
	For LAA test cases


<Text Skipped>
4.6.6
Measurement information elements

<Text Skipped>
-
MeasDS-Config-DEFAULT

Table 4.6.6-1B: MeasDS-Config-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasDS-Config-DEFAULT ::= CHOICE {
	
	
	

	  release
	NULL
	
	

	  setup SEQUENCE {
	
	
	

	    dmtc-PeriodOffset-r12 CHOICE {
	
	
	

	      ms160-r12

	10
	
	

	    }
	
	
	

	    ds-OccasionDuration-r12 CHOICE {
	
	
	

	      durationFDD-r12
	1
	
	FDD

	      durationTDD-r12
	2
	
	TDD

	
	1
	
	LAA SCell

	    }
	
	
	

	    measCSI-RS-ToRemoveList-r12
	Not present
	
	

	    measCSI-RS-ToAddModList-r12 SEQUENCE (SIZE (1..maxCSI-RS-Meas-r12)) OF MeasCSI-RS-Config-r12 {
	
	
	

	      
	Not present
	
	

	
	MeasCSI-RS-Config-Default
	
	CSI-RS

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	CSI-RS
	For CSI-RS measurements

	LAA SCell
	For LAA SCell environment


<Text Skipped>
-
MeasObjectEUTRA-GENERIC

Table 4.6.6-2: MeasObjectEUTRA-GENERIC(Freq)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreq 
	Downlink EARFCN for Freq
	
	

	  allowedmeasBandwidth
	The number of the resource blocks for Freq 
	
	

	  presenceAntennaPort1
	FALSE
	
	

	
	TRUE
	At least two cell-specific antenna ports are used in all neighbouring cells.
	All neighCells with port1

	  neighbourCellConfig
	'01'B (No MBSFN subframes are present in all neighbour cells)
	MBSFN doesn’t apply by default.
	

	  offsetFreq
	0 (dB 0)
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	  measCycleSCell-r10
	sf512
	
	SCell_EXIST

	  measSubframePatternConfigNeigh-r10
	Not present
	
	

	  measDS-Config-r12
	MeasDS-Config-DEFAULT
	
	DS_Meas

	  measRSSI-Config-r13
	Not present
	
	

	  measRSSI-Config-r13 SEQUENCE {
	
	
	LAA SCell

	    release
	
	
	

	    setup SEQUENCE {
	
	
	

	      rmtc-Period-r13
	ms160
	
	

	      rmtc-SubframeOffset-r13
	10
	
	

	      measDuration-r13
	sym14
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_EXIST
	When SCell exists on the carrier frequency indicated by carrierFreq

	All neighCells with port1
	Used for all neighbouring cells with at least two cell-specific antenna ports

	DS_Meas
	Used for discovery signals measurement on the carrier frequency indicated by carrierFreq

	LAA SCell
	For LAA SCell environment


<Text Skipped>
4.8
Reference radio bearer configurations

4.8.1
General

4.8.2
SRB and DRB parameters and combinations

4.8.2.1
SRB and DRB parameters
<Text Skipped>
4.8.2.1.6
Physical Layer configurations

Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

SCell_AddMod

PSCell_AddMod

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO or HO-TO-EUTRA

	 
	Not present
	
	RBC

SCell_AddMod

PSCell_AddMod

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

SCell_AddMod

PSCell_AddMod

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

SCell_AddMod

PSCell_AddMod

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

SCell_AddMod

PSCell_AddMod

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC or RBC-HO or HO-TO-EUTRA

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

SCell_AddMod

PSCell_AddMod

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC or RBC-HO or HO-TO-EUTRA

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	CQI-ReportConfig- DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	(RBC or RBC-HO) and not RBC-HO-CA

	
	Not present
	
	CA

DC

	  soundingRS-UL-ConfigDedicated
	Not present
	
	SRB1 or HO-TO-EUTRA 

SCell_AddMod

PSCell_AddMod

	
	SoundingRS-Ul-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	RBC or RBC-HO

	  antennaInfo CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	2TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	'11'
	BIT STRING (SIZE (2))
	

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-H or HO-TO-EUTRA 

	
	Not present
	
	RBC
SCell_AddMod

PSCell_AddMod

	  cqi-ReportConfig-v920
	Not present
	
	

	  antennaInfo-v920
	Not present
	
	

	  antennaInfo-r10
	Not present
	
	

	  antennaInfoUL-r10
	Not present
	
	

	  cif-Presence-r10
	FALSE
	
	SCell_AddMod

	
	Not present
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	SCell_AddMod or RBC-HO-CA

PSCell_AddMod

	
	Not present
	
	

	  csi-RS-Config-r10
	Not present
	
	

	  pucch-ConfigDedicated-v1020
	PUCCH-ConfigDedicated-v1020-DEFAULT
	
	SCell_AddMod

PSCell_AddMod

	  pusch-ConfigDedicated-v1020
	Not present
	
	

	
	
	
	

	  schedulingRequestConfig-v1020
	Not present
	
	

	  soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  uplinkPowerControlDedicated-v1020
	UplinkPowerControlDedicated-v1020-DEFAULT
	
	SCell_AddMod and (TxD or SRSAp)

	
	Not present
	
	

	  additionalSpectrumEmissionCA-r10
	Not present
	
	

	  additionalSpectrumEmissionCA-r10
	Not present
	
	SCell_AddMod and Intra-BC CA

	  additionalSpectrumEmissionCA-r10 CHOICE {
	
	
	SCell_AddMod and Inter-B CA and UL CA

	    setup SEQUENCE {
	
	
	

	      additionalSpectrumEmissionPCell-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  epdcch-Config-r11
	EPDCCH-Config-r11-DEFAULT
	
	ePDCCH

	
	Not present
	
	

	  csi-RS-ConfigNZPToReleaseList-r11
	Not present
	
	

	  csi-RS-ConfigNZPToAddModList-r11
	Not present
	
	

	  csi-RS-ConfigNZPToAddModList-r11 SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF {
	1 entry
	
	DL_CoMP

	    CSI-RS-ConfigNZP-r11[1]
	CSI-RS-ConfigNZP-r11-DEFAULT
	
	

	  }
	
	
	

	  csi-RS-ConfigZPToReleaseList-r11
	Not present
	
	

	  csi-RS-ConfigZPToAddModList-r11
	Not present
	
	

	  csi-RS-ConfigZPToAddModList-r11 SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF {
	1 entry
	
	DL_CoMP

	    CSI-RS-ConfigZP-r11[1]
	CSI-RS-ConfigZP-r11-DEFAULT
	
	

	  }
	
	
	

	  pdsch-ConfigDedicated-v1130
	PDSCH-ConfigDedicated-v1130-DEFAULT
	
	DL_CoMP

	
	Not present
	
	

	  cqi-ReportConfig-v1130
	CQI-ReportConfig-v1130-DEFAULT
	
	DL_CoMP

	
	Not present
	
	

	  pucch-ConfigDedicated-v1130
	PUCCH-ConfigDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	  pusch-ConfigDedicated-v1130
	PUSCH-ConfigDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	  uplinkPowerControlDedicated-v1130
	UplinkPowerControlDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	cqi-ReportConfigPCell-v1250
	Not present
	
	

	  Laa-ScellConfiguration-r13
	Not present
	
	

	  Laa-ScellConfiguration-r13 SEQUENCE {
	
	
	LAA

	    subframeStartPosition
	‘s0’
	
	

	    Laa-SCellSubframeConfig
	‘00000000’
	
	

	  }
	
	
	

	}
	
	
	

	Note:
For signalling test, table 6.6B.1.1.1-1 is applied.


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover

	RBC-HO-CA
	Used during Handover when Carrier Aggregation is configured for the source cells

	SCell_AddMod
	Addition or modification of SCell

	HO-TO-EUTRA
	Inter-RAT handover to E-UTRA

	ePDCCH
	Used at configuration of ePDCCH

	DL_CoMP
	Used for DL CoMP

	UL_CoMP
	Used for UL CoMP

	CA
	For Carrier Aggregation Test cases

	TxD
	When PUCCH Transmission Diversity is performed.

	SRSAp
	Aperiodic SRS configured

	Intra-BC CA
	Intra-band contiguous Carrier Aggregation

	Inter-B CA
	Inter-band Carrier Aggregation

	UL CA
	When UL Carrier Aggregation is used.

	PSCell_AddMod
	Addition or modification of PSCell

	DC
	For Dual Connectivity test cases

	LAA
	For LAA test cases


<End of Changes>
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