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< start of addition >
Table 9.1-2: E-UTRAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_eTDDsubframeConfig
	TDD_SubframeAssignment_Type
	1
	
	TDD uplink-downlink subframe configuration

	px_ePrimaryBandChannelBandwidth
	Dl_Bandwidth_Type
	n25
	
	Channel bandwidth used on px_ePrimaryFrequencyBand

	px_ePrimaryFrequencyBand
	FrequencyBand_Type
	1
	
	E-UTRA primary frequency band

	px_eSecondaryFrequencyBand
	FrequencyBand_Type
	2
	
	E-UTRA secondary frequency band

	px_eSecondaryBandChannelBandwidth
	Dl_Bandwidth_Type
	n25
	
	Channel bandwidth used on px_eSecondaryFrequencyBand

	px_EUTRA_CA_BandCombination
	CA_BandCombination_Type
	CA_1C
	
	Band combination for CA test cases

	px_NAS_CipheringAlgorithm
	B3_Type
	001’B
	
	NAS Ciphering Algorithm (eea1)

	px_NAS_IntegrityProtAlgorithm
	B3_Type
	001’B
	
	NAS Integrity Algorithm (eia1)

	px_RRC_CipheringAlgorithm
	CipheringAlgorithm_r12
	eea1
	
	Ciphering Algorithm

	px_RRC_IntegrityProtAlgorithm
	IntegrityProtAlgorithm
	eia1
	
	Integrity Algorithm

	px_eMaxNumberROHC_ContextSessions
	MaxNumberROHC_ContextSessions_Type
	Cs16
	
	Maximum number of ROHC context sessions

	px_MFBI_FrequencyBand
	FrequencyBandIndicator
	26
	
	A supported E-UTRA frequency band overlapping with px_OverlappingNotSupportedFrequencyBand_MFBI. Applied to MFBI test case scenario.

	px_MFBI_BandChannelBandwidth
	Dl_Bandwidth_Type
	n25
	
	E-UTRAN channel bandwidth used on px_MFBI_FrequencyBand. Applied to MFBI test case scenario.

	px_OverlappingNotSupportedFrequencyBand_MFBI
	FrequencyBandIndicator
	27
	
	A not supported E-UTRA frequency band that is overlapping with a supported band (px_MFBI_FrequencyBand). Applied to MFBI test case scenario.

	px_OverlappingSupportedFrequencyBand_MFBI
	FrequencyBandIndicator
	26
	
	A supported E-UTRA frequency band overlapping with px_OverlappingNotSupportedFrequencyBand_MFBI. Applied to MFBI enhancement test case scenario.

	px_ProSeAnnApplicationIdentity1
	charstring
	mcc345.mnc012.ProSeApp.Food.Restaurants.Italian
	
	A ProSe Application ID with which data structure the UE is preconfigured and for which the UE can request and perform Direct Discovery Announcing. TS 23.003, section 24.2.

	px_ProSeMonApplicationIdentity1
	charstring
	mcc300.mnc165.ProSeApp.*.Sports.Surfing
	
	A ProSe Application ID with which data structure the UE is preconfigured and for which the UE can request and perform Direct Discovery Monitoring. TS 23.003, section 24.2

	px_ProSeMonApplicationIdentityNot1
	charstring
	mcc208.mnc*.ProSeApp.Shops.Food.Wine
	
	A ProSe Application ID with which data structure the UE is NOT preconfigured to request and perform Direct Discovery Monitoring. TS 23.003, section 24.2

	px_EpsQosBitrateForVideo
	Integer
	432
	
	Bitrate in kbps, used by Reference Dedicated EPS Bearer #3 in TS 36.508 [3] Table 6.6.2-1.
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