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1. Introduction
At RAN5#70 a Work Item proposal for conformance test specifications for Release 13 NB-IOT requirements [1] was endorsed and agreed in RAN#71. 
During RAN5#71 a work plan needs to be defined describing the working areas needed to complete UE Conformance Test Aspects for NB-IoT work item. 
This document intends to provide an overview of work needed for common sections in TS 36.508 for NB-IoT.
2. Discussion

The following table shows common clauses in TS 36.508 were some modifications are needed for NB-IoT. A proposal for each section is provided to include modifications needed for NB-IoT.
Table 1. 36.508 common clauses affected by NB-IoT

	Clause in TS 36.508
	Comments
	Way forward

	4.2
	Addition information for NB-IoT channels
	Include specific sub-clause for NB-IoT

	4.3
	Addition test frequencies for NB-IoT in each NB-IoT band supported by this WI
	Include a sub-clause for NB-IoT band. Define different table for each NB-IoT deployment; in-band, guard-band and standalone

	
	Review PHY channel allocations to check whether applicable to NB-IoT
	Include specific sub-clauses for NB-IoT

	
	Review DL signal levels to check whether applicable to NB-IoT
	

	
	Review PHY layer parameters to check whether applicable to NB-IoT
	

	4.4
	Addition reference system configuration for NB-IoT
	Include specific sub-clause for NB-IoT

	4.5.1
	Addition UE test states for NB-IoT
	Include specific sub-clause to define UE NB-IoT test states.
UE NB-IoT test states will be defined including suffix “-NB” to differentiate from E-UTRAN UE test states

	4.5.2X
	Description of each UE NB-IoT test state
	Include sub-clause for each UE NB-IoT test state where initial conditions, definition of system information messages, procedure and specific message content are defined.

	4.5A
	Addition applicable information for other generic procedures NB-IoT
	Include specific sub-clause for each generic procedure applicable for NB-IoT

	4.6
	Addition RRC messages and information elements contents for NB-IoT
	Include sub-clauses for NB-IoT excluding mobility and measurement elements

	4.7 
	Default NAS messages for NB-IoT
	Include specific information elements for NB-IoT

	4.7A
	Default Test Control messages for NB-IoT
	Include additional test mode for NB-IoT if necessary

	4.8
	Addition radio bearer configuration for NB-IoT
	Include specific sub-clause for NB-IoT 


In an initial study, the clauses described in Table 1 are affected by NB-IoT although the rest of clauses in common part of TS 36.508 are not precluded until test cases analysis will be completed.
3. Conclusion
Taking into account all the clauses affected by NB-IoT in Table 1, the following way forward is proposed:
Proposal 1: Include changes for NB-IoT inside TS 36.508, duplicating subclauses or adding specific information to existing ones depending on the required changes. NB-IoT Specific information will be defined including the ending “for NB-IoT”.
Proposal 2: Work according to the way forward proposed in Table 1, based on the approach that changes required for either RF, signalling or RRM test cases will be common. If later on, specific configurations are required for a given type of test cases, then specific sub-clauses will be defined for RF, signalling or RRM.
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