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4.2.1
A-GNSS sub-test cases

The A-GNSS signalling test cases in subclause 6.2 may include several sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in the Table below. The detailed assistance data depend on the particular sub-test case as defined in subclause 4.4.

Table 4.2.1-1: Sub-Test Case Number Definition for UTRA

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: "A-GPS" includes Modernized GPS if supported by the UE.
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5.1
LCS Sub-Test Cases

Some test cases defined in clause 7 may include several sub-test cases dependent on the positioning method(s) supported by the UE. Each sub-test case is identified by a sub-test case number as defined in Table 5.1-1. The applicable sub-tests for each test case are specified in the test procedure sequence clause of each test case. If no sub-tests are defined for a specific test case it means that this particular test case is not dependent on a specific positioning method.
Table 5.1-1: Sub-Test Case Numbers for E-UTRA

	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	5
	UE supporting OTDOA

	6
	UE supporting ECID

	7
	UE supporting GNSS(1) and OTDOA 

	8
	UE supporting GNSS with A-GPS and A-Galileo only

	9
	UE supporting GNSS with A-BDS only

	10
	UE supporting GNSS with A-GPS and A-BDS only

	NOTE 1:
Any GNSS of GPS, GLONASS, Galileo, BDS
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6.2.1.1.4
Method of Test

Initial Conditions

-
System Simulator (SS):

-
1 cell, default parameters.

-
Satellite signals: As specified in 4.2

-
User Equipment (UE):

-
the UE is in state “MM idle” with valid TMSI and CKSN.

Related PICS/PIXIT Statements

-
Emergency speech call

-
UE Based Network Assisted GANSS

-
UE Based Network Assisted GPS (Sub-tests 3, 4 and 10)

Test procedure

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below:

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: “A-GPS” includes Modernized GPS if supported by the UE.


The UE is made to initiate an emergency call. 
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6.2.1.2.4
Method of Test

Initial Conditions

-
System Simulator (SS):

-
1 cell, default parameters.

-
Satellite signals: As specified in 4.2.

-
User Equipment (UE):

-
the UE is in state “MM idle” with valid TMSI and CKSN.

Related PICS/PIXIT Statements

-
Emergency speech call

-
UE Assisted Network Assisted GANSS

-
UE Assisted Network Assisted GPS (Sub-tests 3,  4 and 10)

Test Procedure

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below:

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: “A-GPS” includes Modernized GPS if supported by the UE.


The UE is made to initiate an emergency call.

<<  UNCHANGED CONTENT OMITTED >>

6.2.2.1.4
Method of Test

Initial Conditions

-
System Simulator (SS):

-
1 cell, default parameters.

-
Satellite signals: As specified in 4.2

-
User Equipment (UE):

-
The UE is in state “MM idle” with valid TMSI and CKSN.

-
The UE is in state “PMM idle” with valid P-TMSI.

Related PICS/PIXIT Statements

-
UE Based Network Assisted GANSS.

-
UE Based Network Assisted GPS (Sub-tests 3, 4 and 10).

-
Method of triggering an MO-LR request for a position estimate.

Test Procedure

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below:

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: “A-GPS” includes Modernized GPS if supported by the UE.


The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates authentication and ciphering.
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6.2.2.3.4
Method of Test

Initial Conditions

-
System Simulator (SS):

-
1 cell, default parameters.

-
Satellite signals switched off or not present.

-
User Equipment (UE):

-
The UE is in state “MM idle” with valid TMSI and CKSN.

-
The UE is in state “PMM idle” with valid P-TMSI

Related PICS/PIXIT Statements

-
UE Based Network Assisted GANSS.

-
UE Based Network Assisted GPS (Sub-tests 3, 4 and 10).

-
Method of triggering an MO-LR request for a position estimate.

Test Procedure

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below:

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: “A-GPS” includes Modernized GPS if supported by the UE.


The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates authentication and ciphering.
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6.2.2.4.4
Method of Test

Initial Conditions

-
System Simulator (SS):

-
1 cell, default parameters.

-
Satellite signal s: As specified in 4.2

-
User Equipment (UE):

-
The UE is in state “MM idle” with valid TMSI and CKSN.

-
The UE is in state “PMM idle” with valid P-TMSI.

Related PICS/PIXIT Statements

-
UE Based Network Assisted GANSS.

-
UE Based Network Assisted GPS (Sub-tests 3, 4, and 10).

-
UE Assisted Network Assisted GANSS.

-
UE Assisted Network Assisted GPS (Sub-tests 3, 4 and 10).

-
Method of triggering an MO-LR request for assistance data.

Test Procedure

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below:

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: “A-GPS” includes Modernized GPS if supported by the UE.


The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates authentication and ciphering. 
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6.2.2.5.4
Method of Test

Initial Conditions

-
System Simulator (SS):

-
1 cell, default parameters.

-
Satellite signals: As specified in 4.2

-
User Equipment (UE):


The UE shall begin the test with neither GPS nor GANSS assistance data stored.

-
The UE is in state “MM idle” with valid TMSI and CKSN.

-
The UE is in state “PMM idle” with valid P-TMSI

Related PICS/PIXIT Statements

-
UE Based Network Assisted GANSS.

-
UE Based Network Assisted GPS (Sub-tests 3, 4 and 10).

-
UE Assisted Network Assisted GANSS.

-
UE Assisted Network Assisted GPS (Sub-tests 3, 4 and 10).

-
Method of triggering an MO-LR request for assistance data.

Test Procedure

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below:

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: "A-GPS" includes Modernized GPS if supported by the UE.


The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates authentication and ciphering.
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6.2.3.1.4
Method of Test

Initial Conditions

-
System Simulator (SS):

-
1 cell, default parameters.

-
Satellite signals: As specified in 4.2.

-
User Equipment (UE):

-
The UE is in state "MM idle" with valid TMSI and CKSN.

-
The UE is in state "PMM idle" with valid P-TMSI.

-
The UE shall begin the test with no GPS and GANSS assistance data stored.

Related PICS/PIXIT Statements

-
UE Based Network Assisted GANSS.

-
UE Assisted Network Assisted GANSS

-
UE Based Network Assisted GPS (Sub-tests 3. 4 and 10).

-
UE Assisted Network Assisted GPS (Sub-tests 3, 4 and 10).

- 
Method of clearing stored GPS/GANSS assistance data.

Test Procedure

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below:

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: “A-GPS” includes Modernized GPS if supported by the UE.


The stored GPS/GANSS assistance data in the UE shall be cleared.
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6.2.3.2.4
Method of Test

Initial Conditions

-
System Simulator (SS):

-
1 cell, default parameters.

-
Satellite signals switched off or not present.

-
User Equipment (UE):

-
State “CS-CELL DCH Initial (State 6-1)” as specified in clause 7.4.1 of TS 34.108.

Related PICS/PIXIT Statements

-
UE Based Network Assisted GANSS.

-
UE Based Network Assisted GPS (Sub-tests 3, 4 and 10).

Test Procedure

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below:

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS(1) and A-GLONASS only

	8
	UE supporting A-GPS(1) and A-Galileo only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS(1) and A-BDS only

	NOTE 1: “A-GPS” includes Modernized GPS if supported by the UE.


The SS initiates authentication and ciphering and orders an A-GNSS positioning measurement using one or more (dependent on the sub-test) MEASUREMENT CONTROL messages.
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7.2.2.1.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the GNSS supported by the UE.Each sub-test case is identified by a Sub-Test Case Number as defined in Table 7.2.2.1.3.2-0 below:

Table 7.2.2.1.3.2-0: Sub-test case numbers
	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	8
	UE supporting GNSS with A-GPS and A-Galileo only

	9
	UE supporting GNSS with A-BDS only

	10
	UE supporting GNSS with A-GPS and A-BDS only
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7.2.2.2.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 7.2.2.2.3.2-0 below:

Table 7.2.2.2.3.2-0: Sub-test case numbers
	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	5
	UE supporting OTDOA

	6
	UE supporting ECID

	8
	UE supporting GNSS with A-GPS and A-Galileo only

	9
	UE supporting GNSS with A-BDS only

	10
	UE supporting GNSS with A-GPS and A-BDS only
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7.3.4.1.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 7.3.4.1.3.2-0 below:

Table 7.3.4.1.3.2-0: Sub-test case numbers
	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	8
	UE supporting GNSS with A-GPS and A-Galileo only

	9
	UE supporting GNSS with A-BDS only

	10
	UE supporting GNSS with A-GPS and A-BDS only
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7.3.4.2.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 7.3.4.2.3.2-0 below:

Table 7.3.4.2.3.2-0: Sub-test case numbers
	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	5
	UE supporting OTDOA

	6
	UE supporting ECID

	7
	UE supporting GNSS(1) and OTDOA

	8
	UE supporting GNSS with A-GPS and A-Galileo only

	9
	UE supporting GNSS with A-BDS only

	10
	UE supporting GNSS with A-GPS and A-BDS only

	NOTE 1:
Any GNSS of GPS, GLONASS, Galileo, BDS
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7.3.4.3.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 7.3.4.3.3.2-0 below:

Table 7.3.4.3.3.2-0: Sub-test case numbers
	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	8
	UE supporting GNSS with A-GPS and A-Galileo only

	9
	UE supporting GNSS with A-BDS only

	10
	UE supporting GNSS with A-GPS and A-BDS only
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7.3.4.4.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 7.3.4.4.3.2-0 below:

Table 7.3.4.4.3.2-0: Sub-test case numbers
	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	5
	UE supporting OTDOA

	7
	UE supporting GNSS(1) and OTDOA

	8
	UE supporting GNSS with A-GPS and A-Galileo only

	9
	UE supporting GNSS with A-BDS only

	10
	UE supporting GNSS with A-GPS and A-BDS only

	NOTE 1:
Any GNSS of GPS, GLONASS, Galileo, BDS
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7.3.5.1.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 7.3.5.1.3.2-0 below:

Table 7.3.5.1.3.2-0: Sub-test case numbers
	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	5
	UE supporting OTDOA

	8
	UE supporting GNSS with A-GPS and A-Galileo only

	9
	UE supporting GNSS with A-BDS only

	10
	UE supporting GNSS with A-GPS and A-BDS only


Note that this test case does not include a sub-test for the case where ECID is supported by the UE as the behaviour required cannot be guaranteed in this case.
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