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{Start of changes}
6.3.5A
Power Control for CA

6.3.5A.1
Power Control Absolute power tolerance for CA

6.3.5A.1.0
Minimum conformance requirements

The absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap on each active component carriers larger than 20ms. The requirement can be tested by time aligning any transmission gaps on the component carriers.

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the absolute power control tolerance is specified on each component carrier exceed the minimum output power as defined in subclause 6.3.2A and the total power is limited by maximum output power as defined in subclause 6.2.2A. The requirements defined in Table 6.3.5A.1.0-1 shall apply on each component carrier with all component carriers active. The requirements can be tested by time aligning any transmission gaps on all the component carriers.
For intra-band contiguous carrier aggregation bandwidth class B and C and intra-band non-contiguous carrier aggregation the absolute power control tolerance per component carrier is given in Table 6.3.5A.1.0-1.
Table 6.3.5A.1.0-1: Absolute power tolerance for CA

	Conditions
	Tolerance

	Normal
	± 9.0 dB

	Extreme
	± 12.0 dB


The normative reference for this requirement is TS 36.101 [2] clause 6.3.5A.1.
6.3.5A.1.1
Power Control Absolute power tolerance for CA (intra-band contiguous DL CA and UL CA)

6.3.5A.1.1.1
Test purpose

To verify the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap on each active component carriers larger than 20ms.

6.3.5A.1.1.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.3.5A.1.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.3.5A.1.0
6.3.5A.1.1.4
Test description

6.3.5A.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.5A.1.1.4.1-1. The details of the uplink reference measurement channel (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.5A.1.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] clause [4.3.1] for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	C: Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg 
Highest NRB_agg
(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	50
	
	QPSK
	75
	P_25@0
	S_50@0
	
	

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	
	

	75
	75
	N/A

for this test
	QPSK
	150
	P_75@0
	S_75@0
	
	

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	
	

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	
	

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	
	

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.
Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


<Unchanged Sections Skipped>
6.3.5A.2
Power Control Relative power tolerance for CA

6.3.5A.2.0
Minimum conformance requirements

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the relative power tolerance is specified when the power of the target and reference sub-frames on each component carrier exceed the minimum output power as defined in TS 36.101 [2] subclause 6.3.2A and the total power is limited by PUMAX as defined in TS 36.101 [2] subclause 6.2.5A. The requirements shall apply on each component carrier with all component carriers active. The UE transmitter shall have the capability of changing the output power independently on all component carriers in the uplink and:

a)
the requirements for all combinations of PUSCH and PUCCH transitions per component carrier is given in Table 6.3.5A.2.0-1.

b)
for SRS the requirements for combinations of PUSCH/PUCCH and SRS transitions between subframes given in Table 6.3.5A.2.0-1 apply per component carrier when the target and reference subframes are configured for either simultaneous SRS or simultaneous PUSCH.

c)
for RACH the requirements apply for the primary cell and are given in Table 6.3.5A.2.0-1.
For intra-band contiguous carrier aggregation bandwidth class B and C and intra-band non-contiguous carrier aggregation, the requirements apply when the power of the target and reference sub-frames on each component carrier exceed -20 dBm and the total power is limited by PUMAX as defined in TS 36.101 [2] subclause 6.2.5A. For the purpose of these requirements, the power in each component carrier is specified over only the transmitted resource blocks.
The UE shall meet the following requirements for transmission on both assigned component carriers when the average transmit power per PRB is aligned across both assigned carriers in the reference sub-frame:
a)
for all possible combinations of PUSCH and PUCCH transitions per component carrier, the corresponding requirements given in Table 6.3.5A.2.0-1;

b)
for SRS transitions on each component carrier, the requirements for combinations of PUSCH/PUCCH and SRS transitions given in Table 6.3.5A.2.0-1 with simultaneous SRS of constant SRS bandwidth allocated in the target and reference subframes;

c)
for RACH on the primary component carrier, the requirements given in Table 6.3.5A.2.0-1 for PRACH.

For a) and b) above, the power step P between the reference and target subframes shall be set by a TPC command and/or an uplink scheduling grant transmitted by means of an appropriate DCI Format.

For a), b) and c) above, two exceptions are allowed for each component carrier for a power per carrier ranging from -20 dBm to PUMAX,c as defined in TS 36.101 [2] subclause 6.2.5. For these exceptions the power tolerance limit is ±6.0 dB in Table 6.3.5A.2.0-1.
Table 6.3.5A.2.0-1: Relative Power Tolerance for Transmission (normal conditions)

	Power step P (Up or down)

[dB]
	All combinations of PUSCH and PUCCH transitions [dB]
	All combinations of PUSCH/PUCCH and SRS transitions between sub-frames [dB]
	PRACH [dB]

	ΔP < 2
	±2.5 (Note 3)
	±3.0
	±2.5

	2 ≤ ΔP < 3
	±3.0
	±4.0
	±3.0

	3 ≤ ΔP < 4
	±3.5
	±5.0
	±3.5

	4 ≤ ΔP ≤ 10
	±4.0
	±6.0
	±4.0

	10 ≤ ΔP < 15
	±5.0
	±8.0
	±5.0

	15 ≤ ΔP
	±6.0
	±9.0
	±6.0

	Note 1:
For extreme conditions an additional ± 2.0 dB relaxation is allowed

Note 2:
For operating bands under Note 2 in Table 6.2.2.3-1, the relative power tolerance is relaxed by increasing the upper limit by 1.5 dB if the transmission bandwidth of the reference sub-frames is confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high and the target sub-frame is not confined within any one of these frequency ranges; if the transmission bandwidth of the target sub-frame is confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high and the reference sub-frame is not confined within any one of these frequency ranges, then the tolerance is relaxed by reducing the lower limit by 1.5 dB.

Note 3:
For PUSCH to PUSCH transitions with the allocated resource blocks fixed in frequency and no transmission gaps other than those generated by downlink subframes, DwPTS fields or Guard Periods for TDD: for a power step ΔP ≤ 1 dB, the relative power tolerance for transmission is ±1.0 dB.


The power step (ΔP) is defined as the difference in the calculated setting of the UE Transmit power between the target and reference sub-frames with the power setting according to Clause 5.1 of TS 36.213 [10]. The error is the difference between ΔP and the power change measured at the UE antenna port with the power of the cell-specific reference signals kept constant. The error shall be less than the relative power tolerance specified in Table 6.3.5A.2.0-1.

For sub-frames not containing an SRS symbol, the power change is defined as the relative power difference between the mean power of the original reference sub-frame and the mean power of the target subframe not including transient durations. The mean power of successive sub-frames shall be calculated according to TS 36.101 [2] Figure 6.3.4.3-1 and TS 36.101 [2] Figure 6.3.4.1-1 if there is a transmission gap between the reference and target sub-frames.

The normative reference for this requirement is TS 36.101 [2] clauses 6.3.5A.2 and 6.3.5.2.
6.3.5A.2.1
Power Control Relative power tolerance for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.3.5A.2.1.4
Test description

6.3.5A.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.5A.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.5A.2.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] clause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	C: Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg 
Highest NRB_agg
(Note 2) 

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations (Note 3)
(LCRB @ RBstart)

	25
	50
	
	QPSK
	6

13

2

16
	P_5@0

P_5@0

P_1@0

P_8@0
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	50
	50
	
	QPSK
	6

13

2

16
	P_5@0

P_5@0

P_1@0

P_8@0
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	75
	75
	N/A

for this test
	QPSK
	6

13

2

16
	P_5@0

P_5@0

P_1@0

P_8@0
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	100
	25
	
	QPSK
	6

13

2

16
	P_5@0

P_5@0

P_1@0

P_8@0
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	100
	50
	
	QPSK
	6

13

2

16
	P_5@0

P_5@0

P_1@0

P_8@0
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	100
	75
	
	QPSK
	6

13

2

16
	P_5@0

P_5@0

P_1@0

P_8@0
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	100
	100
	
	QPSK
	6

13

2

16
	P_5@0

P_5@0

P_1@0

P_8@0
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg, only the first of those is tested, according to the order in the Test Configuration Table list.

Note 3:
The UL allocation is changed as part of the test procedure. The Test Configuration Table entries list the combinations used, with the sequence of usage as determined by the test procedure for each sub-test.


<Unchanged Sections Skipped>
6.3.5A.3
Aggregate power control tolerance for CA

6.3.5A.3.0
Minimum conformance requirements

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the aggregate power tolerance is specified on each component carrier exceed the minimum output power as defined in subclause 6.3.2A and the total power is limited by maximum output power as defined in subclause 6.2.2A. The requirements defined in Table 6.3.5A.3.0-1 shall apply on each component carrier with both component carriers active. The requirements can be tested by time aligning any transmission gaps on both the component carriers.
For intra-band contiguous carrier aggregation bandwidth class B and C and intra-band non-contiguous carrier aggregation, the aggregate power tolerance per component carrier is given in Table 6.3.5A.3.0-1 with either simultaneous PUSCH or simultaneous PUCCH-PUSCH (if supported by the UE) configured. The average power per PRB shall be aligned across both assigned carriers before the start of the test. The requirement can be tested with the transmission gaps time aligned between component carriers.
Table 6.3.5A.3.0-1: Aggregate power control tolerance
	TPC command
	UL channel
	Aggregate power tolerance within 21 ms

	0 dB
	PUCCH
	±2.5 dB

	0 dB
	PUSCH
	±3.5 dB

	NOTE:
The UE transmission gap is 4 ms. TPC command is transmitted via PDCCH 4 subframes preceding each PUCCH/PUSCH transmission.


The normative reference for this requirement is TS 36.101 [2] clause 6.3.5A.3.1.

6.3.5A.3.1
Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.3.5A.3.1.4
Test description

6.3.5A.3.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.5A.3.1.4.1-1and table 6.3.5A.3.1.4.1-2. The details of the uplink reference measurement channel (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.5A.3.1.4.1-1: Test Configuration Table: PUCCH sub-test
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	C: Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	Uplink Configuration

	PCC
NRB
	SCCs
NRB
	CC Mod
	PCC & SCC RB allocation
	FDD: PUCCH format = Format 1b with channel selection/Format 3

TDD: PUCCH format = Format 1b with channel selection/Format 3

	25
	50
	QPSK
	25+50
	

	50
	50
	QPSK
	50+50
	

	75
	75
	QPSK
	75+75
	

	100
	25
	QPSK
	100+25
	

	100
	50
	QPSK
	100+50
	

	100
	75
	QPSK
	100+75
	

	100
	100
	QPSK
	100+100
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


Table 6.3.5A.3.1.4.1-2: Test Configuration Table: PUSCH sub-test

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] clause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	C: Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration
	Lowest NRB_agg 
Highest NRB_agg

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	50
	
	QPSK
	75
	P_25@0
	S_50@0
	
	

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	
	

	75
	75
	N/A
	QPSK
	150
	P_75@0
	S_75@0
	
	

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	
	

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	
	

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	
	

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.
Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


<Unchanged Sections Skipped>
6.5.2A.3
In-band emissions for non allocated RB for CA

6.5.2A.3.0
Minimum conformance requirements

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the requirements shall apply on each component carrier as defined in clause 6.5.2 with all component carriers active. If two contiguous component carriers are assigned to one E-UTRA band, the requirements in subclauses 6.5.2A.1, 6.5.2A.2, and 6.5.2A.3 apply for those component carriers.

The requirements in this clause apply with PCC and SCC in the UL configured and activated: PCC with PRB allocation and SCC without PRB allocation and without CSI reporting and SRS configured.
For intra-band contiguous carrier aggregation bandwidth class B and C, the requirements in Table 6.5.2A.3.0-1 and 6.5.2A.3.0-2 apply within the aggregated transmission bandwidth configuration with both component carrier (s) active and one single contiguous PRB allocation of bandwidth
[image: image1.wmf]CRB
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 at the edge of the aggregated transmission bandwidth configuration.

The inband emission is defined as the interference falling into the non allocated resource blocks for all component carriers. The measurement method for the inband emissions in the component carrier with PRB allocation is specified in annex F. For a non allocated component carrier a spectral measurement is specified.

For intra-band non-contiguous carrier aggregation the requirements for in-band emissions should be defined for each component carrier. Requirements only apply with PRB allocation in one of the component carriers according to Table 6.5.2.3.3.

Table 6.5.2A.3.0-1: Minimum requirements for in-band emissions (allocated component carrier)

	Parameter 
	Unit
	Limit
	Applicable Frequencies

	General
	dB
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25
	Exception for IQ image 

(NOTE 3)

	Carrier leakage
	dBc
	-25
	Output power > 0 dBm
	Exception for Carrier frequency (NOTE 4)

	
	
	-20
	-30 dBm ≤ Output power ≤ 0 dBm
	

	
	
	-10
	-40 dBm ( Output power < -30 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of PRB - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 9. The limit is evaluated in each non-allocated RB. 

NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs

NOTE 3:
Exceptions to the general limit are allowed for up to [image: image3.wmf]CRBs

L

 +1 RBs within a contiguous width of [image: image4.wmf]CRBs

L

 +1 non-allocated RBs. The measurement bandwidth is 1 RB.

NOTE 4:
Exceptions to the general limit are allowed for up to two contiguous non-allocated RBs. The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in the non-allocated RB to the measured total power in all allocated RBs.

NOTE 5:
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 is the Transmission Bandwidth (see Figure 5.4.2-1) not exceeding 
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NOTE 6:
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 is the Transmission Bandwidth Configuration (see Figure 5.4.2-1) of the component carrier with RBs allocated. 

NOTE 7:
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 is the limit specified in Table 6.5.2.1.3-1 for the modulation format used in the allocated RBs.

NOTE 8:
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 is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. 
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 or 
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 for the first adjacent RB outside of the allocated bandwidth).

NOTE 9:

[image: image12.wmf]RB
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 is the transmitted power per 180 kHz in allocated RBs, measured in dBm.


Table 6.5.2A.3.0-2: Minimum requirements for in-band emissions (not allocated component carrier)

	Para-meter
	Unit
	Meas BW

NOTE 1
	Limit
	remark
	Applicable Frequencies

	General
	dB
	BW of 1 RB (180KHz rectangular)
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	The reference value is the average power per allocated RB in the allocated component carrier
	Any RB in the non allocated component carrier.

The frequency raster of the RBs is derived when this component carrier is allocated with RBs

	IQ Image
	dB
	BW of 1 RB (180KHz rectangular)
	-25

(NOTE 2)
	The reference value is the average power per allocated RB in the allocated component carrier
	The frequencies of the
[image: image14.wmf]CRB
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 contiguous non-allocated RBs are unknown.

The frequency raster of the RBs is derived when this component carrier is allocated with RBs

	Carrier leakage
	dBc
	BW of 1 RB (180KHz rectangular)
	NOTE 3
	The reference value is the total power of the allocated RBs in the allocated component carrier
	The frequencies of the up to 2 non-allocated RBs are unknown.

The frequency raster of the RBs is derived when this component carrier is allocated with RBs

	
	
	
	-25
	Output power > 0 dBm
	
	

	
	
	
	-20
	-30 dBm ≤ Output power ≤ 0 dBm
	
	

	
	
	
	-10
	-40 dBm ( Output power < -30 dBm
	
	

	NOTE1:
Resolution BWs smaller than the measurement BW may be integrated to achieve the measurement bandwidth.

NOTE 2:
Exceptions to the general limit is are allowed for up to 
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+1 RBs within a contiguous width of 
[image: image16.wmf]CRB

L

+1 non-allocated RBs.

NOTE 3:
Two Exceptions to the general limit are allowed for up to two contiguous non-allocated RBs

NOTE 4:
NOTES 1, 5, 6, 7, 8, 9 from Table 6.5.2A.3.0-1 apply for Table 6.5.2A.3.0-2 as well.

NOTE 5:
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 for measured non-allocated RB in the non allocated component carrier may take non-integer values when the carrier spacing between the CCs is not a multiple of RB.


The normative reference for this requirement is TS 36.101[2] clause 6.5.2A.3.
6.5.2A.3.1
In-band emissions for non allocated RB for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.5.2A.3.1.4
Test description

6.5.2A.3.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.3.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.

PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:

PCC-SCC: CC1-CC2, CC2-CC1

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
(PDCCH on PCC)
	CC
MOD
	UL Allocation

	
	PCC
NRB
	SCC
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	1 Note 2
	75
	75
	N.A.
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	2 Note 3
	75
	75
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	3 Note 2
	100
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	4 Note 3
	100
	25
	
	QPSK
	8
	P_8@92
	S_0@0
	-
	-

	5 Note 2
	25
	100
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	6 Note 3
	25
	100
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	7 Note 2
	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	8 Note 3
	100
	50
	
	QPSK
	12
	P_12@88
	S_0@0
	-
	-

	9 Note 2
	50
	100
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	10 Note 3
	50
	100
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	11 Note 2
	100
	75
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	12 Note 3
	100
	75
	
	QPSK
	16
	P_16@84
	S_0@0
	-
	-

	13 Note 2
	75
	100
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	14 Note 3
	75
	100
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	15 Note 2
	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	16 Note 3
	100
	100
	
	QPSK
	18
	P_18@82
	S_0@0
	-
	-

	17 Note 2
	50
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	18 Note 3
	50
	50
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	19 Note 2
	25
	50
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	20 Note 3
	25
	50
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	21 Note 2
	50
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	22 Note 3
	50
	25
	
	QPSK
	8
	P_8@42
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Applicable only for PCC-SCC: CC1-CC2.

Note 3:
Applicable only for PCC-SCC: CC2-CC1.

Note 4:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


{End of changes}
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