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4.3.1.2.11
TDD reference test frequencies for Operating Band 43

Table 4.3.1.2.11-1: Test frequencies for E-UTRA channel bandwidth for operating band 43

	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	5
	43615
	3602.5

	
	10
	43640
	3605

	
	15
	43665
	3607.5

	
	20
	43690
	3610

	Mid Range
	5/10/15/20
	44590
	3700

	High Range
	5
	45565
	3797.5

	
	10
	45540
	3795

	
	15
	45515
	3792.5

	
	20
	45490
	3790


4.3.1.2.12
TDD reference test frequencies for Operating Band 44

Table 4.3.1.2.12-1: Test frequencies for E-UTRA channel bandwidth for operating band 44

	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	3
	45605
	704.5

	
	5
	45615
	705.5

	
	10
	45640
	708

	
	15
	45665
	710.5

	
	20
	45690
	713

	Mid Range
	3/5/10/15/20
	46090
	753

	High Range
	3
	46575
	801.5

	
	5
	46565
	800.5

	
	10
	46540
	798

	
	15
	46515
	795.5

	
	20
	46490
	793


4.3.1.2.13 
TDD reference test frequencies for Operating Band 45
4.3.1.2.14 
TDD reference test frequencies for Operating Band 46
Table 4.3.1.2.14-1: Test frequencies for E-UTRA channel bandwidth for operating band 46
	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	20
	46890
	5160

	Mid Range
	20
	50640
	5535

	High Range
	20
	54440
	5915

	NOTE 1: In Rel-13, restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.
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