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	Reason for change:
	Adding new eMTC test cases to Annex E of 36.521-3

	
	

	Summary of change:
	Updating note 3 in table 4.3.1.1.66-1 to ensure that “high range” frequencies are to be used when running RRM test cases 9.1.3.1 and 9.1.3.1_1
Reason for this update is to ensure that the requirement defined in 36.101, table 5.5-1 note 5 “A UE that supports E-UTRA Band 66 shall receive in the entire DL operating band” is tested.

There is a parallel CR to 36.523-1, Annex E ensuring that the “Paired High Range” part of the band is used instead of “High Range” for all other RRM test cases.
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	Other comments:
	


4.3.1.1.66
FDD reference test frequencies for operating band 66
Table 4.3.1.1.66-1: Test frequencies for E-UTRA channel bandwidth for operating band 66
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	131979
	1710.7
	66443
	2110.7

	
	3
	131987
	1711.5
	66451
	2111.5

	
	5
	131997
	1712.5
	66461
	2112.5

	
	10
	132022
	1715
	66486
	2115

	
	15
	132047
	1717.5
	66511
	2117.5

	
	20
	132072
	1720
	66536
	2120

	Mid Range Tx1
	1.4/3/5/10/15/20
	132322
	1745
	66786
	2145

	Mid Range
	1.4/3/5/10/15/20
	132422
	1755
	66886
	2155

	Paired High Range2
	1.4
	132665
	1779.3
	67129
	2179.3

	
	3
	132657
	1778.5
	67121
	2178.5

	
	5
	132647
	1777.5
	67111
	2177.5

	
	10
	132622
	1775
	67086
	2175

	
	15
	132597
	1772.5
	67061
	2172.5

	
	20
	132572
	1770
	67036
	2170

	High Range3
	1.4
	NA
	NA
	67329
	2199.3

	
	3
	NA
	NA
	67321
	2198.5

	
	5
	NA
	NA
	67311
	2197.5

	
	10
	NA
	NA
	67286
	2195

	
	15
	NA
	NA
	67261
	2192.5

	
	20
	NA
	NA
	67236
	2190

	Note 1:
Applicable for transmitter testing.

Note 2:
Applicable if UL is configured on the CC.

Note 3:
Applicable if no UL is configured on the CC and to be used for the target cell for RRM FDD Inter frequency RSRP Accuracy test cases 9.1.3.1 and 9.1.3.1_1 in TS36.521-3[34].


