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[Start of change]
7.1.7.1.7
DL-SCH transport block size selection / DCI format 1 / RA type 0 / 256QAM
7.1.7.1.7.1
Test Purpose (TP)

[Next change]
7.1.7.1.7.3.3
Specific Message Contents

Table 7.1.7.1.7.3.3-1: MAC-MainConfig-RBC in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	    retxBSR-Timer
	sf320
	
	


Table 7.1.7.1.7.3.3-2: PhysicalConfigDedicated-DEFAULT in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated SEQUENCE {
	
	
	

	  cqi-ReportConfigPCell-v1250 SEQUENCE {
	
	
	

	    altCQI-Table-r12
	allSubframes
	
	

	}
	
	
	

	}
	
	
	


Table 7.1.7.1.7.3.3-3: UECapabilityInformation (Preamble Table 4.5.2.3-1 [18]: Step 13)

	Derivation Path: 36.508 table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                          nonCriticalExtension SEQUENCE {
	
	
	

	                            nonCriticalExtension SEQUENCE {
	
	
	

	                              nonCriticalExtension SEQUENCE {
	
	
	

	                                ue-Category-v11a0
	Checked against UE Category indications in the PICS
	
	UE category 11, 12

	                                nonCriticalExtension SEQUENCE {
	
	
	

	                                  rf-Parameters-v1250 SEQUENCE {
	
	
	

	                                    supportedBandListEUTRA-v1250 SEQUENCE (SIZE (1..maxBands)) OF {
	
	
	

	                                      dl-256QAM-r12
	supported
	
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  ue-CategoryDL-r12
	Checked against UE Category indications in the PICS
	
	UE category DL 11, 12, 13, 14

	                                  ue-CategoryUL-r12
	Not checked
	
	

	                                  NonCriticalExtension SEQUENCE {
	
	
	

	                                    ue-CategoryDL-v1260
	Checked against UE Category indications in the PICS
	
	UE category DL 15, 16

	                                    NonCriticalExtension SEQUENCE {}
	
	
	

	                                 }
	
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


7.1.7.1.8
DL-SCH transport block size selection / DCI format 1 / RA type 1 / 256QAM

7.1.7.1.8.1
Test Purpose (TP)

[Next change]
7.1.7.1.8.3.3
Specific Message Contents

Table 7.1.7.1.8.3.3-1: MAC-MainConfig-RBC in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	    retxBSR-Timer
	sf320
	
	


Table 7.1.7.1.8.3.3-2: PhysicalConfigDedicated-DEFAULT in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated SEQUENCE {
	
	
	

	  cqi-ReportConfigPCell-v1250 SEQUENCE {
	
	
	

	    altCQI-Table-r12
	allSubframes
	
	

	}
	
	
	

	}
	
	
	


Table 7.1.7.1.8.3.3-3: UECapabilityInformation (Preamble Table 4.5.2.3-1 [18]: Step 13)

	Derivation Path: 36.508 table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                          nonCriticalExtension SEQUENCE {
	
	
	

	                            nonCriticalExtension SEQUENCE {
	
	
	

	                              nonCriticalExtension SEQUENCE {
	
	
	

	                                ue-Category-v11a0
	Checked against UE Category indications in the PICS
	
	UE category 11, 12

	                                nonCriticalExtension SEQUENCE {
	
	
	

	                                  rf-Parameters-v1250 SEQUENCE {
	
	
	

	                                    supportedBandListEUTRA-v1250 SEQUENCE (SIZE (1..maxBands)) OF {
	Only first entry checked
	
	

	                                      dl-256QAM-r12
	supported
	
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  ue-CategoryDL-r12
	Checked against UE Category indications in the PICS
	
	UE category DL 11, 12, 13, 14

	                                  ue-CategoryUL-r12
	Not checked
	
	

	                                  NonCriticalExtension SEQUENCE {
	
	
	

	                                    ue-CategoryDL-v1260
	Checked against UE Category indications in the PICS
	
	UE category DL 15, 16

	                                    NonCriticalExtension SEQUENCE {}
	
	
	

	                                 }
	
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


7.1.7.1.9
DL-SCH transport block size selection / DCI format 1A / RA type 2 / Localised VRB / 256QAM

[Next change]
7.1.7.1.9.3.3
Specific Message Contents

Table 7.1.7.1.9.3.3-1: MAC-MainConfig-RBC in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	    retxBSR-Timer
	sf320
	
	


Table 7.1.7.1.9.3.3-2: PhysicalConfigDedicated-DEFAULT in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated SEQUENCE {
	
	
	

	  cqi-ReportConfigPCell-v1250 SEQUENCE {
	
	
	

	    altCQI-Table-r12
	allSubframes
	
	

	}
	
	
	

	}
	
	
	


Table 7.1.7.1.9.3.3-3: UECapabilityInformation (Preamble Table 4.5.2.3-1 [18]: Step 13)

	Derivation Path: 36.508 table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                          nonCriticalExtension SEQUENCE {
	
	
	

	                            nonCriticalExtension SEQUENCE {
	
	
	

	                              nonCriticalExtension SEQUENCE {
	
	
	

	                                ue-Category-v11a0
	Checked against UE Category indications in the PICS
	
	UE category 11, 12

	                                nonCriticalExtension SEQUENCE {
	
	
	

	                                  rf-Parameters-v1250 SEQUENCE {
	
	
	

	                                    supportedBandListEUTRA-v1250 SEQUENCE (SIZE (1..maxBands)) OF {
	Only first entry checked
	
	

	                                      dl-256QAM-r12
	supported
	
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  ue-CategoryDL-r12
	Checked against UE Category indications in the PICS
	
	UE category DL 11, 12, 13, 14

	                                  ue-CategoryUL-r12
	Not checked
	
	

	                                  NonCriticalExtension SEQUENCE {
	
	
	

	                                    ue-CategoryDL-v1260
	Checked against UE Category indications in the PICS
	
	UE category DL 15, 16

	                                    NonCriticalExtension SEQUENCE {}
	
	
	

	                                 }
	
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


7.1.7.1.10
DL-SCH transport block size selection / DCI format 1A / RA type 2 / Distributed VRB / 256QAM

[Next change]
7.1.7.1.10.3.3
Specific Message Contents

Table 7.1.7.1.10.3.3-1: MAC-MainConfig-RBC in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	    retxBSR-Timer
	sf320
	
	


Table 7.1.7.1.10.3.3-2: PhysicalConfigDedicated-DEFAULT in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated SEQUENCE {
	
	
	

	  cqi-ReportConfigPCell-v1250 SEQUENCE {
	
	
	

	    altCQI-Table-r12
	allSubframes
	
	

	}
	
	
	

	}
	
	
	


Table 7.1.7.1.10.3.3-3: UECapabilityInformation (Preamble Table 4.5.2.3-1 [18]: Step 13)

	Derivation Path: 36.508 table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                          nonCriticalExtension SEQUENCE {
	
	
	

	                            nonCriticalExtension SEQUENCE {
	
	
	

	                              nonCriticalExtension SEQUENCE {
	
	
	

	                                ue-Category-v11a0
	Checked against UE Category indications in the PICS
	
	UE category 11, 12

	                                nonCriticalExtension SEQUENCE {
	
	
	

	                                  rf-Parameters-v1250 SEQUENCE {
	
	
	

	                                    supportedBandListEUTRA-v1250 SEQUENCE (SIZE (1..maxBands)) OF {
	Only first entry checked
	
	

	                                      dl-256QAM-r12
	supported
	
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  ue-CategoryDL-r12
	Checked against UE Category indications in the PICS
	
	UE category DL 11, 12, 13, 14

	                                  ue-CategoryUL-r12
	Not checked
	
	

	                                  NonCriticalExtension SEQUENCE {
	
	
	

	                                    ue-CategoryDL-v1260
	Checked against UE Category indications in the PICS
	
	UE category DL 15, 16

	                                    NonCriticalExtension SEQUENCE {}
	
	
	

	                                 }
	
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


7.1.7.1.11
DL-SCH transport block size selection / DCI format 2A / RA type 0 / Two transport blocks enabled / Transport block to codeword swap flag value set to ’0’ / 256QAM

[Next change]
7.1.7.1.11.3.3
Specific Message Contents

Table 7.1.7.1.11.3.3-1: PhysicalConfigDedicated-DEFAULT in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated SEQUENCE {
	
	
	

	  cqi-ReportConfigPCell-v1250 SEQUENCE {
	
	
	

	    altCQI-Table-r12
	allSubframes
	
	

	}
	
	
	

	}
	
	
	


Table 7.1.7.1.11.3.3-2: UECapabilityInformation (Preamble Table 4.5.2.3-1 [18]: Step 13)

	Derivation Path: 36.508 table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                          nonCriticalExtension SEQUENCE {
	
	
	

	                            nonCriticalExtension SEQUENCE {
	
	
	

	                              nonCriticalExtension SEQUENCE {
	
	
	

	                                ue-Category-v11a0
	Checked against UE Category indications in the PICS
	
	UE category 11, 12

	                                nonCriticalExtension SEQUENCE {
	
	
	

	                                  rf-Parameters-v1250 SEQUENCE {
	
	
	

	                                    supportedBandListEUTRA-v1250 SEQUENCE (SIZE (1..maxBands)) OF {
	
	
	

	                                      dl-256QAM-r12
	supported
	
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  ue-CategoryDL-r12
	Checked against UE Category indications in the PICS
	
	UE category DL 11, 12, 13, 14

	                                  ue-CategoryUL-r12
	Not checked
	
	

	                                  NonCriticalExtension SEQUENCE {
	
	
	

	                                    ue-CategoryDL-v1260
	Checked against UE Category indications in the PICS
	
	UE category DL 15, 16

	                                    NonCriticalExtension SEQUENCE {}
	
	
	

	                                 }
	
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


7.1.7.1.12
DL-SCH transport block size selection / DCI format 2A / RA type 1 / Two transport blocks enabled / Transport block to codeword swap flag value set to ’ 1’ / 256QAM
[Next change]
7.1.7.1.12.3.3
Specific Message Contents

Table 7.1.7.1.12.3.3-1: PhysicalConfigDedicated-DEFAULT in RRCConnectionReconfiguration (Step 0A)

	Derivation Path: 36.508 Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated SEQUENCE {
	
	
	

	  cqi-ReportConfigPCell-v1250 SEQUENCE {
	
	
	

	    altCQI-Table-r12
	allSubframes
	
	

	}
	
	
	

	}
	
	
	


Table 7.1.7.1.12.3.3-2: UECapabilityInformation (Preamble Table 4.5.2.3-1 [18]: Step 13)

	Derivation Path: 36.508 table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                          nonCriticalExtension SEQUENCE {
	
	
	

	                            nonCriticalExtension SEQUENCE {
	
	
	

	                              nonCriticalExtension SEQUENCE {
	
	
	

	                                ue-Category-v11a0
	Checked against UE Category indications in the PICS
	
	UE category 11, 12

	                                nonCriticalExtension SEQUENCE {
	
	
	

	                                  rf-Parameters-v1250 SEQUENCE {
	
	
	

	                                    supportedBandListEUTRA-v1250 SEQUENCE (SIZE (1..maxBands)) OF {
	
	
	

	                                      dl-256QAM-r12
	supported
	
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  ue-CategoryDL-r12
	Checked against UE Category indications in the PICS
	
	UE category DL 11, 12, 13, 14

	                                  ue-CategoryUL-r12
	Not checked
	
	

	                                  NonCriticalExtension SEQUENCE {
	
	
	

	                                    ue-CategoryDL-v1260
	Checked against UE Category indications in the PICS
	
	UE category DL 15, 16

	                                    NonCriticalExtension SEQUENCE {}
	
	
	

	                                 }
	
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


[End of change]
