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<< Unchanged content omitted >>
C.4
Derivation of Test Requirements (This clause is informative)

<< Some clauses skipped >>
Table C.4.2: Derivation of Test Requirements for ECID and OTDOA Measurement tests

	Test 
	Minimum Requirement in TS 36.133
	Test Parameter Relaxation
(TPR)
	Test Requirement in TS 36.571-1

	8.1.1 E-UTRAN FDD UE Rx - Tx time difference case
	Test 1:

Noc: -98dBm/15kHz
Ês / Noc: -3.0dB

Reported RxTx time difference value: Measured value converted to RX-TX_TIME_DIFFERENCE according to Table 8.1.1.3-2
Test 2:

Noc: -98dBm/15kHz
Ês / Noc: -3.0dB

Reported RxTx time difference value: Measured value converted to RX-TX_TIME_DIFFERENCE according to Table 8.1.1.3-2
	Test 1:

0dB
0.3dB

Via mapping

Test 2:

0dB
0.3dB

Via mapping
	Test 1:

Noc: -98dBm/15kHz
Ês / Noc: -2.7.0dB

(Measured value from step 7 - 23) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

To

(Measured value from step 7 +23) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1
Test 2:

Noc: -98dBm/15kHz
Ês1 / Noc: +6.0dB

Ês2 / Noc: +2.0dB

Measured value from step 7 -13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

To

(Measured value from step 7 +13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

	8.1.2 E-UTRAN TDD UE Rx - Tx time difference case
	Same as 8.1.1
	Same as 8.1.1
	Same as 8.1.1

	8.1.3 E-UTRAN FDD UE Rx-Tx time difference under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Test 1:

Noc: -98dBm/15kHz
Ês1 / Noc: -3.00dB

Ês2 / Noc: +1.00dB 

Reported RxTx time difference value: Measured value converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1
Test 2:

Noc: -98dBm/15kHz
Ês1 / Noc: -3.00dB

Ês2 / Noc: +1.00dB

Reported RxTx time difference value: Measured value converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1
	Test 1:

0dB
0.3dB

0dB
Via mapping 

Test 2:

0dB
0.3dB

0dB
Via mapping
	Test 2:

Noc: -98dBm/15kHz
Ês1 / Noc: -2.70dB

Ês2 / Noc: +1.00dB 

Measured value from step 7 -13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

To

(Measured value from step 7 +13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

Test 2:

Noc: -98dBm/15kHz
Ês1 / Noc: -2.70dB

Ês2 / Noc: +1.00dB 

Measured value from step 7 -13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

To

(Measured value from step 7 +13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

	8.1.4 E-UTRAN TDD UE Rx-Tx time difference under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Same as 8.1.3
	Same as 8.1.3
	Same as 8.1.3

	8.1.5 E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Test 1:

Noc: -98dBm/15kHz
Ês1 / Noc: -3.00dB

Ês2 / Noc: +3.00dB
Ês3 / Noc: +1.00dB 

Reported RxTx time difference value: Measured value converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1
Test 2:

Noc: -98dBm/15kHz
Ês1 / Noc: -3.00dB

Ês2 / Noc: +3.00dB 

Ês3 / Noc: +1.00dB
Reported RxTx time difference value: Measured value converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1
	Test 1:

0dB
0.4dB

0dB
0dB
Via mapping 

Test 2:

0dB
0.4dB

0dB
0dB
Via mapping
	Test 1:
Noc: -98dBm/15kHz
Ês1 / Noc: -2.60dB

Ês2 / Noc: +3.00dB 

Ês3 / Noc: +1.00dB 

Measured value from step 7 -13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

To

(Measured value from step 7 +13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

Test 2:

Noc: -98dBm/15kHz
Ês1 / Noc: -2.60dB

Ês2 / Noc: +3.00dB 

Ês3 / Noc: +1.00dB 

Measured value from step 7 -13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

To

(Measured value from step 7 +13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

	8.1.6 E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Same as 8.1.5
	Same as 8.1.5 
	Same as 8.1.5 

	9.1.1 FDD RSTD Measurement Reporting Delay
	Response Time = 3 s
	300 ms
	Time + TPR: 3.3 s

	9.1.2 TDD RSTD Measurement Reporting Delay
	Response Time = 3 s
	300 ms
	Time + TPR: 3.3 s

	9.1.3 FDD RSTD Measurement Accuracy
	For Test 2 and Test 4:

PRS Ês1 / Noc = -6dB

PRS Ês2 / Noc = -13dB

For All Tests:

See Table 9.1.3.3-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 1 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 9.1.3.5-2.

	9.1.4 TDD RSTD Measurement Accuracy
	Same as 9.1.3
	
	

	9.2.1 FDD-FDD inter-frequency RSTD measurement reporting delay
	Response Time = 6 s
	300 ms
	Time + TPR: 6.3 s

	9.2.2 TDD-TDD inter-frequency RSTD measurement reporting delay
	Response Time = 6 s
	300 ms
	Time + TPR: 6.3 s

	9.2.4 FDD-FDD inter frequency RSTD Accuracy
	PRS Ês1 / Noc1 = -6dB

PRS Ês2 / Noc2 = -13dB

See TS 36.133 [23] Table 9.1.10.3-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 2 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 9.2.4.5-2.

	9.2.5 TDD-TDD inter frequency RSTD Accuracy
	Same as 9.2.4
	
	

	10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Test 1:

Response Time = 3 s

Test 2:

Response Time = 6 s
	300 ms

300 ms
	Time + TPR: 3.3 s

Time + TPR: 6.3 s

	10.1A FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Same as 10.1
	
	

	10.1B FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Same as 10.1
	
	

	10.1C FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.1
	
	

	10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Same as 10.1
	
	

	10.2A TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Same as 10.1
	
	

	10.2B TDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Same as 10.1
	
	

	10.2C TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.1
	
	

	10.2D TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz +10 MHz Bandwidth
	Same as 10.1
	
	

	10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	PRS Ês2 / Noc2 = -6dB

PRS Ês3 / Noc2 = -13dB

See TS 36.133 [23] Table 9.1.10.1-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 1 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.3.5-2.

	10.3A FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-10 and Rel-11)
	Same as 10.3
	Same as 10.3
	Same as 10.3

	10.3A_1 FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-12 onwards)
	PRS Ês2 / Noc2 = -6dB

PRS Ês3 / Noc2 = -13dB

See TS 36.133 [23] Table 9.1.10.1-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 1 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table Table 10.3A_1.5-1.

	10.3B FDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz+5 MHz Bandwidth
	PRS Ês2 / Noc2 = -6dB

PRS Ês3 / Noc2 = -13dB

See TS 36.133 [23] Table 9.1.10.1-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 1 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.3B.5-2.

	10.3C FDD RSTD Measurement Accuracy for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.3B
	Same as 10.3B
	Same as 10.3B

	10.4 TDD RSTD Measurement Accuracy for Carrier Aggregation
	Same as 10.3
	Same as 10.3
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.4.5-2.

	10.4A TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-10 and Rel-11)
	Same as 10.3
	Same as 10.3
	Same as 10.4

	10.4A_1 TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-12 onwards)
	PRS Ês2 / Noc2 = -6dB

PRS Ês3 / Noc2 = -13dB

See TS 36.133 [23] Table 9.1.10.1-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 1 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table Table 10.4A_1.5-1.

	10.4B TDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz+5 MHz Bandwidth
	Same as 10.3B
	Same as 10.3B
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.4B.5-2.

	10.4C TDD RSTD Measurement Accuracy for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.3B
	Same as 10.3B
	Same as 10.4B

	10.4D TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz+10 MHz Bandwidth
	Same as 10.3
	Same as 10.3
	Same as 10.4

	10.5 FDD 3 DL CA RSTD Measurement Reporting Delay
	Same as 10.1
	Same as 10.1
	Same as 10.1

	10.6 TDD 3 DL CA RSTD Measurement Reporting Delay
	Same as 10.1
	Same as 10.1
	Same as 10.1

	10.7 FDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	PRS Ês3 / Noc3 = -6dB

PRS Ês4 / Noc3 = -13dB

See TS 36.133 [23] Table 9.1.10.1-1 for measurement accuracy or intra-band.
See TS 36.133 [23] Table 9.1.10.2-1 for measurement accuracy or inter-band
	+0.3 dB

+0.3 dB

± 1 Ts
± 2 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.7.5-2

See Table 10.7.5-2

	10.8 TDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Same as 10.7
	Same as 10.7
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.8.5-2

See Table 10.8.5-2


<< End of changes >>
