PAGE  

3GPP TSG-RAN WG5 Meeting #74 
R5-170883
Athens, Greece, 13th – 17th February 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-1
	CR
	3838
	rev
	
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	

	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	

	

	Title:

	Correction to test case 6.2.2.5 to update conformance requirements

	
	

	Source to WG:
	Keysight Technologies UK Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2017-02-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	As per TS 36.523-1, 

6.2.2.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 4.1 for Rel-8, TS 22.101 clause 10.1 and TS 23.221, clause 7.2a for Rel-9 onwards.

[Rel-8]

[TS 36.304, clause 4.1]

A UE which is not equipped with a valid USIM (i.e. no UICC or SIM only), or which shall consider the USIM as invalid for EPS services as defined in [15] and [16] (e.g. due to a LR reject #3, #6, #7, #8) shall disable all its E-UTRAN capabilities until switching off or the UICC containing the USIM is removed.
This section was removed from TS 36.304, clause 4.1 v9.0.0 by RP-090926/ 36304_CR0091R1_(Rel-9)_R2-095224 and should therefore be removed from TS 36.523-1, clause 6.2.2.5.2. To retain test case Rel-8 applicability, the references to Rel-9 should also be removed.
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	Remove the incorrect Rel-8 reference to 36.304, clause 4.1 from TS 36.523-1, clause 6.2.2.5.2 and the references to Rel-9.
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	Other comments:
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6.2.2.5
Cell selection / No USIM

6.2.2.5.1
Test Purpose (TP)

(1) Void

(2)

with { UE supporting E-UTRA and UTRAN and supporting Voice services, but not IMS speech and fitted with no SIM/USIM }

ensure that {
  when { UE is switched on and there are E-UTRA and UTRAN cells available with the E-UTRA cell preferable from cell power point of view and UE is requested to make an emergency call }

    then { UE camps on the UTRAN cell and initiates an Emergency call }

            }

6.2.2.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 22.101 clause 10.1 and TS 23.221, clause 7.2a.

 



[TS 22.101, clause 10.1]

Emergency calls shall be supported by the UE without a SIM/USIM/ISIM being present. No other type than emergency calls shall be accepted without a SIM/USIM/ISIM.
[TS 23.221, clause 7.2a]

In limited service state, a UE should always camp on a RAT which is likely to support emergency calls.

The TS 23.167 [33] describes when an emergency call is to be initiated in the CS domain or using IMS. When the CS domain is to be used the following applies:

-
A CSFB/IMS enabled UE which is registered in the CS domain, e.g. using CSFB procedures or using above-mentioned selection principles, shall initiate emergency call attempts in the CS domain by using available CS domain procedures.

-
A CS Voice capable UE which is not registered in the CS domain shall initiate emergency calls in the CS domain by autonomously switching to a RAT which supports the CS domain (e.g. GERAN or UTRAN).

6.2.2.5.3
Test description

6.2.2.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.

Table 6.2.2.5.3.1-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5

	T0
	Cell-specific RS EPRE
	dBm
	-70
	-

	
	CPICH_Ec (UTRA FDD)
	dBm/3.84 MHz
	-
	-75

	
	PCCPCH_Ec (UTRA LCR TDD)
	dBm/1.28 MHz
	-
	-77


UE:

-
The UE is not equipped with a USIM.

Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].

6.2.2.5.3.2
Test procedure sequence

Table 6.2.2.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	Wait for 60s for the UE to complete cell selection. E-UTRA cell is more powerful than UTRA cell
	-
	-
	-
	-

	3
	 Cause the UE to originate Emergency call. (see Note 1)
	-
	-
	-
	-

	4
	Check: Does the UE transmit an RRC CONNECTION REQUEST message on Cell 5?
	-->
	RRC CONNECTION REQUEST
	2
	P

	5
	The SS transmits an RRC CONNECTION SETUP message on Cell 5.
	<--
	RRC CONNECTION SETUP
	-
	-

	6
	The UE transmits an RRC CONNECTION SETUP COMPLETE message on Cell 5.
	-->
	RRC CONNECTION SETUP COMPLETE
	-
	-

	7
	The UE transmits an INITIAL DIRECT TRANSFER message on Cell 5.

This message includes a CM SERVICE REQUEST message.
	-->
	INITIAL DIRECT TRANSFER
	-
	-

	8
	The SS transmits a DOWNLINK DIRECT TRANSFER message on Cell 5.

This message includes a CM SERVICE ACCEPT message.
	<--
	DOWNLINK DIRECT TRANSFER
	-
	-

	9
	The UE transmits an UPLINK DIRECT TRANSFER message on Cell 5.

This message includes an EMERGENCY SETUP message.
	-->
	UPLINK DIRECT TRANSFER
	-
	-

	10
	The SS transmits a DOWNLINK DIRECT TRANSFER message on Cell 5.

This message includes a CALL PROCEEDING message.
	<--
	DOWNLINK DIRECT TRANSFER
	-
	-

	11
	The SS transmits a RADIO BEARER SETUP message on Cell 5.
	<--
	RADIO BEARER SETUP
	-
	-

	12
	The UE transmits a RADIO BEARER SETUP COMPLETE message on Cell 5.
	-->
	RADIO BEARER SETUP COMPLETE
	-
	-

	13
	The SS transmits a DOWNLINK DIRECT TRANSFER message on Cell 5.

This message includes an ALERTING message.
	<--
	DOWNLINK DIRECT TRANSFER
	-
	-

	14
	The SS transmits a DOWNLINK DIRECT TRANSFER message on Cell 5.

This message includes a CONNECT message.
	<--
	DOWNLINK DIRECT TRANSFER
	-
	-

	15
	The UE transmits an UPLINK DIRECT TRANSFER message on Cell 5.

This message includes a CONNECT ACKNOWLEDGE message.
	-->
	UPLINK DIRECT TRANSFER
	-
	-

	Note 1:
The request to originate an emergency call may be performed by MMI or AT command.


6.2.2.5.3.3
Specific message contents

None.
PAGE  

