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4.3.1.2.14
TDD reference test frequencies for Operating Band 46

Table 4.3.1.2.14-1: Test frequencies for E-UTRA channel bandwidth for operating band 46

	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	20
	46890
	5160

	Mid Range
	20
	50640
	5535

	High Range
	20
	54440
	5915

	NOTE 1: In Rel-13, restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


4.3.1.2.14A
TDD reference test frequencies for CA in operating Band 46

Table 4.3.1.2.14A-1: Test frequencies for CA_46C

	Range
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	
	CC2
Note1
	

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Low
	50+100
	50
	46845
	5155.5
	100
	46989
	5169.9

	
	
	100
	46890
	5160.0
	50
	47034
	5174.4

	
	100+100
	100
	46890
	5160.0
	100
	47088
	5179.8

	Mid
	50+100
	50
	50571
	5528.1
	100
	50715
	5542.5

	
	
	100
	50616
	5532.6
	50
	50760
	5547.0

	
	100+100
	100
	50566
	5527.6
	100
	50764
	5547.4

	High
	50+100
	50
	54296
	5900.6
	100
	54440
	5915.0

	
	
	100
	54341
	5905.1
	50
	54485
	5919.5

	
	100+100
	100
	54242
	5895.2
	100
	54440
	5915.0

	NOTE 1: 
Carriers in increasing frequency order.
NOTE 2: 
In Rel-13, restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


Table 4.3.1.2.14A-2: Test frequencies for CA_46D
	Range
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	
	CC2
Note1
	
	CC3
Note1

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Low
	50+100+100
	50
	46845
	5155.5
	100
	46989
	5169.9
	100
	47187
	5189.7

	
	
	100
	46890
	5160.0
	100
	47088
	5179.8
	50
	47232
	5194.2

	
	100+100+100
	100
	46890
	5160.0
	100
	47088
	5179.8
	100
	47286
	5199.6

	Mid
	50+100+100
	50
	50472
	5518.2
	100
	50616
	5532.6
	100
	50814
	5552.4

	
	
	100
	50517
	5522.7
	100
	50715
	5542.5
	50
	50859
	5556.9

	
	100+100+100
	100
	50467
	5517.7
	100
	50665
	5537.5
	100
	50863
	5557.3

	High
	50+100+100
	50
	54098
	5880.8
	100
	54242
	5895.2
	100
	54440
	5915.0

	
	
	100
	54143
	5885.3
	100
	54341
	5905.1
	50
	54485
	5919.5

	
	100+100+100
	100
	54044
	5875.4
	100
	54242
	5895.2
	100
	54440
	5915.0

	NOTE 1: 
Carriers in increasing frequency order.
NOTE 2: 
In Rel-13, restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


Table 4.3.1.2.14A-3: Test frequencies for CA_46E
	Range
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	
	CC2
Note1
	
	CC3
Note1
	
	CC4
Note1
	

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Low
	100+100+100+100
	100
	46890
	5160.0
	100
	47088
	5179.8
	100
	47286
	5199.6
	100
	47484
	5219.4

	Mid
	100+100+100+100
	100
	50368
	5507.8
	100
	50566
	5527.6
	100
	50764
	5547.4
	100
	50962
	5567.2

	High
	100+100+100+100
	100
	53846
	5855.6
	100
	54044
	5875.4
	100
	54242
	5895.2
	100
	54440
	5915.0

	NOTE 1: 
Carriers in increasing frequency order.
NOTE 2: 
In Rel-13, restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


Table 4.3.1.2.14A-4: Test frequencies for CA_46A-46A

	Test Frequency ID
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	Wgap
[MHz]
	
	CC2
Note1
	

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Max WGap
	100+100
	100
	46890
	5160
	755
	100
	54440
	5915

	NOTE 1: 
Carriers in increasing frequency order.
NOTE 2: 
In Rel-13, restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


4.3.1.2.15
TDD reference test frequencies for Operating Band 47

Table 4.3.1.2.15-1: Test frequencies for E-UTRA channel bandwidth for operating band 47

	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	15
	54615
	5862.5

	
	20
	54640
	5865

	Mid Range
	15/20
	54890
	5890

	High Range
	15
	55165
	5917.5

	
	20
	55140
	5915


< End of changes >


