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	Reason for change:
	The Rel-13 LAA related IE in MeasObjectEUTRA is changed from measRSSI-Config-r13 to rmtc-Config-r13 in RAN2. The definition in TS 36.508 is incorrect now. 

	
	

	Summary of change:
	Removed the default IE definition of measRSSI-Config-r13.
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<Changes Beginning>
4.6.6
Measurement information elements

<Unchanged text skipped>
-
MeasObjectEUTRA-GENERIC

Table 4.6.6-2: MeasObjectEUTRA-GENERIC(Freq)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreq 
	Downlink EARFCN for Freq
	
	

	  carrierFreq 
	65535
	maxEARFCN
	Band > 64

	  allowedmeasBandwidth
	The number of the resource blocks for Freq 
	
	

	  presenceAntennaPort1
	FALSE
	
	

	
	TRUE
	At least two cell-specific antenna ports are used in all neighbouring cells.
	All neighCells with port1

	  neighbourCellConfig
	'01'B (No MBSFN subframes are present in all neighbour cells)
	MBSFN doesn’t apply by default.
	

	  offsetFreq
	0 (dB 0)
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	  measCycleSCell-r10
	sf512
	
	SCell_EXIST

	  measSubframePatternConfigNeigh-r10
	Not present
	
	

	  measDS-Config-r12
	MeasDS-Config-DEFAULT
	
	DS_Meas

	  rmtc-Config-r13
	Not present
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_EXIST
	When SCell exists on the carrier frequency indicated by carrierFreq

	All neighCells with port1
	Used for all neighbouring cells with at least two cell-specific antenna ports

	DS_Meas
	Used for discovery signals measurement on the carrier frequency indicated by carrierFreq

	
	

	Band > 64
	If band > 64 is selected
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