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{Start of changes}
6.2.2A
UE Maximum Output Power for CA

6.2.2A.0
Minimum conformance requirements

<Unchanged Sections Skipped>
For intra-band contiguous carrier aggregation the maximum output power is specified in Table 6.2.2A.0-2.
Table 6.2.2A.0-2: CA UE Power Class for intraband contiguous CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1C
	
	
	
	
	23
	+2/-2
	
	

	CA_3C
	
	
	
	
	23
	+2/-22
	
	

	CA_7C
	
	
	
	
	23
	+2/-22
	
	

	CA_8B
	
	
	
	
	23
	+2/-22
	
	

	CA_38C
	
	
	
	
	23
	+2/-2
	
	

	CA_39C
	
	
	
	
	23
	+2/-2
	
	

	CA_40C
	
	
	
	
	23
	+2/-2
	
	

	CA_41C
	
	
	
	
	23
	+2/-22
	
	

	CA_42C
	
	
	
	
	23
	+2/-3
	
	

	Note 1:
Void

Note 2:
For transmission bandwidths (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB

Note 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

Note 4:
For intra-band contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the requirements in subclause 6.2.2 apply.
The normative reference for this requirement is in TS 36.101 [2] clause 6.2.2A.
<Unchanged Sections Skipped>
6.2.5A
Configured transmitted power for CA

6.2.5A.1
Configured UE transmitted Output Power for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.2.5A.1.4
Test description

6.2.5A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.5A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.5A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg
(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	50
	
	QPSK
	8
	P_8@0
	S_0@0
	
	

	50
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	
	

	75
	75
	N/A

for this test
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	100
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	100
	75
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	Note 1: CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1
Note 2: If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


<Unchanged Sections Skipped>
6.2.5A.1.5
Test requirement

The maximum output power measured shall not exceed the values specified in Table 6.2.5A.1.5-1.
Table 6.2.5A.1.5-1: PCMAX configured UE output power
	
	Channel bandwidth / maximum output power 

	
	25RB+50RB

(5 MHz + 10 MHz)
	50RB+50RB

(10 MHz + 10 MHz)
	50RB+100RB

(10 MHz + 20 MHz)
	75RB + 75RB

(15 MHz + 15 MHz)
	100RB + 100RB

(20 MHz + 20 MHz)

	Measured UE output power test point 1
	For carrier frequency f ≤ 3.0GHz: -10 dBm ± 7.7
For carrier frequency 3.0GHz < f ≤ 4.2GHz: -10 dBm ± 8.0

	Measured UE output power test point 2
	For carrier frequency f ≤ 3.0GHz: 10 dBm ± 6.7

For carrier frequency 3.0GHz < f ≤ 4.2GHz: 10 dBm ± 7.0

	Measured UE output power test point 3
	For carrier frequency f ≤ 3.0GHz: 15 dBm ± 5.7
For carrier frequency 3.0GHz < f ≤ 4.2GHz: 15 dBm ± 6.0

	Note:
In addition Note 2 in Table 6.2.2A.0-2 shall apply to the tolerances.


For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c in Tables 6.2.5.3-2, 6.2.5.3-3 and 6.2.5.3-4 shall be applied for applicable bands.

In case the UE supports more than one of the above inter-band carrier aggregation configurations and an E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 6.2.5.3-2, truncated to one decimal place for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 6.2.5.3-2 that applies for that operating band among the supported CA configurations.

<Unchanged Sections Skipped>
6.3.2A.1
Minimum Output Power for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.3.2A.1.4
Test description

6.3.2A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.2A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.2A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Low and High range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg

Highest NRB_agg
(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	50
	
	QPSK
	75
	P_25@0
	S_50@0
	
	

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	
	

	75
	75
	
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	
	

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1
Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


<Unchanged Sections Skipped>
6.3.2A.1.5
Test requirements

For each component carrier, the minimum output power measured shall not exceed the values specified in Table 6.3.2A.1.5-1.
Table 6.3.2A.1.5-1: Minimum output power for intra-band contiguous CA UE
	
	CC Channel bandwidth / Minimum output power / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Minimum output power
	For carrier frequency f ≤ 3.0GHz: ≤ -39 dBm

For carrier frequency 3.0GHz < f ≤ 4.2GHz: ≤ -38.7 dBm

	Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Note 1:
Different implementations such as FFT or spectrum analyzer approach are allowed. For spectrum analyzer approach the measurement bandwidth is defined as an equivalent noise bandwidth.


<Unchanged Sections Skipped>
6.3.4A.1
General ON/OFF time mask for CA

6.3.4A.1.1
General ON/OFF time mask for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.3.4A.1.1.4
Test description

6.3.4A.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.4A.1.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexe A.2 and A3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.4A.1.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508 [7] clause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Low range, High range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg
(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	50
	
	QPSK
	75
	P_25@0
	S_50@0
	
	

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	
	

	75
	75
	N/A for this test
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1
Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


<Unchanged Sections Skipped>
6.5.1A.1
Frequency error for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.5.1A.1.4
Test description

6.5.1A.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.1A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.1A.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Low range, High range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	50
	N/A
	QPSK
	25
	P_25@0
	S_0@0
	-
	-

	25
	50
	
	QPSK
	75
	P_25@0
	S_50@0
	-
	-

	50
	50
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	-
	-

	75
	75
	
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	75
	75
	
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	25
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	100
	100
	
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	100
	100
	
	QPSK
	100
	P_100@0
	S_0@0
	-
	-

	100
	100
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.0-2 for UE supporting two uplink carriers is tested per Test CA configuration.

Note 3:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.

Note 4:
For the DL signal one sided dynamic OCNG Pattern OP.1 FDD/TDD is used.


	

	

	

	
	

	
	


	

	
	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	





<Unchanged Sections Skipped>
6.5.2A.1.1
Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.5.2A.1.1.4
Test description

6.5.2A.1.1.4.1

Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.1.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.

PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:

PCC-SCC: CC1-CC2 and CC2-CC1

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
(PDCCH on PCC)
	CC
MOD
	UL Allocation

	
	PCC
NRB
Note 1
	SCCs
NRB Note 1
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	1
	50
	50
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	2
	50
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	3
	50
	50
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	4
	50
	50
	
	16QAM
	50
	P_50@0
	S_0@0
	-
	-

	5
	50
	50
	
	16QAM
	12
	P_12@0
	S_0@0
	-
	-

	6
	50
	50
	
	16QAM
	12
	P_12@38
	S_0@0
	-
	-

	7
	50
	25
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	8
	50
	25
	
	QPSK
	25
	P_25@0
	S_0@0
	-
	-

	9
	50
	25
	
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	10
	50
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	11
	50
	25
	
	QPSK
	8
	P_8@42
	S_0@0
	-
	-

	12
	50
	25
	
	16QAM
	50
	P_50@0
	S_0@0
	-
	-

	13
	50
	25
	
	16QAM
	25
	P_25@0
	S_0@0
	-
	-

	14
	50
	25
	
	16QAM
	25
	P_25@25
	S_0@0
	-
	-

	15
	50
	25
	
	16QAM
	8
	P_8@0
	S_0@0
	-
	-

	16
	50
	25
	
	16QAM
	8
	P_8@42
	S_0@0
	-
	-

	17
	25
	50
	
	QPSK
	25
	P_25@0
	S_0@0
	-
	-

	18
	25
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	19
	25
	50
	
	QPSK
	12
	P_12@13
	S_0@0
	-
	-

	20
	25
	50
	
	16QAM
	25
	P_25@0
	S_0@0
	-
	-

	21
	25
	50
	
	16QAM
	12
	P_12@0
	S_0@0
	-
	-

	22
	25
	50
	
	16QAM
	12
	P_12@13
	S_0@0
	-
	-

	23
	75
	75
	N/A
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	24
	75
	75
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	25
	75
	75
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	26
	75
	75
	
	16QAM
	75
	P_75@0
	S_0@0
	-
	-

	27
	75
	75
	
	16QAM
	16
	P_16@0
	S_0@0
	-
	-

	28
	75
	75
	
	16QAM
	16
	P_16@59
	S_0@0
	-
	-

	29
	100
	25
	
	QPSK
	100
	P_100@0
	S_0@0
	-
	-

	30
	100
	25
	
	QPSK
	25
	P_25@0
	S_0@0
	-
	-

	31
	100
	25
	
	QPSK
	25
	P_25@75
	S_0@0
	-
	-

	32
	100
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	33
	100
	25
	
	QPSK
	8
	P_8@92
	S_0@0
	-
	-

	34
	100
	25
	
	16QAM
	100
	P_100@0
	S_0@0
	-
	-

	35
	100
	25
	
	16QAM
	25
	P_25@0
	S_0@0
	-
	-

	36
	100
	25
	
	16QAM
	25
	P_25@75
	S_0@0
	-
	-

	37
	100
	25
	
	16QAM
	8
	P_8@0
	S_0@0
	-
	-

	38
	100
	25
	
	16QAM
	8
	P_8@92
	S_0@0
	-
	-

	39
	25
	100
	
	QPSK
	25
	P_25@0
	S_0@0
	-
	-

	40
	25
	100
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	41
	25
	100
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	42
	25
	100
	
	16QAM
	25
	P_25@0
	S_0@0
	-
	-

	43
	25
	100
	
	16QAM
	8
	P_8@0
	S_0@0
	-
	-

	44
	25
	100
	
	16QAM
	8
	P_8@17
	S_0@0
	-
	-

	45
	100
	50
	
	QPSK
	100
	P_100@0
	S_0@0
	-
	-

	46
	100
	50
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	47
	100
	50
	
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	48
	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	49
	100
	50
	
	QPSK
	12
	P_12@88
	S_0@0
	-
	-

	50
	100
	50
	
	16QAM
	100
	P_100@0
	S_0@0
	-
	-

	51
	100
	50
	
	16QAM
	50
	P_50@0
	S_0@0
	-
	-

	52
	100
	50
	
	16QAM
	50
	P_50@50
	S_0@0
	-
	-

	53
	100
	50
	
	16QAM
	12
	P_12@0
	S_0@0
	-
	-

	54
	100
	50
	
	16QAM
	12
	P_12@88
	S_0@0
	-
	-

	55
	50
	100
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	56
	50
	100
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	57
	50
	100
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	58
	50
	100
	
	16QAM
	50
	P_50@0
	S_0@0
	-
	-

	59
	50
	100
	
	16QAM
	12
	P_12@0
	S_0@0
	-
	-

	60
	50
	100
	
	16QAM
	12
	P_12@38
	S_0@0
	-
	-

	61
	100
	75
	
	QPSK
	100
	P_100@0
	S_0@0
	-
	-

	62
	100
	75
	
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	63
	100
	75
	
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	64
	100
	75
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	65
	100
	75
	
	QPSK
	16
	P_16@84
	S_0@0
	-
	-

	66
	100
	75
	
	16QAM
	100
	P_100@0
	S_0@0
	-
	-

	67
	100
	75
	
	16QAM
	75
	P_75@0
	S_0@0
	-
	-

	68
	100
	75
	
	16QAM
	75
	P_75@25
	S_0@0
	-
	-

	69
	100
	75
	
	16QAM
	16
	P_16@0
	S_0@0
	-
	-

	70
	100
	75
	
	16QAM
	16
	P_16@84
	S_0@0
	-
	-

	71
	75
	100
	
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	72
	75
	100
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	73
	75
	100
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	74
	75
	100
	
	16QAM
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	100
	
	16QAM
	16
	P_16@0
	S_0@0
	-
	-

	76
	75
	100
	
	16QAM
	16
	P_16@59
	S_0@0
	-
	-

	77
	100
	100
	
	QPSK
	100
	P_100@0
	S_0@0
	-
	-

	78
	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	79
	100
	100
	
	QPSK
	18
	P_18@82
	S_0@0
	-
	-

	80
	100
	100
	
	16QAM
	100
	P_100@0
	S_0@0
	-
	-

	81
	100
	100
	
	16QAM
	18
	P_18@0
	S_0@0
	-
	-

	82
	100
	100
	
	16QAM
	18
	P_18@82
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


<Unchanged Sections Skipped>
6.5.2A.1.1_1
EVM for CA (intra-band contiguous DL CA and UL CA) with UL 64QAM

<Unchanged Sections Skipped>
6.5.2A.1.1_1.4
Test description

6.5.2A.1.1_1.4.1

Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.1.1_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.1.1_1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.

PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:

PCC-SCC: CC1-CC2 and CC2-CC1

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
(PDCCH on PCC)
	CC
MOD
	UL Allocation

	
	PCC
NRB
Note 1
	SCCs
NRB Note 1
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	1
	50
	50
	
	64QAM
	50
	P_50@0
	S_0@0
	
	

	2
	50
	50
	
	64QAM
	12
	P_12@0
	S_0@0
	
	

	3
	50
	50
	
	64QAM
	12
	P_12@38
	S_0@0
	
	

	4
	50
	25
	
	64QAM
	50
	P_50@0
	S_0@0
	
	

	5
	50
	25
	
	64QAM
	25
	P_25@0
	S_0@0
	
	

	6
	50
	25
	
	64QAM
	25
	P_25@25
	S_0@0
	
	

	7
	50
	25
	
	64QAM
	8
	P_8@0
	S_0@0
	
	

	8
	50
	25
	
	64QAM
	8
	P_8@42
	S_0@0
	
	

	9
	25
	50
	
	64QAM
	25
	P_25@0
	S_0@0
	
	

	10
	25
	50
	
	64QAM
	12
	P_12@0
	S_0@0
	
	

	11
	25
	50
	
	64QAM
	12
	P_12@13
	S_0@0
	
	

	12
	75
	75
	
	64QAM
	75
	P_75@0
	S_0@0
	-
	-

	13
	75
	75
	
	64QAM
	16
	P_16@0
	S_0@0
	-
	-

	14
	75
	75
	
	64QAM
	16
	P_16@59
	S_0@0
	-
	-

	15
	100
	25
	
	64QAM
	100
	P_100@0
	S_0@0
	-
	-

	16
	100
	25
	
	64QAM
	25
	P_25@0
	S_0@0
	-
	-

	17
	100
	25
	
	64QAM
	25
	P_25@75
	S_0@0
	-
	-

	18
	100
	25
	
	64QAM
	8
	P_8@0
	S_0@0
	-
	-

	19
	100
	25
	
	64QAM
	8
	P_8@92
	S_0@0
	-
	-

	20
	25
	100
	
	64QAM
	25
	P_25@0
	S_0@0
	-
	-

	21
	25
	100
	
	64QAM
	8
	P_8@0
	S_0@0
	-
	-

	22
	25
	100
	
	64QAM
	8
	P_8@17
	S_0@0
	-
	-

	23
	100
	50
	
	64QAM
	100
	P_100@0
	S_0@0
	-
	-

	24
	100
	50
	
	64QAM
	50
	P_50@0
	S_0@0
	-
	-

	25
	100
	50
	
	64QAM
	50
	P_50@50
	S_0@0
	-
	-

	26
	100
	50
	
	64QAM
	12
	P_12@0
	S_0@0
	-
	-

	27
	100
	50
	
	64QAM
	12
	P_12@88
	S_0@0
	-
	-

	28
	50
	100
	
	64QAM
	50
	P_50@0
	S_0@0
	-
	-

	29
	50
	100
	
	64QAM
	12
	P_12@0
	S_0@0
	-
	-

	30
	50
	100
	
	64QAM
	12
	P_12@38
	S_0@0
	-
	-

	31
	100
	75
	
	64QAM
	100
	P_100@0
	S_0@0
	-
	-

	31
	100
	75
	
	64QAM
	75
	P_75@0
	S_0@0
	-
	-

	33
	100
	75
	
	64QAM
	75
	P_75@25
	S_0@0
	-
	-

	34
	100
	75
	
	64QAM
	16
	P_16@0
	S_0@0
	-
	-

	35
	100
	75
	
	64QAM
	16
	P_16@84
	S_0@0
	-
	-

	36
	75
	100
	
	64QAM
	75
	P_75@0
	S_0@0
	-
	-

	37
	75
	100
	
	64QAM
	16
	P_16@0
	S_0@0
	-
	-

	38
	75
	100
	
	64QAM
	16
	P_16@59
	S_0@0
	-
	-

	39
	100
	100
	
	64QAM
	100
	P_100@0
	S_0@0
	-
	-

	40
	100
	100
	
	64QAM
	18
	P_18@0
	S_0@0
	-
	-

	41
	100
	100
	
	64QAM
	18
	P_18@82
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.


<Unchanged Sections Skipped>
6.5.2A.2.1
Carrier leakage for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.5.2A.2.1.4
Test description

6.5.2A.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.2.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause [4.3.1] for different CA bandwidth classes.

PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:

PCC-SCC: CC1-CC2 and CC2-CC1

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
(PDCCH on PCC)
	CC
MOD
	UL Allocation

	
	PCC
NRB
Note 1
	SCCs
NRB Note 1
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	1
	50
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	
	

	2
	50
	50
	
	QPSK
	12
	P_12@38
	S_0@0
	
	

	3
	50
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	
	

	4
	50
	25
	
	QPSK
	8
	P_8@42
	S_0@0
	
	

	5
	25
	50
	
	QPSK
	8
	P_8@0
	S_0@0
	
	

	6
	25
	50
	
	QPSK
	8
	P_8@17
	S_0@0
	
	

	7
	75
	75
	NA
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	8
	75
	75
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	9
	100
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	10
	100
	25
	
	QPSK
	8
	P_8@92
	S_0@0
	-
	-

	11
	25
	100
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	12
	25
	100
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	13
	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	14
	100
	50
	
	QPSK
	12
	P_12@88
	S_0@0
	-
	-

	15
	50
	100
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	16
	50
	100
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	17
	100
	75
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	18
	100
	75
	
	QPSK
	16
	P_16@84
	S_0@0
	-
	-

	19
	75
	100
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	20
	75
	100
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	21
	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	22
	100
	100
	
	QPSK
	18
	P_18@82
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


<Unchanged Sections Skipped>
6.6.1A.1
Occupied bandwidth for CA (intra-band contiguous DL CA and UL CA)

<Unchanged Sections Skipped>
6.6.1A.1.4
Test description

6.6.1A.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA configuration, and are shown in table 6.6.1A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.6.1A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	All


	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	50
	
	QPSK
	75
	P_25@0
	P_50@0
	
	

	25
	100
	N/A for this test
	QPSK
	125
	P_25@0
	S_100@0
	-
	-

	50
	50
	
	QPSK
	100
	P_50@0
	P_50@0
	
	

	50
	75
	
	QPSK
	125
	P_50@0
	S_75@0
	-
	-

	50
	100
	
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	50
	
	QPSK
	125
	P_75@0
	S_50@0
	-
	-

	75
	75
	
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	75
	100
	
	QPSK
	175
	P_75@0
	S_100@0
	-
	-

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1: CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.


<Unchanged Sections Skipped>
{End of changes}
