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	Reason for change:
	Applicability of new NB-IoT PLMN selection test cases need to be specified. 

	
	

	Summary of change:
	Applicability of the following new test cases added:
22.2.2 - NB-IoT / PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Manual mode
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Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<Unchanged text skipped>
	

	22.2.1
	NB-IoT / PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.2
	NB-IoT / PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Manual mode
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.3
	NB-IoT / PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.4
	NB-IoT / Cell selection / Qrxlevmin and Qqualmin / Serving cell becomes non-suitable (S<0 or barred or Srxlev > 0 and Squal < 0)
	Rel-13
	C266
	UEs supporting NB-IoT
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