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<< Unchanged sections omitted >>
7.6.2G
Out-of-band blocking for V2X
7.6.2G.0
Minimum conformance requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with parameters specified in Tables 7.6.2G.0-1, 7.6.2G.0-2.

For Table 7.6.2.1G-2 in frequency range 1, 2 and 3, up to 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size, where 
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 is the number of resource blocks in the downlink transmission bandwidth configuration (see TS 36.101 [2] Figure 5.6-1). For these exceptions the requirements of subclause 7.7 Spurious response are applicable.

Table 7.6.2G.0-1: Out-of-band blocking parameters 

	Rx Parameter
	Units 
	
Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	
	
	
	
	6
	
	9

	NOTE 1:
Reference measurement channel is specified in TS 36.101 [2] Annex A.8.2.


Table 7.6.2G.0-2: Out of band blocking

	E-UTRA V2X
band
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	47
	FInterferer (CW)
	MHz
	FDL_low -30 to

FDL_low -60 
	FDL_low -60 to

FDL_low -85 
	FDL_low -85 to 

1 MHz

	
	
	
	FDL_high +30 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz

	NOTE:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 4400 MHz.


NOTE:
it is FFS how to accommodate the blocking level of -30dBm in Region 1.
The normative reference for this requirement is TS 36.101 [2] clause 7.6.2.1G.
7.6.2G.1
Out-of-band blocking for V2X Direct Communication

Editor's note: This test case is not complete. Following aspects are either missing or not yet determined:

-
Test description is TBD
-
Table 7.6.2G.1.5-1 test tolerance are TBD
7.6.2G.1.1
Test Purpose

Same test purpose as 7.6.2G.1.1.

7.6.2G.1.2
Test Applicability

This test applies to all types of E-UTRA UE release 12 and forward which support V2X Direct Communication.

7.6.2G.1.3
Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6.2G.0.

7.6.2G.1.4
Test Description

TBD

7.6.2G.1.5
Test Requirement
Same test requirement as in clause 7.6.2G.1.5 with the following exceptions:

-
Instead of Table 7.6.2G.1.5-1 ( use Table 7.6.2G.1.5-1.

-
Instead of Table 7.6.2G.1.5-2 ( use Table 7.6.2G.1.5-2.

Table 7.6.2G.1.5-1: Out-of-band blocking parameters for V2X Direct Communication

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	
	
	
	
	6+TT
	
	9+TT

	NOTE 1:
Reference measurement channel is specified in TS 36.101 [2] Annex A.8.2.


Table 7.6.2G.1.5-2: Out of band blocking for V2X
	E-UTRA V2X
band
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	47
	FInterferer (CW)
	MHz
	FDL_low -30 to

FDL_low -60 
	FDL_low -60 to

FDL_low -85 
	FDL_low -85 to 

1 MHz

	
	
	
	FDL_high +30 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz

	NOTE:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 4400 MHz.
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