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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	
	
	

	...
	
	
	
	
	
	
	
	

	9.3.1.16
	Service request / Abnormal case / Switch off
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off and NOT supporting IMS
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	…
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


Table 4-1a: Applicability of tests Conditions

	…


	C53
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/17 AND NOT A.4.4-1/25 THEN R ELSE N/A

	…



A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	For Rel-8: CSG autonomous search is optional.

For Rel-9 or later releases: CSG autonomous search is mandatory for UEs supporting CSG full functionality.

	3
	Support of Short Message Service (SMS) MT over SGs
	23.272, 8.2.4, 8.2.5
	Rel-8
	pc_SMS_SGs_MT
	

	4
	Support of Short Message Service (SMS) MO over SGs
	23.272, 8.2.2, 8.2.3
	Rel-8
	pc_SMS_SGs_MO
	

	5
	Support of ISR
	23.401, 4.3.5.6
	Rel-8
	pc_ISR
	

	6
	Support of Mobility management based on Dual-Stack Mobile IPv6
	24.303
	Rel-8
	pc_DSMIPv6
	

	7
	Support for being configured to discover the Home Agent address via DNS
	24.303
	Rel-8
	pc_HAAddress_via_DNS
	

	8
	Support of inter-RAT PS handover to E-UTRA (FDD) from UTRA
	25.306, 4.7
	Rel-8
	pc_HO_from_UTRA_to_eFDD
	

	9
	Support of EMM information message
	24.301, 5.4.5.3
	Rel-8
	pc_EMM_Information
	

	10
	Support for being configured to discover the Home Agent address via DHCPv6
	24.303
	Rel-8
	pc_HAAddress_via_DHCPv6
	

	11
	Void
	
	
	
	

	12
	Upon reception of ‘Full name for network’ information the UE stores/updates the network full name
	24.301, 8.2.13
	Rel-8
	pc_FullNameNetwork
	

	13
	Upon reception of ‘Short name for network’ information the UE stores/updates the network short name
	24.301, 8.2.13
	Rel-8
	pc_ShortNameNetwork
	

	14
	Upon reception of ‘Local time zone’ information the UE stores/updates the local time zone
	24.301, 8.2.13
	Rel-8
	pc_LocalTimeZone
	

	15
	Upon reception of ‘Universal time and local time zone’ information the UE stores/updates the universal time and local time zone
	24.301, 8.2.13
	Rel-8
	pc_UniversalAndLocalTimeZone
	

	16
	Void
	
	
	
	

	17
	Support of switch on/off
	
	Rel-8
	pc_SwitchOnOff
	

	18
	Support of ESM UE requested bearer resource allocation procedure
	24.301, 6.5.3
	Rel-8
	pc_ESM_MO_Bearer_Allocation
	

	19
	Support of ESM UE requested bearer resource modification procedure
	24.301, 6.5.4
	Rel-8
	pc_ESM_MO_Bearer_Modification
	

	20
	Support of ETWS message
	23.401, 5.12.2
	Rel-8
	pc_ETWS_message
	

	21
	Supports E-UTRAN Neighbour Cell measurements and MS autonomous cell reselection to E-UTRAN
	24.008, 10.5.5.12a
	Rel-8
	pc_GERAN_2_E_UTRAN_meas
	

	22
	Support for being configured to request the IPv6 address of the Home Agent during Attach procedure
	24.303
	Rel-8
	pc_RequestIPv6HAAddress_DuringAttach
	

	23
	Support for being configured to request the IPv4 address of the Home Agent during Attach procedure
	24.303
	Rel-8
	pc_RequestIPv4HAAddress_DuringAttach
	

	24
	Void
	
	
	
	

	25
	Support of IMS
	24.229
	Rel-8
	pc_IMS
	

	26
	Supports of disabling the EPS services
	24.301, 3.1, 5.5.2.1
	Rel-8
	pc_EPS_Services_Disable
	

	27
	Support of automatic re-activation of the EPS bearer(s) during Network Initiated Detach with detach type set to “re-attach required”
	24.301, 5.5.2.3.2
	Rel-8
	pc_Automatic_Re_Attach
	

	28
	Support of Compressed mode
	25.306
	Rel-8
	pc_UTRA_CompressedModeRequired
	

	29
	Support of GERAN to E-UTRAN PS Handover
	24.008, 10.5.5.12a
	Rel-8
	pc_GERAN_2_E_UTRAN_PSHO
	

	30
	Support for multiple PDN connections
	23.401, 5.10
	Rel-8
	pc_Multiple_PDN
	

	31
	Support of use of the UTRA system information provided by RRCConnectionRelease upon redirection
	36.306
	Rel-9
	pc_eRedirectionUTRA
	

	32
	Support for SRVCC from E-UTRAN to GERAN/UTRAN
	24.301, 8.2.4
	Rel-8
	pc_SRVCC_GERAN_UTRAN
	

	33
	Support for VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS”
	24.173
24.229, 
26.114, 5.2.1, GSMA PRD IR.92
	Rel-8
	pc_VoLTE
	Multimedia telephony service participant initiating a speech session.
UE supports sending DTMF events over RTP.

	34
	Support of detach for non-EPS services
	24.301, 5.5.2.1
	Rel-8
	pc_IMSI_Detach
	

	35
	Support for establishing the emergency call using the CS domain in UTRA after ATTACH REJECT to emergency bearer service
	24.301, 5.5.1.2.5A
	Rel-9
	pc_CS_Em_Call_in_UTRA
	

	36
	Support for establishing the emergency call using the CS domain in GERAN after ATTACH REJECT to emergency bearer service
	24.301, 5.5.1.2.5A
	Rel-9
	pc_CS_Em_Call_in_GERAN
	

	37
	Support for establishing the emergency call using the CS domain in 1xRTT after ATTACH REJECT to emergency bearer service
	24.301, 5.5.1.2.5A
	Rel-9
	pc_CS_Em_Call_in_1xRTT
	

	38
	Support for EDTM
	44.060 8.9.1.2
	Rel-8
	pc_EDTM
	

	39
	Supports CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	24.008, 10.5.5.12a
	Rel-8
	pc_GERAN_2_E_UTRAN_measreporting_CCN
	

	40
	Support for ROHC profile0x0001
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0001
	'IMS capable UEs supporting voice' shall set this PICS to true.

	41
	Support for ROHC profile0x0002
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0002
	'IMS capable UEs supporting voice' shall set this PICS to true.

	42
	Support for ROHC profile0x0003
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0003
	

	43
	Support for ROHC profile0x0004
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0004
	

	44
	Support for ROHC profile0x0006
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0006
	

	45
	Support for ROHC profile0x0101
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0101
	

	46
	Support for ROHC profile0x0102
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0102
	

	47
	Support for ROHC profile0x0103
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0103
	

	48
	Support for ROHC profile0x0104
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0104
	

	49
	Support of manual CSG selection
	36.331, Annex B2
	Rel-8
	pc_Manual_CSG_Selection
	For Rel-8: manual CSG selection is optional.

For Rel-9 or later releases: manual CSG selection is mandatory for UEs supporting CSG full functionality.

	50
	Support of semi-persistence scheduling
	36.331, Annex B1
	Rel-8
	pc_Semi_Persistence_Scheduling
	For Rel-8: semi-persistence scheduling is mandatory if pc_FeatrGrp_3 is set to true.

For Rel-9 or later releases: semi-persistence scheduling is mandatory if pc_FeatrGrp_29 is set to true.

	51
	Support of TTI bundling
	36.331, Annex B1
	Rel-8
	pc_TTI_Bundling
	For Rel-8: TTI bundling is mandatory if pc_FeatrGrp_3 is set to true.

For Rel-9 or later releases TDD: TTI bundling is mandatory if pc_FeatrGrp_28 is set to true.
For Rel-9 or later releases FDD: TTI bundling is mandatory.

	52
	Support for inter-RAT PS handover from E-UTRAN to GERAN.
	36.306, 4.3.7.11
	Rel-8
	pc_E_UTRAN_2_GERAN_PSHO
	

	53
	Support of inter-RAT PS handover to E-UTRA (TDD) from UTRA
	25.306, 4.7
	Rel-8
	pc_HO_from_UTRA_to_eTDD
	

	54
	Support for UE requested modification of network allocated TFTs
	24.301, 6.5.4
	Rel-8
	pc_ESM_UE_Modification_NW_TFT
	

	55
	Support of automatic re-activation of the EPS bearer(s) during Network Initiated Detach even though UE has initiated a detach procedure with detach type set to “EPS detach” or “combined EPS/IMSI detach”
	24.301, 5.5.2.2.4
	Rel-8
	pc_Re_Attach_AfterDetachColl
	

	56
	Support of Squal based cell reselection to UTRAN from E-UTRAN
	25.304, 5.2.6.1.4a
	Rel-9
	pc_Squal_based_CellReselection_to_UTRAN_from_E_UTRAN
	

	57
	Support of Squal based cell reselection to E-UTRAN from UTRAN
	36.304, 5.2.4.5
	Rel-9
	pc_Squal_based_CellReselection_to_E_UTRAN_from_UTRAN
	

	58
	Support of CMAS message
	36.331, 5.2.1.5
	Rel-9
	pc_CMAS_Message
	

	59
	Void
	
	
	
	

	60
	Void
	
	
	
	

	61
	Void
	
	
	
	

	62
	Support of logged measurements in RRC_IDLE
	36.306, 4.3.13.1
	Rel-10
	pc_LoggedMeasurementsIdle
	

	63
	Support of standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	36.306, 4.3.13.2
	Rel-10
	pc_standaloneGNSS_Location
	

	64
	Support of automatic re-activation of the EPS bearer(s)
	24.301
	Rel-8
	pc_Automatic_EPS_Re_Attach
	

	65
	Support of UTRAN ANR
	25.306, 4.15
	Rel-10
	pc_UTRAN_ANR
	

	66
	Void
	
	
	
	

	67
	Support of PWS upper layer
	23.041 clause 9.1.3.4.2
	Rel-9
	pc_PWS_UpperLayer
	

	68
	Support of automatic PDN connectivity in EUTRAN (i.e. UE upper layer provides PDN connectivity parameters)
	24.301, 6.5.1.1
	Rel-8
	pc_Auto_PDN_Connectivity
	

	69
	Support user initiated PLMN reselection in automatic mode
	23.122
	Rel-8
	pc_UserInitiatedPLMN_Reselection
	

	70
	Support of UL MIMO
	36.306, clause 4.3.4.6
	Rel-10
	pc_UL_MIMO
	

	71
	Support of ESM Notification procedure
	24.301, 6.6.2
	Rel-9
	pc_ESM_Notification
	

	72
	Support of sending concatenated multiple Short Message over SGs
	23.272, 8.2.3a
	Rel-9
	pc_SMS_SGs_Multi_MO
	

	73
	Support TAU in connected mode
	23.221, 7.2a
	Rel-8
	pc_TAU_connected_in_IMS
	Applicable when configured to pc_voice_PS_1_CS_2 and pc_Attach

	74
	Support TAU in idle mode
	23.221, 7.2a
	Rel-8
	pc_TAU_idle_in_IMS
	

	75
	Support of Intra Frequency Proximity Indication
	36.306, clause 4.3.10.1
	Rel-9
	pc_IntraFreq_ProximityIndication
	

	76
	Support of Inter Frequency Proximity Indication
	36.306, clause 4.3.10.2
	Rel-9
	pc_InterFreq_ProximityIndication
	

	77
	Support of UTRAN Proximity Indication
	36.306, clause 4.3.10.3
	Rel-9
	pc_UTRAN_ProximityIndication
	

	78
	Support of Access Technology Indication in available PLMNs list
	23.122, clause 4.4.3.1.2
	Rel-8
	pc_Available_PLMNs_AcT_Ind
	

	79
	Support of Squal based cell reselection between E-UTRAN and GERAN
	36.304, clause 5.2.4.5,

45.008, clause 6.6.6
	Rel-9
	pc_Squal_based_CellReselection_between_E_UTRAN_and_GERAN
	

	80
	Support of AttachWithIMSI
	24.368, 5.4
	Rel-10
	pc_eAttachWithIMSI
	

	81
	Support of T3412 extended value IE
	24.301, 8.2.1.12, 8.2.26.15
	Rel-10
	pc_T3412Extended
	

	82
	Void
	
	
	
	

	83
	Support of Low Access Priority indication
	24.008 1.8
	Rel-10
	pc_LAP
	

	84
	Support of MinimumPeriodicSearchTimer
	23.122, 4.4.3.3
	Rel-10
	pc_eMinimumPeriodicSearchTimer
	

	85
	Support of delivery of rachReport upon request from the network
	36.306, 4.3.12.1
	Rel-9
	pc_Rach_Report
	

	86
	Support of Power Preference Indication
	36.306 4.3.15.3, 36.331, 5.6.10
	Rel-11
	pc_PPI_Support
	

	87
	Support of ePDCCH
	36.306, 4.3.4.18 36.331, 6.3.6
	Rel-11
	pc_ePDCCH
	

	88
	Void
	
	
	
	

	89
	Void
	
	
	
	

	90
	Support of Low Access Priority Override
	24.368, 5.9, 31.102, 4.2.94
	Rel-11
	pc_LAP_override
	

	91
	Support of Extended Access Barring Override
	24.368, 5.10, 31.102, 4.2.94
	Rel-11
	pc_EAB_override
	

	92
	Support of UE radio bearer test mode for CSG proximity testing
	36.509 5.3.2.3
	Rel-9
	pc_TestModeforCSGproximity
	

	93
	Upon reception of ‘Daylight saving time’ information the UE stores/updates the daylight saving time
	24.301, 8.2.13
	Rel-8
	pc_DaylightSavingTime
	

	94
	Support of Radio Link Failure Report for inter-RAT MRO
	36.306, clause 6.10.1
	Rel-11
	pc_RLF_ReportForInterRAT_MRO
	

	95
	Support of IPv4
	23.221, 5.1
	Rel-5
	pc_IPv4
	

	96
	Support of IPv6
	23.221, 5.1
	Rel-5
	pc_IPv6
	

	97
	Support of Automatic Mode EF_LRPLMSI PLMN Selection exception
	23.122, 4.4.3.1
	Rel-8
	pc_PLMN_EF_LRPLMNSI_Automatic_Mode_Exception
	

	98
	Support of Manual Mode PLMN Selection exception
	23.122, 4.4.3.1
	Rel-8
	pc_PLMN_Manual_Mode_Exception
	

	99
	Support of ZUC algorithm
	33.401,5.1.3.2
	Rel-11
	pc_ZUC
	

	100
	Supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring UMTS cell by reading the SI of the neighbouring cell using autonomous gaps and reporting
	36.306, 4.3.11.3
	Rel-9
	pc_SI_Neighbour_UMTS_Autonomous_Gaps
	

	101
	Support of reception of requestedFrequencyBands
	36.306, 4.3.5.6
	Rel-11
	pc_reqFreqBands 
	

	102
	Support of more than 128 CA Band Combinations
	36.331, 5.6.3.3, 6.4
	Rel-11
	pc_More_Than_128_CAbandComb
	

	103
	Supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring intra-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting
	36.306, 4.3.11.1
	Rel-9
	pc_SI_Neighbour_intraFreq_Autonomous_Gaps
	

	104
	Supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring inter-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting
	36.306, 4.3.11.2
	Rel-9
	pc_SI_Neighbour_interFreq_Autonomous_Gaps
	

	105
	Support of Type B Half-duplex FDD operation
	36.211, 6.2.5

36.306, 4.2.6
	Rel-12
	pc_FDD_TypeB_HalfDuplex
	Only applicable for UE supporting Category 0 and Category M1. When set transmission scheduling is performed in accordance to Half-Duplex operation Type B else in accordance to Full-Duplex operation. 

	106
	Void
	
	
	
	

	107
	Support of enhanced HARQ pattern for TTI bundling operation for FDD
	36.306 4.3.4.27
	Rel-12
	pc_eHARQ_Pattern_for_TTI_bundling
	

	108
	Support of tdd-FDD-CA-PCellDuplex-r12 with the first bit setting to “1”
	36.306, 4.3.4.28
	Rel-12
	pc_tdd_FDD_CA_TDD_PCell
	

	109
	Support of tdd-FDD-CA-PCellDuplex-r12 with the second bit setting to “1”
	36.306, 4.3.4.28
	Rel-12
	pc_tdd_FDD_CA_FDD_PCell
	

	110
	Support of ProSe direct communication
	36.306, 4.3.21.1
	Rel-12
	pc_commSupportedBands
	36.306, 4.3.21.1: If a UE supports sidelink communication on at least one band, the UE shall support sidelink communication transmission based on UE autonomous resource selection and eNB scheduled resource allocation.

	111
	Support of ProSe direct discovery
	36.306, 4.3.21.3
	Rel-12
	pc_discSupportedBands
	

	112
	Support of ProSe EPC level discovery
	24.334, 7.2
	Rel-12
	pc_Prose_EPC_Discovery
	

	113
	Support of ProSe discovery SLSS transmission and reception
	36.306, 4.3.21.6
	Rel-12
	pc_discSLSS
	

	114
	Support of uplink 64QAM
	36.306, 4.3.4.39
	Rel-12
	pc_UL_64QAM
	

	115
	Support of Power Saving Mode
	24.301, 5.3.11
	Rel-12
	pc_ePSM
	

	116
	Support of downlink 256QAM
	36.306, 4.1, 4.1A
	Rel-12
	pc_DL_256QAM
	Applicable for UEs of category 11-12 and UEs of DL category 11 and onwards. It is mandatory for UEs of DL category 13-14.

	117
	Support for GSMA PRD IR.51: "IMS Profile for Voice, Video and SMS over Wi-Fi"
	IEEE Std 802.11

GSMA PRD IR.51
	Rel-11
	pc_WLAN_voice
	The IR.51 is based on 3GPP Rel-11.

	118
	Support of CSI-RS based discovery signals measurement
	36.306 4.3.6.10
	Rel-12
	pc_CSI_RS_DS_Meas
	

	119
	Support of simultaneous transmission of EUTRA and sidelink communication (on different carriers) in all bands for which the UE indicated simultaneous sidelink and EUTRA support in a band combination (using commSupportedBandsPerBC)
	36.306, 4.3.21.2
	Rel-12
	pc_commSimultaneousTx
	

	120
	ProSe Discovery for Public Safety supported
	24.334, 4.1
	Rel-12
	pc_disc_public_safety
	If Support of ProSe direct discovery (entry 111) is indicated then if the present entry is set to FALSE this shall be understood as ProSe Discovery for non-Public Safety supported

	121
	Support of extended DRX
	24.301, 5.3.12
	Rel-13
	pc_edrx
	

	122
	Support of CE mode A
	36.306, 4.3.8.3
	Rel-13
	pc_CEmodeA
	Mandatory for CAT M1 UE

	123
	Support of CE mode B
	36.306, 4.3.8.4
	Rel-13
	pc_CEmodeB
	

	124
	Support of TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a TDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations
	36.306, 4.3.4.31
	Rel-12
	pc_eIMTA_TDD
	

	125
	Support of prioritization of the frequency bands in multiBandInfoList over the band in freqBandIndicator as defined by freqBandIndicatorPriority-r12
	36.306, 4.3.5.11
	Rel-12
	pc_freqBandPriorityAdjustment
	

	126
	Support of MBMS reception via SC-PTM on configured SCell
	36.306, 4.3.5.2
	Rel-13
	pc_scptm-SCell
	

	127
	Support of MBMS reception via SC-PTM on a cell that may be additionally configured as an SCell
	36.306, 4.3.5.2
	Rel-13
	pc_scptm-NonServingCell
	

	128
	Support of extended Long DRX cycle
	36.306, 4.3.19.4
	Rel-13
	pc_extendedLongDRX
	

	129
	Supports downlink LAA operation
	36.306, 4.3.23.1
	Rel-13
	pc_downlink_LAA
	

	130
	Supports measurement and reporting for RSSI and channel occupancy
	36.306, 4.3.6.19
	Rel-13
	pc_ rssiAndChannelOccupancyReporting
	

	131
	Support of QCI1 indication in Radio Link Failure Report
	36.306, 6.8.2
	Rel-13
	pc_qci1Indication_inRLF
	

	132
	Support of User plane CIoT
	24.301, 5.3.15
	Rel-13
	pc_User_Plane_CIoT_Optimisation
	

	133
	Support of EMM-REGISTERED without PDN
	24.301, 5.3.15
	Rel-13
	pc_AttachWithoutPDN
	

	134
	Support of EMM-REGISTERED with PDN
	24.301, 5.3.15
	Rel-13
	pc_AttachWithPDN
	

	135
	Support of UL multi-tone transmissions on NPUSCH in NB-IoT
	36.306, 4.3.4.55
	Rel-13
	pc_NB_MultiTone
	

	136
	Support of multi-carrier operation in NB-IoT
	36.306, 4.3.4.56
	Rel-13
	pc_NB_MultiCarrier
	

	137
	Support of multiple DRBs in NB-IoT
	36.306, 4.3.8.5
	Rel-13
	pc_NB_MultiDRB
	


