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________________________________________________________________________________________

Introduction

The present contribution introduces Default MCPTT media plane control messages to be added to the draft TS 36.579-1 v0.0.1.

[START OF CHANGES]
5.5.6.1
General

The media plane control protocols messages specified in the present document are based on those specified in TS 24.380 [10] which in term are based on the RTCP Application Packets (RTCP: APP), as defined in IETF RFC 3550 [3].
Depending on the TC scenario, the same MCPTT media plane control message can be sent by the SS or by the UE. Throughout the default content specified in below a particular value has been chosen to satisfy one or the other scenario. It is expected that when a message is used in a TC in a particular context then the relevant for the usage in the TC values will be defined in the TC.
The following conditions apply throughout subclause 5.5.6:
Table 5.5.6.1-1: Conditions

	Condition
	Explanation

	ON-NETWORK
	Message sent in on-network scenario.

	OFF-NETWORK
	Message sent in off-network scenario.


5.5.6.2
Floor Request

Table 5.5.6.2-1: Floor Request

	Derivation Path: 24.380 [10], Table 8.2.4-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	10000000 11111111 00000000 00000001
	The SSRC of the floor participant sending the message. Coded as specified in IETF RFC 3550 [3] and assigned by the Floor Control Server (SS)
The selected value is randomly chosen and can be used for one participant - globally unique within the RTP session.
	

	Floor priority
	Not present or Any allowed value
	If present, a value between ‘0’ and ‘255’ where '0' is the lowest priority
If the Floor Priority field is not included in the message the default priority (='0') is used as the Floor Priority value
The max floor priority that can be requested in a Floor Request message is negotiated between the MCPTT client and the controlling MCPTT function using the "mc_priority" fmtp parameter e.g. at call setup
	

	User ID
	Not present
	
	ON-NETWORK

	User ID
	
	
	OFF-NETWORK

	  User ID
	URI (assigned to the UE at service authorisation)
	If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Floor Indicator
	
	
	

	  Floor Indicator
	Any allowed value
	
	



5.5.6.3
Floor Granted

Table 5.5.6.3-1: Floor Granted

	Derivation Path: 24.380 [10], Table 8.2.5-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	10000000 11111111 00000001 00000000
	The SSRC of the floor control server.

The selected value is randomly chosen - any suitable random 32-bit number that is globally unique within the RTP session.
	

	name
	MCPT
	
	

	Duration
	
	
	

	  Duration
	00000000 10000000
	128 sec (an arbitrary value)
	

	SSRC of granted floor participant
	10000000 11111111 00000000 00000001
	The SSRC of the floor participant being granted the floor

The selected value is randomly chosen and can be used for one participant - globally unique within the RTP session.
	

	Floor priority
	Not present
	If the Floor Priority field is not included in the message the default priority (='0') is used as the Floor Priority value
	

	User ID
	Not present
	
	ON-NETWORK

	User ID
	
	
	OFF-NETWORK

	  User ID
	URI

[TBD]
	If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	Queue Size
	Not present
	
	ON-NETWORK

	Queue Size
	
	
	OFF-NETWORK

	  Queue Size
	[TBD]
	the numbers of queued MCPTT clients in the MCPTT call
	

	SSRC of queued floor participant
	Not present
	
	ON-NETWORK

	
	[TBD]
	
	OFF-NETWORK

	Queued User ID
	Not present
	
	ON-NETWORK

	Queued User ID
	
	
	OFF-NETWORK

	  Queued User ID
	[TBD]
	
	

	Queue Info
	Not present
	
	ON-NETWORK

	Queue Info
	
	
	OFF-NETWORK

	  Queue Position Info
	[TBD]
	
	

	  Queue Priority Level
	[TBD]
	
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Floor Indicator
	
	
	

	  Floor Indicator
	Any allowed value
	
	



5.5.6.4
Floor Deny

Table 5.5.6.4-1: Floor Deny

	Derivation Path: 24.380 [10], Table 8.2.6-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	10000000 11111111 00000001 00000000
	The SSRC of the floor control server.

The selected value is randomly chosen - any suitable random 32-bit number that is globally unique within the RTP session.
	

	name
	MCPT
	
	

	Reject Cause
	
	
	

	  Reject Cause
	'1'
	Cause #1 - Another MCPTT client has permission
	

	  Reject Phrase
	user and domain name [a suitable value TBD]
	a text string encoded the text string in the SDES item CNAME as specified in IETF RFC 3550 [3], subclause 6.5.1.
	

	User ID
	Not present
	
	ON-NETWORK

	User ID
	
	
	OFF-NETWORK

	  User ID
	URI [TBD]
	If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Floor Indicator
	
	
	

	  Floor Indicator
	Any allowed value
	
	



5.5.6.5
Floor Release

Table 5.5.6.5-1: Floor Release

	Derivation Path: 24.380 [10], Table 8.2.7-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	10000000 11111111 00000000 00000001
	The SSRC of the floor participant sending the message. Coded as specified in IETF RFC 3550 [3] and assigned by the Floor Control Server (SS)
The selected value is randomly chosen and can be used for one participant - globally unique within the RTP session.
	

	name
	MCPT
	
	

	User ID
	Not present
	
	ON-NETWORK

	User ID
	
	
	OFF-NETWORK

	  User ID
	URI (assigned to the UE at service authorisation)
	If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Floor Indicator
	
	
	

	  Floor Indicator
	Any allowed value
	
	



5.5.6.6
Floor Idle

Table 5.5.6.6-1: Floor Idle

	Derivation Path: 24.380 [10], Table 8.2.8-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC of floor control server
	10000000 11111111 00000001 00000000
	The SSRC of the floor control server.

The selected value is randomly chosen - any suitable random 32-bit number that is globally unique within the RTP session.
	

	name
	MCPT
	
	

	Message Sequence Number
	
	
	

	  Message Sequence Number
	The value sent in the previous Floor Idle message, if any, increased with 1
	Any value between '0' and '65535'

When the '65535' value is reached, the <Message Sequence Number> value starts from '0' again
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Floor Indicator
	
	
	

	  Floor Indicator
	Any allowed value
	
	



5.5.6.7
Floor Taken

Table 5.5.6.7-1: Floor Taken

	Derivation Path: 24.380 [10], Table 8.2.9-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC of floor control server
	10000000 11111111 00000001 00000000
	The SSRC of the floor control server.

The selected value is randomly chosen - any suitable random 32-bit number that is globally unique within the RTP session.
	

	name
	MCPT
	
	

	User ID
	Not present
	
	ON-NETWORK

	User ID
	Not present
	the MCPTT user ID of the floor participant sending the Floor Taken message
	OFF-NETWORK

	  User ID
	URI [TBD]
	If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	Granted Party's Identity
	
	
	

	  Granted Party's Identity
	URI (assigned to the UE at service authorisation)
	If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	Permission to Request the Floor
	
	
	

	  Permission to Request the Floor
	'1'
	The receiver is permitted to request floor
	

	Message Sequence Number
	
	
	

	  Message Sequence Number
	The value sent in the previous Floor Taken message, if any, increased with 1
	Any value between '0' and '65535'

When the '65535' value is reached, the <Message Sequence Number> value starts from '0' again
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Floor Indicator
	
	
	

	  Floor Indicator
	Any allowed value
	
	

	SSRC of granted floor participant
	10000000 11111111 00000000 00000001
	The SSRC of the granted floor participant.

The selected value is randomly chosen - any suitable random 32-bit number that is globally unique within the RTP session.
	



5.5.6.8
Floor Revoke

Table 5.5.6.8-1: Floor Revoke

	Derivation Path: 24.380 [10], Table 8.2.10.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC of floor control server
	10000000 11111111 00000001 00000000
	The SSRC of the floor control server.

The selected value is randomly chosen - any suitable random 32-bit number that is globally unique within the RTP session.
	

	name
	MCPT
	
	

	Reject Cause
	
	
	

	  Reject Cause
	'4'
	Cause#4 - Media Burst pre-empted
	

	  Reject Phrase
	user and domain name [a suitable value TBD]
	a text string encoded the text string in the SDES item CNAME as specified in IETF RFC 3550 [3], subclause 6.5.1.
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Floor Indicator
	
	
	

	  Floor Indicator
	Any allowed value
	
	



5.5.6.9
Floor Queue Position Request

Table 5.5.6.9-1: Floor Queue Position Request
	Derivation Path: 24.380 [10], Table 8.2.11-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	10000000 11111111 00000000 00000001
	The SSRC of the floor participant sending the message. Coded as specified in IETF RFC 3550 [3] and assigned by the Floor Control Server (SS)
The selected value is randomly chosen and can be used for one participant - globally unique within the RTP session.
	

	name
	MCPT
	
	

	User ID
	Not present
	
	ON-NETWORK

	User ID
	
	
	OFF-NETWORK

	  User ID
	URI [TBD]
	If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	



5.5.6.10
Floor Queue Position Info

Table 5.5.6.10-1: Floor Queue Position Info
	Derivation Path: 24.380 [10], Table 8.2.12-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	10000000 11111111 00000001 00000000
	The SSRC of the floor control server.

The selected value is randomly chosen - any suitable random 32-bit number that is globally unique within the RTP session.
	

	name
	MCPT
	
	

	User ID
	Not present
	
	ON-NETWORK

	User ID
	
	
	OFF-NETWORK

	  User ID
	URI

[TBD]
	the MCPTT ID of the floor participant sending the Floor Queue Position Info message

If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	SSRC of queued floor participant
	Note present
	
	ON-NETWORK

	
	10000000 11111111 00000000 00000001
	The SSRC field carries the SSRC of the queued floor participant
	OFF-NETWORK

	Queued User ID
	Not present
	
	ON-NETWORK

	Queued User ID
	
	
	OFF-NETWORK

	  Queued User ID
	URI (assigned to the UE at service authorisation)
	the MCPTT ID of the queued floor participant
If the length of the <User ID> value is not a multiple of 4 bytes User ID field shall be padded to a multiple of 4 bytes='0'
	

	Queue Info
	Not present
	
	ON-NETWORK

	Queue Info
	
	
	OFF-NETWORK

	  Queue Position Info
	[TBD]
	
	

	  Queue Priority Level
	[TBD]
	
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Floor Indicator
	
	
	

	  Floor Indicator
	Any allowed value
	
	



5.5.6.11
Floor Ack

Table 5.5.6.11-1: Floor Ack

	Derivation Path: 24.380 [10], Table 8.2.13-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC of floor participant or the floor control server
	10000000 11111111 00000001 00000000
	The SSRC of the floor control server.

The selected value is randomly chosen - any suitable random 32-bit number that is globally unique within the RTP session.
	

	name
	MCPT
	
	

	Source
	
	
	

	  Source
	'2'
	the controlling MCPTT function is the source
	

	Message Type
	
	
	

	  Message Type
	'10100'
	Floor Ack message for Floor Release message which requested acknowledgment
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	



