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1. Introduction

At RAN5#74 section 2.5 in R5-171543 has highlighted the issue that current LTE ESM test cases are using multiple radio bearers for testing but NB-IoT devices only supports max 2 DRBs and even that is optional.
" Proposal 5.2: If a dedicated bearer is used in UP, this should be included in an optional path as it is not mandatory to support the 2nd DRB.  This shall be used only when a TP cannot be reached by using a default bearer."
There is a contribution[1] to CT1 to make dedicated bearer establishment not supported from Rel-14 for NB-IoT UEs.
2. Discussion
Proposed UE profiles to be tested for ESM functionalities:

Proposed ESM test case need to cover the below PICS profiles as per Table 2.1. Not all test cases will apply to all UEs:
	UE Profile
	EMM-REGISTERED with PDN support
(pc_AttachWithPDN)
	multipleDRB-r13 support 
(pc_NB_MultiDRB)
	User plane CIoT support
(pc_User_Plane_CIoT_Optimisation)
	Header compression for control plane CIoT support (pc_HCCPCIoT)
	IP support (pc_IP_PDN)

	1
	Yes
	No
	No
	Yes
	Yes

	2
	Yes
	No
	Yes
	Yes
	Yes

	3
	Yes
	No
	Yes
	No
	Yes

	4
	Yes
	Yes
	Yes
	No
	Yes

	5
	Yes
	Yes
	Yes
	Yes
	Yes


Proposed test case list for 36.523-1 indicating title modification:

	Clause
	Release
	Title
	Test Purpose / Scope

	22.6
	Rel-13
	ESM-CIoT
	

	22.6.2
	
	NB-IoT / UE requested bearer resource modification accepted by the network / Existing EPS bearer context
	Applicable to  profiles 1, 2 and 4

	22.6.3
	
	NB-IoT / UE requested bearer resource allocation error handling (Allocation not accepted by the network /  Expiry of timer T3480 / BEARER RESOURCE ALLOCATION REJECT message including cause #43 "unknown EPS bearer context"
	4 and 5

	22.6.4
	
	 NB-IoT / UE requested bearer resource modification error handling (Resource modification not accepted by the network /  / Expiry of timer T3481
	Applicable to  profiles 1, 2 and 4


3. Proposal
1. Add test cases 22.6.2 [2] and 22.6.4 [4] to the test spec without reference to dedicated bearers and omit test case 22.6.3 [3].
2. If [1] is agreed and approved remove reference to dedicated bearers from 36.523-1 and 36.508.
3. If [1] is not agreed/approved add test cases for dedicated bearers including test case 22.6.3 [3].
4.
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