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< Start of Modified Section>
11.5
EUTRA MFBI

The following EUTRA MFBI test cases shall be executed using the combinations specified in Table 11.5-1 for px_OverlappingNotSupportedFrequencyBand_MFBI and px_MFBI_FrequencyBand:
6.1.2.19, 6.1.2.20, 6.1.2.21, 6.1.2.22, 6.2.3.34, 6.2.3.35
Table 11.5-1: Operating and MFBI EUTRA bands combinations

	px_OverlappingNotSupportedFrequencyBand_MFBI
	px_MFBI_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10, 66

	5
	18, 19, 26

	9
	3

	10
	4, 66

	12
	17

	17
	12

	18
	5, 26, 27

	19
	5, 26

	25
	2

	26
	5, 18, 19, 27

	27
	18, 26

	33
	39

	38
	41

	39
	33

	41
	38

	66
	4, 10

	Note: The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


Test case 6.1.2.20 is not applicable to be run when executed in the band combination 5 & 18.

For test case 6.2.3.34 additionally the UTRA band combinations specified in Table 11.5-2 for px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI and px_MFBI_UTRAN_FrequencyBand shall also be applicable

Table 11.5-2: Operating and MFBI UTRA bands combinations

	px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI
	px_MFBI_UTRAN_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10

	5
	18, 19, 26

	9
	3

	10
	4

	18
	5, 26

	19
	5, 26

	25
	2

	26
	5, 18, 19

	Note: The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


The MFBI test case 6.1.2.23 shall be executed using the combinations specified in Table 11.5-3 for px_ePrimaryFrequencyBand, px_MFBI_FrequencyBand and px_OverlappingNotSupportedFrequencyBandMFBI

Table 11.5-3: Operating and MFBI EUTRA bands combinations

	px_ePrimaryFrequencyBand
	px_MFBI_FrequencyBand
	px_OverlappingNotSupportedFrequencyBandMFBI

	39
	38
	41


< End of Modified Section>
