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<< Unchanged sections omitted >>
4.6.1
Contents of RRC messages

–
SidelinkUEInformation

Table 4.6.1-21A: SidelinkUEInformation
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SidelinkUEInformation-r12 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      sidelinkUEInformation-r12 SEQUENCE {
	
	
	

	        commRxInterestedFreq-r12
	set according to specific message content.
	INTEGER (0..maxEARFCN2)
	

	        commTxResourceReq-r12 SEQUENCE {
	
	
	

	          carrierFreq-r12
	set according to specific message content.
	INTEGER (0..maxEARFCN2)
	

	          destinationInfoList-r12 SEQUENCE (SIZE (1.. maxSL-Dest-r12) OF SEQUENCE {
	The number of entries is set according to specific message content.
	
	

	            SL-DestinationIdentity-r12
	set according to specific message content
	BIT STRING (SIZE (24))
	

	          }
	
	
	

	        }
	
	
	

	        discRxInterest-r12
	set according to specific message content.
	ENUMERATED {true}
	

	        discTxResourceReq-r12
	set according to specific message content.
	INTEGER (1..63)
	

	        lateNonCriticalExtension
	Not Present
	
	

	        nonCriticalExtension SEQUENCE {}
	Not Present
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	
	

	
	

	
	


–
SidelinkUEInformation (V2X)
Table 4.6.1-21B: SidelinkUEInformation (V2X)
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SidelinkUEInformation-r12 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      sidelinkUEInformation-r12 SEQUENCE {
	
	
	

	        commRxInterestedFreq-r12
	Not Present
	
	

	        commTxResourceReq-r12
	Not Present
	
	

	        discRxInterest-r12
	Not Present
	
	

	        discTxResourceReq-r12
	Not Present
	
	

	        lateNonCriticalExtension
	Not Present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            v2x-CommRxInterestedFreqList-r14 SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF INTEGER (1..maxFreq)
	set according to specific message content
	INTEGER (0..maxFreq)
	

	            v2x-CommTxResourceReq-r14 SEQUENCE {
	
	
	

	              v2x-CommTxFreqList-r14 SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF { INTEGER (1..maxFreq) }
	set according to specific message content
	INTEGER (0..maxFreq)
	

	              v2x-TypeTxSyncList-r14 SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF SEQUENCE {
	
	
	

	                SL-TypeTxSync-r14
	set according to specific message content
	ENUMERATED {gnss, enb, ue}
	

	              }
	
	
	

	              v2x-DestinationInfoList-r14 SEQUENCE (SIZE (1..maxSL-Dest-r12)) OF SEQUENCE {
	The number of entries is set according to specific message content.
	
	

	                SL-DestinationIdentity-r12
	set according to specific message content
	BIT STRING (SIZE (24))
	

	              }
	
	
	

	            }
	
	
	

	            nonCriticalExtension
	Not Present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UEAssistanceInformation
Table 4.6.1-26: UEAssistanceInformation
	Derivation Path: 36.331, Clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UEAssistanceInformation-r11 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      UEAssistanceInformation-r11-IEs SEQUENCE { 
	
	
	

	        powerPreferenceIndication-r11
	lowPowerConsumption
	
	Low_Power

	        powerPreferenceIndication-r11
	normal
	
	Normal

	        laterNonCriticalExtension
	Not Present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	V2X

	          sps-AssistanceInformation-r14 SEQUENCE {
	
	
	SL_SPS

	            trafficPatternInfoListSL-r14  SEQUENCE (SIZE (1..maxTrafficPattern-r14)) OF SEQUENCE{
	
	
	

	              trafficPeriodicity-r14
	sf20
	
	

	              timingOffset-r14
	0
	
	

	              priorityInfoSL-r14
	2
	
	

	              logicalChannelIdentityUL-r14
	3
	
	

	              messageSize-r14
	010000
	
	

	            }
	
	
	

	            trafficPatternInfoListUL-r14
	Not Present
	
	

	          }
	
	
	

	          nonCriticalExtension
	
	
	

	        }
	
	
	

	      }  
	
	
	

	    } 
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	Low_Power
	The UE indicates that it prefers a configuration primarily optimised for power saving

	Normal
	The UE indicates that it does not prefer a configuration primarily optimised for power saving

	V2X
	V2X Sidelink Communication

	SL_SPS
	Sidelink SPS configuration


<< Unchanged sections omitted >>
4.6.3
Radio resource control information elements

–
RadioResourceConfigDedicated-DC

Table 4.6.3-19AAAA: RadioResourceConfigDedicated-DC-AddMod-Split-DRB

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DC-AddMod-Split-DRB::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	

	    drb-ToAddMod[1]
	DRB-ToAddMod-DEFAULT (1) using condition AM
	See subclause 4.8.2
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated- DEFAULT using condition RBC-HO
	See subclause 4.8.2
	

	}
	
	
	


–
RadioResourceConfigDedicated-V2X
Table 4.6.3-19AAAAA: RadioResourceConfigDedicated-V2X-SPS
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-V2X-SPS::= SEQUENCE {
	
	
	

	  sps-Config-v14x0 SEQUENCE {
	
	
	

	    ul-V-SPS-RNTI-r14
	Not Present
	
	

	    sl-V-SPS-RNTI-r14
	sl-V-RNTI used in the source PCell
	
	

	    sps-ConfigUL-ToAddModList-r14
	Not Present
	
	

	    sps-ConfigUL-ToReleaseList-r14
	Not Present
	
	

	    sps-ConfigSL-ToAddModList-r14 SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SEQUENCE {
	
	
	SL_ADD

	      sps-ConfigIndex-r14
	1
	INTEGER (1..maxConfigSPS-r14)
	

	      semiPersistSchedIntervalSL-r14
	sf20
	ENUMERATED { sf20 }
	

	    }
	
	
	

	    sps-ConfigSL-ToReleaseList-r14 SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SEQUENCE {
	
	
	SL_RELEASE

	      SPS-ConfigIndex-r14
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SL_ADD
	Add SPS configuration for V2X communication over Sidelink

	SL_RELEASE
	Release SPS configuration for V2X communication over Sidelink


-
OtherConfig-r9

Table 4.6.3-29: OtherConfig-r9 

	Derivation Path: 36.331 clause 6.3.6

	Information Element
	Value/remark
	Comment
	Condition

	OtherConfig-r9 ::= SEQUENCE {
	
	
	

	   reportProximityConfig-r9 ::= SEQUENCE {
	
	
	

	     proximityIndicationEUTRA-r9     
	Not Present
	
	

	     proximityIndicationUTRA-r9     
	Not Present
	
	

	   }
	
	
	

	   IDC-Config-r11 SEQUENCE {
	
	
	

	     idc-Indication-r11
	Not Present
	
	

	     autonomouseDenialParameters-r11 ::= SEQUENCE {
	
	
	

	       autonomousDenialSubframes-r11  
	Not Present
	
	

	       autonomousDenialValidity-r11  
	Not Present
	
	

	     }
	
	
	

	   }
	
	
	

	   PowerPrefIndicationConfig-r11 CHOICE {
	
	
	

	     Release
	NULL
	
	Release

	     setup SEQUENCE { 
	
	
	Setup

	       powerPrefIndicationTimer-r11    
	s30
	
	

	     }
	
	
	

	   }
	
	
	

	   ObtainLocationConfig-r11 ::= SEQUENCE {
	
	
	

	     obtainLocation-r11
	Not present
	
	

	   }
	
	
	

	  sps-AssistanceInfoReport-r14

	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	Setup
	The UE is allowed to send power preference indications.

	Release
	The UE is not allowed to send power preference indications


<< Unchanged sections omitted >>
4.6.6
Measurement information elements

-
ReportConfigEUTRA-PERIODICAL-CSI-RS

Table 4.6.6-12: ReportConfigEUTRA-PERIODICAL-CSI-RS
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportStrongestCells
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	infinity
	
	

	  si-RequestForHO-r9
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodical-r9
	Not Present
	
	

	  includeLocationInfo-r10
	Not Present
	
	

	  reportAddNeighMeas-r10
	Not Present
	
	

	  alternativeTimeToTrigger-r12
	Not Present
	
	

	  useT312-r12
	Not Present
	
	

	  usePSCell-r12
	Not Present
	
	

	  aN-Threshold1-v1250
	Not Present
	
	

	  a5-Threshold2-v1250
	Not Present
	
	

	  reportStrongestCSI-RSs-r12
	true
	
	

	  reportCRS-Meas-r12
	false
	
	

	  triggerQuantityCSI-RS-r12
	false
	
	

	}
	
	
	


-
ReportConfigEUTRA-V1
Table 4.6.6-13: ReportConfigEUTRA-V1
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-V1 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventV1-r14 SEQUENCE {
	
	
	

	          v1-Threshold-r14

	50
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


-
ReportConfigEUTRA-V2
Table 4.6.6-14: ReportConfigEUTRA-V2
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-V2 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventV2-r14 SEQUENCE {
	
	
	

	          v2-Threshold-r14

	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Unchanged sections omitted >>
6.8.2
Reference configuration for V2X Sidelink Communication

ROHC compression is not applied in the signalling test cases simulating in coverage and out-of-coverage scenarios.

Ciphering is not configured on SLRB.

6.8.2.1
V2X Sidelink Communication Preconfiguration for out-of-network coverage operation
The IE SL-V2X-Preconfiguration contains the resource pool information for V2X sidelink communication.


Table 6.8.2.1-1: SL-V2X-Preconfiguration
	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-Preconfiguration-r14 ::= SEQUENCE {
	
	
	

	  v2x-PreconfigFreqList-r14 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	    v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	SL-PreconfigGeneral-r12
	

	      rohc-Profiles-r12 SEQUENCE {
	
	-- PDCP configuration
	

	        profile0x0001-r12
	false
	
	

	        profile0x0002-r12
	false
	
	

	        profile0x0004-r12
	false
	
	

	        profile0x0006-r12
	false
	
	

	        profile0x0101-r12
	false
	
	

	        profile0x0102-r12
	false
	
	

	        profile0x0104-r12
	false
	
	

	      }
	
	
	

	      carrierFreq-r12
	f1 as per table 6.2.3.5-1
	ARFCN-ValueEUTRA-r9
	

	      maxTxPower-r12
	1
	
	

	      additionalSpectrumEmission-r12
	0
	
	

	      sl-bandwidth-r12
	see table 6.2.3.5-1 using the same bandwidth as cell1
	
	

	      tdd-ConfigSL-r12 SEQUENCE {
	
	TDD-ConfigSL-r12
	

	        subframeAssignment
	sa1
	
	

	      }
	
	
	

	      reserved-r12
	‘0000000000000000000’B
	
	

	    }
	
	
	

	    v2x-CommPreconfigSync-r14 SEQUENCE {
	
	SL-PreconfigSync-r12
	

	
	
	
	

	
	
	
	

	
	
	
	

	      syncOffsetIndicators-r14 SEQUENCE {
	
	
	

	        syncOffsetIndicator1-r14
	0
	
	

	        syncOffsetIndicator2-r14
	1
	
	

	        syncOffsetIndicator3-r14
	2
	
	

	      }
	
	
	

	      syncTxParameters-r14
	23
	P0-SL-r12
	

	      syncTxThreshOoC-r14
	0
	-110dBm/15kHz
	

	      filterCoefficient-r14
	fc0
	
	

	      syncRefMinHyst-r14
	dB0
	
	

	      syncRefDiffHyst-r14
	dB0
	
	

	    }
	
	
	

	    v2x-CommRxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	1 entry
	
	

	      SL-V2X-PreconfigCommPool-r14[1]
	SL-CommResourcePoolV2X-r14-DEFAULT using condition BITMAP_5
	
	

	
	
	
	

	
	


	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    }
	
	
	

	    v2x-CommTxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	
	
	

	      SL-V2X-PreconfigCommPool-r14[1]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_5 and COND_TX
	
	

	
	
	
	

	
	


	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    }
	
	
	

	    p2x-CommTxPoolList-r14
	Not present
	
	

	    v2x-ResourceSelectionConfig
	SL-CommTxPoolSensingConfig-r14-DEFAULT
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	







	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    zoneConfig-r14 SEQUENCE {
	Not present
	
	

	    syncPriority-r14

	gnss
	
	

	    thresSL-TxPrioritization-r14
	2
	
	

	    offsetDFN-r14
	0
	
	

	  }
	
	
	

	  anchorCarrierFreqList-r14 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	    ARFCN-ValueEUTRA-r9
	Sidelink EARFCN under test
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	BW10
	10 MHz channel bandwidth cell environment

	BW20
	20 MHz channel bandwidth cell environment


<< End of changes >>
