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	Reason for change:
	There is a confuion in a note in RAN4 36.101 for band combination 28-40.
“NOTE 15: These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel’s transmission bandwidth of an aggressor (higher) band. ”

The development of test points were not clear and were not correct in last RAN5 meeting. 
RAN4 has a LS R4-158327 explained the situation and reason that ceratin band combination were not need to be tested.
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2DL: CA_28A-40A (Fallback mode of CA_28A-40C)

3DL:  CA_28A-40C
Remove some test points for 28A-40A and 28A-40C to reflect latest RAN4 understanding.

The test point analysis is stll absent and would be supplemented later.
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	Other comments:
	


Table 7.3A.3.4.1-27a: Test frequencies and Test CC combinations for CA_28A-40A

	CBW
	Band 40

	
	20MHz

	
	Low range
	Mid range
	High range

	Band 28 as PCC
	20MHz
	Mid range
	-
	X
	-

	Band 28 as SCC
	20MHz
	Low range
	-
	-
	X

	
	
	Mid range
	-
	-
	-

	
	
	High range
	X
	-
	-

	Note 1:
B20+B40 and B28+B40 can have high MSD levels due to harmonic mixing problem in the receiver when the UL in B40 is active and these scenarios need not be tested according to RAN4 agreement.


<< Unchanged sections omitted >>
Table 7.3A.5.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns. For mapping within Band refer to “CC” columns

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCCs NRB ” columns

	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for CA Configurations

	ID
	PCC
	SCC1
	SCC2

	
	Band
	Range
	NRB
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	ULalloc (Note 2,3,4)
	DLalloc
	UL MOD
	DL MOD
	ULalloc
	DLalloc
	UL MOD
	DL MOD
	ULalloc
	DLalloc

	Default Test Settings for a CA_XD Configuration (Intra-band contiguous)

	1
	X
	Low/CC1
	REFSENS
	All RBs
	X
	Low/CC2
	N/A
	All RBs
	X
	Low/CC3
	N/A
	All RBs

	
	QPSK
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg

	2
	X
	Low/CC1
	REFSENS
	All RBs
	X
	Low/CC2
	N/A
	All RBs
	X
	Low/CC3
	N/A
	All RBs

	
	QPSK
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg

	3
	X
	High/CC1
	REFSENS
	All RBs
	X
	High/CC2
	N/A
	All RBs
	X
	High/CC3
	N/A
	All RBs

	
	QPSK
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg

	4
	X
	High/CC1
	REFSENS
	All RBs
	X
	High/CC2
	N/A
	All RBs
	X
	High/CC3
	N/A
	All RBs

	
	QPSK
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg

	Default Test Settings for a CA_XA-YA-ZA Configuration (Inter-band)

	1
	X
	Mid
	REFSENS
	All RBs
	Y
	Mid
	N/A
	All RBs
	Z
	Mid
	N/A
	All RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	2
	Y
	Mid
	REFSENS
	All RBs
	Z
	Mid
	N/A
	All RBs
	X
	Mid
	N/A
	All RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	3
	Z
	Mid
	REFSENS
	All RBs
	Y
	Mid
	N/A
	All RBs
	X
	Mid
	N/A
	All RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	<Unchanged Lines Omitted>

	Test Settings for CA_28A-40C configuration

	1
	28
	Mid
	25@75
	All RBs
	40
	Mid/CC1
	N/A
	All RBs
	40
	Mid/CC2
	N/A
	All RBs

	
	QPSK
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100

	2
	40
	Low/CC1
	100@0
	All RBs
	40
	Low/CC2
	N/A
	All RBs
	28
	High
	N/A
	All RBs

	
	QPSK
	QPSK
	
	50
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100

	3
	40
	Low/CC1
	100@0
	All RBs
	40
	Low/CC2
	N/A
	All RBs
	28
	High
	N/A
	All RBs

	
	QPSK
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100
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