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<< Unchanged sections omitted >>
7.3.64
HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Normal Coverage
<< Unchanged sections omitted >>
7.3.64.5
Test requirement

Table 7.3.64.5.1-1: nCell 1 specific test parameters for HD-FDD in-sync radio link monitoring test without DRX for UE category NB1 in normal coverage

	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3

	BWchannel
	kHz
	200

	PRB location within eCell
	-
	30

	NPDCCH parameters defined in A.10.1
	
	R.27 HD-FDD 

	NPDSCH_RA
	
	-3

	NPDSCH_RB
	
	-3

	NPDCCH_RA
	dB
	-3

	NPDCCH_RB
	dB
	-3

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NOCNG_RANote1
	dB
	

	NOCNG_RBNote1 
	dB
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	dBm/15 kHz
	Specified in Table 7.3.64.5.1-2

	SNR Note 5, Note 6
	dB
	-2.5
	Note 7
	-14.7
	Note 8
	-2.5

	Propagation condition
	
	AWGN

	Correlation Matrix and Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the resources in ncell1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains NPDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2, and SNR3 respectively in figure A.7.3.64.1-1.

Note 7:
The Test system shall gradually reduce its transmit power till SNR2 can be ensured at the end of the first dT

Note 8:
The Test system shall gradually increase its transmit power till SNR1 can be ensured  at the end of the second dT


<< Unchanged sections omitted >>
7.3.65
HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Enhanced Coverage

<< Unchanged sections omitted >>
7.3.65.5
Test requirement

Table 7.3.65.5.1-1: nCell 1 specific test parameters for HD-FDD in-sync radio link monitoring test without DRX for UE category NB1 in enhanced coverage

	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3

	BWchannel
	kHz
	200

	PRB location within eCell
	-
	30

	NPDCCH parameters defined in A.10.1
	
	R.27 HD-FDD 

	NPDSCH_RA
	
	-3

	NPDSCH_RB
	
	-3

	NPDCCH_RA
	dB
	-3

	NPDCCH_RB
	dB
	-3

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NOCNG_RANote1
	dB
	

	NOCNG_RBNote1 
	dB
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	dBm/15 kHz
	Specified in Table 7.3.65.5.1-2

	SNR Note 5, Note 6
	dB
	-5.7
	Note 7
	-18.0
	Note 8
	-5.7

	Propagation condition
	
	AWGN

	Correlation Matrix and Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the resources in ncell1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains NPDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2, and SNR3 respectively in figure A.7.3.65.1-1.

Note 7:
The Test system shall gradually reduce its transmit power till SNR2 can be ensured at the end of the first dT.

Note 8:
The Test system shall gradually increase its transmit power till SNR1 can be ensured at the end of the second dT.
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