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A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	

	3
	UTRA FDD
	25.101
	R99
	

	4
	UTRA TDD
	25.102
	R99
	

	5
	GSM
	45.005
	R99
	

	6
	cdma2000 HRPD
	C.S0024-A
	Rel-8
	

	7
	cdma2000 1xRTT
	C.S0002-A
	Rel-8
	

	8
	NB-IoT
	36.101
	Rel-13
	


A.4.2
UE Service Capabilities

Table A.4.2-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	LTE MBMS
	36.101
	Rel-9
	

	2
	LTE CA
	36.101
	Rel-10
	

	3
	UL-MIMO
	36.306, 4.3.4.6
	Rel-10
	

	4
	Void
	
	
	

	5
	Enhanced Dual Layer TDD
	36.306, 4.3.4.5
	Rel-9
	

	6
	EPDCCH
	36.306, 4.3.4.18
	Rel-11
	

	7
	FDD - TDD CA
	36.306, 4.3.4.28
	Rel-12
	

	8
	Support of DC
	36.306, 4.3.5.9
	Rel-12
	The UE supports of synchronous dual connectivity and power control mode 1


A.4.3
Baseline Implementation Capabilities

Table A.4.3-1: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Comments

	1
	EPS Mobility Management 
	24.301, 5
	Rel-8
	For NB-IoT the release is from Rel-13

	2
	EPS Session Management 
	24.301, 6
	Rel-8
	For NB-IoT the release is from Rel-13

	3
	GPRS Mobility Management
	23.060
	R99
	For NB-IoT the release is from Rel-13

	4
	Radio Resource Control
	36.331
	Rel-8
	For NB-IoT the release is from Rel-13

	5
	Packet Data Convergence Protocol
	36.323
	Rel-8
	For NB-IoT the release is from Rel-13

	6
	Radio Link Control
	36.322
	Rel-8
	For NB-IoT the release is from Rel-13

	7
	Medium Access Control
	36.321
	Rel-8
	For NB-IoT the release is from Rel-13

	8
	Physical Layer
	36.201 36.302
	Rel-8
	For NB-IoT the release is from Rel-13


Table A.4.3-2: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Comments

	1
	UE test loop
	36.509
	Rel-8
	For NB-IoT the release is from Rel-13

	2
	Max UE test loop UL RLC SDU size 65535 bits
	36.509
	Rel-8
	


Table A.4.3-3: RF Baseline Implementation Capabilities

	Item
	RF Baseline Implementation Capabilities
	Ref.
	Release
	Comments

	1
	Frequency band: 1920-1980, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 1 

	2
	Frequency band: 1850-1910, 1930-1990 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 2

	3
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 3

	4
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.5
	Rel-8
	FDD Band 4

	5
	Frequency band: 824-849, 869-894 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 5

	6
	Frequency band: 830-840, 875-885 MHz
	36.101, 5.5
	Rel-8
	FDD Band 6

	7
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	Rel-8
	FDD Band 7

	8
	Frequency band: 880-915, 925-960 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 8

	9
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	36.101, 5.5
	Rel-8
	FDD Band 9

	10
	Frequency band: 1710-1770, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	FDD Band 10

	11
	Frequency band: 1427.9-1447.9, 1475.9-1495.9 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 11

	12
	Frequency band: 699-716, 729-746 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 12

	13
	Frequency band: 777-787, 746-756 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 13

	14
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	Rel-8
	FDD Band 14

	15
	Reserved
	36.101, 5.5
	Rel-8
	FDD Band 15

	16
	Reserved
	36.101, 5.5
	Rel-8
	FDD Band 16

	17
	Frequency band: 704-716, 734-746 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 17

	18
	Frequency band: 815-830, 860-875 MHz
	36.101, 5.5
	Rel-9
	FDD and HD-FDD Band 18

	19
	Frequency band: 830-845, 875-890 MHz
	36.101, 5.5
	Rel-9
	FDD and HD-FDD Band 19

	20
	Frequency band: 832-862, 791-821MHz
	36.101, 5.5
	Rel-9
	FDD and HD-FDD Band 20

	21
	Frequency band: 1447.9-1462.9, 1495.9-1510.9 MHz
	36.101, 5.5
	Rel-9
	FDD Band 21

	22
	Frequency band: 3410-3490, 3510-3590 MHz
	36.101, 5.5
	Rel-10
	FDD Band 22

	23
	Frequency band: 2000-2020, 2180-2200 MHz
	36.101, 5.5
	Rel-10
	FDD Band 23

	24
	Frequency band: 1626.5-1660.5, 1525-1559 MHz
	36.101, 5.5
	Rel-10
	FDD Band 24

	25
	Frequency band: 1850-1915, 1930-1995 MHz
	36.101, 5.5
	Rel-10
	FDD and HD-FDD Band 25

	26
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	Rel-11
	FDD and HD-FDD Band 26

	27
	Frequency band: 807-824, 852-869 MHz
	36.101, 5.5
	Rel-11
	FDD Band 27

	28
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	Rel-11
	FDD and HD-FDD Band 28

	29
	Frequency band: N/A, 717-728 MHz
	36.101, 5. 5
	Rel-11
	FDD Band 29

	30
	Frequency band: 2305-2315, 2350-2360 MHz
	36.101, 5.5
	Rel-12
	FDD Band 30

	31
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	Rel-12
	FDD and HD-FDD Band 31

	32
	Frequency band: N/A, 1452-1496 MHz
	36.101, 5.5
	Rel-12
	FDD Band 32

	33
	Frequency band: 1900-1920, 1900-1920 MHz
	36.101, 5.5
	Rel-8
	TDD Band 33

	34
	Frequency band: 2010-2025, 2010-2025 MHz
	36.101, 5.5
	Rel-8
	TDD Band 34

	35
	Frequency band: 1850-1910, 1850-1910 MHz
	36.101, 5.5
	Rel-8
	TDD Band 35

	36
	Frequency band: 1930-1990, 1930-1990 MHz
	36.101, 5.5
	Rel-8
	TDD Band 36

	37
	Frequency band: 1910-1930, 1910-1930 MHz
	36.101, 5.5
	Rel-8
	TDD Band 37

	38
	Frequency band: 2570-2620, 2570-2620 MHz
	36.101, 5.5
	Rel-8
	TDD Band 38

	39
	Frequency band: 1880-1920, 1880-1920 MHz
	36.101, 5.5
	Rel-8
	TDD Band 39

	40
	Frequency band: 2300-2400, 2300-2400 MHz
	36.101, 5.5
	Rel-8
	TDD Band 40

	41
	Frequency band: 2496-2690, 2496-2690 MHz 
	36.101, 5.5
	Rel-10
	TDD Band 41

	42
	Frequency band: 3400-3600, 3400-3600 MHz
	36.101, 5.5
	Rel-10
	TDD Band 42

	43
	Frequency band: 3600-3800, 3600-3800 MHz
	36.101, 5.5
	Rel-10
	TDD Band 43

	44
	Frequency band: 703-803, 703-803 MHz
	36.101, 5.5
	Rel-11
	TDD Band 44

	45
	Frequency band: 1447-1467, 1447-1467 MHz
	36.101, 5.5
	Rel-13
	TDD Band 45

	46
	Frequency band: 5150-5925, 5250-5925 MHz
	36.101, 5.5
	Rel-13
	TDD Band 46

	47
	Frequency band: 5855-5925, 5855-5925 MHz
	36.101, 5.5
	Rel-14
	TDD Band 47

	...
	
	
	
	

	48
	Frequency band: 3550-3700, 3550-3700 MHz
	36.101, 5.5
	Rel-14
	TDD Band 48

	65
	Frequency band: 1920-2010, 2110-2200 MHz
	36.101, 5.5
	Rel-13
	FDD Band 65

	66
	Frequency band: 1710-1780, 2110-2200 MHz
	36.101, 5.5
	Rel-13
	FDD and HD-FDD Band 66

	...
	
	
	
	

	70
	Frequency band: 1695-1710, 1995-2020 MHz
	36.101, 5.5
	Rel-14
	FDD and HD-FDD Band 70

	Note:
The values indicated in column "Release" are to be understood as the specifications release version in which a band was introduced and not as a mandate that a UE conforming to particular release shall support a particular band. For further guidance to release independent bands see TS 36.307 [16]


Table A.4.3-3a: RF Additional Baseline Implementation Capabilities

	Item
	RF Additional Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Support of 1.4 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 1.4 MHz Bandwidth:

2, 3, 4, 5, 8, 12, 23, 25, 26, 27, 31, 35, 36, 66

	2
	Support of 3 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 3 MHz Bandwidth:

2, 3, 4, 5, 8, 12, 23, 25, 26, 27, 28, 31, 35, 36, 44, 66

	3
	Support of 5 MHz channel bandwidth
	36.101, 5.6.1
	All operating bands support 5 MHz Bandwidth except band 46 and Band 47

	4
	Support of 10 MHz channel bandwidth
	36.101, 5.6.1
	All operating bands support 10 MHz Bandwidth except band 31 and 46

	5
	Support of 15 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 15 MHz Bandwidth:

1, 2, 3, 4, 7, 9, 10, 18, 19, 20, 21, 22, 23, 25, 26, 28, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45, 48, 65, 66, 70

	6
	Support of 20 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 20MHz Bandwidth:

1, 2, 3, 4, 7, 9, 10, 20, 22, 23, 25, 28, 33, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45, 46, 47, 48, 65, 66, 701

	7
	Support of 20 MHz for both PCell and SCell
	36.101, 5.6.1
	

	8
	Support of 20 MHz for PCell and 10 MHz for SCell
	36.101, 5.6.1
	

	Note 1:
1 For the 20 MHz channel bandwidth, the additional baseline implementation capabilities are restricted to E‑UTRA operation when carrier aggregation is configured.


Table A.4.3-3b: Additional UE Power Class implementation Capabilities

	Item
	RF baseline UE Baseline implementation capability
	Ref.
	Comments

	1
	UE Power Class 1
	36.101, 6.2.2
	Applicable to Band 14

	2
	UE Power Class 3
	36.101, 6.2.2
	All applicable E-UTRA and NB-IoT bands

	3
	UE Power Class 5
	36.101, 6.2.2E

36.306,

4.3.5.20
	All applicable E-UTRA and NB-IoT bands

20dBm

	4
	UE Power Class 2
	36.101, 6.2.2
	Applicable to Band 41 and Band 47


Table A.4.3-4: UE Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category 1
	36.306, 4.1
	Rel-8
	

	2
	Category 2
	36.306, 4.1
	Rel-8
	

	3
	Category 3
	36.306, 4.1
	Rel-8
	

	4
	Category 4
	36.306, 4.1
	Rel-8
	

	5
	Category 5
	36.306, 4.1
	Rel-8
	Support for 64QAM in UL

	6
	Category 6
	36.306, 4.1
	Rel-10
	

	7
	Category 7
	36.306, 4.1
	Rel-10
	

	8
	Category 8
	36.306, 4.1
	Rel-10
	Support for 64QAM in UL

	9
	Category 9
	36.306, 4.1
	Rel-11
	

	10
	Category 10
	36.306, 4.1
	Rel-11
	

	11
	Category 11
	36.306, 4.1
	Rel-11
	

	12
	Category 12
	36.306, 4.1
	Rel-11
	


Table A.4.3-4c: UE Category NB
	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category NB1
	36.306, 4.1C
	Rel-13
	


Table A.4.3-4a0: UE Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category NB1
	36.306, 4.1C
	Rel-13
	


Table A.4.3-4a: UE Downlink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category DL 0
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 0

	2
	Category DL 6
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	3
	Category DL 7
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	4
	Category DL 9
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	5
	Category DL 10
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	6
	Category DL 11
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	7
	Category DL 12
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	8
	Category DL 13
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13

	9
	Category DL 14
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 8

	10
	Category DL 15
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13

	11
	Category DL 16
	36.306, 4.1A
	Rel' 12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13


Table A.4.3-4aa: Additional UE Downlink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category DL M1
	36.306, 4.1A
	Rel-13
	Only in combination with Category UL M1


Table A.4.3-4b: UE Uplink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category UL 0
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 0

	2
	Category UL 3
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 13, Category DL 15 or Category DL 16

	3
	Category UL 5
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 6, Category DL 9, Category DL 11, Category DL 13, Category DL 15 or Category DL 16

	4
	Category UL 7
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 13, Category DL 15 or Category DL 16

	5
	Category UL 8
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 14

	6
	Category UL 13
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 7, Category DL 10, Category DL 12, Category DL 13, Category DL 15 or Category DL 16


Table A.4.3-4ba: Additional UE Uplink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category UL M1
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL M1


Table A.4.3-4c: UE Category NB
	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category NB1
	36.306, 4.1C
	Rel-13
	


Table A.4.3-4d: UE Category Sidelink
	Item
	UE Category
	Ref.
	Release
	Comments

	1
	SL-C Category 1
	36.306, 4.1B
	Rel-14
	

	2
	SL-C Category 2
	36.306, 4.1B
	Rel-14
	


Table A.4.3-5: Void
Table A.4.3-6: Void

Table A.4.3-7: Additional capabilities

	Item
	Additional capabilities
	Ref.
	Release
	Comments

	1
	Enhanced performance requirements type A for LTE
	36.101, 8
	Rel-11
	Support for Enhanced performance requirements type A

	2
	Support of Type B Half-duplex FDD operation
	36.211, 6,2,5 36.306, 4.2.6
	Rel-12
	Support of Half-duplex FDD operation type B for category 0 and category M1 UE

	3
	Enhanced performance requirements type C for LTE
	36.101, 8
	Rel-12
	Support for Enhanced performance requirements type C

	4
	Enhanced performance requirements type B for LTE
	36.101, 8 36.306, 4.3.4.35
	Rel-12
	Support for Enhanced performance requirements type B 


Table A.4.3-8: Void

<< Unchanged sections omitted >>
A.4.5
Additional information

Table A.4.5-1: Additional UE radio access capabilities

	Item
	Additional capabilities
	Ref.
	Release
	Comments

	1
	Support of CSG
	36.331, Annex B.2
	Rel-8
	

	2
	Support of intra-frequency SI acquisition for HO in FDD
	36.306, 4.3.11.1
	Rel-9
	

	3
	Support of inter-frequency SI acquisition for HO in FDD
	36.306, 4.3.11.2
	Rel-9
	

	4
	Need for inter-frequency gaps (Note 1)
	36.306, 4.3.6.1
	Rel-8
	

	5
	Need for inter-RAT gaps (Note 1)
	36.306, 4.3.6.1
	Rel-8
	

	6
	Support of E-UTRA Band 31 only
	36.133, Annex A.3.7.2
	Rel-12
	

	7
	Support of rsrqMeasWideband
	36.306, 4.3.6.2
	Rel-11
	

	8
	Support of Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10
	36.306, 4.3.5.5
	Rel-11
	

	9
	Void
	
	
	

	10
	Disable E-UTRA capability if IMSVoIP not supported by the network
	23.221, 7.2a, 24.301, 4.5
	Rel-8
	pc_Disable_E-UTRA_NOIMSVoIP

	11
	Support of Maximum CSI processes of Three on a component carrier within a band with PDSCH transmission mode 10
	36.306, 4.3.5.5
	Rel-11
	

	12
	Support of Maximum CSI processes of Four on a component carrier within a band with PDSCH transmission mode 10
	36.306, 4.3.5.5
	Rel-11
	

	13
	Support of multiClusterPUSCH-WithinCC-r10
	36.306, 4.3.4.13
	Rel-10
	

	14
	Support of FDD-TDD CA with PCell in TDD band
	36.306, 4.3.4.28
	
	The UE may not send the IE tdd-FDD-CA-PCellDuplex-r12

	15
	Support of FDD-TDD CA with PCell in FDD band
	36.306, 4.3.4.28
	
	The UE may not send the IE tdd-FDD-CA-PCellDuplex-r12

	16
	Support of interRAT-PS-HO-ToGERAN
	36.306, 4.3.7.11
	Rel-8
	

	17
	Support of 64QAM in UL
	36.306, 4.3.4.39
	Rel-12
	

	18
	Support of 256QAM in DL
	36.306, 4.3.5.7
	Rel-12
	

	19
	Support CRS based discovery signals measurement
	36.306, 4.3.6.9
	Rel-12
	

	20
	Support CSI-RS based discovery signals measurement
	36.306, 4.3.6.10
	Rel-12
	

	21
	Support the behaviour on DL signals and physical channels when SCell is deactivated and discovery signals measurement is configured
	36.306, 4.3.4.38
	Rel-12
	

	22
	Support of 4Rx antenna ports
	36.101, 7.2
	Rel-13
	

	23
	Support of ProSe direct communication
	36.306, 4.3.21.1
	Rel-12
	

	24
	Support of ProSe direct discovery
	36.306, 4.3.21.3
	Rel-12
	

	25
	Support of CE mode A
	36.306, 4.3.8.3
	Rel-13
	Mandatory for CAT M1 UE

	26
	Support of CE mode B
	36.306, 4.3.29.1
	Rel-13
	

	27
	Support of DC ASYNCH
	36.306, 4.3.29.2
	Rel-12
	The UE supports asynchronous dual connectivity and power control mode 2

	28
	Support of DC SCG DRB
	36.306, 4.3.20.2
	Rel-12
	The UE supports dual connectivity and DRB type of SCG bearer

	29
	Support of DC Split DRB
	36.306, 4.3.20.1
	Rel-12
	The UE supports dual connectivity and DRB type of Split bearer

	30
	Support of MPR for intra-band contiguous carrier aggregation bandwidth class C with non-contiguous resource allocation
	36.306, 4.3.5.10

36.101, H.1
	Rel-10
	ModifiedMPR_Behavior bit 0 (leftmost bit)

	31
	Support of A-MPR associated with NS_05 for Band 1
	36.306, 4.3.5.10

36.101, H.1
	Rel-10
	ModifiedMPR_Behavior bit 1

	32
	supports downlink LAA operation
	36.306, 4.3.23.1
	Rel-13
	

	33
	supports measurement and reporting for RSSI and channel occupancy
	36.306, 4.3.6.19
	Rel-13
	

	34
	Support of User plane CIoT
	24.301, 5.3.15
	Rel-13
	

	35
	Support of EMM-REGISTERED without PDN
	24.301, 5.3.15
	Rel-13
	

	36
	Support of EMM-REGISTERED with PDN
	24.301, 5.3.15
	Rel-13
	

	37
	Support of 4Rx antenna ports in at least one FDD frequency band
	36.101, 7.2
	Rel-13
	

	38
	Support of 4Rx antenna ports in at least one TDD frequency band
	36.101, 7.2
	Rel-13
	

	39
	Support of FDD-TDD CA with PCell in FDD band and SCell with 4Rx supported TDD RF band
	36.306, 4.3.4.28, 36.101, 7.2
	Rel-13
	

	40
	Support of 4Rx antenna ports on all supported FDD operating bands
	36.101, 8.1.2.6.1, 36.133, A.3.8.1
	Rel-13
	UE with same FDD band support declared in tables 4.3-3 and A.4.5-5

	41
	Support of 4Rx antenna ports on all supported TDD operating bands
	36.101, 8.1.2.6.1, 36.133, A.3.8.1
	Rel-13
	UE with same TDD band support declared in tables 4.3-3 and A.4.5-5

	42
	Support of A-MPR associated with NS_04 for Band 41
	36.306, 4.3.5.10

36.101, H.1
	Rel-12
	ModifiedMPR_Behavior bit 2

	43
	Support of RSSI and Channel occupancy reporting
	36.306, 4.3.6.19
	Rel-13
	Support of RSSI and Channel Occupancy.

	44
	Support of intra-frequency SI acquisition in TDD for HO
	36.306, 4.3.11.1
	Rel-9
	

	45
	Support of inter-frequency SI acquisition in TDD for HO
	36.306, 4.3.11.2
	Rel-9
	

	46
	Support of 4 layer spatial multiplexing in DL
	36.306, 4.3.4.7
	Rel-10
	

	47
	Support of V2X sidelink communication
	36.300, 23.14.1.1
	Rel-14
	

	48
	Support of autonomous resource selection mode with full sensing for V2X sidelink communication
	36.306, 4.3.21.15
	Rel-14
	

	49
	Support of SLSS transmission and reception for V2X sidelink communication
	36.306, 4.3.21.17
	Rel-14
	

	50
	Support of maximum transmit power associated with Power class 2 V2X UE
	36.306, 4.3.21.22
	Rel-14
	

	Note 1:
Need for inter-frequency gaps or inter-RAT gaps indicates that the UE does not support corresponding measurement without gaps.


Table A.4.5-2: Additional UE radio access capabilities (Mandatory for Rel-11 and onward)

	Item
	Additional capabilities
	Ref.
	Release
	Status

(Note 1)
	Support

(Note 2)
	Comments

	1
	UE supports CRS interference handling
	36.306, 4.3.4.15
	Rel-11
	O.01
	
	This is a Rel-11 Mandatory feature

	2
	UE supports ss-CCH interference handling
	36.306, 4.3.4.20
	Rel-11
	O.01
	
	This is a Rel-11 Mandatory feature

	3
	UE supports multiple timing advances for each band combination supported by the UE
	36.306, 4.3.5.3
	Rel-11
	O.01
	
	This is a Rel-11 Mandatory feature (Note 3)

	Note 1:
From Rel-11 onwards 3GPP TSG RAN has discontinued the usage of FGI bits (see A.4.4). Instead it has introduced a different mechanism to accomplish the same purposes based on the following principles (TS 36.306 [17] clause 4): 'For optional features, the UE radio access capability parameter indicates whether the feature has been implemented and successfully tested. For mandatory features with the UE radio access capability parameter, the parameter indicates whether the feature has been successfully tested.’
Reflecting this situation, in the present table the status for Mandatory features would be indicated as conditional Optional (O.xx) until IOT testing availability is ensured. The decision when IOT testing availability can be considered ensured is made by 3GPP TSG RAN. After the 3GPP TSG RAN decision that IOT testing is available, the status of the capability parameter will be changed to Mandatory (M) and the release from which this requirement apply would be explicitly stated.

Note 2:
If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release.

Note 3:
It is mandatory for UEs of this release of the specification to support this capability for band combinations having an UL on multiple FDD bands (see 36.306, 4.3.5.3). In the context of evaluating the status of the capability this would depend on the indication for UL support provided in Table A.4.3.3.3-3 i.e. if for at least one CA configurations for Inter-band CA the UE indicates A-A then the Support of multiple timing advances for this CA configuration is Mandatory.


Table A.4.5-2a: Additional UE radio access capabilities Conditions

	O.01
IF The feature has been IOT-ed THEN Support shall be indicated ELSE Support shall not be indicated


Table A.4.5-3: UL MIMO Capabilities

	Item
	RF Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Frequency band: 1920-1980, 2110-2170 MHz
	36.101, 5.5
	FDD Band 1 

	2
	Frequency band: 1850-1910, 1930-1990 MHz
	36.101, 5.5
	FDD Band 2

	3
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	FDD Band 3

	4
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.5
	FDD Band 4

	5
	Frequency band: 824-849, 869-894 MHz
	36.101, 5.5
	FDD Band 5

	6
	Frequency band: 830-840, 875-885 MHz
	36.101, 5.5
	FDD Band 6

	7
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	FDD Band 7

	8
	Frequency band: 880-915, 925-960 MHz
	36.101, 5.5
	FDD Band 8

	9
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	36.101, 5.5
	FDD Band 9

	10
	Frequency band: 1710-1770, 2110-2170 MHz
	36.101, 5.5
	FDD Band 10

	11
	Frequency band: 1427.9-1447.9, 1475.9-1495.9 MHz
	36.101, 5.5
	FDD Band 11

	12
	Frequency band: 699-716, 729-746 MHz
	36.101, 5.5
	FDD Band 12

	13
	Frequency band: 777-787, 746-756 MHz
	36.101, 5.5
	FDD Band 13

	14
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	FDD Band 14

	15
	Reserved
	36.101, 5.5
	FDD Band 15

	16
	Reserved
	36.101, 5.5
	FDD Band 16

	17
	Frequency band: 704-716, 734-746 MHz
	36.101, 5.5
	FDD Band 17

	18
	Frequency band: 815-830, 860-875 MHz
	36.101, 5.5
	FDD Band 18

	19
	Frequency band: 830-845, 875-890 MHz
	36.101, 5.5
	FDD Band 19

	20
	Frequency band: 832-862, 791-821MHz
	36.101, 5.5
	FDD Band 20

	21
	Frequency band: 1447.9-1462.9, 1495.9-1510.9 MHz
	36.101, 5.5
	FDD Band 21

	22
	Frequency band: 3410-3490, 3510-3590 MHz
	36.101, 5.5
	FDD Band 22

	23
	Frequency band: 2000-2020, 2180-2200 MHz
	36.101, 5.5
	FDD Band 23

	24
	Frequency band: 1626.5-1660.5, 1525-1559 MHz
	36.101, 5.5
	FDD Band 24

	25
	Frequency band: 1850-1915, 1930-1995 MHz
	36.101, 5.5
	FDD Band 25

	26
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	FDD Band 26

	27
	Frequency band: 807-824, 852-869 MHz
	36.101, 5.5
	FDD Band 27

	28
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	FDD Band 28

	29
	Frequency band: N/A, 717-728 MHz
	36.101, 5.5
	FDD Band 29

	30
	Frequency band: 2305-2315, 2350-2360 MHz
	36.101, 5.5
	FDD Band 30

	31
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	FDD Band 31

	...
	
	
	

	33
	Frequency band: 1900-1920, 1900-1920 MHz
	36.101, 5.5
	TDD Band 33

	34
	Frequency band: 2010-2025, 2010-2025 MHz
	36.101, 5.5
	TDD Band 34

	35
	Frequency band: 1850-1910, 1850-1910 MHz
	36.101, 5.5
	TDD Band 35

	36
	Frequency band: 1930-1990, 1930-1990 MHz
	36.101, 5.5
	TDD Band 36

	37
	Frequency band: 1910-1930, 1910-1930 MHz
	36.101, 5.5
	TDD Band 37

	38
	Frequency band: 2570-2620, 2570-2620 MHz
	36.101, 5.5
	TDD Band 38

	39
	Frequency band: 1880-1920, 1880-1920 MHz
	36.101, 5.5
	TDD Band 39

	40
	Frequency band: 2300-2400, 2300-2400 MHz
	36.101, 5.5
	TDD Band 40

	41
	Frequency band: 2496-2690, 2496-2690 MHz 
	36.101, 5.5
	TDD Band 41

	42
	Frequency band: 3400-3600, 3400-3600 MHz
	36.101, 5.5
	TDD Band 42

	43
	Frequency band: 3600-3800, 3600-3800 MHz
	36.101, 5.5
	TDD Band 43

	44
	Frequency band: 703-803, 703-803 MHz
	36.101, 5.5
	TDD Band 44

	45
	Frequency band: 1447-1467, 1447-1467 MHz
	36.101, 5.5
	TDD Band 45

	...
	
	
	

	48
	Frequency band: 3550-3700, 3550-3700 MHz
	36.101, 5.5
	TDD Band 48

	65
	Frequency band: 1920-2010, 2110-2200 MHz
	36.101, 5.5
	FDD Band 65

	66
	Frequency band: 1710-1780, 2110-2200 MHz
	36.101, 5.5
	FDD Band 66

	...
	
	
	

	70
	Frequency band: 1695-1710, 1995-2020 MHz
	36.101, 5.5
	FDD Band 70


Table A.4.5-4: nonContiguousUL-RA-WithinCC-Info-r10 Capabilities
(required for MultiClusterPUSCH-WithinCC-r10)

	Item
	RF Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Frequency band: 1920-1980, 2110-2170 MHz
	36.101, 5.5
	FDD Band 1 

	2
	Frequency band: 1850-1910, 1930-1990 MHz
	36.101, 5.5
	FDD Band 2

	3
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	FDD Band 3

	4
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.5
	FDD Band 4

	5
	Frequency band: 824-849, 869-894 MHz
	36.101, 5.5
	FDD Band 5

	6
	Frequency band: 830-840, 875-885 MHz
	36.101, 5.5
	FDD Band 6

	7
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	FDD Band 7

	8
	Frequency band: 880-915, 925-960 MHz
	36.101, 5.5
	FDD Band 8

	9
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	36.101, 5.5
	FDD Band 9

	10
	Frequency band: 1710-1770, 2110-2170 MHz
	36.101, 5.5
	FDD Band 10

	11
	Frequency band: 1427.9-1447.9, 1475.9-1495.9 MHz
	36.101, 5.5
	FDD Band 11

	12
	Frequency band: 699-716, 729-746 MHz
	36.101, 5.5
	FDD Band 12

	13
	Frequency band: 777-787, 746-756 MHz
	36.101, 5.5
	FDD Band 13

	14
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	FDD Band 14

	15
	Reserved
	36.101, 5.5
	FDD Band 15

	16
	Reserved
	36.101, 5.5
	FDD Band 16

	17
	Frequency band: 704-716, 734-746 MHz
	36.101, 5.5
	FDD Band 17

	18
	Frequency band: 815-830, 860-875 MHz
	36.101, 5.5
	FDD Band 18

	19
	Frequency band: 830-845, 875-890 MHz
	36.101, 5.5
	FDD Band 19

	20
	Frequency band: 832-862, 791-821MHz
	36.101, 5.5
	FDD Band 20

	21
	Frequency band: 1447.9-1462.9, 1495.9-1510.9 MHz
	36.101, 5.5
	FDD Band 21

	22
	Frequency band: 3410-3490, 3510-3590 MHz
	36.101, 5.5
	FDD Band 22

	23
	Frequency band: 2000-2020, 2180-2200 MHz
	36.101, 5.5
	FDD Band 23

	24
	Frequency band: 1626.5-1660.5, 1525-1559 MHz
	36.101, 5.5
	FDD Band 24

	25
	Frequency band: 1850-1915, 1930-1995 MHz
	36.101, 5.5
	FDD Band 25

	26
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	FDD Band 26

	27
	Frequency band: 807-824, 852-869 MHz
	36.101, 5.5
	FDD Band 27

	28
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	FDD Band 28

	29
	Frequency band: N/A, 717-728 MHz
	36.101, 5.5
	FDD Band 29

	30
	Frequency band: 2305-2315, 2350-2360 MHz
	36.101, 5.5
	FDD Band 30

	31
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	FDD Band 31

	...
	
	
	

	33
	Frequency band: 1900-1920, 1900-1920 MHz
	36.101, 5.5
	TDD Band 33

	34
	Frequency band: 2010-2025, 2010-2025 MHz
	36.101, 5.5
	TDD Band 34

	35
	Frequency band: 1850-1910, 1850-1910 MHz
	36.101, 5.5
	TDD Band 35

	36
	Frequency band: 1930-1990, 1930-1990 MHz
	36.101, 5.5
	TDD Band 36

	37
	Frequency band: 1910-1930, 1910-1930 MHz
	36.101, 5.5
	TDD Band 37

	38
	Frequency band: 2570-2620, 2570-2620 MHz
	36.101, 5.5
	TDD Band 38

	39
	Frequency band: 1880-1920, 1880-1920 MHz
	36.101, 5.5
	TDD Band 39

	40
	Frequency band: 2300-2400, 2300-2400 MHz
	36.101, 5.5
	TDD Band 40

	41
	Frequency band: 2496-2690, 2496-2690 MHz 
	36.101, 5.5
	TDD Band 41

	42
	Frequency band: 3400-3600, 3400-3600 MHz
	36.101, 5.5
	TDD Band 42

	43
	Frequency band: 3600-3800, 3600-3800 MHz
	36.101, 5.5
	TDD Band 43

	44
	Frequency band: 703-803, 703-803 MHz
	36.101, 5.5
	TDD Band 44

	45
	Frequency band: 1447-1467, 1447-1467 MHz
	36.101, 5.5
	TDD Band 45

	...
	
	
	

	65
	Frequency band: 1920-2010, 2110-2200 MHz
	36.101, 5.5
	FDD Band 65

	66
	Frequency band: 1710-1780, 2110-2200 MHz
	36.101, 5.5
	FDD Band 66

	...
	
	
	

	70
	Frequency band: 1695-1710, 1995-2020 MHz
	36.101, 5.5
	FDD Band 70


Table A.4.5-5: 4 Rx antenna ports Capabilities

	Item
	Ref.
	Release
	Band
	Supported
	Comments

	1
	36.101, 7.2
	Rel-13
	FDD Band 2
	
	

	2
	36.101, 7.2
	Rel-13
	FDD Band 2
	
	

	3
	36.101, 7.2
	Rel-13
	FDD Band 3
	
	

	...
	
	
	
	
	

	47
	36.101, 7.2
	Rel-13
	FDD Band 7
	
	

	...
	
	
	
	
	

	20
	36.101, 7.2
	Rel-13
	FDD Band 20
	
	

	21
	36.101, 7.2
	Rel-14
	FDD Band 21
	
	

	...
	
	
	
	
	

	25
	36.101, 7.2
	Rel-14
	FDD Band 25
	
	

	...
	
	
	
	
	

	39
	36.101, 7.2
	Rel-13
	TDD Band 39
	
	

	40
	36.101, 7.2
	Rel-14
	TDD Band 40
	
	

	41
	36.101, 7.2
	Rel-13
	TDD Band 41
	
	

	42
	36.101, 7.2
	Rel-13
	TDD Band 42
	
	


Table A.4.5-6: Void
Table A.4.5-6a: E-UTRA ProSe Communication Capabilities

	Item
	RF Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	FDD Band 3

	2
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	FDD Band 7

	3
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	FDD Band 14

	4
	Frequency band: 832-862, 791-821MHz
	36.101, 5.5
	FDD Band 20

	5
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	FDD Band 26

	6
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	FDD Band 28

	7
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	FDD Band 31

	8
	Frequency band: 698-728, 753-783 MHz
	36.101, 5.5
	FDD Band 68


Table A.4.5-6b: E-UTRA ProSe Discovery Capabilities

	Item
	RF Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Frequency band: 1850-1910, 1930-1990 MHz
	36.101, 5.5
	FDD Band 2

	2
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	FDD Band 3

	3
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.5
	FDD Band 4

	4
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	FDD Band 7

	5
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	FDD Band 14

	6
	Frequency band: 832-862, 791-821MHz
	36.101, 5.5
	FDD Band 20

	7
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	FDD Band 26

	8
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	FDD Band 28

	9
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	FDD Band 31

	10
	Frequency band: 2496-2690, 2496-2690 MHz 
	36.101, 5.5
	TDD Band 41

	11
	Frequency band: 698-728, 753-783 MHz
	36.101, 5.5
	FDD Band 68


Table A.4.5-7: E-UTRA V2X Sidelink Communication
	Item
	RF Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Frequency band: 5855-5925, 5855-5925 MHz
	36.101, 5.5
	TDD Band 47


Table A.4.5-7a: Supported Inter-band con-current V2X configurations

	Inter-band con-current V2X configurations
	Release
	Comments

	V2X_3A-47A
	Rel-14
	-

	V2X_7A-47A
	Rel-14
	-

	V2X_8A-47A
	Rel-14
	-

	V2X_39A-47A
	Rel-14
	-

	V2X_41A-47A
	Rel-14
	-


Table A.4.5-7b: Supported V2X intra-band multi-carrier configurations

	V2X intra-band multi-carrier configurations
	Release
	Comments

	V2X_47B
	Rel-14
	-


<< End of changes >>
