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<Start of first modified section>
8.1.3.5a
RRC connection release / Success / With extended priority information

8.1.3.5a.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having received an RRCConnectionRelease message with the freqPriorityListExtEUTRA with higher priority frequency}

ensure that {
  when { UE detects the cell re-selection criteria are met for the cell which belongs to the higher priority frequency and the inter-frequency cell in interFreqCarrierFreqListExt-r12 is the highest ranked cell }

    then { UE reselects the cell which belongs to the higher priority frequency }

            }
8.1.3.5a.2
Conformance requirements

Same as 8.1.3.5a.2.

8.1.3.5a.3
Test description

8.1.3.5a.3.1
Pre-test conditions

Same as 8.1.3.5a.3.1 and

System Simulator:

-
Cell 10 is a non used cell.
8.1.3.5a.3.2
Test procedure sequence

Same as 8.1.3.5.3.2 except

Table 8.1.3.5a.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message including the freqPriorityListExtEUTRA-r12 on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2-5
	Same as in table 8.1.3.5.3.2-2.
	-
	-
	-
	-


8.1.3.5a.3.3
Specific message contents
Same as 8.1.3.5.3.3 except

Table 8.1.3.5a.3.3-1: RRCConnectionRelease (step 1, Table 8.1.3.5a.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        idleModeMobilityControlInfo SEQUENCE {
	
	
	

	          freqPriorityListEUTRA SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	            carrierFreq[1]
	EARFCN of Cell 10
	Non used cell
	

	            carrierFreq[1]
	maxEARFCN
	
	Band > 64

	          }
	
	
	

	          freqPriorityListGERAN
	Not present
	
	

	          freqPriorityListUTRA-FDD
	Not present
	
	

	          freqPriorityListUTRA-TDD
	Not present
	
	

	          bandClassPriorityListHRPD
	Not present
	
	

	          bandClassPriorityList1XRTT
	Not present
	
	

	          t320
	Not present
	
	

	        }
	
	
	

	          freqPriorityListExtEUTRA-r12 SEQUENCE (SIZE (1.. maxFreq)) OF SEQUENCE {
	
	
	

	            carrierFreq-r12[1]
	Same downlink EARFCN as used for Cell 1
	
	

	            cellReselectionPriority-r12[1]
	4
	
	

	            carrierFreq-r12[2]
	Same downlink EARFCN as used for Cell 3
	
	

	            cellReselectionPriority-r12[2]
	1
	
	

	            carrierFreq-r12[3]
	Same downlink EARFCN as used for Cell 6
	
	

	            cellReselectionPriority-r12[3]
	5
	
	

	          }
	
	
	

	        nonCriticalExtension
	
	
	Band > 64

	          nonCriticalExtension
	
	
	

	            idleModeMobilityControlInfo-v9e0 SEQUENCE {
	
	
	

	              freqPriorityListEUTRA-v9e0 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	                carrierFreq-v9e0[1]
	EARFCN of Cell 10
	Non used cell
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
