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	FDD test frequency of Band 69 is missing and DL-CA_3A-69A needs to consider with Band 69 test frequencies
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	Adding FDD test frequency of Band 69 
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<< Unchanged sections omitted >>
4.3
Reference test conditions

This clause contains the reference test conditions, which apply to all test cases unless otherwise specified.

4.3.1
Test frequencies

<<Much information skipped>>
4.3.1.1
FDD Mode Test frequencies

<<Many tables skipped>>
4.3.1.1.68
Reserved

4.3.1.1.69
FDD reference test frequencies for operating band 69
	Test Frequency ID
	Bandwidth [MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	NA[1]
	NA
	67861
	2572.5

	
	10
	NA[1]
	NA
	67886
	2575

	
	15
	NA[1]
	NA
	67911
	2577.5

	
	20
	NA[1]
	NA
	67936
	2580

	Mid Range
	5/10/15/20
	NA[1]
	NA
	68086
	2595

	High Range
	5
	NA[1]
	NA
	68311
	2617.5

	
	10
	NA[1]
	NA
	68286
	2615

	
	15
	NA[1]
	NA
	68261
	2612.5

	
	20
	NA[1]
	NA
	68236
	2610

	NOTE 1: Restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


4.3.1.1.70
FDD reference test frequencies for operating band 70

