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	Reason for change:
	Based on R5-168521 and R5-171479, new TCs for IMS emergency call in VPLMN were agreed and applicability remained to be update until the freeze of Rel-14 specifications in CT1.
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	Update the test applicability of TC 19.4.6 and 19.4.7  related to IMS emergency registration failure case into not checked for Rel-14 and later devices.
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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well.
The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.229-1 [5] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case.
NOTE:
For the IMS Emergency Service test cases, the 3GPP Release of UTRAN and GERAN is independent of that indicated in the release column.
Applicability
The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	<omit some lines>

	19.4.5
	Emergency call without emergency registration / UE credentials are not accepted
	Rel-9
	C59
	UE supports IMS emergency services

	19.4.6
	Emergency call without emergency registration / Failure of registration / Rejected by 403(Forbidden)
	Rel-9
	C125
	UE supports IMS emergency service and if pre-Rel-14 UE IMS emergency call without registration after rejection of emergency registration.

	
	
	Rel-14
	C59
	

	19.4.7
	Emergency call without emergency registration / Failure of registration / against a network with GIBA support only
	Rel-9
	C125
	UE supports IMS emergency service and if pre-Rel-14 UE IMS emergency call without registration after rejection of emergency registration.

	
	
	Rel-14
	Cxxx
	

	19.5.1
	New initial emergency registration / UE obtains from the serving IP-CAN an IP address different than the IP address used for the emergency registration
	Rel-9
	C59
	UE supports IMS emergency services


<skip to next change>
	Conditions/Options

	
	<omit some lines>
	

	C58
	IF A.6a/2 AND A.8/5 THEN R ELSE N/A
	IMS security AND Indicate Sigcomp

	C59
	IF A.12/26 THEN R ELSE N/A
	IMS emergency services

	C60
	IF A.12/28 THEN R ELSE N/A
	P-CSCF discovery in home network while roaming

	
	<skip to the change>
	

	C124
	IF A.6a/2 AND A.6a/1 AND A.12/26 THEN R ELSE N/A
	IMS security AND GIBA AND IMS emergency service

	C125
	IF A.12/26 AND A.12/52 THEN R ELSE N/A
	IMS emergency service AND IMS emergency call without registration after rejection of emergency registration.

	Cxxx
	IF A.6a/2 AND NOT A.6a/1 AND A.12/26 THEN R ELSE N/A
	IMS security AND NOT GIBA AND IMS emergency service.
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