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5.5.5
Default MCPTT call control Off-network messages and other information elements

5.5.5.1
GROUP CALL PROBE
Table 5.5.5.1-1: GROUP CALL PROBE
	Derivation Path: TS 24.379 Table 15.1.2.1-1

	Information Element
	Value/remark
	Comment
	Condition

	MCPTT group ID
	The group ID of the call
	
	


5.5.5.2
GROUP CALL ANNOUNCEMENT
Table 5.5.5.2-1: GROUP CALL ANNOUNCEMENT
	Derivation Path: TS 24.379 Table 15.1.3.1-1

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	a random number uniformly distributed between (0, 65536) generated at the beginning of a call establishment
	
	

	Call type
	Any allowed value
	
	

	Refresh interval
	The Refresh interval contains a number denoting the minimum time interval (milliseconds) between two successive periodic announcements. 
	
	

	Call start time
	The Call start time value is an unsigned integer containing UTC time of the time when a call was started, in seconds since midnight UTC of January 1, 1970 (not counting leap seconds). 
	
	

	Last call type change time
	The Last call type change time value is an unsigned integer containing UTC time of the time when a call priority was changed, in seconds since midnight UTC of January 1, 1970 (not counting leap seconds). 
	
	

	MCPTT group ID
	The group ID of the call
	
	

	SDP
	Any allowed value
	
	

	Originating MCPTT user ID
	pre-set MCPTT user ID
	
	

	Last user to change call type
	The ID of the last user to change contents
	
	

	Confirm mode indication
	Not Present
	
	

	Probe response
	Not Present
	
	


5.5.5.3
GROUP CALL ACCEPT
Table 5.5.5.3-1: GROUP CALL ACCEPT
	Derivation Path: TS 24.379 Table 15.1.4.1-1

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	a random number uniformly distributed between (0, 65536) generated at the beginning of a call establishment
	
	

	Call type
	Any allowed value
	
	

	MCPTT group ID
	The group ID of the call
	
	

	Sending MCPTT user ID
	pre-set MCPTT user ID
	
	


5.5.5.4
GROUP CALL EMERGENCY END
Table 5.5.5.4-1: GROUP CALL EMERGENCY END
	Derivation Path: TS 24.379 Table 15.1.15.1-1

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	a random number uniformly distributed between (0, 65536) generated at the beginning of a call establishment
	
	

	Last call type change time
	The Last call type change time value is an unsigned integer containing UTC time of the time when a call priority was changed, in seconds since midnight UTC of January 1, 1970 (not counting leap seconds).
	
	

	Last user to change call type
	The ID of the last user to change contents
	
	

	MCPTT group ID
	The group ID of the call
	
	

	Originating MCPTT user ID
	pre-set MCPTT user ID
	
	


5.5.5.5
GROUP CALL IMMINENT PERIL END
Table 5.5.5.5-1: GROUP CALL IMMINENT PERIL END
	Derivation Path: TS 24.379 Table 15.1.14.1-1

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	a random number uniformly distributed between (0, 65536) generated at the beginning of a call establishment
	
	

	Last call type change time
	The Last call type change time value is an unsigned integer containing UTC time of the time when a call priority was changed, in seconds since midnight UTC of January 1, 1970 (not counting leap seconds).
	
	

	Last user to change call type
	The ID of the last user to change contents
	
	

	MCPTT group ID
	The group ID of the call
	
	

	Originating MCPTT user ID
	pre-set MCPTT user ID
	
	


5.5.5.6
GROUP CALL BROADCAST
Table 5.5.5.6-1: GROUP CALL BROADCAST
	Derivation Path: TS 24.379 Table 15.1.20.1-1

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	a random number uniformly distributed between (0, 65536) generated at the beginning of a call establishment
	
	

	Call type
	00000010
	Broadcast Group Call
	

	Originating MCPTT user ID
	pre-set MCPTT user ID
	
	

	MCPTT group ID
	The group ID of the call
	
	

	SDP
	Any allowed value
	
	


5.5.5.7
GROUP CALL BROADCAST END
Table 5.5.5.7-1: GROUP CALL BROADCAST END
	Derivation Path: TS 24.379 Table 15.1.21.1-1

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	a random number uniformly distributed between (0, 65536) generated at the beginning of a call establishment
	
	

	MCPTT group ID
	The group ID of the call
	
	

	SDP
	Any allowed value
	
	


[Text skipped here]

5.5.5.17
GROUP EMERGENCY ALERT
Table 5.5.5.17-1: GROUP EMERGENCY ALERT
	Derivation Path: TS 24.379 Table 15.1.16.1-1

	Information Element
	Value/remark
	Comment
	Condition

	MCPTT group ID
	The group ID of the call
	
	

	Originating MCPTT user ID
	pre-set MCPTT user ID
	
	

	Organization name
	Any allowed value
	
	

	User location
	Not Present
	
	


5.5.5.18
GROUP EMERGENCY ALERT ACK
Table 5.5.5.18-1: GROUP EMERGENCY ALERT ACK
	Derivation Path: TS 24.379 Table 15.1.17.1-1

	Information Element
	Value/remark
	Comment
	Condition

	MCPTT group ID
	The group ID of the call
	
	

	Originating MCPTT user ID
	pre-set MCPTT user ID
	
	

	Sending MCPTT user ID
	pre-set MCPTT user ID
	
	


5.5.5.19
GROUP EMERGENCY ALERT CANCEL
Table 5.5.5.19-1: GROUP EMERGENCY ALERT CANCEL
	Derivation Path: TS 24.379 Table 15.1.18.1-1

	Information Element
	Value/remark
	Comment
	Condition

	MCPTT group ID
	The group ID of the call
	
	

	Originating MCPTT user ID
	pre-set MCPTT user ID
	
	

	Sending MCPTT user ID
	pre-set MCPTT user ID
	
	


5.5.5.20
GROUP EMERGENCY ALERT CANCEL ACK
Table 5.5.5.20-1: GROUP EMERGENCY ALERT CANCEL ACK
	Derivation Path: TS 24.379 Table 15.1.19.1-1

	Information Element
	Value/remark
	Comment
	Condition

	MCPTT group ID
	The group ID of the call
	
	

	Originating MCPTT user ID
	pre-set MCPTT user ID
	
	

	Sending MCPTT user ID
	pre-set MCPTT user ID
	
	


