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6.5.2A.1.4
Error Vector Magnitude (EVM) for CA (3UL CA)
Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:

- The test applicability is TBD
- Test Configuration Table is TBD
- Part 2 spec needs to be added
6.5.2A.1.4.1
Test Purpose

The Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.

Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform in sub-section 6.5.2.1.

6.5.2A.1.4.2
Test applicability
This test case applies to all types of E-UTRA UE release 13 and forward that support 3DL and 3UL with Intra-band contiguous CA or with Intra-band contiguous and Inter-band CA.
[TBD]
6.5.2A.1.4.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.5.2A.1.0.

6.5.2A.1.4.4
Test description

6.5.2A.1.4.4.1

Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-2 for CA configurations with two bands. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.1.4.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.1.4.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.

PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:

PCC-SCC: CC1-CC2 and CC2-CC1[TBD]

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:[TBD]

	Test Parameters for CA Configurations

	TBD


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A, Figure A.55 as appropriate.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1, and C.3.0, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL Reference Measurement channel is set according to Table 6.5.2A.1.4.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 6.5.2A.1.4.4.3.

6.5.2A.1.4.4.2
Test procedure

1.
Configure SCCs according to Annex C.0, C.1 and Annex C.3.0 for all downlink physical channels.
2.
The SS shall configure SCCs as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 6.5.2A.1.4.4.3.
3.
SS activates SCCs by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.5.2A.1.4.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

5.
Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.

6.
Measure the EVM and 
[image: image1.wmf]DMRS

EVM

 on PCC using Global In-Channel Tx-Test (Annex E).
7.
Send the appropriate TPC commands in the uplink scheduling information to the UE until UE output power is –36.8dBm ±3.2dB for carrier frequency f ≤ 3.0GHz or -36.5dBm ±3.5 dB for carrier frequency 3.0GHz < f ≤ 4.2GHz.

8.
Measure the EVM and 
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 on PCC using Global In-Channel Tx-Test (Annex E).

6.5.2A.1.4.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6. In test procedure step 2, for SCCs configuration there are no additional message contents.

6.5.2A.1.4.5
Test requirement

The PUSCH EVM derived in E.4.2 shall not exceed 17,5 % for QPSK and BPSK, 12,5% for 16 QAM.
The PUSCH
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 derived in E.4.6.2 shall not exceed 17,5 % when embedded with data symbols of QPSK and BPSK, 12,5% for 16 QAM.
<< Skip unchanged sections >>
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F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	<<Many rows skipped>>

	6.5.2.1 Error Vector Magnitude
	PUSCH: ± 2.5%

PUCCH: ± 2.5%

PRACH: ± 2.5%
	

	6.5.2.1_1 Error Vector Magnitude (EVM) for UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.1 Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.2_1 EVM for CA (inter-band DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.3 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.1_1 EVM for CA (intra-band contiguous DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.3_1 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.4 Error Vector Magnitude (EVM) for CA (3UL CA)
	Same as 6.5.2.1
	

	6.5.2B.1 Error Vector Magnitude (EVM) for UL- MIMO
	Same as 6.5.2.1 for each antenna
	

	<<Many rows skipped>>

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


<< Skip unchanged sections >>
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

	<<Many rows skipped>>

	6.5.2.1 Error Vector Magnitude
	EVM limit:
BPSK :17.5 %

QPSK: 17.5 %

16QAM: 12.5 %
	0%
	Formula:

Minimum Requirement + TT

	6.5.2.1_1 Error Vector Magnitude (EVM) for UL 64QAM
	EVM limit: 

64QAM: 8.0 %
	0%
	Formula:

Minimum Requirement + TT

	6.5.2.1A PUSCH-EVM with exclusion period
	EVM limit:

QPSK: 17.5 %

16QAM: 12.5 %
	0%
	Formula:

Minimum Requirement + TT

	6.5.2A.1.1 Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.1_1 EVM for CA (intra-band contiguous DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1_1
	Same as 6.5.2.1_1
	Same as 6.5.2.1_1

	6.5.2A.1.2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.2_1 EVM for CA (inter-band DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.3 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.3_1 EVM for CA (intra-band non-contiguous DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.4 Error Vector Magnitude (EVM) for CA (3UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2B.1 Error Vector Magnitude (EVM) for UL- MIMO
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	<<Many rows skipped>>

	6.8B Time alignment error for UL-MIMO
	The Time Alignment Error (TAE) shall not exceed 130 ns
	25 ns
	Formula:

Minimum Requirement+ TT
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