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<< Unchanged sections omitted >>
6.2.4G.2
Additional Maximum Power Reduction (A-MPR) for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
Editor’s notes: This test case is incomplete. The following items are missing or incomplete:

- Connection diagram

- Initial conditions and test requirements
- The minimum requirements for NS_33 are still squre brackets in RAN4
6.2.4G.2.1
Test purpose

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction A-MPR is allowed for the output power as specified in Table 6.2.2.3-1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
6.2.4G.2.2
Test applicability

The requirements of this test apply in test case 6.6.2.2.4 Additional Spectrum Emission Mask for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for network signalled values NS_04/NS_33 to all types of E-UTRA Power Class 3 UE release 14 and forward that support V2X communication.

The requirements of this test apply in test case 6.6.3.3 Additional Spurious Emissions for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for network signalled values NS_04/NS_to all types of E-UTRA Power Class 3 UE release 14 and forward that support V2X communication.

NOTE:
As a result TC 6.2.4G.2 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful.

6.2.4G.2.3
Minimum conformance requirements

When UE is configured for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.2G-2, the requirements in subclause 6.2.4G.1 apply for V2X PSSCH and PSCCH transmission. The allowed A-MPR requirements in subclause 6.2.4D [2] apply for other V2X sidelink transmission (PSBCH/PSSS/SSSS). The A-MPR requirements in subclause 6.2.4 apply for uplink transmission.
The normative reference for this requirement is in TS 36.101 [2] clause 6.2.4G.

6.2.4G.2.4
Test description

6.2.4G.2.4.1
Initial condition

FFS
6.2.4G.2.4.2
Test procedure

1.
The SS simultaneously sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC and V2X scheduling information via PDCCH DCI format 5A for SL_V_RNTI to schedule the V2X RMC according to Table [TBD]. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL and V2X RMCs.

2.
Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure that the UE transmits at PUMAX level. Configure the UE to transmit PSCCH and PSSCH with the PUMAX level of each test points.

3.
Measure the mean power over all component carriers in the V2X con-current band configuration. The period of measurement shall be at least continuous duration of one sub-frame (1ms). For TDD slots with transient periods are not under test.

6.2.4G.2.4.3
Message contents

6.2.4G.2.4.3.1
Message contents exceptions (network signalled value "NS_04" for E-UTRA uplink transmission)

1.
Information element additionalSpectrumEmission is set to NS_04. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.4G.2.4.3.1-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_04"
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	4 (NS_04)
	
	


6.2.4G.2.4.3.2
Message contents exceptions (network signalled value "NS_33" for E-UTRA V2X sidelink transmission)

1.
Information element additionalSpectrumEmission is set to NS_33. This can be set in the SL-PreconfigGeneral-r12 as part of the SL-V2X-Preconfiguration. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.2.4G.2.4.3.1-2: SL-PreconfigGeneral-r12: Additional spurious emissions test requirement for "NS_33"

	Derivation Path: TS 36.331 [5] clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	33 (NS_33)
	
	


6.2.4G.1.5
Test Requirements

FFS
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