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< Start of Modified Section >
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT


< showing modified sub-section only>

	9
	MOBILITY MANAGEMENT
	
	
	
	
	

	9.1
	TMSI reallocation
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.2.1
	Authentication accepted
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.2.2
	Authentication rejected
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS
	

	9.2.3
	Authentication rejected by the UE (MAC code failure)
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.2.4
	Authentication rejected by the UE (SQN failure)
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.2.5
	Authentication rejected by the UE / fraudulent network
	R99
	C98
	UEs supporting CS domain services
	
	

	9.3.1
	General Identification
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.3.2
	Handling of IMSI shorter than the maximum length
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.1
	Location updating / accepted
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.2.1
	Location updating / rejected / IMSI invalid
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS
	

	9.4.2.2
	Location updating / rejected / PLMN not allowed
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS
	

	9.4.2.3
	Location updating / rejected / location area not allowed
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS
	

	9.4.2.4.1
	Location updating / rejected / roaming not allowed in this location area / Procedure 1
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.2.4.2
	Location updating / rejected / roaming not allowed in this location area / Procedure 2
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS
	

	9.4.2.4.3
	Location updating / rejected / roaming not allowed in this location area / Procedure 3
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.2.4.4
	Location updating / rejected / roaming not allowed in this location area / Procedure 4
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.2.4.5
	Location updating / rejected / roaming not allowed in this location area / Procedure 5
	R99
	C99
	UEs supporting CS domain services
UEs supporting USIM removal
	
	

	9.4.2.5
	Location updating / rejected / No Suitable Cells In Location Area
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.2.6
	Location updating request / rejected / Not authorized for this CSG
	Rel-8
	C651
	UEs supporting CS domain services and CSG
	1 Execution: CS
	

	9.4.3.2
	Location updating / abnormal cases / attempt counter less or equal to 4, LAI different
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.3.3
	Location updating / abnormal cases / attempt counter equal to 4
	R99
	C98e
	UEs supporting CS domain services and CS call establishment and does not support CS congestion control with use of MM Back-off timer
	1 Execution: CS, NOTE 3
	

	9.4.3.3a
	Location updating / abnormal cases / attempt counter equal to 4
	R99
	C98f
	UEs supporting CS domain services and CS call establishment and CS congestion control with use of MM Back-off timer
	1 Execution: CS, NOTE 3
	

	9.4.3.4
	Location updating / abnormal cases / attempt counter less or equal to 4, stored LAI equal to broadcast LAI
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.3.5
	Location updating / abnormal cases / Failure due to non-integrity protection
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.3.6
	Location updating / abnormal cases/ CS domain barred because of domain specific access control
	Rel5
	C411
	UEs supporting CS domain services and CS call establishment and DSAC

Note:
For Rel-5 UEs DSAC support is optional.
For Rel-6 or later UEs DSAC support is mandatory.
	1 Execution: CS
	

	9.4.3.7
	Location updating / abnormal cases / Network reject with Extended Wait Timer
	Rel-10
	C864
	UEs supporting CS domain services and LAP
	
	

	9.4.4
	Location updating / release / expiry of T3240
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.5.1
	Location updating / periodic spread
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.5.2
	Location updating / periodic normal / test 1
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS
	

	9.4.5.3
	Location updating / periodic normal / test 2
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.5.4.1
	Location updating / periodic search for HPLMN or higher priority PLMN / UE waits time T
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.5.4.2
	Location updating / periodic search for HPLMN or higher priority PLMN / UE in manual mode
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.5.4.3
	Location updating / periodic search for HPLMN or higher priority PLMN / UE waits at least two minutes and at most T minutes
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.5.4.4
	Location updating/periodic search of the higher priority PLMN, VPLMN in a foreign country – higher priority/UE is in automatic mode
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.5.4.5
	Location updating/periodic search of the higher priority PLMN, VPLMN in a foreign country – lower priority/UE is in automatic mode
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.5.4.6
	Location updating/periodic search of the higher priority PLMN, VPLMN in a foreign country – List of EPLMN contain HPLMN/UE is in automatic mode
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.5.4.7
	Location updating / periodic search for HPLMN or higher priority PLMN / UE waits Minimum Periodic search timer
	Rel-10
	C865
	UEs supporting CS domain services and MinimumPeriodicSearchTimer
	
	Rel-8 UTRA FDD

	
	
	
	
	
	
	Rel-9 UTRA TDD

	9.4.5.5
	Location updating / periodic / per-device timer
	Rel-10
	C875
	UEs supporting CS domain services and LAP and T3212 Extended IE
	
	Rel-8 UTRA FDD

	
	
	
	
	
	
	Rel-9 UTRA TDD

	9.4.6
	Location updating / interworking of attach and periodic
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.7
	Location Updating / accept with replacement or deletion of Equivalent PLMN list
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.8
	Location Updating after UE power off
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.9
	Location Updating/ Accept, Interaction between Equivalent PLMNs and Forbidden PLMNs
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.10
	NITZ / MM/ Time zone, Time and DST Handling
	Rel-8 (NOTE 1)
	C881
	UEs supporting FDD and CS domain services and NITZ (Time: DST or Universal time or Time zone) 
	1 Execution: PS
 (NOTE 2)
	

	9.4.11
	Location Updating / EAB active
	Rel-11
	C904
	Support EAB configuration and CS domain services
	
	

	9.5.2
	MM connection / establishment in security mode
	R99
	C98
	UEs supporting CS domain services 
	1 Execution: CS
	

	9.5.3
	Void
	
	
	
	
	

	9.5.4
	MM connection / establishment rejected
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS
	

	9.5.5
	MM connection / establishment rejected cause 4
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS
	

	9.5.6
	MM connection / expiry T3230
	R99
	C98 
	UEs supporting CS domain services
	
	

	9.5.7.1
	MM connection / abortion by the network / cause #6
	R99
	C98d
	UEs supporting CS domain services and CS call establishment
	1 Execution: CS, NOTE 3
	

	9.5.7.2
	MM connection / abortion by the network / cause not equal to #6
	R99
	C100
	UEs supporting CS domain services and CS call establishment
UEs supporting at least one non-call related SS
	1 Execution: CS
	

	9.5.8.1
	MM connection / follow-on request pending / test 1
	R99
	C98
	UEs supporting CS domain services
	
	

	9.5.8.2
	MM connection / follow-on request pending / test 2
	R99
	C98
	UEs supporting CS domain services
	
	

	9.5.8.3
	MM connection / follow-on request pending / test 3
	R99
	C98
	UEs supporting CS domain services
	
	

	9.5.9
	MM connection / establishment rejected / CS domain barred because of domain specific access control
	Rel5
	C411
	UEs supporting CS domain services and CS call establishment and DSAC

Note:
For Rel-5 UEs DSAC support is optional.
For Rel-6 or later UEs DSAC support is mandatory.
	1 Execution: CS
	


<further sub-section skipped>

< End of Modified Section >
< Start of Modified Section >
Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C01a
IF A.1/1 AND A.1/12 THEN R ELSE N/A

	C01b
IF A.1/1 AND A.1/13 AND ([56]A.4.5-2/3 OR [56]A.4.5-2/4) THEN R ELSE N/A

	C01c
IF A.1/1 AND A.1/13 AND ([56]A.4.5-2/4) THEN R ELSE N/A

	C01d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 OR A.1/8 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	C05
IF A.1/1 AND A.1/4 AND NOT [52] A.2/49 THEN R ELSE N/A

	C05a
IF A.1/1 AND A.1/12 AND A.1/4 AND NOT [52] A.2/49 THEN R ELSE N/A

	C05d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.1/4 THEN R ELSE N/A

	C06
IF A.1/1 AND A.3/2 THEN R ELSE N/A

	C07
Void

	C08
Void

	C09
IF A.1/1 AND NOT A.20/3 THEN R ELSE N/A

	C10
IF A.20/4 THEN R ELSE N/A

	C11
IF A.20/5 THEN R ELSE N/A

	C12
IF A.3/2 THEN R ELSE N/A

	C13
IF A.2/1 OR A.2/2 OR A.10/2 THEN R ELSE N/A

	C14
IF A.20/4 OR A.20/5 THEN R ELSE N/A

	C15
Void

	C16
Void

	C17
IF A.3/2 AND A.20/7 THEN R ELSE N/A

	C18
IF A.2/3 THEN R ELSE N/A

	C19
Void

	C20
IF A.2/4 THEN R ELSE N/A

	C21
IF A.20/8 AND A.3/1 THEN R ELSE N/A

	C22
IF A.20/9 AND A.3/1 THEN R ELSE N/A

	C23
IF A.3/1 THEN R ELSE N/A

	C24
IF A.20/11 AND A.3/1 THEN R ELSE N/A

	C25
IF A.20/12 AND A.3/1 THEN R ELSE N/A

	C26
IF A.2/5 THEN R ELSE N/A

	C27
IF A.2/6 THEN R ELSE N/A

	C28
IF A.20/8 AND A.3/2 THEN R ELSE N/A

	C29
IF A.20/9 AND A.3/2 THEN R ELSE N/A

	C30
IF A.3/2 AND A.20/31THEN R ELSE N/A

	C31
IF A.20/11 AND A.20/31 AND A.3/2 THEN R ELSE N/A

	C32
IF A.20/12 AND A.20/31 AND A.3/2 THEN R ELSE N/A

	C33
IF A.20/13 AND A.3/1 THEN R ELSE N/A

	C34
IF A.20/14 AND A.2/4 AND A.3/1 THEN R ELSE N/A

	C35
IF A.20/15 AND A.3/1 AND A.2/4 THEN R ELSE N/A

	C36
Void

	C36d
IF A.20/16 AND A.3/1 AND A.2/4 AND A.20/81 THEN R ELSE N/A

	C37
IF A.20/13 AND A.3/2 THEN R ELSE N/A

	C38
IF A.20/14 AND A.2/6 THEN R ELSE N/A

	C39
Void

	C40
Void

	C41
IF (NOT A.20/17) AND (NOT A.20/6) AND A.20/5 THEN R ELSE N/A

	C42
Void

	C43
Void

	C44
Void

	C45
Void

	C46
Void

	C47
Void

	C48
Void

	C49
Void

	C50
Void

	C51
Void

	C52
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 THEN R ELSE N/A

	C53
IF A.1/3 AND A.3/2 THEN R ELSE N/A

	C54
Void

	C55
Void

	C56
IF (A.1/2 OR A.1/3) AND A.1/4 AND NOT [52] A.2/49 THEN R ELSE N/A

	C57
IF A.1/1 AND A.18c/5a THEN R ELSE N/A

	C58
IF C434 AND C57 THEN O ELSE IF (A.1/1 AND A.18c/7a) THEN R ELSE N/A

	C59
IF ((A.1/2 OR A.1/3 OR A.1/8) AND A.1/4) AND (A.2/1 OR A.2/2) THEN R ELSE N/A

	C60
IF ((A.1/2 OR A.1/3 OR A.1/8) AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C61
IF A.1/1 AND A.18e/4 AND A.2/7 THEN R ELSE N/A

	C62
IF A.3/2 AND A.20/7 AND A.20/26 THEN R ELSE N/A

	C62a
IF A.3/2 AND A.20/7 AND A.20/26a THEN R ELSE N/A

	C62b
IF A.13/3 AND C62a THEN R ELSE N/A

	C63
Void

	C64
IF A.1/1 AND A.18e/5 THEN R ELSE N/A

	C65
IF A.1/1 AND A.18f/2 THEN R ELSE N/A

	C66
IF A.18a/7 THEN R ELSE N/A

	C67
IF A.18b/6 OR A.18b/9 THEN R ELSE N/A

	C68
IF A.1/3 AND A.18g/9 THEN R ELSE N/A

	C69
IF A.1/3 AND A.18g/10 THEN R ELSE N/A

	C70
IF A.1/3 AND A.18g/11 THEN R ELSE N/A

	C71
IF A.1/3 AND A.18g/12 THEN R ELSE N/A

	C72
IF A.1/3 AND A.18g/13.1 THEN R ELSE N/A

	C73
IF A.1/3 AND A.18g/13.2 THEN R ELSE N/A

	C74
IF A.1/3 AND A.18g/14.1 THEN R ELSE N/A

	C75
IF A.1/3 AND A.18g/14.2 THEN R ELSE N/A

	C76
IF C422 THEN O ELSE IF (A.1/1 AND A.18c/23a.2) THEN R ELSE N/A

	C77
IF A.3/2 AND A.20/42 THEN R ELSE N/A

	C78
IF A.3/3 AND A.20/42 THEN R ELSE N/A

	C79
IF A.3/2 AND A.20/35 THEN R ELSE N/A

	C80
Void

	C81
Void

	C82
Void

	C83
Void

	C84
Void

	C85
Void

	C86
Void

	C87
Void

	C88
IF A.3/3 THEN R ELSE N/A.

	C88d
IF A.3/3 AND A.20/81 THEN R ELSE N/A.

	C89
IF (A.1/1 AND A.1/4) AND A.3/2 AND A.20/26 THEN R ELSE N/A

	C90
IF A.1/1 AND A.3/3 THEN R ELSE N/A

	C90d
IF A.1/1 AND A.3/3 AND A.20/81THEN R ELSE N/A

	C91
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/3 THEN R ELSE N/A

	C92
Void

	C93
IF A.20/29 THEN R ELSE N/A

	C94
IF A.20/29 AND A.20/30 THEN R ELSE N/A

	C95
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 THEN R ELSE N/A

	C96
IF A.2/2 THEN R ELSE N/A

	C97
Void

	C98
IF A.3/1 THEN R ELSE N/A.

	C98d
IF A.3/1 AND A.20/81 THEN R ELSE N/A.

	C98e         IF A.3/1 AND A.20/81 AND (NOT A.10/43) THEN R ELSE N/A.

	C98f          IF A.3/1 AND A.20/81 AND A.10/43 THEN R ELSE N/A.

	C99
IF (A.3/1 OR A.3/3) AND A.20/36 THEN R ELSE N/A.

	C100
IF (A.3/1 OR A.3/3) AND A.7/30 AND A.20/81 THEN R ELSE N/A.

	C101
IF A.2/3 AND A.2/4 THEN R ELSE N/A

	C102
IF A.2/5 AND A.2/6 THEN R ELSE N/A

	C103
IF A.3/3 AND (NOT A.20/38 ) THEN R ELSE N/A


<further entries in the table skipped>

< End of Modified Section >
< Start of Modified Section >
A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities

	Item
	Other UE Service Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multimedia services ( 3G-324M)
	26.071, 26.110, 26.111, 26.112
	R99
	pc_3G324M
	

	2
	Alternate speech/facsimile group 3
	22.003, A.1.4
	R99
	pc_AltSpeechFax_TS61
	

	3
	Automatic facsimile group 3
	22.003, A.1.5
	R99
	
	

	4
	MBMS broadcast services
	22.246
	Rel-6
	pc_MBMS_Broadcast
	

	5
	MBMS multicast services
	22.246
	Rel-6
	pc_MBMS_Multicast
	

	6
	IMS
	23.228
	Rel-5
	pc_IMS
	

	7
	Indicating whether a PLMN is present on a PLMN list stored on the USIM
	23.122, 4.4.3.1.2
	Rel-7
	pc_Indicating_PLMN_list
	

	8
	Last RPLMN
	23.122, 4.4.3.1
	Rel-7
	pc_Last_RPLMN
	

	9
	Exception to manual network selection mode at switch-on 
	23.122, 4.4.3.1
	Rel-7
	pc_Exception_ManSelectionMode
	

	10
	MBMS broadcast services in MBSFN mode
	25.306
	Rel-7
	pc_MBMS_MBSFN
	

	11
	NW selection mode at switch-on
	23.122, 4.4.3.1
	Rel-7
	pc_NWSelectionMode_SwitchOn
	

	12
	CSG Support
	25.304
	Rel-8
	pc_CSG
	

	13
	MBMS broadcast services in MBSFN IMB
	25.306
	Rel-8
	pc_MBMS_IMB
	

	14
	eCall Only Support on the USIM
	24.008, 4.2.1.1
	Rel-8
	pc_eCallOnly
	UEs that contain USIM with subscription for eCall only service are identified as eCall Only capable UE.

	15
	eCall Capable Support on the USIM
	24.008
	Rel-8
	pc_eCallCapable
	UEs that contain USIM with subscription for eCall and other services are identified as eCall Capable UE.

	16
	Capability to Initiate Manual eCall
	24.008
	Rel-8
	pc_eCall_manual_Initiated
	UE providing a means to trigger a manual call

	17
	Capability to Initiate Automatic eCall
	24.008
	Rel-8
	pc_eCall_automatic_Initiated
	UE providing a means to trigger a automatic call

	18
	Capability to trigger a reconfiguration eCall
	24.008
	Rel-8
	pc_eCall_Reconfiguration_Call
	UE providing a means to trigger a reconfiguration eCall

	19
	Capability to trigger a Test eCall
	24.008
	Rel-8
	pc_eCall_Test_Call
	UE providing a means to trigger a Test eCall

	20
	Capability to Support of inter-frequency CSG Proximity Indication
	25.331 10.3.3.8a
	Rel-9
	pc_Indicating_CSG_Proximity_InterF
	

	21
	Capability to Support of inter-frequency SI acquisition for HO
	25.331
10.3.3.21c
	Rel-9
	pc_Acquiring_InterF_SI
	

	22
	Support of Cell Broadcast Service Discontinuous Reception (DRX)
	23.041, 8
25.324, 10.1
	R99
	pc_SMS_CellBroadcast_DRX
	

	23
	Capability to Support of intra-frequency SI acquisition for HO
	25.331
10.3.3.21c
	Rel-9
	pc_Acquiring_IntraF_SI
	

	24
	IMS emergency services
	24.229, 5.1.6
	Rel-9
	pc_IMS_EmergSrvc
	

	25
	Capability to establish the emergency call using the CS domain if the attach request for emergency bearer services was not accepted by the network
	24.008, 4.7.3.1.4a
	Rel-9
	pc_UsingCSDomain_Em
	

	26
	Capability to Support of intra-frequency CSG Proximity Indication
	25.331
10.3.3.8a
	Rel-9
	pc_Indicating_CSG_Proximity_IntraF
	

	27
	Support of UTRAN ANR
	25.306,
4.15
	Rel-10
	pc_UTRAN_ANR
	

	28
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_DCH
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_DCH
	

	29
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_FACH
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_FACH
	

	30
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in CELL_PCH when DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_PCH
	

	31
	Support of Low Access Priority indication
	24.008 1.8
	Rel-10
	pc_LAP
	

	32
	Support of MinimumPeriodicSearchTimer
	23.122, 4.4.3.3
	Rel-10
	pc_MinimumPeriodicSearchTimer
	

	33
	Support of the extended NMO I system information
	24.008, 4.1.1.4.2
	Rel-10
	pc_NMO_I_Behaviour
	

	34
	Support of AttachWithIMSI
	24.008, 4.7.3.1 and 4.4.4.1
	Rel-10
	pc_AttachWithIMSI
	

	35
	Support of T3212 extended value IE
	24.008,
4.4.2
	Rel-10
	pc_T3212Extended
	

	36
	Support of T3312 extended value IE
	24.008,
4.7.2.2 and 4.7.5.1
	Rel-10
	pc_T3312Extended
	

	37
	Support of Low Access Priority Override
	24.008,
1.8
	Rel-11
	pc_LAP_override
	

	38
	Support of SMS-only service
	24.008,
2.1.2 and 4.1.1.2.2
	Rel-11
	pc_SMS_Only
	

	39
	Support of GPRS services only
	24.008,
4.1.1.2.2
	Rel-11
	pc_GPRS_only
	

	40
	Supports WLAN, supports Offload to/from WLAN and supports S2b
	25.304, 5.6.2
24.302, 6.10.4
	Rel-12
	pc_UTRAN_WLAN_offload
	

	41
	Supports of ANDSF and RAN rules co-existence
	25.304, 5.6.2
24.302, 6.10.2
	Rel-12
	pc_ANDSF_RAN_Rules_Co
	

	42
	Support of Power Saving Mode
	24.008, 4.7.2.9
	Rel-12
	pc_PSM
	

	43
	Support of NAS Congestion control for CS services
	24.008, 4.4.4.7 and 4.4.4.9
	Rel-10
	pc_CS_CongestionControl
	CS Congestion control is Rel-10 feature and may be implemented by Rel-9 and early release UE


< End of Modified Section >
