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	Reason for change:
	In the agreed CR R5-175050 the sending of the IE MaxLayersMimo-r10 on the PCC has been introduced for 4Rx TCs with more than 2 Layers. 

During the discussion of the aforementioned CR, it has been proposed to send the IE MaxLayersMimo-r10 also on the SCC for 4Rx TCs with more than two layers. 


	
	

	Summary of change:
	The IE MaxLayersMimo-r10=fourLayers has been added to Table 4.6.1-8 on SCC for 4Rx TCs with more than two layers.

	
	

	Consequences if not approved:
	4Rx TCs applying more than two Layers and making use of SCC will not execute correctly.

The specification will remain incorrect.
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	Other comments:
	This is the outcome of one revision of R5-176844.


< Unchanged sections omitted >

4.6.2
System information blocks

See subclause 4.4.3.3 in this document.

4.6.3
Radio resource control information elements

< Unchanged tables omitted >
–
SCellToAddMod-r10-DEFAULT

Table 4.6.3-19D: SCellToAddMod-r10-DEFAULT

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	Set according to specific message content
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Set according to specific message content
	
	

	    dl-CarrierFreq-r10
	Set according to specific message content
	
	

	    dl-CarrierFreq-r10
	65535
	maxEARFCN
	Band > 64

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-DEFAULT
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-DEFAULT
	
	

	  dl-CarrierFreq-v1090
	Set according to specific message content
	
	Band > 64

	  antennaInfoDedicatedSCell-v10i0 ::= SEQUENCE {
	
	
	4Rx_SCC

	    maxLayersMIMO-r10
	fourLayers
	
	

	  }
	
	
	

	  srs-SwitchFromServCellIndex-r14
	0
	
	SRS-Switching

	}
	
	
	


	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	4Rx_SCC
	For 4Rx testcases with more than 2 Layers on SCC

	SRS-Switching
	SRS transmission is switched to a PUSCH-less TDD SCell.
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