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9.2.4.1_1
TDD - TDD Inter Frequency Absolute RSRQ Accuracy (Rel‑12 and forward)




9.2.4.1_1.1
Test purpose

Same test purpose as in clause 9.2.4.1.1.

9.2.4.1_1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 12 and forward. Applicability requires support for FGI bits 16 and 25.

9.2.4.1_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.4.1.3.

9.2.4.1_1.4
Test description

9.2.4.1_1.4.1
Initial conditions

Same initial conditions as in clause 9.2.4.1.4.1 with the following exceptions:

-
Instead of 9.2.4.1.4.3 ( use 9.2.4.1_1.4.3.

9.2.4.1_1.4.2
Test procedure

The test shall be performed twice for TDD UL/DL configuration 1 and configuration 0 respectively.

Test procedures for TDD UL/DL configuration 1:

Same test procedure as in clause 9.2.4.1.4.2 with the following exceptions:

-
Instead of Table 9.2.4.1.5-2 ( use Table 9.2.4.1_1.5-1.
-
Instead of Table 9.2.4.1.5-3 ( use Table 9.2.4.1_1.5-3.

Test procedures for TDD UL/DL configuration 0:

Same test procedure as in clause 9.2.4.1.4.2 with the following exceptions:

-
Instead of Table 9.2.4.1.5-2 ( use Table 9.2.4.1_1.5-2.
-
Instead of Table 9.2.4.1.5-3 ( use Table 9.2.4.1_1.5-3.
9.2.4.1_1.4.3
Message contents

Same message contents as in clause 9.2.4.1.4.3 with following exceptions:
Table 9.2.4.1_1.4.3-1: SystemInformationBlockType1 for TDD UL/DL configuration 0

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  tdd-Config SEQUENCE ::= SEQUENCE {
	
	
	

	    subframeAssignment
	sa0
	
	

	    specialSubframePatterns
	ssp6
	
	

	  }
	
	
	

	}
	
	
	


9.2.4.1_1.5
Test requirement

Table 9.2.4.1_1.5-1 and Table 9.2.4.1_1.5-2 define the primary level settings including test tolerances for all tests for TDD UL/DL configuration 1 and 0 respectively.

Each RSRQ TDD inter frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.4.1_1.5-3.

Table 9.2.4.1_1.5-1: Cell Specific Test requirement Parameters for RSRQ TDD - TDD inter frequency absolute accuracy for TDD configuration 1

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Gap Pattern Id
	
	0
	-
	0
	-
	0
	-

	Special subframe configuration Note1
	
	6
	6
	6

	Uplink-downlink configuration Note1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36
	-
	13—36
	-
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
	
	
	
	
	
	
	

	
[image: image3.wmf]oc

N

Note3


	Bands TDD_A
	dBm/15 kHz
	-80.0
	-81.1
	-104.70
	-104.70
	-119.50
	-119.20

	
	Bands TDD_C
	
	
	
	
	
	-118.50
	-118.20

	
	Bands TDD_E
	
	
	
	
	
	-117.50
	-117.20
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-81.75
	-82.85
	-108.70
	-107.90
	-123.50
	-122.40

	
	Bands TDD_C
	
	
	
	
	
	-122.50
	-121.40

	
	Bands TDD_E
	
	
	
	
	
	-121.50
	-120.40

	RSRQNote4
	Bands TDD_A, TDD_C, TDD_E
	dB
	-14.76
	-14.76
	-16.25
	-15.69
	-16.25
	-15.69

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-50.00
	-51.10
	-75.46
	-75.22
	-90.26
	-89.72

	
	Bands TDD_C
	
	
	
	
	
	-89.26
	-88.72

	
	Bands TDD_E
	
	
	
	
	
	-88.26
	-87.72
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image6.wmf]oc
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 to be fulfilled.

Note 4:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in TS 36.133 [4] section 3.5.


Table 9.2.4.1_1.5-2: Cell Specific Test requirement Parameters for RSRQ TDD - TDD inter frequency absolute accuracy for TDD configuration 0

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Gap Pattern Id
	
	0
	-
	0
	-
	0
	-

	Special subframe configuration Note1
	
	6
	6
	6

	Uplink-downlink configuration Note1
	
	0
	0
	0

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.5 TDD
	-
	R.5 TDD
	-
	R.5 TDD
	-

	PDSCH allocation
	
[image: image8.wmf]PRB

n


	13—36
	-
	13—36
	-
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
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	Bands TDD_A
	dBm/15 kHz
	-80.0
	-81.1
	-104.70
	-104.70
	-119.50
	-119.20

	
	Bands TDD_C
	
	
	
	
	
	-118.50
	-118.20

	
	Bands TDD_E
	
	
	
	
	
	-117.50
	-117.20
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-81.75
	-82.85
	-108.70
	-107.90
	-123.50
	-122.40

	
	Bands TDD_C
	
	
	
	
	
	-122.50
	-121.40

	
	Bands TDD_E
	
	
	
	
	
	-121.50
	-120.40

	RSRQNote4
	Bands TDD_A, TDD_C, TDD_E
	dB
	-14.76
	-14.76
	-16.25
	-15.69
	-16.25
	-15.69

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-50.00
	-51.10
	-75.46
	-75.22
	-90.26
	-89.72

	
	Bands TDD_C
	
	
	
	
	
	-89.26
	-88.72

	
	Bands TDD_E
	
	
	
	
	
	-88.26
	-87.72
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in TS 36.133 [4] section 3.5.


Table 9.2.4.1_1.5-3: RSRQ TDD - TDD inter frequency absolute accuracy requirements for the reported values
	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_04
	RSRQ_00
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_16
	RSRQ_16
	RSRQ_16

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_01
	RSRQ_00
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_19
	RSRQ_17
	RSRQ_17


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

< Unchanged sections omitted >
9.2.4.2_1
TDD - TDD Inter Frequency Relative Accuracy of RSRQ (Rel‑12 and forward)




9.2.4.2_1.1
Test purpose

Same test purpose as in clause 9.2.4.2.1.

9.2.4.2_1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 12 and forward. Applicability requires support for FGI bits 16 and 25.

9.2.4.2_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.4.2.3.

9.2.4.2_1.4
Test description

9.2.4.2_1.4.1
Initial conditions

Same initial conditions as in clause 9.2.4.2.4.1 with the following exceptions:

-
Instead of 9.2.4.2.4.3 ( use 9.2.4.2_1.4.3.

9.2.4.2_1.4.2
Test procedure

The test shall be performed twice for TDD UL/DL configuration 1 and configuration 0 respectively.

Test procedures for TDD UL/DL configuration 1:

Same test procedure as in clause 9.2.4.2.4.2 with the following exceptions:

-
Instead of Table 9.2.4.2.5-2 ( use Table 9.2.4.2_1.5-1.
-
Instead of Table 9.2.4.2.5-3 ( use Table 9.2.4.2_1.5-3.

Test procedures for TDD UL/DL configuration 0:

Same test procedure as in clause 9.2.4.1.4.2 with the following exceptions:

-
Instead of Table 9.2.4.2.5-2 ( use Table 9.2.4.2_1.5-2.
-
Instead of Table 9.2.4.2.5-3 ( use Table 9.2.4.2_1.5-3.
9.2.4.2_1.4.3
Message contents

Same message contents as in clause 9.2.4.2.4.3 with following exceptions:
Table 9.2.4.2_1.4.3-1: SystemInformationBlockType1 for TDD UL/DL configuration 0

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  tdd-Config SEQUENCE ::= SEQUENCE {
	
	
	

	    subframeAssignment
	sa0
	
	

	    specialSubframePatterns
	ssp6
	
	

	  }
	
	
	

	}
	
	
	


9.2.4.2_1.5
Test requirement

Table 9.2.4.2_1.5-1 and Table 9.2.4.2_1.5-2 define the primary level settings including test tolerances for all tests for TDD UL/DL configuration 1 and 0 respectively.

Each RSRQ TDD inter frequency relative accuracy test shall meet the reported values test requirements in Table 9.2.4.2_1.5-3.

Table 9.2.4.2_1.5-1: Cell Specific Test requirement Parameters for RSRQ TDD - TDD inter frequency relative accuracy for TDD configuration 1

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Gap Pattern Id
	
	0
	-
	0
	-
	0
	-

	Special subframe configuration Note1
	
	6
	6
	6

	Uplink-downlink configuration Note1
	
	1
	1
	1

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36
	-
	13—36
	-
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
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Note3
	Bands TDD_A
	dBm/15 kHz
	-81.1
	-81.1
	-104.70
	-104.70
	-119.50
	-119.20

	
	Bands TDD_C
	
	
	
	
	
	-118.50
	-118.20

	
	Bands TDD_E
	
	
	
	
	
	-117.50
	-117.20
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-82.85
	-82.85
	-108.70
	-107.90
	-123.50
	-122.40

	
	Bands TDD_C
	
	
	
	
	
	-122.50
	-121.40

	
	Bands TDD_E
	
	
	
	
	
	-121.50
	-120.40

	RSRQNote4
	Bands TDD_A, TDD_C, TDD_E
	dB
	-14.76
	-14.76
	-16.25
	-15.69
	-16.25
	-15.69

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-51.10
	-51.10
	-75.46
	-75.22
	-90.26
	-89.72

	
	Bands TDD_C
	
	
	
	
	
	-89.26
	-88.72

	
	Bands TDD_E
	
	
	
	
	
	-88.26
	-87.72
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image18.wmf]oc
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 to be fulfilled.

Note 4:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in section 3.5.


Table 9.2.4.2_1.5-2: Cell Specific Test requirement Parameters for RSRQ TDD - TDD inter frequency relative accuracy for TDD configuration 0

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Gap Pattern Id
	
	0
	-
	0
	-
	0
	-

	Special subframe configuration Note1
	
	6
	6
	6

	Uplink-downlink configuration Note1
	
	0
	0
	0

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.5 TDD
	-
	R.5 TDD
	-
	R.5 TDD
	-

	PDSCH allocation
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	13—36
	-
	13—36
	-
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
	
	
	
	
	
	
	

	
[image: image21.wmf]oc

N

Note3
	Bands TDD_A
	dBm/15 kHz
	-81.1
	-81.1
	-104.70
	-104.70
	-119.50
	-119.20

	
	Bands TDD_C
	
	
	
	
	
	-118.50
	-118.20

	
	Bands TDD_E
	
	
	
	
	
	-117.50
	-117.20
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-82.85
	-82.85
	-108.70
	-107.90
	-123.50
	-122.40

	
	Bands TDD_C
	
	
	
	
	
	-122.50
	-121.40

	
	Bands TDD_E
	
	
	
	
	
	-121.50
	-120.40

	RSRQNote4
	Bands TDD_A, TDD_C, TDD_E
	dB
	-14.76
	-14.76
	-16.25
	-15.69
	-16.25
	-15.69

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-51.10
	-51.10
	-75.46
	-75.22
	-90.26
	-89.72

	
	Bands TDD_C
	
	
	
	
	
	-89.26
	-88.72

	
	Bands TDD_E
	
	
	
	
	
	-88.26
	-87.72
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in section 3.5.


Table 9.2.4.2_1.5-3: RSRQ TDD - TDD inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 8
	RSRQ_x -9
	RSRQ_x -9

	Highest reported value (Cell 2)
	RSRQ_x + 8
	RSRQ_x + 11
	RSRQ_x + 11

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 10
	RSRQ_x - 9
	RSRQ_x - 9

	Highest reported value (Cell 2)
	RSRQ_x + 10
	RSRQ_x + 11
	RSRQ_x + 11

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

< End of changes >

