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	Reason for change:
	To align the RRCReconfiguration with core specification updates and add a condition for EN-DC MCG. 

	
	

	Summary of change:
	The RRCReconfiguration have been updated with mainly technical details.
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<Start of first modified section>
4.6.1
Contents of RRC messages
<<<Skipped text>>>

–
RRCReconfiguration
Table 4.6.1-3: RRCReconfiguration
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	Table 4.6.5-1.
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration ::= SEQUENCE {
	
	
	

	        radioBearerConfig
	RadioBearerConfig
	
	

	        secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC

	
	Not present
	
	EN-DC_MCG

	        measConfig
	Not present
	
	

	        lateNonCriticalExtension
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	EN-DC
	E-UTRA-NR Dual Connectivity

	EN-DC_MCG
	EN-DC MCG


<End of modified section>
