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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ASP
Abstract Service Primitive

ICS
Implementation Conformance Statement

IXIT
Implementation eXtra Information for Testing

MCPTT
Mission Critical Push To Talk
MCS
Mission Critical Services

PTC
Parallel Test Component

SS
System Simulator
TC
Test Case
[Text skipped here]
9.2
MCPTT Client PIXIT

Table 9.2-1: MCPTT Client Common PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	Client relevant IXIT
	
	
	
	

	px_MCPTT_Client_A_ID
	charstring
	"mcptt-client-A@mcptt-op.gov"
	
	The URI of the MCPTT client which is installed on the implementation under test.

The MCPTT client will assign this ID when the Client communicate for the first time with the MCPTT Server and will retain it unless factory reset is done.

	px_MCPTT_Client_B_ID
	charstring
	"mcptt-client-B@mcptt-op.gov"
	
	The URI of the MCPTT client which is to be simulated by the SS.

	Users relevant IXIT
	
	
	
	

	px_MCPTT_User_A_ID
	charstring
	"mcptt-user-A-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_Profile_Name
	charstring
	"mcptt-user-A-Profile-Name"
	
	Profile name for the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_Alias
	charstring
	"mcptt-user-A-alias"
	
	Alphanumeric alias of MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the organization the MCPTT user belongs to. Ref. TS 24.483 [13].

	px_MCPTT_User_A_username
	charstring
	"MCPTT#U01"
	
	UE's User username used for user authentication

	px_MCPTT_User_A_password
	charstring
	"psw@MCPTT&7"
	
	UE's User password used for user authentication

	px_MCPTT_UserDecryptKey_name
	charstring
	“tk.12.userA_decrypt@mcptt-op.gov”
	
	The SAKKE "Receiver Secret Key". Key name. This is an OCTET STRING encoding of an elliptic curve point. Ref. TS 33.179 [15]

	px_MCPTT_UserSigningKeySSK_name
	charstring
	“tk.12.userA_sign@mcptt-op.gov”
	
	The ECCSI private Key, "SSK". Key name. This is an OCTET STRING encoding of an integer Ref. TS 33.179 [15]

	px_MCPTT_UserPubTokenPVT_name
	charstring
	“tk.12.userA_pub@mcptt-op.gov”
	
	The ECCSI public validation token, "PVT". Key name. This is an OCTET STRING encoding of an elliptic curve point

	px_MCPTT_User_B_ID
	charstring
	"mcptt-user-B-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_B_Profile_Name
	charstring
	"mcptt-user-B-Profile-Name"
	
	Profile name for the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_B_Alias
	charstring
	"mcptt-user-B-alias"
	
	Alphanumeric alias of MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_B_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_B_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the organization the MCPTT user belongs to. Ref. TS 24.483 [13].

	px_MCPTT_User_C_ID
	charstring
	"mcptt-user-C-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_C_Profile_Name
	charstring
	"mcptt-user-C-Profile-Name"
	
	Profile name for the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_C_Alias
	charstring
	"mcptt-user-C-alias"
	
	Alphanumeric alias of MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_C_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_C_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the organization the MCPTT user belongs to. Ref. TS 24.483 [13].

	Groups relevant IXIT
	
	
	
	

	px_MCPTT_Group_A_ID
	charstring
	"mcptt-group-A@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_A_Name
	charstring
	"mcptt-group-A-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_A_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-A.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [24].

	px_MCPTT_Group_A_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_A_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.
RFC 4566 [25]

TS 26.171 [26]

	px_MCPTT_Group_B_ID
	charstring
	"mcptt-group-B@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_B_Name
	charstring
	"mcptt-group-B-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_B_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-B.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [241].

	px_MCPTT_Group_B_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_B_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.
RFC 4566 [25]

TS 26.171 [26]

	px_MCPTT_Group_C_ID
	charstring
	"mcptt-group-C@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_C_Name
	charstring
	"mcptt-group-C-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_C_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-C.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [24].

	px_MCPTT_Group_C_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_C_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.
RFC 4566 [25]

TS 26.171 [26]

	px_MCPTT_Group_D_ID
	charstring
	"mcptt-group-D@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_D_Name
	charstring
	"mcptt-group-D-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_D_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-D.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [241].

	px_MCPTT_Group_D_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_D_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.
RFC 4566 [25]

TS 26.171 [26]

	px_MCPTT_Group_T_ID
	charstring
	"mcptt-group-T@mcptt-op.gov"
	
	Group ID for a temporary group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_T_Name
	charstring
	"mcptt-group-T-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_T_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-T.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [241].

	px_MCPTT_Group_T_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_T_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.
RFC 4566 [25]

TS 26.171 [26]

	Sessions relevant IXIT
	
	
	
	

	px_MCPTT_sesson_A_ID
	charstring
	"12345678@mcptt-server-A.mcptt-op.gov”
	
	The URI of the MCPTT session A identity. Ref. TS 24.483 [13].

	px_MCPTT_sesson_B_ID
	charstring
	"sessionB@cf-B@ims-op.net"
	
	The URI of the MCPTT session B identity. Ref. TS 24.483 [13].

	px_MCPTT_CT_call_ID
	charstring
	"11111111@mcptt-op.gov"
	
	The call ID of a Client Terminated call that can be used for call identification in the SIP messages. Ref. TS 24.483 [13].

	Miscellaneous IXIT
	
	
	
	

	px_MCPTT_vendor_specific_information_init_config
	charstring
	""
	
	UE initial configuration vendor specific name for the application vendor, device vendor etc. Ref. TS 24.483 [13].

	px_MCPTT_vendor_specific_information_config
	charstring
	""
	
	UE configuration vendor specific name for the application vendor, device vendor etc. Ref. TS 24.483 [13].

	px_MCPTT_vendor_specific_information_user_profile
	charstring
	""
	
	User Profile vendor specific name for the application vendor, device vendor etc. Ref. TS 24.483 [13].

	px_MCPTT_vendor_specific_service_conf
	charstring
	""
	
	MCPTT service configuration vendor specific name for the application vendor, device vendor etc. Ref. TS 24.483 [13].

	px_MCPTT_CertUri
	charstring
	“cert1.mcptt-op.gov”
	
	The URI of the Certificate (this object). Ref. TS 33.179 [15]

	px_MCPTT_KmsUri
	charstring
	“kms.mcptt-op.gov”
	
	The URI of the KMS which issued the Certificate. Ref. TS 33.179 [15]

	px_MCPTT_IP_ConnectionAddressAll
	charstring
	"0.0.0.0"
	
	The unicast IP address

	px_MCPTT_IP_ConnectionAddressAudio
	charstring
	"0.0.0.0"
	
	The media=audio plane control channel IP address.

NOTE: Can be the same as the unicast IP address.

	px_MCPTT_IP_ConnectionAddressApp
	charstring
	"0.0.0.0"
	
	The media=application plane control channel IP address.

NOTE: Can be the same as the unicast IP address.

	px_MCPTT_ALL_APN
	charstring
	"mcptt-apn"
	
	A single APN which the UE shall use to access each and all MCPTT relevant services including the MCPTT SIP-1 reference point, the MC common core services for the HTTP-1 reference point and the MC identity management service for the CSC-1 reference point.

The APN is provided in the initial UE configuration as specified in TS 36.579-1 [2] Table 5.5.8.1-1.


