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	Other comments:
	


4.6.3
Radio resource control information elements
<<Skipped Text>>
–
CellGroupConfig
Table [4.6.3-n]: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	1
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    logicalChannelIdentity[1]
	[1]
	
	

	    servedRadioBearer[1] CHOICE {
	
	
	

	      drb-Identity
	DRB-Identity
	
	

	    }
	
	
	

	    reestablishRLC[1]
	[Not present]
	
	

	    RLC-Config[1]
	RLC-Config using condition AM.
	
	

	    mac-LogicalChannelConfig[1]
	LogicalChannelConfig
	
	

	  }
	
	
	

	  rlc-BearerToReleaseList
	[Not present]
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	   physicalCellGroupConfig SEQUENCE {
	
	
	

	    harq-ACK-SpatialBundlingPUCCH
	[Not present]
	
	

	    harq-ACK-SpatialBundlingPUSCH
	[Not present]
	
	

	    p-NR
	P-Max
	
	

	    pdsch-HARQ-ACK-Codebook
	[Dynamic]
	
	

	    tpc-SRS-RNTI
	[Not present]
	
	

	    tpc-PUCCH-RNTI
	[Not present]
	
	

	    tpc-PUSCH-RNTI
	[Not present]
	
	

	  }
	
	
	

	  spCellConfig SEQUENCE {
	[
	
	

	    servCellIndex
	ServCellIndex
	
	SCG

	    reconfigurationWithSync SEQUENCE {
	
	
	RECONFWITHSYNC

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	      t304
	[ms1000]
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	

	        uplink
	RACH-ConfigDedicated
	
	

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants
	[Not present]
	
	

	    rlmInSyncOutOfSyncThreshold
	[0]
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	  sCellToAddModList 
	[Not present]
	
	

	  sCellToReleaseList
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	SCG
	spCellConfig is provided for SCG

	RECONFWITHSYNC
	reconfigurationwithSync is configured in spCellConfig


