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{Start of changes}

1
Scope

The present document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain RF characteristics for frequency Range 1 as part of the 5G-NR. 

The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the "definition and applicability" part of the test.

For example only Release 15 and later UE declared to support 5G-NR shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.
2
Reference
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

●
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

●
For a specific reference, subsequent revisions do not apply.

●
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

Editor’s note: intended to capture more references

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
[3]
3GPP TS 38.101-2: " NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone".
[4]
3GPP TS 38.101-3: " NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios".
[5]
3GPP TS 38.508-1: "5GS; User Equipment (UE) conformance specification; Part 1: Common test environment ".
[6]
3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".
[7]
Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".

[8]
3GPP TS 38.211: "NR; Physical channels and modulation".

[9]
3GPP TS 38.213: "NR; Physical layer procedures for control".

[10]
3GPP TR 38.903: "NR; Derivation of test tolerances and measurement uncertainty for User Equipment (UE) conformance tests".
[11]
3GPP TR 38.905: "NR; Derivation of test points for radio transmission and reception conformance test cases"
3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Aggregated Transmission Bandwidth Configuration: The number of resource block allocated within the aggregated channel bandwidth.
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths. 

Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.

Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.

Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.
Channel edge: The lowest and highest frequency of the carrier, separated by the channel bandwidth.

Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.

NOTE:
Carriers aggregated in each band can be contiguous or non-contiguous.

Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band. 

Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.
Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same UE. There may be multiple instances of sub-blocks within an RF bandwidth.


3.2
Symbols

For the purposes of the present document, the following symbols apply:

ΔFGlobal 
Granularity of the global frequency raster

ΔFRaster 
Band dependent channel raster granularity 
ΔfOOB
Δ Frequency of Out Of Band emission.
ΔFTX-RX 
Δ Frequency of default TX-RX separation of the FDD operating band.
ΔSUL
Channel raster offset for SUL
BWChannel
Channel bandwidth
BWChannel_CA 
Aggregated channel bandwidth, expressed in MHz.
BWChannel,max
Maximum channel bandwidth supported among all bands in a release
Ceil(x)
Rounding upwards; ceil(x) is the smallest integer such that ceil(x) ≥ x

Floor(x)
Rounding downwards; floor(x) is the greatest integer such that floor(x) ≤ x
FOOB
The boundary between the NR out of band emission and spurious emission domains

FREF 
RF reference frequency 
LCRB 
Transmission bandwidth which represents the length of a contiguous resource block allocation

expressed in units of resources blocks

LCRB,Max 
Maximum number of RB for a given Channel bandwidth and sub-carrier spacing
Min()
The smallest of given numbers

Max()
The largest of given numbers
NRACLR
NR ACLR

NRB 
Transmission bandwidth configuration, expressed in units of resource blocks
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].


SCS
Subcarrier spacing
SUL
Supplementary uplink

MPR
Allowed maximum power reduction
CA_nX-nY
Inter-band CA of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable NR operating band
CC
Component Carriers
4
General 
Editor’s note: Intended to capture more information in future
4.1
Relationship between minimum requirements and test requirements

The TS 38.101-1 [2] is a Single-RAT specification for NR UE, covering RF characteristics and minimum performance requirements. Conformance to the TS 38.101-1 [2] is demonstrated by fulfilling the test requirements specified in the present document.
The Minimum Requirements given in TS 38.101-1 [2] make no allowance for measurement uncertainty. The present document defines test tolerances and measurement uncertainty. These test tolerances are individually calculated for each test. The test tolerances are used to relax the minimum requirements in this specification to create test requirements. For some requirements, including regulatory requirements, the test tolerance is set to zero.

The measurement results returned by the test system are compared - without any modification - against the test requirements as defined by the shared risk principle. 

The shared risk principle is defined in Recommendation ITU-R M.1545 [7].
4.2
Applicability of minimum requirements

a)
In TS 38.101-1 [2] the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios 

b)
For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)
The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal.
4.3
Specification suffix information

Unless stated otherwise the following suffixes are used for indicating at 2nd level subclause, shown in Table 4.3-1.

Table 4.3-1: Definition of suffixes

	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplement Uplink (SUL)

	D
	UL MIMO


A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional subclause (suffix A, B, C and D) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional subclause requirements (suffix A, B, C and D) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional subclause.

A terminal which supports more than one feature in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
4.4
Test points analysis

The information on test point analysis and test point selection including number of test points for each test case is shown in TR 38.905 [11] clause 4.1.
5

Operating bands and Channel arrangement
5.1
General

The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:
Other operating bands and channel bandwidths may be considered in future releases.

Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specification are identified as described in Table 5.1-1. 

<Unchanged Sections Skipped>
Annex A (normative): 
Measurement channels
A.1
General

The throughput values defined in the measurement channels specified in Annex A, are calculated and are valid per datastream (codeword). For multi-stream (more than one codeword) transmissions, the throughput referenced in the minimum requirements is the sum of throughputs of all datastreams (codewords).

The UE category entry in the definition of the reference measurement channel in Annex A is only informative and reveals the UE categories, which can support the corresponding measurement channel. Whether the measurement channel is used for testing a certain UE category or not is specified in the individual minimum requirements.

A.2
UL reference measurement channels

A.2.1
General

The measurement channels in the following subclauses are defined to derive the requirements in clause 6 (Transmitter Characteristics) and clause 7 (Receiver Characteristics). The measurement channels represent example configurations of physical channels for different data rates.

A.2.2
Reference measurement channels for FDD
TBD
A.2.3
Reference measurement channels for TDD
TBD
A.3
DL reference measurement channels

A.3.1
General
TBD
A.3.2
Reference measurement channel for receiver characteristics
[FRC applicability TBA]
Table A.3.2-1a Fixed Reference Channel for Receiver Requirements (SCS 15 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25
	30
	40
	50

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	15
	15
	15

	Subcarrier spacing configuration 
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	0
	0
	0
	0
	0
	0
	0
	0

	Allocated resource blocks
	
	25
	52
	79
	106
	133
	[160]
	216
	270

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	9
	9
	9
	9
	9
	9
	9
	9

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,5,6,7,8,9
	Bits
	1672
	3368
	5120
	6912
	8712
	10504
	14088
	17424

	Transport block CRC
	Bits
	16
	16
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	2
	2
	1
	1
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,5,6,7,8,9
	CBs
	1
	1
	1
	1
	2
	2
	2
	3

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,5,6,7,8,9
	Bits
	5400
	11232
	17064
	22896
	28728
	34560
	46656
	58320

	Max. Throughput averaged over 1 frame
	Mbps
	1.504
	3.031
	4.608
	6.220
	7.841
	9.454
	12.679
	15.682

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-1b Fixed Reference Channel for Receiver Requirements (SCS 30 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
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	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Allocated resource blocks
	
	11
	24
	38
	51
	65
	[78]
	106
	133
	162
	217
	273

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	19
	19
	19
	19
	19
	19
	19
	19
	19
	19
	19

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	Bits
	736
	1608
	2472
	3368
	4224
	4992
	6912
	8712
	10504
	14088
	17928

	Transport block CRC
	Bits
	16
	16
	16
	16
	24
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	2
	2
	2
	2
	1
	1
	1
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	CBs
	1
	1
	1
	1
	1
	1
	1
	2
	2
	2
	3

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	Bits
	2376
	5184
	8208
	11016
	14040
	16848
	22896
	28728
	34992
	46872
	58968

	Max. Throughput averaged over 1 frame
	Mbps
	1.398
	3.055
	4.697
	6.399
	8.025
	9.485
	13.133
	16.553
	19.958
	26.767
	34.063

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-1c Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
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	2
	2
	2
	2
	2
	2
	2
	2
	2
	2

	Allocated resource blocks
	
	11
	18
	24
	31
	[38]
	51
	65
	79
	107
	135

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	39
	39
	39
	39
	39
	39
	39
	39
	39
	39

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	Bits
	736
	1192
	1608
	2024
	2472
	3368
	4224
	5120
	6912
	8712

	Transport block CRC
	Bits
	16
	16
	16
	16
	16
	16
	24
	24
	24
	24

	LDPC base graph
	
	2
	2
	2
	2
	2
	2
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	CBs
	1
	1
	1
	1
	1
	1
	1
	1
	1
	2

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	Bits
	2376
	3888
	5184
	6696
	8208
	11016
	14040
	17064
	23112
	29160

	Max. Throughput averaged over 1 frame
	Mbps
	2.870
	4.649
	6.271
	7.894
	9.641
	13.135
	16.474
	19.968
	26.957
	33.977

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


A.4
CSI reference measurement channels
TBD
A.5
OFDMA Channel Noise Generator (OCNG)

A.5.1
OCNG Patterns for FDD
TBD
A.5.2
OCNG Patterns for TDD
TBD
A.6
Connection
The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done.

A.6.1
Measurement of Receiver Characteristics
TBD
{End of changes}
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