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<Start of first modified section>
4.2.2.1.2
Supported Channels for a NR cell
4.2.2.1.1.1
Logical channels
	Logical channel
	Minimum number
	Comments

	BCCH
	 0 for EN-DC, TBD for SA
	

	CCCH
	 0 for EN-DC, TBD for SA
	

	DCCH
	 0 for EN-DC, TBD for SA
	SplitSRB or SRB3 is optional in EN-DC

	PCCH
	0 for EN-DC, TBD for SA
	

	DTCH
	n
	Depending on SS's support for RB service testing


4.2.2.1.1.2
Transport channels

	Transport channel
	Minimum number
	Comments

	BCH
	1
	

	PCH
	N/A for EN-DC, TBD for SA
	

	RACH
	1
	

	DL-SCH
	1
	

	UL-SCH
	1
	


4.2.2.1.1.3
Physical channels
	Physical channel
	Minimum number
	Comments

	PBCH
	1
	Physical Broadcast Channel

	PDCCH
	1
	The physical downlink control channel carries scheduling assignments and other control information.

	PDSCH
	1
	Physical Downlink Shared Channel

	PUCCH
	1
	The physical uplink control channel carries uplink control information

	PUSCH
	1
	Physical Uplink Shared Channel

	PRACH
	1
	Physical Random Access Channel


4.2.2.1.1.4
Physical signals

	Physical signal
	Minimum number
	Comments

	Demodulation reference signal
	NA
	UL

	Sounding Reference signal
	NA
	UL, if applicable

	Phase Tracking Reference Signal
	NA
	UL, if applicable

	Demodulation reference signal(PDSCH)
	NA
	DL

	Demodulation reference signal(PDCCH)
	NA
	DL

	Demodulation reference signal(PBCH)
	NA
	DL

	Phase Tracking Reference Signal
	NA
	DL, if applicable

	CSI reference signal
	NA
	DL

	Primary synchronisation signal
	NA
	DL

	Secondary synchronisation signal
	NA
	DL


4.3
Reference test conditions
<End of modified section>
