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<< Unchanged sections omitted >>
8.8.4.1
FDD Enhanced Downlink Control Channel Performance Requirements Type A for EDPCCH - Localized Transmission with CRS Interference Model
Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:


- Test tolerances are undefined


8.8.4.1.1
Test purpose

This test verifies the Enhanced downlink control channel performance requirement Type A for localized EPDCCH transmission with CRS interference model. This test verifies the receiver characteristics of the EPDCCH which are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg).

8.8.4.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE Release 13 and forward. Detailed Test Applicability is specified in clause 8.1.2.7.
8.8.4.1.3
Minimum conformance requirements

<< Unchanged sections omitted >>
8.8.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.8.1  with the following exceptions:

Table 8.8.4.1.4.3-1: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, condition: FDD, TM9


Table 8.8.4.1.4.3-2: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	   antennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	    transmissionMode-r10
	tm9-v1020
	
	

	    codebookSubsetRestriction-r10
	111111
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.4.1.4.3-3: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  neighCellsCRS-Info-r13 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      CRS-AssistancedInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13{
	
	2 entries
	

	        CRS-AssistancedInfo-r13 ::= SEQUENCE {
	
	
	

	          physCellId-r13
	1
	
	Cell 2

	
	6
	
	Cell 3

	          antennaPortsCount-r13
	an2
	
	Cell 2, Cell 3

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.8.4.1.5
Test requirement

<< Unchanged sections omitted >>
8.8.4.2
TDD Enhanced Downlink Control Channel Performance Requirements Type A for EDPCCH - Localized Transmission with CRS Interference Model
Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:


- Test tolerances are undefined


8.8.4.2.1
Test purpose

This test verifies the Enhanced downlink control channel performance requirement Type A for localized EPDCCH transmission with CRS interference model. This test verifies the receiver characteristics of the EPDCCH which are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg).

8.8.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE Release 13 and forward. Detailed Test Applicability is specified in clause 8.1.2.7.
8.8.4.2.3
Minimum conformance requirements

<< Unchanged sections omitted >>
8.8.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.8.1  with the following exceptions:

Table 8.8.4.2.4.3-1: EPDCCH-Config-r11-DEFAULT 

	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, condition: TDD, TM9


Table 8.8.4.2.4.3-2: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa0
	
	

	  specialSubframePatterns
	ssp1
	
	

	}
	
	
	


Table 8.8.4.2.4.3-3: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	   antennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	    transmissionMode-r10
	tm9-v1020
	
	

	    codebookSubsetRestriction-r10
	111111
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.4.2.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  neighCellsCRS-Info-r13 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      CRS-AssistancedInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13{
	
	2 entries
	

	        CRS-AssistancedInfo-r13 ::= SEQUENCE {
	
	
	

	          physCellId-r13
	1
	
	Cell 2

	
	6
	
	Cell 3

	          antennaPortsCount-r13
	an2
	
	Cell 2, Cell 3

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.8.4.2.5
Test requirement

<< Unchanged sections omitted >>
8.8.5.1
TDD Enhanced Downlink Control Channel Performance Requirements Type A for EDPCCH - Distributed Transmission with TM9 Interference Model

Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:


- Test tolerances are undefined


8.8.5.1.1
Test purpose

This test verifies the Enhanced downlink control channel performance requirement Type A for distributed EPDCCH transmission with TM9 interference model. This test verifies the receiver characteristics of the EPDCCH which are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). 
8.8.5.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE Release 13 and forward. Detailed Test Applicability is specified in clause 8.1.2.7.
8.8.5.1.3
Minimum conformance requirements

<< Unchanged sections omitted >>
8.8.5.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.8.1 with the following exceptions:

Table 8.8.5.1.4.3-1: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, Condition: TDD


Table 8.8.5.1.4.3-2: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa0
	
	

	  specialSubframePatterns
	Ssp1
	
	

	}
	
	
	


Table 8.8.5.1.4.3-3: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  neighCellsCRS-Info-r13 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      CRS-AssistancedInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13{
	
	2 entries
	

	        CRS-AssistancedInfo-r13 ::= SEQUENCE {
	
	
	

	          physCellId-r13
	6
	
	Cell 2

	
	1
	
	Cell 3

	          antennaPortsCount-r13
	an2
	
	Cell 2, Cell 3

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.8.5.1.5
Test requirement

<< Unchanged sections omitted >>
8.8.6.1
FDD Enhanced Downlink Control Channel Performance Type A for EDPCCH- Distributed Transmission with TM3 Interference Model
Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:


- Test tolerances are undefined


8.8.6.1.1
Test purpose

This test verifies the Enhanced downlink control channel performance requirement Type A for distributed EPDCCH transmission with TM3 interference model. This test verifies the receiver characteristics of the EPDCCH which are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). 
8.8.6.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE Release 13 and forward. Detailed Test Applicability is specified in clause 8.1.2.7.
8.8.6.1.3
Minimum conformance requirements

<< Unchanged sections omitted >>
8.8.6.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.8.6.1.4.3-1: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, Condition: FDD



8.8.6.1.5
Test requirement

<< Unchanged sections omitted >>
