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36.523-1 Work Plan for Rel-14
Table 1: List of Protocol test cases

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	6  Idle mode operations
	
	
	
	
	
	
	

	6.1  In a pure E-UTRAN environment
	
	
	
	
	
	
	

	6.1.2  Cell selection and reselection
	
	
	
	
	
	
	

	
	36.523-1
	6.1.2.5b
	Rel-14
	Cell reselection for interband operation using Pcompensation / Between FDD and TDD
	To ensure that the UE in E-UTRA RRC IDLE on a FDD band that detects the re-selection criteria using Pcompensation is met for a cell on a TDD band reselects to the new cell.
	QUALCOMM Incorporated, Sprint
	
	100%
	R5-173017
	36.523-2 applicability in R5-174016.

	7  Layer 2
	
	
	
	
	
	
	

	7.1  MAC
	
	
	
	
	
	
	

	7.1.12  Data Inactivity
	
	
	
	
	
	
	

	
	36.523-1
	7.1.12.1
	Rel-14
	DataInactivityTimer expiry
	To ensure that the UE enters RRC_IDLE State upon detecting data inactivity on expiry of DataInactivityTImer.

Following the approval and inclusion of the Rel-14 data inactivity timer on MAC (R2-1702222, R2-1702223 and R2-1702224).


	NTT DOCOMO, INC., MCC TF160, BlackBerry
	
	100%
	R5-174575
	36.523-2 applicability in R5-174655.
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