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<Start of first modified section>
4.6.3
Radio resource control information elements
<<<Skipped text>>>

–
RACH-ConfigCommon
Table [4.6.3-n]: RACH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon::= SEQUENCE {
	
	
	

	  rach-ConfigGeneric
	RACH-ConfigGeneric
	
	

	  totalNumberOfRA-Preambles
	[Not present]
	
	

	  ssb-perRACH-OccasionAndCB-PreamblesPerSSB CHOICE {
	
	
	

	    one
	n8
	
	

	  }
	
	
	

	  groupBconfigured 
	Not present
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  ra-ContentionResolutionTimer
	sf64
	
	

	  rsrp-ThresholdSSB
	RSRP-Range
	
	

	  rsrp-ThresholdSSB-SUL
	RSRP-Range
	
	

	  prach-RootSequenceIndex CHOICE {
	
	
	

	    l139
	[0]
	
	

	  }
	
	
	

	  msg1-SubcarrierSpacing
	SubcarrierSpacing
	
	

	  restrictedSetConfig
	[unrestrictedSet]
	
	

	  msg3-transformPrecoding
	[Not present]
	
	

	}
	
	
	


–
RACH-ConfigGeneric
Table [4.6.3-n]: RACH-ConfigGeneric

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	161
	
	

	  msg1-FDM
	four
	
	

	  msg1-FrequencyStart
	[0]
	
	

	  zeroCorrelationZoneConfig
	15
	
	

	  preambleReceivedTargetPower
	[0]
	
	

	  preambleTransMax
	n7
	
	

	  powerRampingStep
	dB4
	
	

	  ra-ResponseWindow
	s120
	
	

	}
	
	
	


–
RACH-ConfigDedicated
Table [4.6.3-n]: RACH-ConfigDedicated

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigDedicated::= SEQUENCE {
	
	
	

	  cfra-Resources CHOICE {
	
	
	

	    ssb SEQUENCE {
	
	
	

	      ssb-ResourceList SEQUENCE (SIZE(1..maxRA-SSB-Resources)) OF {
	
	
	

	        ssb
	SSB-Index
	
	

	        ra-PreambleIndex
	8
	
	

	      }
	
	
	

	      ra-ssb-OccasionMaskIndex
	0
	
	

	    }
	
	
	

	  }
	
	
	

	  cfra-Occasions
	Not present
	
	

	}
	
	
	


<End of modified section>
