Page 1



3GPP TSG-RAN5 Meeting #80
R5-184558
Gothenburg, Sweden, 20th August 2018 – 24th August 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.521-1
	CR
	4421
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of new UL 256QAM test case - Annex F

	
	

	Source to WG:
	CETECOM GmbH

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_UL_CAP_enh-UEConTest
	
	Date:
	2018-08-09

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	New UL 256QAM Test Cases are defined, A-MPR for intra-band contiguous CA and A-MPR for inter-band CA. For these Test Cases uncertainty parameters and test tolerances must be available in Annex F.1.2 and Annex F.3.2.

	
	

	Summary of change:
	Uncertainty parameters and test tolerances have been defined for new UL 256QAM Test Cases.

	
	

	Consequences if not approved:
	LTE_UL_CAP_enh-UEConTest work plan will remain incomplete.
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	Other comments:
	


< begin of first modification >
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	

	< many rows skipped >
	
	

	6.2.4A.1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4A.1_1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4A.1_2 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 256QAM
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4A.2 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA)
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4A.2_1 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA) for UL 64QAM
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4A.2_2 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA) for UL 256QAM
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4B Additional Maximum Power Reduction (A-MPR) for UL-MIMO
	Same as 6.2.4 for each antenna
	

	< many rows skipped >
	
	

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


< end of first modification >
< begin of second modification >
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB

4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

Power class 3: 23dBm ±3.3 dB

	< many rows skipped >
	
	
	

	6.2.4A.1_1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.2.4A.1
	Same as 6.2.4A.1
	Same as 6.2.4A.1

	6.2.4A.1_2 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 256QAM
	Same as 6.2.4A.1
	Same as 6.2.4A.1
	Same as 6.2.4A.1

	6.2.4A.2 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA)
	Same as 6.2.4
	Same as 6.2.4
	Formula:
Upper limit: +T(PCMAX_H) + TT,

Lower limit: -T(PCMAX_L ) – MPR – AMPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass – MPR – AMPR -TC

	6.2.4A.2_1 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA) for UL 64QAM
	Same as 6.2.4
	Same as 6.2.4
	Formula:
Upper limit: +T(PCMAX_H) + TT,

Lower limit: -T(PCMAX_L ) – MPR – AMPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass – MPR – AMPR -TC

	6.2.4A.2_2 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA) for UL 256QAM
	Same as 6.2.4
	Same as 6.2.4
	Formula:
Upper limit: +T(PCMAX_H) + TT,

Lower limit: -T(PCMAX_L ) – MPR – AMPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass – MPR – AMPR -TC

	6.2.4B Additional Maximum Power Reduction (A-MPR) for UL-MIMO
	Same as 6.2.4
	Same as 6.2.4
	Same as 6.2.4

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	< many rows skipped >
	
	
	

	6.8B Time alignment error for UL-MIMO
	The Time Alignment Error (TAE) shall not exceed 130 ns
	25 ns
	Formula:
Minimum Requirement+ TT


< end of second modification >
