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	Other comments:
	


<Start of first modified section>
4.6.3
Radio resource control information elements

 Editor’s Note: Updated based on ongoing RAN2 work on CR 100 for TS 38.331. Check against final version for RP#81.
–
AdditionalSpectrumEmission
Table 4.6.3-1: AdditionalSpectrumEmission
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AdditionalSpectrumEmission
	0
	
	


–
Alpha
Table 4.6.3-2: Alpha

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	Alpha
	alpha0
	
	


–
AMF-Identifier
Table 4.6.3-2A: AMF-Identifier
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AMF-Identifier
	FFS
	
	


–
ARFCN-ValueEUTRA
Table 4.6.3-2B: ARFCN-ValueEUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ARFCN-ValueEUTRA
	FFS
	
	


–
ARFCN-ValueNR
Table 4.6.3-3: ARFCN-ValueNR

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ARFCN-ValueNR
	ARFCN-ValueNR
	
	

	
	Downlink ARFCN of the SSB under test. See table 4.3.1.n-n.
	
	DL_SSB

	
	Downlink ARFCN of the point A under test. See table 4.3.1.n-n.
	
	DL_PointA

	
	Uplink ARFCN of the point A under test. See table 4.3.1.n-n
	
	UL_PointA


	Condition
	Explanation

	DL_SSB
	IE absoluteFrequencySSB for downlink

	DL_PointA
	IE absoluteFrequencyPointA for downlink

	UL_PointA
	IE absoluteFrequencyPointA for uplink


–
BWP
Table 4.6.3-4: BWP

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP ::= SEQUENCE {
	
	
	

	  locationAndBandwidth
	0
	
	

	  subcarrierSpacing
	SubcarrierSpacing
	
	

	  cyclicPrefix
	Not present
	
	

	}
	
	
	


Table 4.6.3-5: BWP-Uplink

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Uplink ::= SEQUENCE {
	
	
	

	  bwp-Id
	BWP-Id
	
	

	  bwp-Common
	[BWP-UplinkCommon]
	
	

	  bwp-Dedicated
	[BWP-UplinkDedicated]
	
	

	}
	
	
	


Table 4.6.3-6: BWP-UplinkCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-UplinkCommon ::= SEQUENCE {
	
	
	

	  genericParameters
	BWP
	
	

	  rach-ConfigCommon CHOICE {
	
	
	

	    setup
	RACH-ConfigCommon
	
	

	  }
	
	
	

	  pusch-ConfigCommon CHOICE {
	
	
	

	    setup
	PUSCH-ConfigCommon
	
	

	  }
	
	
	

	  pucch-ConfigCommon CHOICE {
	
	
	

	    setup
	PUCCH-ConfigCommon
	
	

	  }
	
	
	

	}
	
	
	


Table 4.6.3-7: BWP-UplinkDedicated
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-UplinkDedicated ::= SEQUENCE {
	
	
	

	  pucch-Config CHOICE {
	
	
	

	    setup
	PUCCH-Config
	
	

	  }
	
	
	

	  pusch-Config CHOICE {
	
	
	

	    setup
	PUSCH-Config
	
	

	  }
	
	
	

	  configuredGrantConfig
	Not present

	
	

	  srs-Config
	Not present
	
	

	  beamFailureRecoveryConfig
	Not present
	
	

	}
	
	
	


Table 4.6.3-8: BWP-Downlink

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Downlink ::= SEQUENCE {
	
	
	

	  bwp-Id
	BWP-Id
	
	

	  bwp-Common
	BWP-DownlinkCommon
	
	

	  bwp-Dedicated
	BWP-DownlinkDedicated
	
	

	}
	
	
	


Table 4.6.3-9: BWP-DownlinkCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-DownlinkCommon ::= SEQUENCE {
	
	
	

	  genericParameters
	BWP
	
	

	  pdcch-ConfigCommon CHOICE {
	
	
	

	    setup 
	PDCCH-ConfigCommon
	
	

	  }
	
	
	

	  pdsch-ConfigCommon CHOICE {
	
	
	

	    setup 
	PDSCH-ConfigCommon
	
	

	  }
	
	
	

	}
	
	
	


Table 4.6.3-10: BWP-DownlinkDedicated
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-DownlinkDedicated ::= SEQUENCE {
	
	
	

	  pdcch-Config CHOICE {
	
	
	

	   setup 
	PDCCH-Config
	
	

	  }
	
	
	

	  pdsch-Config CHOICE {
	
	
	

	    setup 
	PDSCH-Config
	
	

	  }
	
	
	

	  sps-Config
	Not present
	
	

	  radioLinkMonitoringConfig
	Not present
	
	

	}
	
	
	


–
BWP-Id
Table 4.6.3-11: BWP-Id

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Id
	0
	
	


–
BeamFailureRecoveryConfig
Table 4.6.3-12: BeamFailureRecoveryConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BeamFailureRecoveryConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CellAccessRelatedInfo
Table 4.6.3-12A: CellAccessRelatedInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellAccessRelatedInfo ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CellGroupConfig
Table 4.6.3-13: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	CellGroupId
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    RLC-Bearer-Config[1]
	RLC-Bearer-Config
	
	

	  }
	
	
	

	  rlc-BearerToReleaseList
	Not present
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	  physicalCellGroupConfig
	PhysicalCellGroupConfig
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	Not present
	
	

	
	ServCellIndex
	
	EN-DC

	    reconfigurationWithSync
	Not present
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	EN-DC

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	      t304
	ms1000
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	

	        uplink
	RACH-ConfigDedicated
	
	

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants CHOICE {
	
	
	

	      [setup]
	[RLF-TimersAndConstants]
	
	

	    }
	
	
	

	    rlmInSyncOutOfSyncThreshold
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	  sCellToAddModList 
	Not present
	
	

	  sCellToReleaseList
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


–
CellGroupId
Table 4.6.3-14: CellGroupId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupId
	1
	
	


–
CellIdentity
Table 4.6.3-14A: CellIdentity
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellIdentity
	FFS
	
	


–
CellGlobalIdNR
Table 4.6.3-14B: CellGlobalIdNR
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGlobalIdNR ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CellReselectionPriority
Table 4.6.3-14C: CellReselectionPriority
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellReselectionPriority
	FFS
	
	


–
CodebookConfig
Table 4.6.3-15: CodebookConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	            moreThanTwo SEQUENCE {
	
	
	

	              n1-n2 CHOICE {
	
	
	

	                two-one-TypeI-SinglePanel-Restriction
	11111111
	
	FR2

	                four-one-TypeI-SinglePanel-Restriction
	11111111 11111111
	
	FR1

	              },
	
	
	

	              typeI-SinglePanel-codebookSubsetRestriction-i2
	11111111 11111111
	
	

	            }
	
	
	

	          },
	
	
	

	          typeI-SinglePanel-ri-Restriction
	11111111
	
	

	        }, 
	
	
	

	      },
	
	
	

	      codebookMode
	1
	
	

	    },
	
	
	

	  }
	
	
	

	}
	
	
	


–
ConfiguredGrantConfig
Table 4.6.3-16: ConfiguredGrantConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ConfiguredGrantConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
ConnEstFailureControl
Table 4.6.3-16A: ConnEstFailureControl
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ConnEstFailureControl ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
ControlResourceSet
Table 4.6.3-17: ControlResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	11110000 00000000 00000000 00000000 00000000 00000
	
	

	  duration
	1
	
	

	  cce-REG-MappingType CHOICE {
	
	
	

	    nonInterleaved
	null
	
	

	  }
	
	
	

	  precoderGranularity
	sameAsREG-bundle
	
	

	  tci-StatesPDCCH-ToAddList
	Not present
	
	

	  tci-StatesPDCCH-ToReleaseList
	Not present
	
	

	  tci-PresentInDCI
	Not present
	
	

	  pdcch-DMRS-ScramblingID
	Not present
	
	

	}
	
	
	


–
ControlResourceSetId
Table 4.6.3-18: ControlResourceSetId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSetId
	0
	
	


–
ControlResourceSetZero
Table 4.6.3-18A: ControlResourceSetZero
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSetZero
	FFS
	
	


–
CrossCarrierSchedulingConfig
Table 4.6.3-19: CrossCarrierSchedulingConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CrossCarrierSchedulingConfig::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CSI-AperiodicTriggerStateList
Table 4.6.3-20: CSI-AperiodicTriggerStateList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-AperiodicTriggerStateList ::= SEQUENCE (SIZE (1..maxNrOfCSI-AperiodicTriggers)) OF {
	1 entry
	
	

	  CSI-AperiodicTriggerState[1] SEQUENCE (SIZE(1..maxNrofReportConfigPerAperiodicTrigger)) OF {
	[1 entry]
	
	

	    reportConfigId[1]
	CSI-ReportConfigId
	
	

	    resourcesForChannel[1] CHOICE {
	
	
	

	      nzp-CSI-RS SEQUENCE {
	
	
	

	        resourceSet
	8
	
	FR1

	
	16
	
	FR2

	        qcl-info SEQUENCE (SIZE(1..maxNrofAP-CSI-RS-ResourcesPerSet)) OF {
	1 entry
	
	

	          TCI-StateId[1]
	TCI-StateId
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    csi-IM-ResourcesforInteference[1]
	8
	
	FR1

	
	16
	
	FR2

	    nzp-CSI-RS-ResourcesforInterference[1]
	8
	
	FR1

	
	16
	
	FR2

	  }
	
	
	

	}
	
	
	


–
CSI-FrequencyOccupation
Table 4.6.3-21: CSI-FrequencyOccupation
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-FrequencyOccupation ::= SEQUENCE {
	
	
	

	  startingRB
	0
	
	

	  nrofRBs
	160
	
	FR1_60MHz

	
	216
	
	FR1_80MHz

	
	272
	
	FR1_100MHz

	
	132
	
	FR2_200MHz

	
	52
	
	TRS

	}
	
	
	


	Condition
	Explanation

	FR1_60MHz
	FR1 is used under the test. CBW is set to 60MHz.

	FR1_80MHz
	FR1 is used under the test. CBW is set to 80MHz.

	FR1_100MHz
	FR1 is used under the test. CBW is set to 100MHz.

	FR2_200MHz
	FR2 is used under the test. CBW is set to 200MHz.

	TRS
	Tracking-Reference Signal


–
CSI-IM-Resource
Table 4.6.3-22: CSI-IM-Resource
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-Resource ::= SEQUENCE {
	
	
	

	  csi-IM-ResourceId
	CSI-IM-ResourceId
	
	

	  csi-IM-ResourceElementPattern CHOICE {
	
	
	

	    pattern1 SEQUENCE {
	
	
	

	      subcarrierLocation-p1 
	s4
	
	

	      symbolLocation-p1
	3
	
	FR1

	
	4
	
	FR2

	    }
	
	
	

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	  periodicityAndOffset
	Not present 
	
	

	}
	
	
	


–
CSI-IM-ResourceId
Table 4.6.3-23: CSI-IM-ResourceId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-ResourceId 
	7
	
	FR1

	
	31
	
	FR2


–
CSI-IM-ResourceSet
Table 4.6.3-24: CSI-IM-ResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-ResourceSet ::= SEQUENCE {
	
	
	

	  csi-IM-ResourceSetId
	CSI-IM-ResourceSetId
	
	

	  csi-IM-Resources SEQUENCE (SIZE(1..maxNrofCSI-IM-ResourcesPerSet)) {
	1 entry
	
	

	    CSI-IM-ResourceId[1]
	CSI-IM-ResourceId
	
	

	  }
	
	
	

	}
	
	
	


–
CSI-IM-ResourceSetId
Table 4.6.3-25: CSI-IM-ResourceSetId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-ResourceSetId
	0
	
	


–
CSI-MeasConfig
Table 4.6.3-26: CSI-MeasConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-MeasConfig::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceToAddModList SEQUENCE {
	1 entry
	
	

	  NZP-CSI-RS-Resource[1]
	NZP-CSI-RS-Resource
	
	

	  }
	
	
	

	  nzp-CSI-RS-ResourceToReleaseList
	[Not present]
	
	

	  nzp-CSI-RS-ResourceSetToAddModList SEQUENCE {
	1 entry
	
	

	    NZP-CSI-RS-ResourceSet[1]
	NZP-CSI-RS-ResourceSet
	
	

	  }
	
	
	

	  nzp-CSI-RS-ResourceSetToReleaseList
	Not present
	
	

	  csi-IM-ResourceToAddModList SEQUENCE {
	1 entry
	
	

	    CSI-IM-Resource[1]
	CSI-IM-Resource
	
	

	  }
	
	
	

	  csi-IM-ResourceToReleaseList
	Not present
	
	

	  csi-IM-ResourceSetToAddModList SEQUENCE {
	1 entry
	
	

	  CSI-IM-ResourceSet[1]
	CSI-IM-ResourceSet
	
	

	  }
	
	
	

	  csi-IM-ResourceSetToReleaseList
	Not present
	
	

	  csi-SSB-ResourceSetToAddModList SEQUENCE {
	1 entry
	
	

	  CSI-SSB-ResourceSet[1]
	CSI-SSB-ResourceSet
	
	

	  }
	
	
	

	  csi-SSB-ResourceSetToAddReleaseList
	Not present
	
	

	  csi-ResourceConfigToAddModList SEQUENCE {
	1 entry
	
	

	  CSI-ResourceConfig[1]
	CSI-ResourceConfig
	
	

	  }
	
	
	

	  csi-ResourceConfigToReleaseList 
	Not present
	
	

	  csi-ReportConfigToAddModList
	1 entry
	
	

	  CSI-ReportConfig[1]
	CSI-ReportConfig
	
	

	  }
	
	
	

	  csi-ReportConfigToReleaseList
	Not present
	
	

	  reportTriggerSize
	1
	
	

	  aperiodicTriggerStateList SetupRelease {
	
	
	

	    setup
	CSI-AperiodicTriggerStateList
	
	

	  }
	
	
	

	  semiPersistentOnPUSCH-TriggerStateList
	Not present
	
	

	}
	
	
	


–
CSI-ReportConfig
Table 4.6.3-27: CCSI-ReportConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigId
	CSI-ReportConfigId
	
	

	  carrier
	ServCellIndex 
	
	

	  resourcesForChannelMeasurement
	CSI-ResourceConfigId
	
	

	  csi-IM-ResourcesForInterference
	CSI-ResourceConfigId 
	
	

	  nzp-CSI-RS-ResourcesForInterference
	CSI-ResourceConfigId 
	
	

	  reportConfigType CHOICE {
	
	
	

	    aperiodic SEQUENCE {
	
	
	

	      reportSlotOffsetList
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity CHOICE {
	
	
	

	    cri-RI-PMI-CQI
	NULL, 
	
	FR1

	    cri-RI-LI-PMI-CQI
	NULL
	
	FR2

	  }
	
	
	

	  reportFreqConfiguration  SEQUENCE {
	
	
	

	    cqi-FormatIndicator 
	widebandCQI
	
	

	    pmi-FormatIndicator 
	widebandPMI
	
	

	    csi-ReportingBand
	Not present
	
	

	  }
	
	
	

	  timeRestrictionForChannelMeasurements 
	configured
	
	

	  timeRestrictionForInterferenceMeasurements 
	configured
	
	

	  codebookConfig
	CodebookConfig
	
	

	  nrofCQIsPerReport 
	n2
	
	

	  groupBasedBeamReporting CHOICE {
	
	
	

	    disabled  SEQUENCE {
	
	
	

	      nrofReportedRS 
	n1
	
	

	    }
	
	
	

	  }
	
	
	

	  cqi-Table 
	table2
	
	FR1

	
	table1
	
	FR2

	  subbandSize 
	value2
	
	

	  bler-Target 
	Not present
	
	

	  non-PMI-PortIndication
	Not present
	
	

	  }
	
	
	

	}
	
	
	


–
CSI-ReportConfigId
Table 4.6.3-28: CCSI-ReportConfigId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfigID
	0
	
	


–
CSI-ResourceConfig
Table 4.6.3-29: CSI-ResourceConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourceConfig ::= SEQUENCE {
	
	
	

	  csi-ResourceConfigId
	CSI-ResourceConfigId
	
	

	  csi-RS-ResourceSetList   CHOICE {
	FFS
	
	

	    nzp-CSI-RS-SSB  SEQUENCE {
	
	
	

	      nzp-CSI-RS-ResourceSetList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSetsPerConfig))
	FFS
	
	

	      csi-SSB-ResourceSetList SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourceSetsPerConfig))
	FFS
	
	

	    }
	
	
	

	    csi-IM-ResourceSetList SEQUENCE (SIZE (1..maxNrofCSI-IM-ResourceSetsPerConfig))
	FFS
	
	

	  },
	
	
	

	  bwp-Id
	BWP-Id
	
	

	  resourceType 
	aperiodic
	
	

	}
	
	
	


–
CSI-ResourceConfigId
Table 4.6.3-30: CSI-ResourceConfigId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourceConfigId
	0
	
	


–
CSI-ResourcePeriodicityAndOffset
Table 4.6.3-31: CSI-ResourcePeriodicityAndOffset
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= SEQUENCE {
	
	Waiting for RAN4 decision.
	

	  slots4
	FFS
	
	

	  slots5
	FFS
	
	

	  slots8
	FFS
	
	

	  slots10
	FFS
	
	

	  slots16
	FFS
	
	

	  slots20
	FFS
	
	

	  slots32
	FFS
	
	

	  slots40
	FFS
	
	

	  slots64
	FFS
	
	

	  slots80
	FFS
	
	

	  slots160
	FFS
	
	

	  slots320
	FFS
	
	

	  slots640
	FFS
	
	

	}
	
	
	


–
CSI-RS-ResourceMapping
Table 4.6.3-32: CSI-RS-ResourceMapping
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    row1
	1000
	
	TRS

	    row4
	010
	
	FR2

	    other
	011110
	
	FR1

	  }
	
	
	

	  nrofPorts 
	p8
	
	FR1

	
	p4
	
	FR2

	
	p1
	
	TRS

	  firstOFDMSymbolInTimeDomain
	3
	
	FR1

	
	13
	
	FR2

	
	4
	
	TRS

	  firstOFDMSymbolInTimeDomain2
	Not present
	
	

	  cdm-Type 
	fd-CDM2
	
	

	
	noCDM
	
	TRS

	  density CHOICE {
	
	
	

	    one
	NULL
	
	

	    three
	NULL
	
	TRS

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	}
	
	
	


	Condition
	Explanation

	TRS
	Tracking-Reference Signal


–
CSI-SemiPersistentOnPUSCH-TriggerStateList
Table 4.6.3-33: CSI-SemiPersistentOnPUSCH-TriggerStateList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-SemiPersistentOnPUSCH-TriggerStateList ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CSI-SSB-ResourceSetId
Table 4.6.3-34: CSI-SSB-ResourceId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-SSB-ResourceSetId
	FFS
	
	


–
CSI-SSB-ResourceSet
Table 4.6.3-35: CSI-SSB-ResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-SSB-ResourceSet ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
DedicatedInfoNAS
Table 4.6.3-35A: DedicatedInfoNAS
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DedicatedInfoNAS
	FFS
	
	


–
DMRS-DownlinkConfig
Table 4.6.3-36: DMRS-DownlinkConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-Type
	Not present
	
	

	  dmrs-AdditionalPosition
	pos1
	
	FR1_FDD, FR1_TDD

	
	[pos0]
	
	FR2_TDD

	  dmrs-group1
	 [111111110000]
	
	FR1

	
	[111100000000]
	
	FR2

	  dmrs-group2
	Not present
	
	

	  maxLength
	Not present
	
	

	  scramblingID0
	Not present
	
	

	  scramblingID1
	Not present
	
	

	  phaseTrackingRS
	Not present
	
	FR1

	  phaseTrackingRS CHOICE {
	
	
	FR2

	    [setup]
	[PTRS-DownlinkConfig]
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_FDD
	FDD frequency range < 6GHz 

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 


–
DMRS-UplinkConfig
Table 4.6.3-37: DMRS-UplinkConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-UplinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-Type
	Not present
	
	

	  dmrs-AdditionalPosition
	pos1
	
	FR1_FDD, FR1_TDD

	
	[pos0]
	
	FR2_TDD

	  phaseTrackingRS CHOICE {
	
	
	

	    setup
	PTRS-UplinkConfig
	
	

	  }
	
	
	

	  maxLength
	Not present
	
	

	   transformPrecodingDisabled SEQUENCE {
	
	
	

	    scramblingID0
	Not present
	
	

	    scramblingID1
	Not present
	
	

	  }
	
	
	

	  transformPrecodingEnabled
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_FDD
	FDD frequency range < 6GHz 

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 


–
DownlinkConfigCommonSIB
Table 4.6.3-37B: DownlinkConfigCommonSIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DownlinkConfigCommonSIB ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
DownlinkPreemption
Table 4.6.3-38: DownlinkPreemption
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DownlinkPreemption ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
DRB-Identity
Table 4.6.3-39: DRB-Identity

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DRB-Identity
	2
	
	

	
	1
	
	DRB1


	Condition
	Explanation

	DRB1
	DRB-Identity 1


–
EUTRA-MBSFN-SubframeConfigList
Table 4.6.3-40: EUTRA-MBSFN-SubframeConfigList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-MBSFN-SubframeConfigList::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
EUTRA-Q-OffsetRange
Table 4.6.3-40A: EUTRA-Q-OffsetRange
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-Q-OffsetRange
	FFS
	
	


–
FilterCoefficient
Table 4.6.3-41: FilterCoefficient
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FilterCoefficient
	fc4
	
	


–
FreqBandIndicatorNR
Table 4.6.3-42: FreqBandIndicatorNR
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandIndicatorNR
	Operating band under test
	
	


–
FrequencyInfoDL
Table 4.6.3-43: FrequencyInfoDL
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoDL::= SEQUENCE {
	
	
	

	  absoluteFrequencySSB
	ARFCN-ValueNR with condition DL_SSB
	
	

	  ssb-SubcarrierOffset
	Not present
	
	

	  frequencyBandList
	MultiFrequencyBandListNR
	
	

	 absoluteFrequencyPointA
	ARFCN-ValueNR with condition DL_PointA
	
	

	 scs-SpecificCarrierList SEQUENCE (SIZE (1..maxSCSs)) OF
	1 entry
	
	

	    SCS-SpecificCarrier[1]
	SCS-SpecificCarrier
	
	

	  }
	
	
	

	}
	
	
	


–
FrequencyInfoDL-SIB
Table 4.6.3-43A: FrequencyInfoDL-SIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoDL-SIB ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
FrequencyInfoUL
Table 4.6.3-44: FrequencyInfoUL
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoUL::= SEQUENCE {
	
	
	

	  frequencyBandList
	[MultiFrequencyBandListNR]
	
	

	  absoluteFrequencyPointA
	[ARFCN-ValueNR with condition UL_PointA] 
	
	

	  scs-SpecificCarriers SEQUENCE (SIZE (1..maxSCSs)) OF {
	[1 entry]
	
	

	SCS-SpecificCarrier[1]
	[SCS-SpecificCarrier]
	
	

	}
	
	
	

	  additionalSpectrumEmission
	[AdditionalSpectrumEmission]
	
	

	  p-Max
	[P-Max]
	
	

	  frequencyShift7p5khz 
	[Not present]
	
	

	}
	
	
	


–
GSCN-ValueNR
Table 4.6.3-45: GSCN-ValueNR

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	GSCN-ValueNR
	FFS
	
	


–
Hysteresis
Table 4.6.3-46: Hysteresis

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	Hysteresis 
	[0]
	This value is temporarily set in RAN5#79.
	


–
I-RNTI-Value
Table 4.6.3-46A: I-RNTI-Value
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	I-RNTI-Value
	FFS
	
	


–
LocationMeasurementInfo
Table 4.6.3-46B: LocationMeasurementInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LocationMeasurementInfo ::= CHOICE {
	
	
	

	  eutra-RSTD
	FFS
	
	

	}
	
	
	


–
LogicalChannelConfig
Table 4.6.3-47: LogicalChannelConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LogicalChannelConfig ::= SEQUENCE {
	
	
	

	  ul-SpecificParameters SEQUENCE {
	
	
	

	    priority
	1
	
	

	    prioritisedBitRate
	infinity
	
	

	    bucketSizeDuration
	ms50
	
	

	    allowedServingCells
	Not present
	
	

	    allowedSCS-List 
	Not present
	
	

	    maxPUSCH-Duration
	Not present
	
	

	    configuredGrantType1Allowed
	Not present
	
	

	    logicalChannelGroup
	[1]
	
	HI

	
	[2]
	
	LO

	    schedulingRequestID
	Not present
	
	

	    logicalChannelSR-Mask
	false
	
	

	    logicalChannelSR-DelayTimerApplied
	false
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	HI
	Used for DRBs with high logical channel priority 

	LO
	Used for DRBs with low logical channel priority


–
LogicalChannelIdentity
Table 4.6.3-48: LogicalChannelIdentity
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LogicalChannelIdentity
	1
	
	


–
MAC-CellGroupConfig
Table 4.6.3-49: MAC-CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MAC-CellGroupConfig ::= SEQUENCE {
	
	
	

	  drx-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      drx-onDurationTimer CHOICE {
	
	
	

	        milliSeconds
	[ms6]
	
	

	      }
	
	
	

	      drx-InactivityTimer

	[ms1280]
	
	

	      drx-HARQ-RTT-TimerDL
	[56]
	
	

	      drx-HARQ-RTT-TimerUL
	[56]
	
	

	      drx-RetransmissionTimerDL
	[sl16]
	
	FR1

	
	[sl64]
	
	FR2

	      drx-RetransmissionTimerUL
	[sl16]
	
	FR1

	
	[sl64]
	
	FR2

	      drx-LongCycleStartOffset CHOICE {
	
	
	

	        ms10240
	[0]
	
	

	      }
	
	
	

	      shortDRX
	[not present]
	
	

	      drx-SlotOffset
	[0]
	
	

	    }
	
	
	

	  }
	
	
	

	  schedulingRequestConfig
	SchedulingRequest-Config
	
	

	  bsr-Config SEQUENCE {
	
	
	

	    periodicBSR-Timer
	[sf1]
	
	

	    retxBSR-Timer
	[sf80]
	
	

	    logicalChannelSR-DelayTimer
	[Not present]
	
	

	  }
	
	
	

	  tag-Config SEQUENCE {
	
	
	

	    tag-ToReleaseList
	Not present
	
	

	    tag-ToAddModList SEQUENCE (SIZE (1..maxNrofTAGs)) OF SEQUENCE {
	1 entry
	
	

	      tag-Id
	0
	
	

	      timeAlignmentTimer
	[infinity]
	
	

	    }
	
	
	

	  }
	
	
	

	  phr-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      phr-PeriodicTimer
	[sf10]
	
	

	      phr-ProhibitTimer
	[sf0]
	
	

	      phr-Tx-PowerFactorChange
	[dB1]
	
	

	      multiplePHR
	[true]
	
	

	      phr-Type2PCell
	false
	
	

	      phr-Type2OtherCell
	false
	
	

	      phr-ModeOtherCG
	real
	
	

	    }
	
	
	

	  }
	
	
	

	  skipUplinkTxDynamic
	false
	
	

	  cs-RNTI
	Not present
	
	

	}
	
	
	


–
MeasConfig
Table 4.6.3-50: MeasConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig::= SEQUENCE {
	
	
	

	
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	MeasObjectToAddModList 
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList
	ReportConfigToAddModList 
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	MeasIdToAddModList 
	
	

	  s-MeasureConfig
	Not present
	
	

	  quantityConfig
	QuantityConfig
	
	

	  measGapConfig
	Not present
	
	

	}
	
	
	


–
MeasGapConfig
Table 4.6.3-51: MeasGapConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig ::= SEQUENCE {
	
	
	

	  gapFR2 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset
	FFS
	
	

	      mgl
	FFS
	
	

	      mgrp
	FFS
	
	

	      mgta
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MeasId
Table 4.6.3-52: MeasId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasId
	1
	
	


–
MeasIdToAddModList
Table 4.6.3-53: MeasIdToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasIdToAddModList::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	  measId[1]
	MeasId
	
	

	  measObjectId[1]
	MeasObjectId
	
	

	  reportConfigId[1]
	ReportConfigId
	
	

	}
	
	
	


–
MeasObjectEUTRA
Table 4.6.3-54: MeasObjectEUTRA

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FFS
	
	
	


–
MeasObjectId
Table 4.6.3-55: MeasObjectId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectId
	[1]
	
	


–
MeasObjectNR
Table 4.6.3-56: MeasObjectNR

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR with condition DL_SSB
	
	

	  refFreqCSI-RS
	Not present
	
	

	  referenceSignalConfig SEQUENCE {
	
	
	

	    ssb-ConfigMobility SEQUENCE {
	
	
	

	      subcarrierSpacing
	SubcarrierSpacing
	
	

	      ssb-ToMeasure CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          shortBitmap
	0100
	
	f<3GHz

	          mediumBitmap

          
	01000000
	
	3GHz<f<6GHz

	          longBitmap
	[01000000 00000000 00000000 00000000 00000000 00000000 00000000 00000000]
	
	f>6GHz

	        }
	
	
	

	      }
	
	
	

	    useServingCellTimingForSync
	true
	
	

	    smtc1 SEQUENCE {
	
	
	

	      periodicityAndOffset CHOICE {
	
	
	

	        sf20
	0
	
	FR1

	        sf160
	0
	
	FR2

	      }
	
	
	

	      duration 
	sf2
	
	FR1

	
	sf5
	
	FR2

	    }
	
	
	

	    smtc2
	Not present
	
	

	    ss-RSSI-Measurement
	[Not present]
	This value is temporarily set in RAN5#79.
	

	  }
	
	
	

	  csi-rs-ResourceConfigMobility
	Not present
	
	

	  absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	    thresholdRSRP
	RSRP-Range
	
	

	    thresholdRSRQ
	Not present
	
	

	    thresholdSINR
	Not present
	
	

	}
	
	
	

	  absThreshCSI-RS-Consolidation SEQUENCE {
	
	
	

	    thresholdRSRP
	RSRP-Range
	
	

	    thresholdRSRQ
	Not present
	
	

	    thresholdSINR
	Not present
	
	

	}
	
	
	

	  nrofSS-BlocksToAverage
	[2]
	This value is temporarily set in RAN5#79.
	

	  nrofCSI-RS-ResourcesToAverage
	Not present
	
	

	  quantityConfigIndex
	[1]
	This value is temporarily set in RAN5#79.
	

	  offsetFreq SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB0
	
	

	    rsrqOffsetSSB
	dB0
	
	

	    sinrOffsetSSB
	dB0
	
	

	    rsrpOffsetCSI-RS
	dB0
	
	

	    rsrqOffsetCSI-RS
	dB0
	
	

	    sinrOffsetCSI-RS
	dB0
	
	

	}
	
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  whiteCellsToRemoveList
	Not present
	
	

	  whiteCellsToAddModList
	Not present
	
	

	}
	
	
	


–
MeasObjectToAddModList
Table 4.6.3-57: MeasObjectToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectToAddModList::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	  measObjectId[1]
	MeasObjectId
	
	

	  measObject CHOICE {
	
	
	

	    measObjectNR
	MeasObjectNR
	
	

	  }
	
	
	

	}
	
	
	


–
MeasResults
Table 4.6.3-58: MeasResults

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResults::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MeasResultSCG-Failure
Table 4.6.3-59: MeasResultSCG-Failure
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultSCG-Failure ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MeasResultCellListSFTD
Table 4.6.3-60: MeasResultCellListSFTD
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultCellListSFTD ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MobilityStateParameters
Table 4.6.3-60A: MobilityStateParameters
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityStateParameters ::=
SEQUENCE{
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MultiFrequencyBandListNR
Table 4.6.3-61: MultiFrequencyBandListNR
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MultiFrequencyBandListNR ::= SEQUENCE (SIZE (1..maxNrofMultiBands)) OF { 
	1 entry
	
	

	  FreqBandIndicatorNR[1]
	FreqBandIndicatorNR
	
	

	}
	
	
	


–
NextHopChainingCount
Table 4.6.3-61A: NextHopChainingCount
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NextHopChainingCount
	FFS
	
	


–
NG-5G-S-TMSI
Table 4.6.3-61B: NG-5G-S-TMSI
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NG-5G-S-TMSI ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
NZP-CSI-RS-Resource
Table 4.6.3-62: NZP-CSI-RS-Resource
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	NZP-CSI-RS-ResourceId
	
	

	  resourceMapping

	CSI-RS-ResourceMapping
	
	

	  powerControlOffset
	3
	
	

	  powerControlOffsetSS 
	Not present
	
	

	  scramblingID
	ScramblingId
	
	

	  periodicityAndOffset
	FFS
	
	

	
	CSI-ResourcePeriodicityAndOffset
	
	TRS

	  qcl-InfoPeriodicCSI-RS
	TCI-StateId
	
	

	
	Not present
	
	Aperiodic

	}
	
	
	


	Condition
	Explanation

	TRS
	Tracking-Reference Signal


–
NZP-CSI-RS-ResourceId
Table 4.6.3-63: NZP-CSI-RS-ResourceId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceId
	0
	
	


–
NZP-CSI-RS-ResourceSet
Table 4.6.3-64: NZP-CSI-RS-ResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp-CSI-ResourceSetId
	NZP-CSI-RS-ResourceSetId
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF {
	[1 entry]
	
	

	    NZP-CSI-RS-ResourceId[1]
	NZP-CSI-RS-ResourceId
	
	

	  }
	
	
	

	  repetition 
	off
	
	

	  aperiodicTriggeringOffset
	0
	
	

	  trs-Info 
	FFS
	
	

	
	true
	
	TRS

	}
	
	
	


	Condition
	Explanation

	TRS
	Tracking-Reference Signal


–
NZP-CSI-ResourceSetId
Table 4.6.3-65: NZP-CSI-ResourceSetId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-ResourceSetId
	0
	
	


–
P-Max
Table 4.6.3-66: P-Max

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	P-Max
	[23]
	
	FR1

	
	[26]
	
	FR2


–
PCI-List
Table 4.6.3-67: PCI-List

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PCI-List ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
PCI-Range
Table 4.6.3-68: PCI-Range

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PCI-Range ::= SEQUENCE {
	
	
	

	  start
	PhysCellId
	
	

	  range
	FFS
	
	

	}
	
	
	


–
PCI-RangeElement
Table 4.6.3-69: PCI-RangeElement
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PCI-RangeElement ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
PCI-RangeIndex
Table 4.6.3-70: PCI-RangeIndex

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PCI-RangeIndex
	0
	
	


–
PCI-RangeIndexList
Table 4.6.3-71: PCI-RangeIndexList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PCI-RangeIndexList ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
PDCCH-Config
Table 4.6.3-72: PDCCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-Config::= SEQUENCE {
	
	
	

	  controlResourceSetToAddModList SEQUENCE (SIZE (1..3)) OF SEQUENCE {
	1 entry
	
	

	    ControlResourceSet[1]
	ControlResourceSet
	
	

	  }
	
	
	

	  controlResourceSetToReleaseList
	Not present
	
	

	  searchSpacesToAddModList SEQUENCE(SIZE (1..10)) OF SEQUENCE {
	1 entry
	
	

	    SearchSpace[1]
	SearchSpace with condition USS
	
	

	  }
	
	
	

	  searchSpacesToReleaseList
	Not present
	
	

	  downlinkPreemption
	Not present
	
	

	  slotFormatIndicator
	Not present
	
	

	  tpc-PUSCH
	Not present
	
	

	  tpc-PUCCH
	Not present
	
	

	  tpc-SRS
	Not present
	
	

	}
	
	
	


–
PDCCH-ConfigCommon
Table 4.6.3-73: PDCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon::= SEQUENCE {
	
	
	

	  commonControlResourcesSets SEQUENCE (SIZE(1..2)) OF {
	1 entry
	
	

	    ControlResourceSet[1]
	ControlResourceSet
	
	

	  }
	
	
	

	  commonSearchSpaces SEQUENCE(SIZE (1..4)) OF {
	[1entry]
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	
	

	  }
	
	
	

	  searchSpaceSIB1
	Not present
	
	

	  searchSpaceOtherSystemInformation
	Not present
	
	

	  pagingSearchSpace
	Not present
	
	

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	}
	
	
	


–
PDCCH-ConfigSIB1
Table 4.6.3-73A: PDCCH-ConfigSIB1
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigSIB1 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
PDCP-Config
Table 4.6.3-74: PDCP-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  drb SEQUENCE {
	
	
	

	    discardTimer
	infinity
	
	

	    pdcp-SN-Size-UL
	len18bits
	
	

	    pdcp-SN-Size-DL
	len18bits
	
	

	    headerCompression CHOICE {
	
	
	

	      notUsed
	Null
	
	

	      }
	
	
	

	    integrityProtection
	Not present
	
	

	    statusReportRequired
	true
	
	

	    outOfOrderDelivery
	false
	
	

	    }
	
	
	

	    moreThanOneRLC
	Not present
	
	

	    moreThanOneRLC SEQUENCE {
	
	
	Split

	      primaryPath SEQUENCE {
	
	
	

	        cellGroup
	CellGroupId
	
	

	        logicalChannel
	LogicalChannelIdentity
	
	

	      }
	
	
	

	      ul-DataSplitThreshold
	infinity
	
	

	      pdcp-Duplication
	Not present
	
	

	    }
	
	
	

	    t-Reordering
	Not present
	
	

	  }
	
	
	


	Condition
	Explanation

	Split
	More than one RLC.


–
PDSCH-Config
Table 4.6.3-75: PDSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPDSCH
	[0]
	
	

	dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	dmrs-DownlinkForPDSCH-MappingTypeB 
	Not present
	
	

	  tci-StatesToAddModList SEQUENCE(SIZE (1.. maxNrofTCI-States)) OF {
	
	
	

	    TCI-State[1]
	TCI-State
	
	

	  }
	
	
	

	  tci-StatesToReleaseList
	Not present
	
	

	  vrb-ToPRB-Interleaver
	n2
	
	

	  resourceAllocation
	resourceAllocationType0
	
	

	   pdsch-TimeDomainAllocationList
	Not present
	
	

	  pdsch-AggregationFactor
	Not present
	
	

	  rateMatchPatternToAddModList SEQUENCE(SIZE (1.. maxNrofRateMatchPatterns)) OF {
	1 entry
	
	

	    RateMatchPattern[1]
	RateMatchPattern
	
	

	  }
	
	
	

	  rateMatchPatternToReleaseList
	Not present
	
	

	  rateMatchPatternGroup1
	Not present
	
	

	  rateMatchPatternGroup2
	Not present
	
	

	  rbg-Size
	config1
	
	

	  mcs-Table
	 qam256
	
	FR1

	
	qam64
	
	FR2

	  maxNrofCodeWordsScheduledByDCI
	n2
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	wideband
	
	

	    }
	
	
	

	  }
	
	
	

	  zp-CSI-RS-ResourceToAddModList
	Not present
	
	

	  zp-CSI-RS-ResourceToReleaseList
	Not present
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToAddModList SEQUENCE(SIZE (1.. maxNrofZP-CSI-RS-Resource-Sets)) OF {
	1 entry
	
	

	    ZP-CSI-RS-ResourceSet[1]
	ZP-CSI-RS-ResourceSet
	
	

	  }
	
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToAddModList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  p-ZP-CSI-RS-ResourceSet
	Not present
	
	

	}
	
	
	


–
PDSCH-ConfigCommon
Table 4.6.3-76: PDSCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  pdsch-TimeDomainAllocationList
	PDSCH-TimeDomainResourceAllocationList
	
	

	}
	
	
	


–
PDSCH-ServingCellConfig
Table 4.6.3-77: PDSCH-ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  codeBlockGroupTransmission
	Not present
	
	

	  xOverhead
	 [xOh6]
	
	

	  nrofHARQ-ProcessesForPDSCH
	[n16]
	
	

	  pucch-Cell
	[ServCellIndex]
	
	

	}
	
	
	


–
PDSCH-TimeDomainResourceAllocationList
Table 4.6.3-78: PDSCH-TimeDomainResourceAllocationList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-TimeDomainResourceAllocationList::= SEQUENCE(SIZE(1..maxNrofDL-Allocations)) OF {
	2 entries
	
	FR1

	 PDSCH-TimeDomainResourceAllocation[1]  SEQUENCE {
	
	Start symbol(S)=0, Length(L)=14
	

	    k0
	[Not present]
	
	

	    mappingType
	[typeA]
	
	

	    startSymbolAndLength
	[0011011]
	
	

	  }
	
	
	

	  PDSCH-TimeDomainResourceAllocation[2] SEQUENCE {
	
	S=0, L=6
	

	    k0
	[Not present]
	
	

	    mappingType
	[typeA]
	
	

	    startSymbolAndLength
	[1000110]
	
	

	  }
	
	
	

	}
	
	
	

	PDSCH-TimeDomainResourceAllocationList ::= SEQUENCE (SIZE(1..maxNrofDL-Allocations)) OF {
	[1 entry]
	
	FR2

	  PDSCH-TimeDomainResourceAllocation[1] SEQUENCE {
	
	S=0, L=14
	

	    k0
	[Not present]
	
	

	    mappingType
	[typeA]
	
	

	    startSymbolAndLength
	[0011011]
	
	

	  }
	
	
	

	}
	
	
	


–
PhysicalCellGroupConfig
Table 4.6.3-79: PhysicalCellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalCellGroupConfig ::= SEQUENCE {
	
	
	

	  harq-ACK-SpatialBundlingPUCCH
	[true]
	
	

	  harq-ACK-SpatialBundlingPUSCH
	[true]
	
	

	  p-NR
	P-Max
	
	

	  pdsch-HARQ-ACK-Codebook
	semiStatic
	
	

	  tpc-SRS-RNTI
	Not present
	
	

	  tpc-PUCCH-RNTI
	Not present
	
	

	  tpc-PUSCH-RNTI
	Not present
	
	

	  sp-CSI-RNTI
	Not present
	
	

	}
	
	
	


–
PhysCellId
Table 4.6.3-80: PhysCellId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysCellId
	 Set according to table 4.4.2-2 for the NR Cell.
	
	


–
PLMN-Identity
Table 4.6.3-80B: PLMN-Identity
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PLMN-Identity ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
PLMN-IdentityInfoList
Table 4.6.3-80C: PLMN-IdentityInfoList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PLMN-IdentityInfoList ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
PRB-Id
Table 4.6.3-81: PRB-Id

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PRB-Id
	0
	
	

	
	Set to value of the number of RBs - 1 corresponding to 10 MHz channel bandwidth in clause 4.3.1 for the carrier and subcarrier under test.
	
	secondHopPRB


	Condition
	Explanation

	secondHopPRB
	The IE secondHopPRB in PUCCH-Resource is now set.


–
PTRS-DownlinkConfig
Table 4.6.3-82: PTRS-DownlinkConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PTRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  frequencyDensity
	FFS
	Waiting for RAN4 decision.
	

	  timeDensity
	FFS
	Waiting for RAN4 decision.
	

	  epre-RatioPort1
	[0]
	
	

	  epre-RatioPort2
	[Not present]
	
	

	  resourceElementOffset 
	[Not present]
	
	

	}
	
	
	


–
PTRS-UplinkConfig
Table 4.6.3-83: PTRS-UplinkConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PTRS-UplinkConfig ::= SEQUENCE {
	
	
	

	  modeSpecificParameters CHOICE {
	
	
	

	    cp-OFDM SEQUENCE {
	
	
	

	      frequencyDensity
	Not present
	
	

	      timeDensity
	Not present
	
	

	      maxNrofPorts
	n1
	
	

	      resourceElementOffset
	Not present
	
	

	      ptrs-Power
	p00
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
PUCCH-Config
Table 4.6.3-84: PUCCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-Config ::= SEQUENCE {
	
	
	

	  resourceSetToAddModList SEQUENCE (SIZE (1..maxNrofPUCCH-ResourceSets)) OF SEQUENCE {
	4 entries
	
	

	    {
	
	
	

	      pucch-ResourceSetId[1]
	0
	
	

	      resourceList[[1] SEQUENCE (SIZE (0..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 enties
	
	

	        PUCCH-ResourceId[1]
	0
	
	

	        PUCCH-ResourceId[2]
	1
	
	

	        PUCCH-ResourceId[3]
	2
	
	

	        PUCCH-ResourceId[4]
	3
	
	

	        PUCCH-ResourceId[5]
	4
	
	

	        PUCCH-ResourceId[6]
	5
	
	

	        PUCCH-ResourceId[7]
	6
	
	

	        PUCCH-ResourceId[8]
	7
	
	

	      }
	
	
	

	      maxPayloadMinus1[1]
	256
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceSetId[2]
	1
	
	

	      resourceList[2] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      maxPayloadMinus1[2]
	256
	
	

	      pucch-ResourceSetId[3]
	2
	
	

	      resourceList[3] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      maxPayloadMinus1[3]
	256
	
	

	      pucch-ResourceSetId[4]
	3
	
	

	      resourceList[4] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	      maxPayloadMinus1[4]
	256
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceSetToReleaseList
	Not present
	
	

	  resourceToAddModList SEQUENCE (SIZE (1..maxNrofPUCCH-Resources)) OF SEQUENCE {
	[16 entries]
	
	

	    {
	
	
	

	      pucch-ResourceId[1]
	0
	
	

	      startingPRB[1]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[1]
	enabled
	
	

	      secondHopPRB[1]
	PRB-Id with condition secondHopPRB
	
	

	      format[1] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	[0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[2]
	1
	
	

	      startingPRB[2]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[2]
	enabled
	
	

	      secondHopPRB[2]
	PRB-Id with condition secondHopPRB
	
	

	      format[2] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[3]
	2
	
	

	      startingPRB[3]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[3]
	enabled
	
	

	      secondHopPRB[3]
	PRB-Id with condition secondHopPRB
	
	

	      format[3] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[4]
	3
	
	

	      startingPRB[4]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[4]
	enabled
	
	

	      secondHopPRB[4]
	PRB-Id with condition secondHopPRB
	
	

	      format[4] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[5]
	4
	
	

	      startingPRB[5]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[5]
	enabled
	
	

	      secondHopPRB[5]
	PRB-Id with condition secondHopPRB
	
	

	      format[5] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[6]
	5
	
	

	      startingPRB[6]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[6]
	enabled
	
	

	      secondHopPRB[6]
	PRB-Id with condition secondHopPRB
	
	

	      format[6] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[7]
	6
	
	

	      startingPRB[7]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[7]
	enabled
	
	

	      secondHopPRB[7]
	PRB-Id with condition secondHopPRB
	
	

	      format[7] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	12
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[8]
	7
	
	

	      startingPRB[8]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[8]
	enabled
	
	

	      secondHopPRB[8]
	PRB-Id with condition secondHopPRB
	
	

	      format[8] CHOICE {
	
	
	

	        format1 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	14
	
	

	          startingSymbolIndex
	0
	
	

	          timeDomainOCC
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[9]
	8
	
	

	      startingPRB[9]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[9]
	enabled
	
	

	      secondHopPRB[9]
	PRB-Id with condition secondHopPRB
	
	

	      format[9] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[10]
	9
	
	

	      startingPRB[10]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[10]
	enabled
	
	

	      secondHopPRB[10]
	PRB-Id with condition secondHopPRB
	
	

	      format[10] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[11]
	10
	
	

	      startingPRB[11]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[11]
	enabled
	
	

	      secondHopPRB[11]
	PRB-Id with condition secondHopPRB
	
	

	      format[11] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[12]
	11
	
	

	      startingPRB[12]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[12]
	enabled
	
	

	      secondHopPRB[12]
	PRB-Id with condition secondHopPRB
	
	

	      format[12] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[13]
	12
	
	

	      startingPRB[13]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[13]
	enabled
	
	

	      secondHopPRB[13]
	PRB-Id with condition secondHopPRB
	
	

	      format[13] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRB
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[14]
	13
	
	

	      startingPRB[14]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[14]
	enabled
	
	

	      secondHopPRB[14]
	PRB-Id with condition secondHopPRB
	
	

	      format[14] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBsinitial
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[15]
	14
	
	

	      startingPRB[15]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[15]
	enabled
	
	

	      secondHopPRB[15]
	PRB-Id with condition secondHopPRB
	
	

	      format[15] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRB
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	12
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[16]
	15
	
	

	      startingPRB[16]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[16]
	enabled
	
	

	      secondHopPRB[16]
	PRB-Id with condition secondHopPRB
	
	

	      format[16] CHOICE {
	
	
	

	        format4 SEQUENCE {
	
	
	

	          nrofSymbols
	14
	
	

	          occ-Length
	n2
	
	

	          occ-Index
	n0
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceToReleaseList
	Not present
	
	

	  format1CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	true
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2PBSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format2 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	true
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2PBSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format3 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	True
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2PBSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format4 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	True
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2PBSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  schedulingRequestResourceToAddModList SEQUENCE (SIZE (1..maxNrofSR-Resources)) OF SEQUENCE {
	1 entry
	
	

	    SchedulingRequestResourceConfig[1]
	SchedulingRequestResourceConfig
	
	

	  }
	
	
	

	  schedulingRequestResourceToReleaseList
	Not present
	
	

	  multi-CSI-PUCCH-ResourceList
	Not present
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF {
	
	
	

	    INTEGER[1]
	2
	
	

	    INTEGER[2]
	3
	
	

	    INTEGER[3]
	4
	
	

	    INTEGER[4]
	5
	
	

	    INTEGER[5]
	6
	
	

	    INTEGER[6]
	7
	
	

	    INTEGER[7]
	8
	
	

	    INTEGER[8]
	9
	
	

	  }
	
	
	

	  spatialRelationInfoToAddModList
	Not present
	
	

	  spatialRelationInfoToReleaseList
	Not present
	
	

	  pucch-PowerControl
	PUCCH-PowerControl
	
	

	}
	
	
	


–
PUCCH-ConfigCommon
Table 4.6.3-85: PUCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  pucch-ResourceCommon
	[Not present]
	
	

	  pucch-GroupHopping
	neither
	
	

	  hoppingId
	Not present
	
	

	  p0-nominal
	90
	
	

	}
	
	
	


–
PUCCH-PathlossReferenceRS-Id
Table 4.6.3-86: PUCCH-PathlossReferenceRS-Id
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-PathlossReferenceRS-Id
	0
	
	


–
PUCCH-PowerControl
Table 4.6.3-87: PUCCH-PowerControl

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-PowerControl ::= SEQUENCE {
	
	
	

	  deltaF-PUCCH-f0
	0
	
	

	  deltaF-PUCCH-f1
	0
	
	

	  deltaF-PUCCH-f2
	0
	
	

	  deltaF-PUCCH-f3
	0
	
	

	  deltaF-PUCCH-f4
	0
	
	

	  p0-Set
	Not present
	
	

	  pathlossReferenceRSs SEQUENCE (SIZE (1..maxNrofPUCCH-PathlossReferenceRSs)) OF SEQUENCE {
	1 entry
	
	

	    pucch-PathlossReferenceRS-Id[1]
	PUCCH-PathlossReferenceRS-Id
	
	

	    referenceSignal CHOICE {
	
	
	

	      ssb-Index
	SSB-Index
	
	

	    }
	
	
	

	  }
	
	
	

	  twoPUCCH-PC-AdjustmentStates
	Not present
	
	

	}
	
	
	


–
PUCCH-SpatialRelationInfo
Table 4.6.3-87A: PUCCH-SpatialRelationInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-SpatialRelationInfo ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
PUCCH-TPC-CommandConfig
Table 4.6.3-88: PUCCH-TPC-CommandConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-TPC-CommandConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
PUSCH-Config
Table 4.6.3-89: PUSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPUSCH
	0
	
	

	  txConfig
	codebook
	
	

	  dmrs-UplinkForPUSCH-MappingTypeA 
	Not present
	
	

	  dmrs-UplinkForPUSCH-MappingTypeB CHOICE {
	
	
	

	    setup
	DMRS-UplinkConfig
	
	

	  }
	
	
	

	  pusch-PowerControl
	PUSCH-PowerControl
	
	

	  frequencyHopping
	Not present
	
	

	  frequencyHoppingOffsetLists
	Not present
	
	

	  resourceAllocation
	resourceAllocationType1
	
	

	   pusch-TimeDomainAllocationList
	Not present
	
	

	  pusch-AggregationFactor

	Not present
	
	

	  mcs-Table
	 qam256
	
	FR1

	
	Not present
	
	FR2

	  mcs-TableTransformPrecoder
	 qam256
	
	FR1

	
	Not present
	
	FR2

	  transformPrecoder
	enabled
	
	

	  codebookSubset
	nonCoherent
	
	

	  maxRank
	2
	
	

	  rbg-Size
	Not present
	
	

	  uci-OnPUSCH CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      betaOffsets CHOICE {
	
	
	

	        semiStatic SEQUENCE {
	
	
	

	          betaOffsetACK-Index1
	9
	
	

	          betaOffsetACK-Index2
	9
	
	

	          betaOffsetACK-Index3
	9
	
	

	          betaOffsetCSI-Part1-Index1
	6
	
	

	          betaOffsetCSI-Part1-Index2
	6
	
	

	          betaOffsetCSI-Part2-Index1

	6
	
	

	          betaOffsetCSI-Part2-Index2

	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
PUSCH-ConfigCommon
Table 4.6.3-90: PUSCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  groupHoppingEnabledTransformPrecoding
	enabled
	
	

	  pusch-TimeDomainAllocationList 
	 PUSCH-TimeDomainResourceAllocationList
	
	

	  msg3-DeltaPreamble
	1
	
	

	  p0-NominalWithGrant
	90
	
	

	}
	
	
	


–
PUSCH-PowerControl
Table 4.6.3-91: PUSCH-PowerControl
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	Not present
	
	

	  msg3-Alpha
	alpha08
	
	

	  p0-NominalWithoutGrant
	-90
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    p0-PUSCH-AlphaSetId
	0
	
	

	    p0
	0
	
	

	    alpha
	alpha08
	
	

	  }
	
	
	

	  pathlossReferenceRSToAddModList SEQUENCE (SIZE (1..maxNrofPUSCH-PathlossReferenceRSs)) OF SEQUENCE {
	1 entry
	
	

	      pusch-PathlossReferenceRS-Id
	0
	
	

	      referenceSignal CHOICE{
	
	
	

	        ssb-Index
	SSB-Index
	
	

	    }
	
	
	

	  }
	
	
	

	  pathlossReferenceRSToReleaseList
	Not present
	
	

	  twoPUSCH-PC-AdjustmentStates
	Not present
	
	

	  deltaMCS
	Not present
	
	

	  sri-PUSCH-MappingToAddModList SEQUENCE (SIZE (1..maxNrofSRI-PUSCH-Mappings)) OF SEQUENCE {
	[1 entry]
	
	

	    sri-PUSCH-PowerControlId
	0
	
	

	    sri-PUSCH-PathlossReferenceRS-Id
	0
	
	

	    sri-P0-PUSCH-AlphaSetId
	0
	
	

	    sri-PUSCH-ClosedLoopIndex
	i0
	
	

	  }
	
	
	

	  sri-PUSCH-MappingToReleaseList
	Not present
	
	

	}
	
	
	


–
PUSCH-ServingCellConfig
Table 4.6.3-92: PUSCH-ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  codeBlockGroupTransmission
	Not present
	
	

	  rateMatching
	 [limitedBufferRM]
	
	

	  xOverhead
	Not present
	
	

	}
	
	
	


–
PUSCH-TimeDomainResourceAllocationList
Table 4.6.3-93: PUSCH-TimeDomainResourceAllocationList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-TimeDomainResourceAllocationList ::= SEQUENCE (SIZE(1..maxNrofUL-Allocations)) OF SEQUENCE  {
	1 entry
	
	

	  k2
	n7
	
	FR1

	
	n4
	
	FR2

	  mappingType
	typeB
	
	

	  startSymbolAndLength
	0011011
	
	FR1

	
	0001110
	
	FR2

	}
	
	
	


–
PUSCH-TPC-CommandConfig
Table 4.6.3-94: PUSCH-TPC-CommandConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-TPC-CommandConfig ::= SEQUENCE {
	
	
	

	  tpc-Index
	[Not present]
	
	

	  tpc-IndexSUL
	[Not present]
	
	

	  targetCell
	[Not present]
	
	

	}
	
	
	


–
Q-OffsetRange
Table 4.6.3-95: Q-OffsetRange

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	Q-OffsetRange
	dB0
	
	


–
Q-QualMin
Table 4.6.3-95A: Q-QualMin
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	Q-QualMin
	FFS
	
	


–
Q-RxLevMin
Table 4.6.3-95B: Q-RxLevMin
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	Q-RxLevMin
	FFS
	
	


–
QuantityConfig
Table 4.6.3-96: QuantityConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig::= SEQUENCE {
	
	
	

	  quantityConfigNR-List SEQUENCE (SIZE (1..maxNrofQuantityConfig)) OF SEQUENCE {
	2 entries
	
	

	  quantityConfigCell[1] SEQUENCE {
	
	
	

	    ssb-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	    cs-RS-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigRS-Index[1] SEQUENCE {
	
	
	

	    ssb-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	    cs-RS-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigCell[2] SEQUENCE {
	
	
	

	    ssb-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	    cs-RS-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigRS-Index[2] SEQUENCE {
	
	
	

	    ssb-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	    cs-RS-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RACH-ConfigCommon
Table 4.6.3-97: RACH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon::= SEQUENCE {
	
	
	

	  rach-ConfigGeneric
	RACH-ConfigGeneric
	
	

	  totalNumberOfRA-Preambles
	Not present
	
	

	  ssb-perRACH-OccasionAndCB-PreamblesPerSSB

CHOICE {
	
	
	

	    one
	n8
	
	

	  }
	
	
	

	  groupBconfigured 
	Not present
	
	

	  ra-ContentionResolutionTimer
	sf64
	
	

	  rsrp-ThresholdSSB
	RSRP-Range
	
	

	  rsrp-ThresholdSSB-SUL
	RSRP-Range
	
	

	  prach-RootSequenceIndex CHOICE {
	
	
	

	    l139
	 Set according to table 4.4.2-2 for the NR Cell.
	
	

	  }
	
	
	

	  msg1-SubcarrierSpacing
	SubcarrierSpacing
	
	

	  restrictedSetConfig
	unrestrictedSet
	
	

	  msg3-transformPrecoding
	Not present
	
	

	}
	
	
	


–
RACH-ConfigGeneric
Table 4.6.3-98: RACH-ConfigGeneric
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	161
	
	

	  msg1-FDM
	four
	
	

	  msg1-FrequencyStart
	0
	
	

	  zeroCorrelationZoneConfig
	15
	
	

	  preambleReceivedTargetPower
	[0]
	
	

	  preambleTransMax
	n7
	
	

	  powerRampingStep
	dB4
	
	

	  ra-ResponseWindow
	s120
	
	

	}
	
	
	


–
RACH-ConfigDedicated
Table 4.6.3-99: RACH-ConfigDedicated
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigDedicated::= SEQUENCE {
	
	
	

	  cfra-Resources CHOICE {
	
	
	

	    ssb SEQUENCE {
	
	
	

	      ssb-ResourceList SEQUENCE (SIZE(1..maxRA-SSB-Resources)) OF {
	
	
	

	        ssb
	SSB-Index
	
	

	        ra-PreambleIndex
	8
	
	

	      }
	
	
	

	      ra-ssb-OccasionMaskIndex
	0
	
	

	    }
	
	
	

	  }
	
	
	

	  cfra-Occasions
	Not present
	
	

	}
	
	
	


–
RadioBearerConfig
Table 4.6.3-100: RadioBearerConfig
	 Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  srb-ToAddModList SEQUENCE {
	
	
	SRB3

	    SRB-Identity
	SRB-Identity
	
	

	    reestablishPDCP
	Not present
	
	

	    discardOnPDCP
	FFS
	
	

	    pdcp-Config
	PDCP-Config
	
	

	  }
	
	
	

	   srb3-ToRelease
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    cnAssociation CHOICE {
	
	
	

	      eps-BearerIdentity
	6
	
	

	      sdap-Config
	Not present
	
	

	      }
	
	
	

	    drb-Identity
	DRB-Identity
	
	

	    reestablishPDCP
	Not present
	
	

	    recoverPDCP
	Not present
	
	

	    pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	MCG_NR_PDCP

	    cnAssociation CHOICE {
	
	
	

	      eps-BearerIdentity
	5
	
	

	      sdap-Config
	Not present
	
	

	      }
	
	
	

	    drb-Identity
	DRB-Identity using condition DRB1
	
	

	    reestablishPDCP
	Not present
	
	

	    recoverPDCP
	Not present
	
	

	    pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  securityConfig SEQUENCE {
	
	
	

	    securityAlgorithmConfig
	SecurityAlgorithmConfig
	
	

	    keyToUse
	s-KgNB
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	SRB3
	Establishment of SRB3

	MCG_NR_PDCP
	EN-DC MCG DRB configured with NR PDCP.


–
RadioLinkMonitoringConfig
Table 4.6.3-101: RadioLinkMonitoringConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
RadioLinkMonitoringRSId
Table 4.6.3-102: RadioLinkMonitoringRSId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringRSId
	FFS
	
	


–
RAN-AreaCode
Table 4.6.3-102A: RAN-AreaCode
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RAN-AreaCode
	FFS
	
	


–
RateMatchPattern
Table 4.6.3-103: RateMatchPattern
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RateMatchPattern ::= SEQUENCE {
	
	
	

	  rateMatchPatternId
	RateMatchPatternId
	
	

	  patternType CHOICE {
	
	
	

	    [controlResourceSet]
	[ControlResourceSetId]
	
	

	  },
	
	
	

	  subcarrierSpacing
	[SubcarrierSpacing]
	
	

	  mode 
	[semiStatic]
	
	

	}
	
	
	


–
RateMatchPatternId
Table 4.6.3-104: RateMatchPatternId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RateMatchPatternId
	[0]
	
	


–
RateMatchPatternLTE-CRS
Table 4.6.3-105: RateMatchPatternLTE-CRS
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RateMatchPatternLTE-CRS ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
ReportConfigId
Table 4.6.3-106: ReportConfigId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigId
	1
	
	


–
ReportConfigInterRAT
Table 4.6.3-106A: ReportConfigInterRAT
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
ReportConfigNR
Table 4.6.3-107: ReportConfigNR

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	EVENT_A1

	          a1-Threshold SEQUENCE {
	
	
	

	            rsrp
	RSRP-Range
	
	

	            rsrq
	RSRQ-Range
	
	

	            sinr
	SINR-Range
	
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger with condition EVENT_A1
	
	

	        }
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold SEQUENCE {
	
	
	

	            rsrp
	RSRP-Range
	
	

	            rsrq
	RSRQ-Range
	
	

	            sinr
	SINR-Range
	
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA3 SEQUENCE {
	
	
	EVENT_A3

	          a3-Offset SEQUENCE {
	
	
	

	            rsrp
	[0]
	This value is temporarily set in RAN5#79.
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger with condition EVENT_A3
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA4 SEQUENCE {
	
	
	EVENT_A4

	          a4-Threshold SEQUENCE {
	
	
	

	            rsrp
	RSRP-Range
	
	

	            rsrq
	RSRQ-Range
	
	

	            sinr
	SINR-Range
	
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	        eventA5 SEQUENCE {
	
	
	EVENT_A5

	          a5-Threshold1 SEQUENCE {
	
	
	

	            rsrp
	RSRP-Range
	
	

	            rsrq
	RSRQ-Range
	
	

	            sinr
	SINR-Range
	
	

	          }
	
	
	

	          a5-Threshold2 SEQUENCE {
	
	
	

	            rsrp
	RSRP-Range
	
	

	            rsrq
	RSRQ-Range
	
	

	            sinr
	SINR-Range
	
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	        eventA6 SEQUENCE {
	
	
	EVENT_A6

	          a6-Offset SEQUENCE {
	
	
	

	            rsrp
	[0]
	This value is temporarily set in RAN5#79.
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount 
	r2
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	      rsrp
	true
	
	

	      rsrq
	true
	
	

	      sinr
	true
	
	

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRsIndexes
	Not present
	
	

	      maxNrofRSIndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      reportAddNeighMeas
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EVENT_A1
	Configuration of Event A1

	EVENT_A2
	Configuration of Event A2

	EVENT_A3
	Configuration of Event A3

	EVENT_A4
	Configuration of Event A4

	EVENT_A5
	Configuration of Event A5

	EVENT_A6
	Configuration of Event A6


–
ReportConfigToAddModList
Table 4.6.3-108: ReportConfigToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigToAddModList::= SEQUENCE(SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	  reportConfigId[1]
	ReportConfigId
	
	

	  reportConfig[1] CHOICE {
	
	
	

	    reportConfigNR
	ReportConfigNR
	
	

	  }
	
	
	

	}
	
	
	


–
ReportInterval
Table 4.6.3-109: ReportInterval

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportInterval
	ms480
	
	


–
ReselectionThreshold
Table 4.6.3-109A: ReselectionThreshold
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReselectionThreshold
	FFS
	
	


–
ReselectionThresholdQ
Table 4.6.3-109B: ReselectionThresholdQ
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReselectionThresholdQ
	FFS
	
	


–
RLC-Bearer-Config
Table 4.6.3-110: RLC-Bearer-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Bearer-Config ::= SEQUENCE {
	
	
	

	    logicalChannelIdentity[1]
	LogicalChannelIdentity
	
	

	    servedRadioBearer[1] CHOICE {
	
	
	

	      drb-Identity
	DRB-Identity
	
	

	    }
	
	
	

	    reestablishRLC[1]
	Not present
	
	

	    RLC-Config[1]
	RLC-Config using condition AM.
	
	

	    mac-LogicalChannelConfig[1]
	LogicalChannelConfig using condition HI
	
	AM

	
	LogicalChannelConfig using condition LO
	
	UM

	}
	
	
	


	Condition
	Explanation

	AM
	RLC AM

	UM
	RLC UM


–
RLC-Config
Table 4.6.3-111: RLC-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	AM

	    ul-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-PollRetransmit
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	      pollPDU
	[p32768]
	
	

	      pollByte
	[mB18]
	
	

	      maxRetxThreshold
	[t8]
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-Reassembly
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	      t-StatusProhibit
	[ms30]
	
	

	    }
	
	
	

	  }
	
	
	

	  am SEQUENCE {
	
	9.2.1.3 /TS 36.331
	SRB3

	    ul-AM-RLC SEQUENCE {
	
	
	

	         sn-FieldLength
	[size18]
	
	

	         t-PollRetransmit
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	         pollPDU
	[p32768]
	
	

	         pollByte
	[mB18]
	
	

	         maxRetxThreshold
	[t8]
	
	

	      }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-Reassembly
	[ms30]
	
	

	
	[ms80]
	
	FR2

	      t-StatusProhibit
	[ms30]
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	AM
	RLC AM

	SRB3
	Establishment of SRB3


–
RLF-TimersAndConstants
Table 4.6.3-112: RLF-TimersAndConstants
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLF-TimersAndConstants ::= SEQUENCE {
	
	
	

	 t310
	[ms1000]
	
	

	  n310 
	[n1]
	
	

	  n311 
	[n1]
	
	

	}
	
	
	


–
RNTI-Value
Table 4.6.3-113: RNTI-Value

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RNTI-Value
	0
	
	


–
RSRP-Range
Table 4.6.3-114: RSRP-Range

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RSRP-Range
	[0]
	Mapping table is not yet specified in 38.133.

This value is temporarily set in RAN5#79.
	


–
RSRQ-Range
Table 4.6.3-115: RSRQ-Range

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RSRQ-Range
	[0]
	Mapping table is not yet specified in 38.133.

This value is temporarily set in RAN5#79.
	


–
SCellIndex
Table 4.6.3-116: SCellIndex

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SCellIndex
	1
	
	


–
SchedulingRequestConfig
Table 4.6.3-117: SchedulingRequestConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestConfig ::= SEQUENCE { schedulingRequestToAddModList  (SIZE(1..maxNrofSR-ConfigPerCellGroup)) OF SEQUENCE {
	1 entry
	
	

	  schedulingRequestId
	SchedulingRequestId
	
	

	  sr-ProhibitTimer
	Not present
	
	

	  sr-TransMax
	n16
	
	

	  }
	
	
	

	schedulingRequestToReleaseList
	Not present
	
	

	}
	
	
	


–
SchedulingRequestId
Table 4.6.3-117A: SchedulingRequestId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestId 
	0
	
	


–
SchedulingRequestResourceConfig
Table 4.6.3-118: SchedulingRequestResourceConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestResourceConfig ::= SEQUENCE {
	
	
	

	  schedulingRequestResourceId
	SchedulingRequestResourceId
	
	

	  schedulingRequestID
	0
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sym2
	[NULL]
	
	

	  }
	
	
	

	  resource
	0
	
	

	}
	
	
	


–
SchedulingRequestResourceId
Table 4.6.3-119: SchedulingRequestResourceId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestResourceId
	1
	
	


–
ScramblingId
Table 4.6.3-120: ScramblingId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ScramblingId
	0
	
	


–
SCS-SpecificCarrier
Table 4.6.3-121: SCS-SpecificCarrier
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SCS-SpecificCarrier ::= SEQUENCE {
	
	
	

	  offsetToCarrier
	Set to value of offset point to carrier in clause 4.3.1 for the carrier and subcarrier spacing under test.
	
	

	  subcarrierSpacing
	SubcarrierSpacing
	
	

	  k0
	Set to value of k0 in clause 4.3.1 for the carrier and subcarrier spacing under test.
	
	

	  carrierBandwidth
	Set to value of the number of RBs correspondent to 10 MHz channel bandwidth in clause 4.3.1 for the carrier and subcarrier under test.
	
	

	}
	
	
	


–
SDAP-Config
Table 4.6.3-122: SDAP-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SDAP-Config ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SearchSpace
Table 4.6.3-123: SearchSpace

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  searchSpaceId
	SearchSpaceId with condition CSS
	
	CSS

	
	SearchSpaceId with condition USS
	
	USS

	  controlResourceSetId
	ControlResourceSetId
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  monitoringSymbolsWithinSlot
	10000000000000
	
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n8
	
	

	
	n2
	
	FR1_5MHz

	    aggregationLevel4
	n0
	
	

	
	[n1]
	
	FR1_5MHz

	
	[n5]
	
	FR2_200MHz

	    aggregationLevel8
	[n8]
	
	

	
	[n6]
	
	FR1_60MHz

	
	[n0]
	
	FR1_5MHz

	
	[n2]
	
	FR2_200MHz

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS

	      dci-Format0-0-AndFormat1-0 SEQUENCE {
	
	
	

	      }
	
	
	

	     dci-Format2-0
	Not present
	
	

	     dci-Format2-1
	Not present
	
	

	     dci-Format2-2
	Not present
	
	

	     dci-Format2-3
	Not present
	
	

	    }
	
	
	

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_5MHz
	FR1 is used under the test. CBW is set to 5MHz.

	FR1_60MHz
	FR1 is used under the test. CBW is set to 60MHz.

	FR1_80MHz
	FR1 is used under the test. CBW is set to 80MHz.

	FR1_100MHz
	FR1 is used under the test. CBW is set to 100MHz.

	FR2_200MHz
	FR2 is used under the test. CBW is set to 200MHz.

	CSS
	Common SearchSpace

	USS
	UE-Specific SearchSpace


Table 4.6.3-124: Void
–
SearchSpaceId
Table 4.6.3-125: SearchSpaceId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpaceID
	0
	
	CSS

	
	1
	
	USS


	Condition
	Explanation

	CSS
	Common SearchSpace

	USS
	UE-Specific SearchSpace


–
SearchSpaceZero
Table 4.6.3-125A: SearchSpaceZero
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpaceZero
	FFS
	
	


–
SecurityAlgorithmConfig
Table 4.6.3-126: SecurityAlgorithmConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityAlgorithmConfig ::= SEQUENCE {
	
	
	

	  cipheringAlgorithm
	nea2
	
	

	  integrityProtAlgorithm
	nia2
	
	

	}
	
	
	


–
ServCellIndex
Table 4.6.3-127: ServCellIndex

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServCellIndex
	0
	
	


–
ServingCellConfig
Table 4.6.3-128: ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  tdd-UL-DL-ConfigurationDedicated
	Not present
	
	

	  initialDownlinkBWP
	BWP-DownlinkDedicated
	
	

	  downlinkBWP-ToReleaseList
	Not present
	
	

	  downlinkBWP-ToAddModList
	Not present
	
	

	  firstActiveDownlinkBWP-Id
	Not present
	
	

	  bwp-InactivityTimer
	Not present
	
	

	  defaultDownlinkBWP-Id
	BWP-Id
	
	

	  uplinkConfig SEQUENCE {
	
	
	

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    firstActiveUplinkBWP-Id
	Not present
	
	

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup 
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	    carrierSwitching
	Not present
	
	

	  }
	
	
	

	  supplementaryUplink
	Not present
	
	

	  pdsch-ServingCellConfig CHOICE {
	
	
	

	    setup 
	PDSCH-ServingCellConfig
	
	

	  }
	
	
	

	  csi-MeasConfig
	Not present
	
	

	  sCellDeactivationTimer
	Not present
	
	

	  crossCarrierSchedulingConfig
	Not present
	
	

	  tag-Id
	0
	
	

	  ue-BeamLockFunction
	Not present
	
	

	  pathlossReferenceLinking
	pCell
	
	

	}
	
	
	


–
ServingCellConfigCommon
Table 4.6.3-129: ServingCellConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	
	

	  frequencyInfoDL
	FrequencyInfoDL
	
	

	  initialDownlinkBWP
	 BWP-DownlinkCommon
	
	

	  uplinkConfigCommon SEQUENCE {
	
	
	

	    frequencyInfoUL
	 FrequencyInfoUL
	
	

	    initialUplinkBWP
	BWP-UplinkCommon
	
	

	  }
	
	
	

	  supplementaryUplinkConfig
	Not present
	
	

	  n-TimingAdvanceOffset
	Not present
	
	

	  ssb-PositionsInBurst CHOICE {
	
	
	

	    shortBitmap
	0100
	
	FREQ<=3GHz

	    mediumBitmap
	01000000
	
	FR1 and FREQ>3GHz

	  }
	
	
	

	  ssb-periodicityServingCell
	ms20
	
	

	  dmrs-TypeA-Position
	pos2
	
	

	  lte-CRS-ToMatchAround
	Not present
	
	

	  rateMatchPatternToAddModList
	Not present
	
	

	  rateMatchPatternToReleaseList
	Not present
	
	

	  subcarrierSpacing
	Not present
	
	

	  tdd-UL-DL-ConfigurationCommon1
	Not present
	
	

	  tdd-UL-DL-ConfigurationCommon2
	Not present
	
	

	  ss-PBCH-BlockPower
	[0]
	
	

	}
	
	
	


	Condition
	Explanation

	FREQ<=3GHz
	Frequency range <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz


–
ServingCellConfigCommonSIB
Table 4.6.3-129A: ServingCellConfigCommonSIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommonSIB ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
ShortI-RNTI-Value
Table 4.6.3-129B: ShortI-RNTI-Value
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ShortI-RNTI-Value
	FFS
	
	


–
SINR-Range
Table 4.6.3-130: SINR-Range

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SINR-Range
	[0]
	Mapping table is not yet specified in 38.133.

This value is temporarily set in RAN5#79.
	


–
SI-SchedulingInfo
Table 4.6.3-130A: SI-SchedulingInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SlotFormatCombinationsPerCell
Table 4.6.3-131: SlotFormatCombinationsPerCell
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SlotFormatCombinationsPerCell ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SlotFormatIndicator
Table 4.6.3-132: SlotFormatIndicator
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SlotFormatIndicator ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
S-NSSAI
Table 4.6.3-132A: S-NSSAI
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	S-NSSAI ::= CHOICE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SpeedStateScaleFactors
Table 4.6.3-132B: SpeedStateScaleFactors
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SpeedStateScaleFactors ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SPS-Config
Table 4.6.3-133: SPS-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SPS-Config ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SRB-Identity
Table 4.6.3-134: SRB-Identity

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRB-Identity
	3
	
	


–
SRS-Config
Table 4.6.3-135: SRS-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SRS-CarrierSwitching
Table 4.6.3-136: SRS-CarrierSwitching
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-CarrierSwitching ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SRS-TPC-CommandConfig
Table 4.6.3-137: SRS-TPC-CommandConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-TPC-CommandConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SSB-Index
Table 4.6.3-138: SSB-Index

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-Index
	0
	
	


–
SSB-ToMeasure
Table 4.6.3-138B: SSB-ToMeasure
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-ToMeasure ::= CHOICE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SubcarrierSpacing
Table 4.6.3-139: SubcarrierSpacing
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SubcarrierSpacing
	kHz15
	
	FR1_FDD

	
	kHz30
	
	FR1_TDD

	
	[kHz120]
	
	FR2_TDD


	Condition
	Explanation

	FR1_FDD
	FDD frequency range < 6GHz 

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 


–
TCI-State
Table 4.6.3-140: TCI-State

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	
	
	

	  tci-StateId
	TCI-StateId
	
	

	  qcl-Type1 SEQUENCE {
	
	
	

	    cell
	Not present
	
	

	    bwp-Id
	Not present
	
	

	    referenceSignal CHOICE {
	
	
	

	      ssb
	SSB-Index
	
	

	    }
	
	
	

	    qcl-Type
	typeD
	
	

	  }
	
	
	

	  qcl-Type2
	Not present
	
	

	  nrofPTRS-Ports
	n1
	
	

	}
	
	
	


–
TCI-StateId
Table 4.6.3-141: TCI-StateId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TCI-StateId
	0
	
	


–
TDD-UL-DL-Config
Table 4.6.3-142: TDD-UL-DL-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigCommon ::= SEQUENCE {
	
	
	

	  referenceSubcarrierSpacing
	[SubcarrierSpacing]
	
	

	  dl-UL-TransmissionPeriodicity 
	[ms5]
	
	FR1

	
	[ms0p625]
	
	FR2

	  nrofDownlinkSlots
	[7]
	
	FR1

	
	[4]
	
	FR2

	  nrofDownlinkSymbols
	[6]
	
	FR1

	
	[12]
	
	FR2

	  nrofUplinkSlots
	[2]
	
	FR1

	
	[1]
	
	FR2

	  nrofUplinkSymbols
	[4]
	
	FR1

	
	[0]
	
	FR2

	}
	
	
	


–
TrackingAreaCode
Table 4.6.3-142A: TrackingAreaCode
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TrackingAreaCode
	FFS
	
	


–
T-Reselection
Table 4.6.3-142B: T-Reselection
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	T-Reselection
	FFS
	
	


–
TimeToTrigger
Table 4.6.3-143: TimeToTrigger

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TimeToTrigger
	[ms0]
	
	EVENT_A1

	
	ms320
	
	EVENT_A3


	Condition
	Explanation

	EVENT_A1
	Configuration of Event A1

	EVENT_A3
	Configuration of Event A3


–
UplinkTxDirectCurrentList
Table 4.6.3-143B: UplinkTxDirectCurrentList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkTxDirectCurrentList ::= SEQUENCE (SIZE (1..maxNrofServingCells)) OF SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
UE-TimersAndConstants
Table 4.6.3-143C: UE-TimersAndConstants
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UE-TimersAndConstants ::=
 SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
ZP-CSI-RS-Resource
Table 4.6.3-144: ZP-CSI-RS-Resource
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  zp-CSI-RS-ResourceId
	ZP-CSI-RS-ResourceId
	
	

	  resourceMapping

	CSI-RS-ResourceMapping
	
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset
	
	

	}
	
	
	


–
ZP-CSI-RS-ResourceSet
Table 4.6.3-145: ZP-CSI-RS-ResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  zp-CSI-RS-ResourceSetId
	ZP-CSI-RS-ResourceSetId
	
	

	  zp-CSI-RS-ResourceIdList SEQUENCE (SIZE(1..maxNrofZP-CSI-RS-ResourcesPerSet)) OF {
	1 entry
	
	

	    ZP-CSI-RS-ResourceId[1]
	FFS
	
	

	    }
	
	
	

	}
	
	
	


–
ZP-CSI-RS-ResourceSetId
Table 4.6.3-146: ZP-CSI-RS-ResourceSetId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ZP-CSI-RS-ResourceSetId
	FFS
	
	


<End of modified section>
