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{Start of changes}
A.5
OFDMA Channel Noise Generator (OCNG)

A.5.1
OCNG Patterns for FDD
TBD
A.5.2
OCNG Patterns for TDD
TBD




Annex B (normative):
Propagation Conditions

The propagation conditions and channel models for various environments are specified. For each environment a propagation model is used to evaluate the propagation pathless due to the distance. Channel models are formed by combining delay profiles with a Doppler spectrum, with the addition of correlation properties in the case of a multi-antenna scenario.

B.0
No interference

The downlink connection between the System Simulator and the UE is without Additive White Gaussian Noise, and has no fading or multipath effects. 

Annex C (normative):
Downlink physical channels
C.0
Downlink signal levels
TBD

C.1
General

The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done.
C.2
Setup
TBD
C.3
Connection

C.3.1
Measurement of Receiver Characteristics
Unless otherwise stated, Table C.3.1-1 is applicable for measurements on the Receiver Characteristics (clause 7).
Table C.3.1-1: Downlink Physical Channels transmitted during a connection (FDD and TDD)
	Parameter
	Unit
	Value

	SSS transmit power 
	W
	Test specific

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	0

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS (Note 1)
	dB
	3

	EPRE ratio of PDSCH to PDSCH DMRS (Note 1)
	dB
	-3

	EPRE ratio of CSI-RS to SSS
	dB
	0

	EPRE ratio of PTRS to PDSCH
	dB
	Test specific

	EPRE ratio of OCNG DMRS to SSS
	dB
	0

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	dB
	0

	Note 1:
No boosting is applied to any of the channels except PDSCH DMRS. For PDSCH DMRS, 3 dB power boosting is applied assuming DMRS Type 1 configuration when DMRS and PDSCH are TDM’ed and only half of the DMRS REs are occupied.
Note 2:
Number of DMRS CDM groups without data for PDSCH DMRS configuration for OCNG is set to 1.


Annex F (normative):
Measurement uncertainties and Test Tolerances

F.1
Acceptable uncertainty of Test System (normative)

The maximum acceptable uncertainty of the Test System is specified below for each test, where appropriate. The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified range, and the equipment under test to be measured with an uncertainty not exceeding the specified values. All ranges and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.

A confidence level of 95 % is the measurement uncertainty tolerance interval for a specific measurement that contains 95 % of the performance of a population of test equipment.

For RF tests it should be noted that the uncertainties in clause F.1 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.

The downlink signal uncertainties apply at each receiver antenna connector.

{End of changes}





























































































