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<Start of first modified section>
4.7
Default 5GC NAS message and information elements contents

4.7.1
Contents of 5GMM messages
–
Authentication request
Table 4.7.1-1: AUTHENTICATION REQUEST
	Derivation Path: 24.501 clause 8.2.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Authentication response
Table 4.7.1-2: AUTHENTICATION RESPONSE
	Derivation Path: 24.501 clause 8.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Authentication result
Table 4.7.1-3: AUTHENTICATION RESULT
	Derivation Path: 24.501 clause 8.2.3

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Authentication failure
Table 4.7.1-4: AUTHENTICATION FAILURE
	Derivation Path: 24.501 clause 8.2.4

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Authentication reject
Table 4.7.1-5: AUTHENTICATION REJECT
	Derivation Path: 24.501 clause 8.2.5

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Registration request
Table 4.7.1-6: REGISTRATION REQUEST
	Derivation Path: 24.501 clause 8.2.6

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Registration accept
Table 4.7.1-7: REGISTRATION ACCEPT
	Derivation Path: 24.501 clause 8.2.7

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Registration complete
Table 4.7.1-8: REGISTRATION COMPLETE
	Derivation Path: 24.501 clause 8.2.8

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Registration reject
Table 4.7.1-9: REGISTRATION REJECT
	Derivation Path: 24.501 clause 8.2.9

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
UL NAS transport
Table 4.7.1-10: UL NAS TRANSPORT
	Derivation Path: 24.501 clause 8.2.10

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
DL NAS transport
Table 4.7.1-11: DL NAS TRANSPORT
	Derivation Path: 24.501 clause 8.2.11

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
De-registration request (UE originating de-registration)
Table 4.7.1-12: DEREGISTRATION REQUEST_1
	Derivation Path: 24.501 clause 8.2.12

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
De-registration accept (UE originating de-registration)
Table 4.7.1-13: DEREGISTRATION ACCEPT_1
	Derivation Path: 24.501 clause 8.2.13

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
De-registration request (UE terminated de-registration)
Table 4.7.1-14: DEREGISTRATION REQUEST_2
	Derivation Path: 24.501 clause 8.2.14

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
De-registration accept (UE terminated de-registration)
Table 4.7.1-15: DEREGISTRATION ACCEPT_2
	Derivation Path: 24.501 clause 8.2.15

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Service request
Table 4.7.1-16: SERVICE REQUEST
	Derivation Path: 24.501 clause 8.2.16

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Service accept
Table 4.7.1-17: SERVICE ACCEPT
	Derivation Path: 24.501 clause 8.2.17

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Service reject
Table 4.7.1-18: SERVICE REJECT
	Derivation Path: 24.501 clause 8.2.18

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Configuration update command
Table 4.7.1-19: CONFIGURATION UPDATE COMMAND
	Derivation Path: 24.501 clause 8.2.19

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Configuration update complete
Table 4.7.1-20: CONFIGURATION UPDATE COMPLETE
	Derivation Path: 24.501 clause 8.2.20

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Identity request
Table 4.7.1-21: IDENTITY REQUEST
	Derivation Path: 24.501 clause 8.2.21

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Identity response
Table 4.7.1-22: IDENTITY RESPONSE
	Derivation Path: 24.501 clause 8.2.22

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Notification
Table 4.7.1-23: NOTIFICATION
	Derivation Path: 24.501 clause 8.2.23

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Notification response
Table 4.7.1-24: NOTIFICATION RESPONSE
	Derivation Path: 24.501 clause 8.2.24

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Security mode command
Table 4.7.1-25: SECURITY MODE COMMAND
	Derivation Path: 24.501 clause 8.2.25

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Security mode complete
Table 4.7.1-26: SECURITY MODE COMPLETE
	Derivation Path: 24.501 clause 8.2.26

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Security mode reject
Table 4.7.1-27: SECURITY MODE REJECT
	Derivation Path: 24.501 clause 8.2.27

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
Security protected 5GS NAS message
Table 4.7.1-28: SECURITY PROTECTED 5GS NAS MESSAGE
	Derivation Path: 24.501 clause 8.2.28

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


–
5GMM status
Table 4.7.1-29: 5GMM STATUS
	Derivation Path: 24.501 clause 8.2.29

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GMM
	
	

	Security header type
	FFS
	
	

	Spare half octet
	'0000'B
	
	

	FFS
	 
	
	


	Condition
	Explanation 

	
	

	
	


<End of modified section>
