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<<Start of Change>>
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comments
	
	
	

	
	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1 or Power Class 2
	D04
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.2.2A.1
	UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.2.2A.2
	UE Maximum Output Power for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	
	

	
	
	Rel-14
	C305
	UE supporting E-UTRA and eLAA
	
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.2.2A.3
	UE Maximum Output Power for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	
	

	
	
	
	
	
	
	FDD, TDD
	

	6.2.2A.4
	UE Maximum Output Power for CA (3UL CA)
	Rel-13
	CXXX
	UE supporting E-UTRA and intra-band contiguous or inter-band and 3UL CA.
	EX1
	FDD, TDD
	

	6.2.2B
	UE Maximum Output Power for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA Power Class 3 and UL-MIMO
	D05
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.2.2B_1
	HPUE Maximum Output Power for UL-MIMO
	Rel-10
	C202
	UE supporting E-UTRA Power Class 2 and UL-MIMO
	D05
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.2.2E
	UE Maximum Output Power for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD, HD-FDD, TDD
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6.2.2EA
	UE Maximum Output Power for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD, HD-FDD, TDD
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6.3.5G.1
	Power Control Absolute power tolerance for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Rel-14
	C313
	UE supporting V2X Sidelink communication
	D14
	TDD
	

	6.5.1
	Frequency Error
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.5.1A.1
	Frequency Error for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.5.1A.2
	Frequency error for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.5.1A.3
	Frequency Error for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.5.1A.4
	Frequency error for CA (3UL CA)
	Rel-13
	CXXX
	UE supporting E-UTRA and intra-band contiguous or inter-band and 3UL CA.
	EX1
	FDD, TDD
	

	6.5.1B
	Frequency Error for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD, TDD
	

	
	
	
	
	
	
	
	

	6.5.1D.1
	Frequency error for ProSe Direct Discovery
	Rel-12
	C163
	UE supporting E-UTRA and ProSe direct discovery
	D10
	FDD, TDD
	

	
	
	
	
	
	
	
	


<< Skip of Change>>
Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND A.4.1-1/1 THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.5-1/18) THEN R ELSE N/A

	C02
IF NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND A.4.1-1/2 THEN R ELSE N/A

	C02h
IF (A.4.1-1/2 AND A.4.5-1/18) THEN R ELSE N/A

	C03
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND A.4.1-1/1 AND A.4.2-1/1) THEN R ELSE N/A

	C04
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND A.4.1-1/2 AND A.4.2-1/1) THEN R ELSE N/A

	C05
Void

	C06
Void

	C07
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-3b/2 AND A.4.2-1/3) THEN R ELSE N/A

	CXXX        IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-2/3 THEN R ELSE N/A


<< Skip of Change>>
Table 4.1-1c: Tested CA Configurations Selection Criteria

	Code
	Selection
	Comment

	E01
	UL(A.4.6.1-3) AND CARRIER_NO(2)
	All supported intra-band contiguous CA Configurations with 2 carriers in both UL and DL

	E02
	UL(A.4.6.2-3) AND CARRIER_NO(2)
	All supported intra-band contiguous non-contiguous CA Configurations with 2 carriers in both UL and DL

	E03
	UL(A.4.6.3-3) AND CARRIER_NO(2)
	All supported inter-band CA Configurations with 2 carriers in both UL and DL

	E04
	A.4.6.1-3 AND CARRIER_NO(2) AND NOT UL(A.4.6.1-3) 
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL

	E05
	A.4.6.2-3 AND CARRIER_NO(2) 
	All supported intra-band non-contiguous CA Configurations with 2 carriers in DL

	E06
	A.4.6.3-3 AND CARRIER_NO(2) 
	All supported inter-band CA Configurations with 2 carriers in DL

	E07
	((A.4.6.1-3 AND NOT UL(A.4.6.1-3)) OR (A.4.6.2-3 AND NOT UL(A.4.6.2-3)) OR (A.4.6.3-3 AND NOT UL(A.4.6.3-3)) OR (A.4.6.3-4 AND NOT UL(A.4.6.3-4))) AND CARRIER_NO(3)
	All supported 3DL CA without UL

	E08
	E04 AND NOT DL_FALLBACKS
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL, that are not fallbacks of 3DL CA

	E09
	E05 AND NOT DL_FALLBACKS
	All supported intra-band non-contiguous CA Configurations with 2 carriers in DL that are not fallbacks of 3DL CA. 

	E10
	E06 AND NOT DL_FALLBACKS
	All supported inter-band CA Configurations with 2 carriers in DL that are not fallbacks of 3DL CA

	E11
	E04 AND NOT (FALLBACK(A.4.6.2-3) OR FALLBACK(A.4.6.3-3) OR FALLBACK(A.4.6.3-4))
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL, that are not fallbacks of 3DL CA, except of class D intra-band 3DL CA. 

	E12
	E06 AND NOT (FALLBACK(A.4.6.2-3) OR FALLBACK(A.4.6.3-4))
	All supported inter-band CA Configurations with 2 carriers in DL that are not fallbacks of inter-band on inter-band + intra-band non-contiguous 3DL CA. 

	DL_FALLBACKS
	FALLBACK(A.4.6.1-3) OR FALLBACK(A.4.6.2-3) OR FALLBACK(A.4.6.3-3) OR FALLBACK(A.4.6.3-4)
	All DL Fallbacks of supported CA Configurations

	E13
	E06 AND DL_ONLY_BAND
	All supported inter-band CA Configurations with 2 carriers in DL where one of the bands is a DL-only band

	E14
	((A.4.6.1-3 AND NOT UL(A.4.6.1-3)) OR (A.4.6.2-3 AND NOT UL(A.4.6.2-3)) OR (A.4.6.3-3 AND NOT UL(A.4.6.3-3)) OR (A.4.6.3-4 AND NOT UL(A.4.6.3-4)) OR (A.4.6.3-5 AND NOT UL(A.4.6.3-5))) AND CARRIER_NO(4)
	All supported 4DL CA without UL

	E15
	((A.4.6.1-3 AND NOT UL(A.4.6.1-3)) OR (A.4.6.2-3 AND NOT UL(A.4.6.2-3)) OR (A.4.6.3-3 AND NOT UL(A.4.6.3-3)) OR (A.4.6.3-4 AND NOT UL(A.4.6.3-4)) OR (A.4.6.3-5 AND NOT UL(A.4.6.3-5))) AND CARRIER_NO(5)
	All supported 5DL CA without UL

	EX1
	(A.4.6.1-2/3) OR (A.4.6.2-2/2 OR A.4.6.2-2/3 OR A.4.6.2-2/4)
	All supported 3UL CA 

	Note:
CA Configuration Selection is based on set theory. Each CA Configuration is designated by its name, including bands and BW classes, e.g. CA_1A-5A. The following operators are used:




AND: 
Set intersection ( [image: image1.png]


 ). {CA_1C,CA_1A-5A} AND {CA_1C, CA_2A-4A } = CA_1C




OR: 
Set union ( [image: image2.png]


 ). {CA_1C,CA_1A-5A} OR {CA_1C, CA_2A-4A } = {CA_1C,CA_1A-5A, CA_2A-4A}




NOT: 
Set complement (\), full set being all possible CA Configurations





Also note that this is set without repetitions so {CA_1C} AND {CA_1C} = {CA_1C}


The following basic sets are used:




FDD:
All FDD-only CA Configurations




TDD: 
All TDD-only CA Configurations




FDD-TDD: 
All mixed CA Configurations




{CA_1C}:
Explicitly given CA Configurations




CARRIER_NO(n): All CA Configurations with n Carriers, e.g. for n=2 CA_1C and CA_1A-5A would be a part of this set




BAND_NO(n): All CA Configurations containing n Bands, e.g.. for n=2, CA_1A-5A and CA_1A-41C are part of this set




BWCLASS(x): All CA Configurations containing BW Class x, e.g.. for x=C, CA_1C and CA_1A-41C are part of this set




DL_ONLY_BAND: All CA configurations containing a DL-only band, e.g. CA_20A-32A is part of this set


The following sets derived from pro-forma tables are also used:




A.4.6.X-Y: All supported DL CA Combinations defined in table A.4.6.X-Y




UL(A.4.6.X-Y): All DL CA Combinations that also support UL CA with any number of carriers >1, as per column





"Supported CA Bandwidth Class(es) in UL" defined in table A.4.6.X-Y.




UL_2CC(A.4.6.X-Y): All DL CA Combinations that also support 2 Carrier UL CA, as per column





"Supported CA Bandwidth Class(es) in UL" defined in table A.4.6.X-Y. Note that DL might support a larger number





of carriers than UL.




UL_3CC(A.4.6.X-Y): All DL CA Combinations that also support 3 Carrier UL CA, as per column





"Supported CA Bandwidth Class(es) in UL" defined in table A.4.6.X-Y




FALLBACK(A.4.6.X-Y): Fallback DL CA Combinations of supported CA Combinations defined in Table A.4.6.X-Y




FALLBACK_UL(A.4.6.X-Y): Fallback DL and UL CA Combinations of supported CA Combinations defined in Table 



A.4.6.X-Y. This set only includes Combinations with same CA Capability in UL and DL


A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	

	3
	UTRA FDD
	25.101
	R99
	

	4
	UTRA TDD
	25.102
	R99
	

	5
	GSM
	45.005
	R99
	

	6
	cdma2000 HRPD
	C.S0024-A
	Rel-8
	

	7
	cdma2000 1xRTT
	C.S0002-A
	Rel-8
	

	8
	NB-IoT
	36.101
	Rel-13
	

	9
	WLAN
	IEEE Std 802.11
	
	

	10
	V2X Sidelink Communication
	36.101
	Rel-14
	


A.4.2
UE Service Capabilities

Table A.4.2-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	LTE MBMS
	36.101
	Rel-9
	

	2
	LTE CA
	36.101
	Rel-10
	

	3
	UL-MIMO
	36.306, 4.3.4.6
	Rel-10
	

	4
	Void
	
	
	

	5
	Enhanced Dual Layer TDD
	36.306, 4.3.4.5
	Rel-9
	

	6
	EPDCCH
	36.306, 4.3.4.18
	Rel-11
	

	7
	FDD - TDD CA
	36.306, 4.3.4.28
	Rel-12
	

	8
	Support of DC
	36.306, 4.3.5.9
	Rel-12
	The UE supports of synchronous dual connectivity and power control mode 1

	9
	Support of E-UTRAN WLAN Aggregation - LWA
	36.306, 4.3.18, 4.3.25, 4.3.27, 7.10.2
	Rel-13
	

	10
	Support of E-URAN WLAN Aggregation with IPsec Tunnel - LWIP
	36.306, 4.3.18, 4.3.24, 4.3.27, 7.10.2
	Rel-13
	


<< Skip of Change>>
Table A.4.6.1-2: Uplink Intra-band contiguous CA Bandwidth Class capabilities (for one or more of the supported CA configurations in Table A.4.6.1-3)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL Intra-band contiguous CA BW Class B
	36.101, 5.6A 36.331, 6.3.6
	Not used in any valid CA configurations in TS 36.101 yet

	2
	UL Intra-band contiguous CA BW Class C
	36.101, 5.6A 36.331, 6.3.6
	

	3
	UL Intra-band contiguous CA BW Class D
	36.101, 5.6A 36.331, 6.3.6
	


<< Skip of Change>>
Table A.4.6.3-2: Uplink Inter-band CA Bandwidth Class Combination capabilities (for one or more of the supported CA configurations in Table A.4.6.3-3, A.4.6.3-4, A.4.6.3-5)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL Inter-band CA BW Class Combination A-A
	36.101, 5.6A 36.331, 6.3.6
	

	2
	UL Inter-band CA BW Class Combination A-A-A (Two bands)
	36.101, 5.6A 36.331, 6.3.6
	

	3
	UL Inter-band CA BW Class Combination A-A-A (Three bands)
	36.101, 5.6A 36.331, 6.3.6
	

	4
	UL Inter-band CA BW Class Combination A-C or A-B (two bands)
	36.101, 5.6A 36.331, 6.3.6
	


<< End Of Change>>
