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<Start of first modified section>
4.6.5
Other information elements

–
EUTRA-AllowedMeasBandwidth
Editor’s Note: Based on ongoing RAN2 work on CR 100 for TS 38.331, R2-1812411 (CR 100r3).
Table 4.6.5-0A: EUTRA-AllowedMeasBandwidth
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-AllowedMeasBandwidth
	FFS
	
	


–
EUTRA-MultiBandInfoList
Editor’s Note: Based on ongoing RAN2 work on CR 100 for TS 38.331, R2-1812411 (CR 100r3).
Table 4.6.5-0B: EUTRA-MultiBandInfoList
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-MultiBandInfoList ::= SEQUENCE (SIZE (1..maxMultiBands)) OF SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
EUTRA-NS-PmaxList
Editor’s Note: Based on ongoing RAN2 work on CR 100 for TS 38.331, R2-1812411 (CR 100r3).
Table 4.6.5-0C: EUTRA-NS-PmaxList
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-NS-PmaxList ::=
 SEQUENCE (SIZE (1..maxEUTRA-NS-Pmax)) OF SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
EUTRA-PhysCellId
Editor’s Note: Based on ongoing RAN2 work on CR 100 for TS 38.331, R2-1812411 (CR 100r3).
Table 4.6.5-0D: EUTRA-PhysCellId
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-PhysCellId
	FFS
	
	


–
EUTRA-PhysCellIdRange
Editor’s Note: Based on ongoing RAN2 work on CR 100 for TS 38.331, R2-1812411 (CR 100r3).
Table 4.6.5-0E: EUTRA-PhysCellIdRange
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-PhysCellIdRange ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
EUTRA-PresenceAntennaPort1
Editor’s Note: Based on ongoing RAN2 work on CR 100 for TS 38.331, R2-1812411 (CR 100r3).
Table 4.6.5-0F: EUTRA-PresenceAntennaPort1
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-PresenceAntennaPort1
	FFS
	
	


–
RRC-TransactionIdentifier
Table 4.6.5-1: RRC-TransactionIdentifier

	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	RRC-TransactionIdentifier
	0
	
	


<End of modified section>
