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<Start>

9.2.1.1.4.2
Test procedure
1.
Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 9.2.1.1.3-1 for 10MHz tests or Table 9.2.1.1.3-2 for 5MHz tests as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 and keep it regardless of the wideband CQI value sent by the UE. The SS sends downlink MAC padding bits on the DL RMC. Continue transmission of the PDSCH until 2000 wideband CQI reports have been gathered. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are also counted as wideband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the wideband CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
If Median CQI is not equal to 1 or 15 and 1800 or more of the wideband CQI values are in the range (Median CQI - 1) ≤ Median CQI ≤ ( Median CQI + 1) then continue with step 5, otherwise go to step 8.

5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the wideband median-CQI value and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.

For the filtered ACK and NACK responses if the ratio (NACK / ACK + NACK) ≤ 0.1 then go to step 6, otherwise go to step 7.

6.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the wideband median-CQI+1 value and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 5 until 1000 filtered ACK+NACK responses are gathered.
If the ratio (NACK /ACK + NACK) > 0.1 or the MCS according to the wideband median-CQI+1 value has reached the highest MCS value of the test case and the ratio (NACK /ACK + NACK) < 0.1.
then pass the UE for this test and go to step 9, otherwise go to step 8.

7.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the wideband median-CQI-1 value and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 5 until 1000 filtered ACK+NACK responses are gathered.
If the ratio (NACK /ACK + NACK) ≤ 0.1
then pass the UE for this test and go to step 9, otherwise go to step 8.

8.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 7) for the other SNR point as appropriate. Otherwise fail the UE.
9.
If both tests have not been done, then repeat the same procedure (steps 1 to 8) with test conditions according to the table 9.2.1.1.3-1 for 10MHz or table 9.2.1.1.3-2 for 5MHz for the other Test as appropriate. Otherwise pass the UE.

9.2.1.7
FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for 256QAM in DL

Editor’s note: SNR for 4Rx UE without 2Rx RF bands are still in square brackets

9.2.1.7.1
Test purpose

The same test purpose as in clause 9.2.1.1.1.

9.2.1.7.2
Test applicability

This test applies to E-UTRA FDD UE release 12 and forward of UE Category 11-12 and DL Category ≥11 that support 256QAM in DL.

Note: This test also applies to UE supporting 4Rx antenna ports
9.2.1.7.3
Minimum conformance requirements

The following requirements apply to UE Category 11-12 and DL Category ≥11. For the parameters specified in Table 9.2.1.7.3-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to RC.1A FDD in Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.
In this test, 4-bit CQI Table 2 in Table 7.2.3-2 in TS 36.213 [10], and Modulation and TBS index table 2 in Table 7.1.7.1-1A for PDSCH in TS 36.213 [10] are applied.

Table 9.2.1.7.3-1: PUCCH 1-0 static test (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	1

	Downlink power allocation
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR (Note 2)
	dB
	-1
	0
	20
	21
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	dB[mW/15kHz]
	-99
	-98
	-78
	-77
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	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 5

	cqi-pmi-ConfigurationIndex
	
	6

	Note 1:
Reference measurement channel RC.1A FDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.


The normative reference for this requirement is TS 36.101 [2] clause 9.2.1.7.

9.2.1.7.4
Test description

9.2.1.7.4.1
Initial conditions

Same Initial conditions as defined in clause 9.2.1.1.4.1 for 10MHz BW with the following exceptions:

-
Connect the SS, faders and AWGN noise source to the UE antenna connector(s) as shown in TS 36.508 [7] Annex A, Figure A.9 for UE with 2Rx RF band and Annex A, Figure A.9a for 4Rx capable UE without any 2Rx RF bands.

-
Instead of Table 9.2.1.1.3-1, use Table 9.2.1.7.3-1.
-
Instead of Clause 9.2.1.1.4.3, use Clause 9.2.1.7.4.3.

9.2.1.7.4.2
Test procedure
Same test procedure as defined in clause 9.2.1.1.4.2 for 10MHz BW with the following exceptions:

-
Instead of Table 9.2.1.1.3-1, use Table 9.2.1.7.5-1.
-
The SS shall transmit PDSCH via PDCCH DCI format 1 instead 1A.

9.2.1.7.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.2.1.7.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  cqi-ReportConfigPCell-v1250 SEQUENCE {
	
	
	

	    altCQI-Table-r12
	allSubframes
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.1.7.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	6
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	NULL
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.2.1.7.5
Test requirement

Table 9.2.1.7.5-1: PUCCH 1-0 static test (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	1

	Downlink power allocation
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	dB
	0

	
	(
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR for UE with 2Rx RF band (Note 2)
	dB
	-1
	0
	20
	21

	SNR for 4Rx UE without 2Rx RF band
	dB
	[-4]
	[-3]
	[17]
	[18]
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	dB[mW/15kHz]
	-99
	-98
	-78
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	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 5

	cqi-pmi-ConfigurationIndex
	
	6

	Note 1:
Reference measurement channel RC.1A FDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 3:
The SNR requirement for 4Rx capable UEs is as specified in 9.1.1.4.1. For 4Rx UE without 2Rx RF bands SNR requirement is reduced by [3] dB.


The pass fail decision is as specified in the test procedure in clause 9.2.1.7.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

Table A.4-1: CSI reference measurement channels

	RMC Name
	Duplex
	CH-BW
	Alloc. RB-s
	UL/DL Config
	Alloc. SF-s
	MCS Scheme
	Nr. HARQ Proc.
	Max. nr HARQ Trans.
	Notes

	1 CRS Port

	RC.1 FDD
	FDD
	10
	50
	-
	
	MCS.1
	8
	1
	

	RC.1A FDD
	FDD
	10
	50
	
	
	MCS.1A
	8
	1
	

	RC.1 TDD
	TDD
	10
	50
	Note 3
	
	MCS.1
	10
	1
	

	RC.1A TDD
	TDD
	20
	100
	Note 3
	
	MCS.1B
	10
	1
	

	RC.3 FDD
	FDD
	10
	6
	-
	
	MCS.10
	8
	1
	

	RC.3 TDD
	TDD
	10
	6
	Note 3
	
	MCS.10
	10 or 7 (Note 9)
	1
	

	RC.4 FDD
	FDD
	10
	15
	-
	
	MCS.15
	8
	1
	Note 6

	RC.4 TDD
	TDD
	10
	15
	Note 3
	
	MCS.15
	10
	1
	Note 6

	RC.5 FDD
	FDD
	10
	3
	-
	
	MCS.17
	8
	1
	

	RC.5 TDD
	TDD
	10
	3
	Note 3
	
	MCS.17
	10
	1
	

	RC.14 FDD
	FDD
	5
	25
	-
	
	MCS.14
	8
	1
	

	RC.15 FDD
	FDD
	5
	15
	-
	
	MCS.15
	8
	1
	Note 6

	RC.16 FDD
	FDD/HD-FDD
	10
	2
	
	
	MCS.20
	8
	1
	Note 8,10

	RC.16 TDD
	TDD
	10
	2
	Note 3
	
	MCS.20
	10
	1
	Note 8

	RC.23 FDD
	FDD/HD-FDD
	10
	3
	
	
	MCS.28
	8
	1
	Note 12, 13

	RC.23 TDD
	TDD
	10
	3
	
	
	MCS.28
	10
	1
	Note 12

	RC.25 FDD
	FDD/HD-FDD
	10
	3
	
	
	MCS.28
	8
	1
	Note 12, 14

	RC.25 TDD
	TDD
	10
	3
	
	
	MCS.28
	10
	1
	Note 12, 15

	2 CRS Ports

	RC.2 FDD
	FDD
	10
	50
	-
	
	MCS.2
	8
	1
	

	RC.2A FDD
	FDD
	20
	100
	
	
	MCS.2A
	8
	1
	

	RC.2 TDD
	TDD
	10
	50
	Note 3
	
	MCS.2
	10 or 7 (Note 9)
	1
	

	RC.4A FDD
	FDD
	20
	15
	
	
	MCS.16
	8
	1
	Note 6

	RC.6 FDD
	FDD
	10
	15
	-
	
	MCS.16
	8
	1
	Note 6

	RC.6 TDD
	TDD
	10
	15
	Note 3
	
	MCS.16
	7
	1
	Note 6

	4 CRS Ports

	RC.17 FDD
	FDD
	10
	50
	-
	
	MCS.18
	8
	1
	

	RC.17 TDD
	TDD
	10
	50
	Note 3
	
	MCS.18
	7
	1
	

	RC.21 FDD
	FDD
	10
	50
	-
	
	MCS.26
	8
	1
	

	RC.21 TDD
	TDD
	10
	50
	Note 3
	
	MCS.26
	7
	1
	

	1 CRS Port + CSI-RS

	RC.8 FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.11
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12
	
	
	

	RC.8A FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.11A
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12A
	
	
	

	RC.8 TDD
	TDD
	10
	6
	Note 3
	Non
CSI-RS
	MCS.11
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12
	
	
	

	RC.8A TDD
	TDD
	20
	8
	Note 3
	Non
CSI-RS
	MCS.11B
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12B
	
	
	

	RC.9 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.3
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4
	
	
	

	RC.9A FDD
	FDD
	20
	100
	-
	Non

CSI-RS
	MCS.3A
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4A
	
	
	

	RC.9B FDD
	FDD
	10
	50
	-
	Non
CSI-RS, rank 1/2
	MCS.3
	8
	1
	

	
	
	
	
	
	Non
CSI-RS, rank 3/4
	MCS.30
	
	
	

	
	
	
	
	
	4 CSI-RS, rank 1/2
	MCS.29
	
	
	

	
	
	
	
	
	4 CSI-RS, rank 3/4
	MCS.31
	
	
	

	RC.9 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.3
	7
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4
	
	
	

	RC.9B TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS, rank 1/2
	MCS.3
	7
	1
	

	
	
	
	
	
	Non
CSI-RS, rank 3/4
	MCS.30
	
	
	

	
	
	
	
	
	4 CSI-RS, rank 1/2
	MCS.29
	
	
	

	
	
	
	
	
	4 CSI-RS, rank 3/4
	MCS.31
	
	
	

	2 CRS Port + CSI-RS

	RC.7 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.7
	
	
	

	RC.7 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	8 CSI-RS
	MCS.8
	
	
	

	RC.11 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.6
	
	
	

	RC.11 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.6
	
	
	

	RC.18 FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.13
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.19
	
	
	

	RC.18 TDD
	TDD
	10
	6
	Note 3
	Non
CSI-RS
	MCS.13
	7
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.19
	
	
	

	RC.17 TDD
	TDD
	10
	6
	Note 3
	4 ZP-CSI-RS
	MCS.21
	10
	1
	

	RC.18 TDD
	TDD
	10
	6
	Note 3
	4 ZP-CSI-RS
	MCS.22
	10
	1
	

	RC.19 TDD
	TDD
	10
	41
	Note 3
	4 ZP-CSI-RS
	MCS.23
	10
	1
	Note 11

	RC.20 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.24
	10
	1
	

	
	
	
	
	
	2 CSI-RS, 4 ZP-CSI-RS 
	MCS.25
	
	
	

	RC.22 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.27
	
	
	

	RC.22 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.27
	
	
	

	1 CRS Port + CSI-RS + CSI-IM

	RC.13 FDD
	FDD
	10
	50
	-
	Non CSI-RS/IM
	MCS.3
	8
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	RC.13 TDD
	TDD
	10
	50
	Note 3
	Non CSI-RS/IM
	MCS.3
	10
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	2 CRS Port + CSI-RS + CSI-IM

	RC.10 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS, 
1 CSI process
	MCS.8
	
	
	

	RC.10 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	8 CSI-RS,
1 CSI process
	MCS.9
	
	
	

	RC.12 FDD
	FDD
	10
	6
	-
	Non CSI-RS/IM
	MCS.13
	8
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	RC.12 TDD
	TDD
	10
	6
	Note 3
	Non CSI-RS/IM
	MCS.13
	10
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	Note 1:
3 symbols allocated to PDCCH.

Note 2:
For FDD only subframes 1, 2, 3, 4, 6, 7, 8 and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 3:
TDD UL-DL configuration as specified in the individual tests.

Note 4:
For TDD when UL-DL configuration 1 is used only subframes 4 and 9 are allocated to avoid PBCH and synchronization signal overhead. 

Note 5:
For TDD when UL-DL configuration 2 is used only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 6:
Centred within the Transmission Bandwidth Configuration (Figure 5.4.2-1).

Note 7:
Only subframes 2, 3, 4, 7, 8 and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 8:
Allocate PDSCH on 5th and 6th PRBs within a subband.

Note 9:
The number of HARQ processes is 10 for TDD UL/DL configuration 2 and 7 for TDD UL/DL configuration 1.

Note 10:
The downlink subframes are scheduled at the 1st, 2nd, 8th, 9th, 16th, 17th, 18th, 24th, 26th, 32nd, 33rd, 34th subframes every 40ms. Information bit payload is available if downlink subframe is scheduled (starting from 0th subframe).

Note 11:
41 resource blocks (RB0–RB20 and RB30–RB49) are allocated in subframe 0 and 5 in RC.19 TDD.

Note 12:
Allocate PDSCH on 3th, 4th and 5th PRBs within a narrowband. Allocate MPDCCH on the 0th and 1st PRBs within a narrowband.

Note 13:
The PDSCH subframes are scheduled at the 0th and 1st subframes every 10ms. Information bit payload is available if downlink subframe is scheduled (starting from 0th subframe). MPDCCH subframes are scheduled at the 8th and 9th subframes every 10ms.

Note 14:
The downlink subframes are scheduled at the 0th to 4th subframes every 20ms. Information bit payload is scheduled at the 4th subframe (starting from 0th subframe). MPDCCH and Information bit payload are not scheduled in the radio frames where systemInformation1-BR is scheduled, and [image: image9.wmf]BR

-

SIB1

PDSCH

N

 = 4 with the set of frames and subframes for SIB1-BR defined in TS 36.211 [16] Table 6.4.1-2.

Note 15:
Information bit payload is scheduled at the 8th subframe every 20ms (starting from 0th subframe).


Table A.4-14: Mapping of CQI Index to Modulation coding scheme (Modulation and TBS index Table 2 and 4-bit CQI Table 2 are used)

	CQI Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	Notes

	Target Coding Rate
	OOR
	0.0762
	0.1885
	0.4385
	0.3691
	0.4785
	0.6016
	0.4551
	0.5537
	0.6504
	0.7539
	0.6394
	0.6943
	0.7783
	0.8643
	0.9258
	

	Modulation
	OOR
	QPSK
	16QAM
	64QAM
	256QAM
	

	MCS Scheme
	PRB
	Available RE-s
	Imcs
	

	MCS.1A
	50
	6300
	DTX
	0
	1
	3
	5
	7
	10
	11
	14
	16
	18
	20
	22
	24
	26
	26
	

	MCS.1B
	100
	12600
	DTX
	0
	1
	3
	5
	7
	10
	11
	14
	15
	18
	20
	22
	24
	26
	26
	

	Note 1:
Mapping between Imcs and TBS according to Tables 7.1.7.1-1 and 7.1.7.2.1-1 in TS 36.213 [6].

Note 2:
3 symbols allocated to PDCCH.

Note 3:
Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for potential retransmissions.


<End>
