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4B.2
Applicability of requirements and tests

The applicability of the requirements for various types and Categories of UE for the tests in clause 7 (E-UTRA A-GNSS) are defined in TS 36.171 [3] clause 4.1.1; for the tests in clauses 8 (E-UTRA ECID), 9 (E-UTRA OTDOA), 10 (E-UTRA OTDOA for Carrier Aggregation) are defined in TS 36.133 [23] clause 3.6.1; for the tests in clauses 11 (E-UTRA MBS), 12 (E-UTRA WLAN and BLE) are defined in TS 37.171 [39]. These are summarised below for the relevant tests in this specification.

Table 4B.2-1: Applicability of tests for various types and Categories of UE (informative)

	Tests
	Types and Categories of UE

	
	LTE UE other than types and Categories listed here
	UE Category 0 (Note 1)
	UE Category 1
	UE Category 1bis (Note 2)
	UE Category M1
	UE Category M2
	UE Category NB1 and NB2 (Note 3) 
	UE configured with EN-DC
	

	Clause 7 (E-UTRA A-GNSS)
	All
	All
	All
	All
	All (UE must also support VoLTE)
	All (UE must also support VoLTE)
	None
	Requirements defined in RAN 4. Tests are FFS
	

	Clause 8 (E-UTRA ECID),
	All except those defined for types and Categories listed here
	All
	All
	Only tests defined for UE Category 1bis
	Only tests defined for UE Category M1
	Only tests defined for UE Category M2
	None
	Requirements defined in RAN 4. Tests are FFS
	

	Clause 9 (E-UTRA OTDOA)
	All except those defined for types and Categories listed here
	All
	All
	Only tests defined for UE Category 1bis
	Only tests defined for UE Category M1
	Only tests defined for UE Category M2
	Only tests defined for NB-IOT
	Requirements defined in RAN 4. Tests are FFS
	

	Clause 10 (E-UTRA OTDOA for Carrier Aggregation)
	All
	All
	All
	None
	None
	None
	None
	Requirements defined in RAN 4. Tests are FFS
	

	Clause 11 (E-UTRA MBS)
	All
	All
	All
	All
	All
	All
	FFS
	Requirements defined in RAN 4. Tests are FFS
	

	Clause 12 (E-UTRA WLAN and BLE)
	All
	All
	All
	All
	All
	All
	FFS
	Requirements defined in RAN 4. Tests are FFS
	

	Note 1: The requirements for a UE Category 0 are derived assuming UE Category 0 and a single antenna receiver.

Note 2: The requirements for UE Category 1bis are derived assuming UE Category 1bis and a single antenna receiver.

Note 3: The requirements for UE Category NB1/NB2 are derived assuming UE Category NB1/NB2 and a single antenna receiver.



Editor's note: the current versions of this specification and TS 37.571-3 do not accurately reflect the above table. The above table should therefore be used where it differs from the applicabilities given in this specification and TS 37.571-3.
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